1970 corvette

Coronavirus update: New contactless services to help keep you safe. The company was very
good give me all the information I needed on this specific Shavel, and a bunch of other cars that
they Satisfied all my requirements. My experience with formula one imports was excellent. They
were very responsive to my needs and were able to accommodate what I was looking for. I
would recommend them to anybody who is interested and buying a car. Nothing special. They
responded but did not have a good grasp on the t-bird. I would have liked to see more in-depth
pictures and a data plate. I will probably look elsewhere. Nice contact back and quickly
answered my questions. Very professional and tools the extra steps to get the I formation I
needed. Cars 4 U ohio was great to work with. Very friendly, informative, and best car buying
experience i have had. Absolutely would buy again from them. We ended up choosing a
different vehicle closer to home. But the dealer responded quickly. Excellent coustomer service
by Miguel and was quick doing paperwork great deal on vehicles. Purchasing the car on
Thursday. Very happy with Albert and the deal I am getting. Highly recommended. All staff were
very helpful ,and answered my wife's and my questions. One vehicle was looking so nice, till
they informed myself of one issue and then I looked at the car harder. They then showed a few
cars that met our our money limits. Great experience very professional help me immediately
have to call waiting for me experience with this dealership. Great folks to work with Honest
answers and vehicle assessments. I respect the owners for charging the price that they do. I
respect the owners for the knowledge that they have of the vehicle. What I do not agree with is
the price for car that's over 35 years old I do not agree with that at all. Maybe one day I'll
purchase this vehicle when I get all the pennies out of my jar. Prompt response and very
knowledgeable. Unfortunately the vehicle I was intrested in was sold. However, once Scott knew
what I was looking for he was able to send me dozens of similar vehicles to choose from!
Thanks Scott! Dealer was very helpful answering all the questions we had regarding this truck,
and if she couldn't answer right away she got the answers and called me back. Did a very good
job answering my questions and providing the info I needed to make my decision. Dealer got
back to me several times. Prompt and courteous. Answered all my questions. The Chevrolet
Corvette was available with a number of different engines, including the first LT small-block ci,
horsepower or ci, horsepower and the increased big-block, now a ci, V8 monster capable of
horsepower. The LT1 could go from 0 to 60 in 5. Of course, the Corvette was beautiful on the
outside as well as within, with a new "ice-cube-tray" grill. The gills were toned down a bit, and a
few more colors were available, including Donnybrooke Green. We'll help you find great deals
among the millions of vehicles available nationwide on CarGurus, and we'll provide you with
dealer reviews and vehicle history for each one. After all, over 30 million shoppers use
CarGurus to find great deals on used cars and new cars in their area. And when it's time to get
rid of your old ride, sell your car simply and securely on CarGurus. Once you're ready to narrow
down your search results, go ahead and filter by price, mileage, transmission, trim, days on lot,
drivetrain, color, engine, options, and deal ratings. And if you only want to see cars with a
single owner, recent price drops, photos, or available financing , our filters can help with that
too. All Years to All Years. Radius 10 mi 25 mi 50 mi 75 mi mi mi mi mi Nationwide. Find
Chevrolet Corvette listings in your area Search Coronavirus update: New contactless services
to help keep you safe. Best deals first. CarGurus User. Private Seller: Giacomo. Maspeth, NY
Message Seller. CarGurus Pay. Read more. Why Use CarGurus? DeLorean , who had taken the
helm of the company on February 1, Along with the Camaro and the Pontiac Firebird, DeLorean
believed that prolonging production of the earlier models into the winter of would help
Chevrolet make up ground on an order backlog that had occurred in part because of the
two-month automotive workers strike at GM plants early in It was because of this extension that
the Corvette had set record sales numbers for the model year. On November 7, , Chevrolet
manufactured its ,th Corvette since production of the sports car had begun on June 30,
Although technically the model should have been a Corvette, it was still recognized as a
because of the aforementioned production extension. The car, which rolled off the production
line at a. The car was originally purchased by George Dyer of Montebello, California. Seventeen
percent of the owners of both series listed squeaks and rattles as the worst feature. In order to
keep up with demand, GM had been forced to add a third shift in their St. Louis plant to keep
production on schedule. Despite the realizations of production quality being compromised, the
result of such high volume for both the and model years, as well as the preparatory work for the
was that quality control was barely able to hold its own, let alone have any chance of improving.
It was during this time period that production quality had reached an all-time low. The Corvette
actually made its formal debut in late February, and introduced the world to a number of small,
but improved design styling touches. The exterior of the Corvette also featured a number of
other design cues that were new for the model year. Amongst these, the parking lights were
now squared off and set into the corners of the grille. Mandatory side marker lights at the front

and rear of the car were larger and better integrated into the design than those of earlier model
years. In the back of the car, new rectangular exhaust pipe tips were recessed into the
underside of the tail in a manner inspired by the Mako Shark II. A number of detail refinements
were also made to the taillights and the stainless steel rocker moldings. The interior of the
Corvette was improved upon in a number of areas. The seats, which had been re-designed in ,
underwent another design change that added an inch of urgently needed headroom as well as
better lateral support. Additionally, the headrests were integrated into the seat design and a
more accessible release button was introduced for the seat back hinge. The inertia reels for the
shoulder harnesses were tucked away more neatly in the rear quarters, thereby opening up
more space in the trunk area. The seatbelts themselves were now being fed through slots in the
seat backs that made them feel built into the design. A new option was introduced for the
Corvette that could be ordered at a small, added cost to the customer. Leather-trimmed seats,
cut-pile, door-to-door carpeting, a leather boot for manual transmission shift levers , and
wood-grain trim on the console and doors were all introduced to provide an additional layer of
warmth to the interior of the Corvette. As a result, all Corvettes received evenly tinted glass on
all windows. Mechanically, there were many carryovers from the previous model year. The
small-block engine lineup remained the same at the two lower power ratings horsepower and
horsepower respectively. However, GM did introduce a new solid-lifter, small block engine that
they designated the LT While these markings were certainly a differentiator between which
engine a particular Corvette was built with, it was also readily obvious to anyone who heard the
unique rumble from the exhaust pipes and the tapping of its mechanical lifters that they were in
the presence of an LT-1 engine. Corvettes equipped with the LT-1 engine also came standard
with a larger bore â€” two-and-a-half inch â€” exhaust system, and a larger carburetor â€” an
CFM Holley four-barrel with vacuum controlled secondary throttles. In conjunction with the
massive fuel delivery system, Corvette engineers also included a transistorized Delco ignition
system, which helped produce reliable high-speed operation with a redline of 6, rpm in the LT-1
engine. The numbers that the LT-1 engine produced were impressive, and certainly consistent
with the performance expectations that individuals like Zora Arkus-Duntov had for the Corvette.
The LT-1 equipped Corvettes could manage a quarter mile run in just Of course, many racers
looking to utilize the performance and handling aspects of the Corvette were not going to invest
their money into a small-block, despite the performance numbers it was capable of producing.
Serious racers knew that, if they were able to sort through the options presented to them, they
should have been able to assemble a race car that would rival anything on the track. While
earlier Corvettes were capable of being equipped with such options as the ZL-1 , which featured
a setup that included the cubic inch L88 engine , the offerings were a little harder to come by.
For the model year, Chevrolet introduced a big block that was stroked out to a full 4. It was the
first time that the stroke had been increased since the engine had been introduced in its more
conservative iteration â€” a cubic-inch big block â€” in While the arrival of the was considered
by some to be in response to Corvettes increasing presence on the racetrack, the truth is
actually more intriguing. Still, there was the question of how racers could build a serious track
car by using the right combination of production codes. The aforementioned L88 and ZL1
options were even offered for though Chevy continued to sell Can-Am engines to bona fide race
teams. The LS5 would come equipped with hydraulic lifters, Also, the first ZR1 performance
package appeared in not , as some might believe and included the HP LT1 engine and a host of
other performance items. GM did publish specs on the LS7 engine, and articles about the
engine were published in many automobile magazines, but the engine itself was never made
available for purchase. This car gives the impression that it could do anything you demanded.
While these criticisms were certainly noteworthy, they also turned out to be irrelevant. The
model year would mark the end for the big-block, high-power Corvettes as they had been known
up to this point. Further, he dictated that all engines would be required to be able to run on
octane fuel, a decision that was made because of the anticipation of the ever tightening
emission regulations that would govern future automotive production. Type and Description:
Independent, SLA type, coil springs with center mounted shock absorbers, spherical joint
steering knuckle pivots. For all Corvettes, the location of the Vehicle Identification Number VIN
is stamped on a plate attached to the left front body hinge pillar. See Figure 1 below. The
following list of common issues is intended for individual reference only, and may not reflect
the specific issues of every Corvette. While the intent of this page is to identify the common
issues pertaining to the Corvette, it is not an all-inclusive list and should be used for reference
only. One of the common issues with the engines in a Corvette have nothing to do with any
specific mechanical issues. Overheating is a common problem on early C3 Corvettes. One of
the most common causes of overheating is the replacement of the stock radiator fan and fan
shroud with an electric fan. In turn, this helps the engine piston rings seal against the cylinder

wall. The PCV valve also acts as a check valve under hard acceleration when engine vacuum is
zero. This allows the crankcase ventilation tube that is connected to the air cleaner to draw a
vacuum in the crankcase when the throttle is wide open. PCV valves are often neglected but
they play an important role in engine drivability and engine life. Also, make sure that all PCV
grommets are properly sealing to ensure that the proper pressures are maintained and that oil
blow-by does not occur. One of the common issues with the transmissions in a Corvette have
nothing to do with mechanical issues. The transmission vacuum modulator that controls shift
timing could have a broken diaphragm allowing transmission fluid to be drawn into the engine.
A minor vacuum modulator diaphragm leak will foul the number eight plug slowly and result in a
minor loss of transmission fluid. A severe vacuum modulator diaphragm leak will create smoke
out the tailpipe and noticeable transmission fluid loss. The number eight cylinder intake
manifold runner is where the vacuum supply to the automatic transmission modulator is
located. This number eight intake manifold runner also supplies the headlamp actuator system.
Therefore, this vacuum supply can create a very rough idle if both systems were leaking. Many
times the fitting that screws into the intake manifold is loose. Both the driver and passenger
door windows are known to fail. There are generally two conditions which cause the window to
stop operating: 1. A blown fuse or defective relay, or, 2. A failed power window motor. When
inspecting the vehicle for a cause, always check the fuse first. The replacement of a power
window motor is a time consuming process requiring access to the inner workings of the door
via removal of the inner door panel. In instances where the window fails to go up completely,
inspect the window gear regulator. If any of the gear teeth are missing from the widow regulator,
the gear will need to be replaced. If the teeth on the regulator gear are not damaged, the window
motor will need to be removed from the regulator and inspected. A damaged worm gear gear
drive on the window motor will require replacement of the entire window motor. Due to age, the
window cushions can become damaged or may fall off the vehicle. Fortunately they can be
easily replaced at many auto parts stores. If the window travels excessively fast during
operation, inspect the power window spring. A broken spring can result in costly repairs to the
to the power window motor or the window regulator gear. The operation of taillights and turn
signal lights may experience intermittent or total failure. Although there are a number of
possible causes for this issue, the most common cause of failure is a bad ground in the taillight
circuit. When troubleshooting, check for breaks in wiring and check for wiring grounds. All
Corvettes from can have a large vacuum leak from the headlight actuator vacuum system that
will affect the engine idle. When experiencing rough idle, remove the vacuum hose and plug the
fitting temporarily, then check engine performance. See Transmission Modulator Vacuum Leaks
above for additional information. The rubber hoses and other components of the headlight
vacuum system are known to wear out. In many instances, only one of the headlight assemblies
will operate. Always check all rubber vacuum lines when even a single headlight assembly is
not operating properly as many times, it the result of a failed or collapsed line. Over time, the
door hinges on all C3 Corvettes fatigue and begin to fail, causing the doors to sag and other
alignment issues including broken door seals, water leaks, and road noise. To prolong the
hinge life, lubricate the hinges regularly. In the event that the hinges do sag, replacing the hinge
bushings and pin is also an option, although replacing the upper hinge pin will require the
removal of the dashboard speedometer cluster. The time or mileage intervals indicated on this
website are intended as a guide for establishing regular maintenance and lubrication periods.
Sustained heavy duty or high speed driving, or driving under adverse conditions may require
more frequent servicing. In addition to the items listed above, it is also recommended that the
following items are inspected every miles or 2 weeks, whichever comes first:. Remove air
cleaner and block throttle and choke in wide open position. Hook up starter remote control
cable and insert compression gauge firmly in spark plug port. Failure to do this will result in a
damaged grounding circuit in the ignition switch. Crank engine through at least four
compression strokes to obtain highest possible reading. Check and record compression of
each cylinder. If one or more cylinders reads low or uneven, inject about a tablespoon of engine
oil on top of pistons in low reading cylinders through spark plug port. Crank engine several
times and recheck compression. If compression comes up but does not necessarily reach
normal, rings are worn. If compression does not improve, valves are burnt, sticking or not
sealing properly. If two adjacent cylinders indicate low compression, the cause may be a head
gasket leak between the cylinders. The adjustments described apply to all carburetors used,
except as noted. All adjustments are made with the engine at normal operating temperature.
Remove distributor vacuum line at distributor and plug hose. Start engine and set the throttle
stop screw for recommended idle speed. The choke valve must be wide open and the fast idle
inoperative. Adjust one idle mixture screw at a time for smoothest, fastest idle speed. Readjust
throttle stop screw for recommended idle speed. Basic setting for idle mixture screws is 2 turns

open from fully closed for , 3 turns for , 1 turn for Holley , Air condition to be ON, except Mark IV
and all When adjusting the idle speed be sure that the idle compensator is closed. Close it
manually if necessary. After idle speed is adjusted, check by pressing down on the
compensator. If speed drops, readjust idle speed. NOTE: Idle speed adjustments on cars with
automatic transmissions must be made with transmission in Drive and idle stator switch, if so
equipped, closed. Be sure parking brake is on. All adjustments are same as previously
described except as follows: On models equipped with idle stop solenoid, adjust idle stop
solenoid screw to give rpm, then adjust idle mixture adjusting screw to specified rpm.
Disconnect lead at idle stop solenoid throttle level will rest against regular stopscrew. Adjust
this stopscrew for idle speed of rpm. Do not change setting of idle stop solenoid stopscrew or
idle mixture screw. Adjust fast idle screw of Rochester carburetors to obtain recommended fast
idle speed. Bend fast idle lever on Holleys. On models, disconnect transmission controlled
spark solenoid. With slow idle speed correctly adjusted, fully open choke and make sure fast
idle cam follower is off steps of cam. Remove the air cleaner and check to see that choke valve
and rod more freely. Disconnect choke rod at choke lever. Check choke adjustment by holding
choke valve closed and position rod so that it contacts stop. If necessary, adjust rod length by
bending rod at offset. Bend must be such that rod enters choke lever hole freely and squarely.
Connect rod at choke lever and install air cleaner. The A. The system forces compressed air into
the exhaust manifold where it mixes with the hot exhaust gases. The hot exhaust gases contain
unburned particles that complete their combustion when the addition air is supplied. The
system consists of: An air pump, diverter valve, check valve s , AIR pipe assemblies and
connecting hoses and fittings. Carburetors and distributors for AIR engines are made to be
used with the system and should not be replaced with components intended for use with
engines that do not have the system. The air pump is a two-vane pump which compresses fresh
filtered air and injects it into the exhaust manifold. The pump consists of: a housing, centrifugal
filter, set of vanes that rotate about the centerline of pump housing bore, the rotor, and the
seals for the vanes. The centrifugal filter is replaced by first removing the drive belt and pump
pulley; then pulling filter off with pliers. Care should be taken to prevent fragments from
entering the air intake hole. NOTE: A new filter may squeal when first put into operation. The air
pump is operating satisfactorily when the air flow from it increases as engine speed increases.
The air hoses should be replaced only with hoses which are designed for AIR system use, as no
other type hoses can withstand the high temperature. Start engine then check ignition dwell.
With engine running at idle, raise the adjustment screw window and insert an Allen wrench in
the socket of the adjusting screw. Turn the adjusting screw as required until a dwell reading of
thirty degrees is obtained. A two degree variation is allowable for wear. Close access cover fully
to prevent the entry of dirt into the distributor. If a dwell meter is not available, turn adjusting
screw clockwise until engine starts to misfire, then turn screw one-half turn in the opposite
direction to complete adjustment. Slowly accelerate engine to rpm and note dwell reading.
Return engine to idle and note dwell reading. If dwell variation exceeds specifications, check for
worn distributor shaft, worn distributor shaft bushing or loose breaker plate. Remove distributor
cap, clean cap and inspect for cracks, carbon tracks and burned or corroded terminals. Replace
cap where necessary. Clean rotor and inspect for damage or deterioration. Replace rotor where
necessary. Replace brittle, oil soaked or damaged spark plug wires. Install all wires to proper
spark plug. Proper positioning of spark plug wires in supports is important to prevent
cross-firing. Tighten all ignition system connections. Replace or repair any wires that are
frayed, loose or damaged. Disconnect the distributor spark advance hose and plug the vacuum
source opening. Start engine and run at idle speed. Aim timing light at timing tab. Adjust the
timing by loosening the distributor clamp and rotating the distributor body as required, then
tighten the clamp, and recheck timing. Stop engine and remove timing light and reconnect the
spark advance hose. Inspect each plug individually for badly worn electrodes, glazed, broken or
blistered porcelains and replace plugs where necessary. Clean serviceable spark plugs
thoroughly, using an abrasive-type cleaner such as sand blast. File the center electrode flat.
Inspect each spark plug for make and heat range. All plugs must be of the same make and
number. Adjust spark plug gaps to. If available, test plugs with a spark plug tester. Inspect
spark plug hole threads and clean before installing plugs. Install spark plugs with new gaskets
and torque to specifications. Connect spark plug wiring. There are no moving parts in the
ignition pulse amplifier, and the distributor shaft and bushings have permanent type lubrication,
therefore no periodic maintenance is required for the magnetic pulse ignition system. Check the
distributor centrifugal advance mechanisms by turning the distributor rotor in a clockwise
direction as far as possible, then releasing the rotor to see if the springs return it to its retarded
position. If the rotor does not return readily, the distributor must be disassembled and the
cause of the trouble corrected. Check to see that the vacuum spark control operates freely by

turning the movable breaker plate counter-clockwise to see if the spring returns to its retarded
position. Any stiffness in the operation of the spark control will affect the ignition timing.
Correct any interference or binding condition noted. Examine distributor points and clean or
replace if necessary. Contact points with an overall gray color and only slight roughness or
pitting need not be replaced. Dirty points should be cleaned with a clean point file. Use only a
few strokes of a clean, fine-cut contact file. The file should not be used on other metals and
should not be allowed to become greasy or dirty. Never use emery cloth or sandpaper to clean
contact points since particles will embed and cause arcing and rapid burning of points. Do not
attempt to remove all roughness nor dress the point surfaces down smooth. Merely remove
scale or dirt. Clean cam lobe with cleaning solvent, and rotate cam lubricator wick end or
one-hundred-eighty degrees as applicable. Replace points that are burned or badly pitted.
Where prematurely burned or badly pitted points are encountered, the ignition system and
engine should be checked to determine the cause of trouble so that it can be eliminated. Unless
the condition causing point burning or pitting is corrected, new points will provide no better
service than the old points. Check point alignment then adjust distributor contact point gap to.
Breaker arm rubbing block must be on high point of lobe during adjustment. If contact points
have been in service, they should be cleaned with a point file before adjusting with a feeler
gauge. Check distributor point spring tension contact point pressure with a spring gauge
hooked to breaker lever at the contact and pull exerted at 90 degrees to the breaker lever. The
points should be closed cam follower between lobes and the reading taken just as the points
separate. Spring tension should be ounces. If not within limits, replace. Excessive point
pressure will cause excessive wear on the points, cam and rubber block. Weak point pressure
permits bouncing or chattering, resulting in arcing and burning of the points and an ignition
miss at high speed. The top of the battery should be clean and the battery hold-down properly
tightened. Particular care should be taken to see that the top of the battery is kept clean of acid
film and dirt. When cleaning batteries, wash first with a dilute ammonia based or soda solution
to neutralize any acid present and then flush off with clean water. Keep vent plugs tight so that
the neutralizing solution does not enter the cell. The hold-down bolts should be kept tight
enough to prevent the batter from shaking around in its holder, but they should onto be
tightened to the point where the battery case will be placed under a severe strain. To ensure
good contact, the battery cables should be tight on the battery posts. Oil battery terminal felt
washer. If the battery posts or cable terminals are corroded, the cables should be cleaned
separately with a soda solution and wire brush. After cleaning and before installing clamps,
apply a thin coating of a petrolatum to the posts and cable clamps to help slow corrosion. If the
battery has remain undercharged, check for loose or defective fan belt, defective alternator,
high resistance in the charging circuit, oxidized regulator contact points, or a low voltage
setting. If the battery has been using too much water, the voltage output is too high. Inspect for
deteriorated or plugged hoses. Inspect all hose connections. On engines with closed element
air cleaners, inspect crankcase ventilation filter and replace if necessary. On engines with open
element air cleaners, remove flame arrestor and wash in solvent then dry with compressed air.
Check the brake fluid regularly, for as the brake pads wear the level will drop rapidly. It should
be replenished only with the recommended fluid. Check disc brake assemblies to see if they are
wet; it would indicate a leaking cylinder. Disc brakes do not need periodic adjustments; they are
self adjusting. This is when the groove in the center of the pad is gone. Check by removing
wheel and looking directly into caliper. If shift is not smooth adjust clutch. Free play with pedal
released is approx. At clutch lever near firewall remove clutch return spring. To decrease clutch
pedal free play remove clutch pedal return spring and loosen lower nut on clutch pedal rod;
take up play with upper nut. Continue until proper play is obtained, then securely tighten top nut
and replace spring. To increase pedal play work nuts in opposite sequence. Disconnect control
linkage at carburetor throttle lever. Hold carburetor throttle lever in wide position. Pull control
linkage to wide open position. On vehicles equipped with automatic transmission, pull through
detent. Adjust control linkage to freely enter hole in carburetor throttle lever. Connect control
linkage at throttle lever. Remove air cleaner, disconnect accelerator linkage at carburetor.
Disconnect accelerator return and trans. Pull upper rod forward until transmission is through
detent. Open carburetor wide open, at which point ball stud must contact end of slot in upper
rod. Adjust swivel on end of rod if necessary. Disengage the snap lock and position the
carburetor to wide open throttle. Push the snap lock downward until the top is flush with the
rest of the cable. Pull detent switch driver to rear until hole in switch body lines up with hole in
driver. Open throttle fully and move switch forward until lever touches accelerator lever. Tighten
mounting bolt and remove pin. A rough idling engine may be caused by a malfunction of the
valve. Check by pinching vacuum hose to carburetor with engine idling. If idling smooths out,
the valve should be removed for cleaning or replacement if something appears to be broken.

The car should be standing on level ground and the oil level checked with the dipstick.
Withdraw the dipstick, wipe it with a clean rag, replace and withdraw again. The mark made by
the oil on the lower end of the dipstick will indicate the oil level. If necessary, oil should be
added through the filler cap. Never let the oil level fall so low that it does not show at all on the
dipstick. If in doubt, it is better to have a bit too much oil than too little. Never mix oils of
different brands, the additives may not be compatible. Place a pan under the oil pan drain plug
and remove plug. Be sure pan is of a large enough capacity to hold the oil. Move pan under filter
and remove filter by turning if counterclockwise. Clean gasket surface of cylinder block. Coat
gasket of new filter with engine oil. Thread filter into adapter. Tighten securely by hand. Do not
overtighten filter. Remove drop pan. Remove drain pan. Inspect oil pan drain plug gasket and
replace if broken, cracked, or distorted. Install drain plug and tighten. Fill crankcase to required
level with recommended oil. Operate engine at fast idle and check for oil leakage. When
changing oil filter, add one additional quart. Check fluid level with engine idling, transmission in
neutral and engine at normal operating temperature. Add fluid as needed to bring level to mark.
Do not overfill. Every 12, miles or sooner, depending on service, remove fluid from sump and
add new fluid. Operate transmission and check fluid level. Every 24, miles the transmission
sump strainer of the Turbo Hydra-Matic transmission should be replaced. Raise car on lift, clean
dirt and grease from area around the filler plug. Plug is located on side of transmission case.
Remove plug and place finger tip inside hole. The oil should be just about level with the bottom
edge of the hole. Add oil as needed, using a plastic syringe. With the car standing level, clean
dirt and grease from area around filler plug. Add oil, with a plastic syringe, as needed.
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