1996 mazda b2300 fuse panel diagram
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Reproduction by any means, electronic or mechanical including photocopying, recording or by
any information storage and retrieval system or translation in whole or part is not permitted
without written authorization from MNAO. Page 4: Introduction The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. For more information on Mazda and its products visit the following website: In the United
States: These comments should be read and observed. Your vehicle is not a passenger car. As
with other vehicles of this type, failure to operate this vehicle correctly may result in loss of
vehicle control, vehicle rollover, personal injury or death. Page 8 Introduction These are some
of the symbols you may see on your vehicle. Many lights will illuminate when you start your
vehicle to make sure the bulb works. Page 13 Instrument Cluster Check fuel cap: Illuminates
when the fuel cap may not be properly installed. Check the fuel filler cap if this light remains on.
Continued driving with this light on may cause the Check Engine warning light to come on. It
may take a long period of time for the system to detect an improperly installed or properly
re-installed fuel filler cap depending on driving and fuel tank level conditions. Page 14
Instrument Cluster Air bag readiness: If this light fails to illuminate when ignition is turned to
ON, continues to flash or remains on, have the system serviced immediately. A chime will also
sound when a malfunction in the supplemental restraint system has been detected. Page 15
Instrument Cluster Overdrive off if equipped : Illuminates when the overdrive function of the
transmission has been turned off, refer to the Driving chapter. If the light does not come on or
the light flashes steadily, have your vehicle serviced as soon as possible, damage to the
transmission could occur. Door ajar warning chime: Sounds when any door is opened or not
fully closed. Odometer: Registers the total kilometers miles of the vehicle. Trip odometer:
Registers the kilometers miles of individual journeys. Press CLK to display the time when the
ignition is off. Page 19 4. To tune a preset station, press the desired memory preset. Page
Entertainment Systems Entertainment Systems 1. CD eject: Press to eject the 2. MUTE:Press to
mute the playing media. Page 21 Entertainment Systems 6. Irregular shaped CDs, CDs with a
scratch protection film attached, and CDs with homemade paper adhesive labels should not be
inserted into the CD player. Page 23 Entertainment Systems 2. Press CLK to display the time of
day when the ignition is off. MUTE: Press to mute the playing media. Page 24 Entertainment
Systems reduction system is manufactured under license from Dolby Laboratories Licensing
Corporation. Page 25 Due to technical incompatibility, certain recordable and re-recordable
compact discs may not function correctly when used in Mazda CD players. CD: Press to enter
CD mode. If a CD is already in the system, the disc will start playing. Press and hold to eject all
CDs. Page 27 Entertainment Systems 6. Page 28 9. In MP3 directory mode, press to play the
tracks within the current directory in random order. Page 29 Due to technical incompatibility,
certain recordable and re-recordable compact discs may not function correctly when used in
Mazda CD players. Page 30 Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Mazda CD players. Fan
speed adjustment: Controls the volume of air circulated in the vehicle. Temperature selection:
Controls the temperature of the airflow in the vehicle. Air flow selections: Controls the direction
of the airflow in the vehicle. Direct the outer instrument panel vents towards the side windows
To increase airflow to the outer instrument panel vents, close the vents located in the middle of
the instrument panel. To reduce humidity build up inside the vehicle: do not drive with the air
flow selector in the OFF position. Turns on the parking lamps, instrument panel lamps, license
plate lamps and tail lamps. Turns the headlamps on. If your vehicle has been in an accident the
alignment of your headlamps should be checked by your authorized Mazda dealer. Push up to
activate the right turn signal. Page 37 For bulb replacement, see an authorized Mazda dealer.
Your Mazda dealer has the proper tools, training and parts to perform this task. If you have
difficulty with this, vistit your local Mazda dealer. These bulbs contain pressurized gas. If one is
broken, it will explode and serious injuries could be caused by the flying glass. If the glass
portion of the bulb is touched with bare hands, body oil could cause the bulb to overheat and
explode when lit. Grasp the bulb only by its plastic base and do not touch the glass. The oil
from your hands could cause the bulb to break the next time the headlamps are operated. Page
40 Lights 3. Remove screw s from lamp assembly. Disengage lamp assembly it has a snap fit.
Rotate bulb socket counterclockwise and remove from lamp assembly. Carefully pull bulb
straight out of socket and push in the new bulb. Follow the same steps to replace either bulb: 1.
Open the tailgate to expose the lamp assemblies. Page 42 Lights 4. Install the bulb socket in the

fog lamp turning clockwise. Replacing high-mount brake lamp and cargo lamp bulbs The
replacement of the high-mount brake lamp bulb and cargo lamp bulb is basically the same. This
procedure covers the high-mount brake lamp bulb. Windshield washer: Push the end of the
stalk: briefly: causes a single swipe of Page 44 Changing the wiper blades 1. Pull the wiper arm
away from the vehicle. Turn the blade at an angle from the wiper arm. Push the lock pin
manually to release the blade and pull the wiper blade down toward the windshield to remove it
from the arm. Do not hang any type of accessory or accessory bracket from the plugs. Improper
use of the power outlets can cause damage not covered by your warranty. The auxiliary power
points are located on the instrument panel. Press completely down on AUTO and release
quickly. Press again to stop. Page 47 Driver Controls Outside air temperature Display operation
of the mirror with the compass feature: Press the right button to toggle the display between the
compass direction and no display. Page 48 Driver Controls 3. To change the zone setting, push
and hold the right button until ZONE appears in the display. Press the right button repeatedly
until desired compass zone number is displayed. The display will change back to the compass
direction after 3 seconds when the button is not activated. Select to adjust the left mirror or to
adjust the right mirror. Move the control in the direction you wish to tilt the mirror. Return to the
center position to lock mirrors in place. Page 50 Driver Controls 3. Take your foot off the
accelerator pedal. The indicator light on the instrument cluster will turn on. Note: Vehicle speed
may vary momentarily when driving up and down a steep hill. Page 52 Press the speed control
OFF control. Turn OFF the ignition. Note: When you turn off the speed control or the ignition,
your speed control set speed memory is erased. Note: Fully depressing the clutch pedal may
cause a flare in engine RPM as the throttle is returned to idle. This is normal. Hard objects can
injure you in a collision. Page 54 Driver Controls Note: If the red marking on the shaft is visible,
the bed extender is not locked or properly secured. To stow the bed extender, follow steps one
through four in reverse order. The bed extender may be used to secure a load of up to 46 kg lbs.
In case of loss, replacement keys are available from your dealer. You should always carry a
second key with you in a safe place in case you require it in an emergency. Your vehicle is
equipped with a remote entry system which allows you to: unlock the vehicle doors without a
key. Page 58 Locks and Security To replace the battery: 1. Twist a thin coin between the two
halves of the remote entry transmitter near the key ring. Damage to the transmitter may result in
operation failure. Page 59 Locks and Security 3. Note: The eighth turn must end in the 4 ON
position. Page 60 The SecuriLock passive anti-theft system is not compatible with non-Mazda
aftermarket remote start systems. Use of these systems may result in vehicle starting problems
and a loss of security protection. Your vehicle comes with two coded keys; additional coded
keys may be purchased from your dealer. The theft indicator will flash every two seconds when
the vehicle is armed. Automatic disarming Switching the ignition to the 4 ON position with a
coded key disarms the vehicle. Page 62 Locks and Security Tips: A maximum of eight keys can
be coded to your vehicle. Only use Securilock keys. If you do not have at least 2 previously
programmed keys, you must take your vehicle to your dealer to have the spare key s
programmed. Lift the release bar to move seat forward or backward. Firmly grasp the bottom of
the cup holder and pull up. Page Safety Restraints To return seat to original position, slide the
seat bottom back, then push the seatback up to lock it in place. The seat will lock, and you will
have to use the release bar to move the seat back to the original position. In a collision, people
riding in these areas are more likely to be seriously injured or killed. Page 67 Seating and Safety
Restraints Combination lap and shoulder belts 1. Insert the belt tongue into the proper buckle
the buckle closest to the direction the tongue is coming from until you hear a snap and feel it
latch. Make sure the tongue is securely fastened in the buckle. Page 68 Seating and Safety
Restraints Automatic locking mode outboard front passenger seating position only for use with
child safety seats In this mode, the shoulder belt is automatically pre-locked. The belt will still
retract to remove any slack in the shoulder belt. The automatic locking mode is not available on
the driver safety belt. Additionally check that the automatic locking mode feature for child safety
seat in the passenger outboard seating position is functioning properly. Page 70 Seating and
Safety Restraints Front safety belt height adjustment Your vehicle has safety belt height
adjustments for the driver and front passenger. Adjust the height of the shoulder belt so the belt
rests across the middle of your shoulder. Regular Cab and 4â€”door Cab Plus 2â€”door Cab
Plus To lower the shoulder belt height, push the button and slide the height adjuster down.
Failure to position the lap belt correctly may cause serious injury in an accident. Insert the
tongue into the correct buckle the buckle closest to the direction the tongue is coming from.
Page 72 20 cm 8 inches can be added to the safety belt assembly by adding a safety belt
extension assembly. Safety belt extension assemblies can be obtained from your authorized
Mazda dealership. Use only extensions manufactured by the same supplier as the safety belt.
Page 74 Seating and Safety Restraints Reasons given Belts are uncomfortable Safety belts are

designed to enhance comfort. If you are uncomfortable - try different positions for the safety
belt upper anchorage and seatback which should be as upright as possible; this can improve
comfort. I was in a hurry Prime time for an accident. Do not be tempted to sit on top of the belt
to fool police or to defeat the warning system. The safety belt and safety belt warning system
are there to protect your life. One time disable Any time the safety belt is buckled and then
unbuckled during an ignition ON cycle, the BeltMinder will be disabled for that ignition cycle
Page 76 NOTE:If unsure about the proper procedures, bring your vehicle to an authorized
Mazda dealership for inspection. Inspect the safety belts to make sure there are no nicks, tears
or cuts, replacing if necessary. Check all automatic locking retractors on all outboard seating
positions as well as the automatic locking mode for child safety seats on the passenger front
belt. Page Air Bags Mazda recommends that all safety belt assemblies used in vehicles involved
in a collision be replaced. However, if the collision was minor and an authorized Mazda
technician finds that the belts do not show damage and continue to operate properly, they do
not need to be replaced. Always wear your safety belt. Page 79 Do not modify the front end of
the vehicle. Consult your authorized Mazda dealership before installation of additional
equipment. Children and air bags For additional important safety information, read all
information on safety restraints in this guide. Child seats should never be placed in the front
seats, unless passenger air bag switch is turned off. Page 82 Seating and Safety Restraints The
air bags inflate and deflate rapidly upon activation. After air bag deployment, it is normal to
notice a smoke-like, powdery residue or smell the burnt propellant. This may consist of
cornstarch, talcum powder to lubricate the bag or sodium compounds e. Page 83 Disposal of air
bags and air bag equipped vehicles including safety belt pretensioners For disposal of safety
belt pretensioners, air bags, or air bag equipped vehicles, see your authorized Mazda dealership
or qualified technician. Page 85 OFF position and the ignition switch is in the ON position, have
the passenger air bag switch serviced at your authorized Mazda dealership. The passenger side
air bag should always be ON the air bag OFF light should not be illuminated except for certain
vulnerable persons. Page 87 Seating and Safety Restraints effectiveness of the safety belts,
because safety belts in modern vehicles are designed to work as a safety system with the air
bags. These particular belts are specifically designed to work with air bags to help reduce the
risk of injury in a collision. Page 91 To improve the fit of both the lap and shoulder belt on
children who have outgrown child safety seats, Mazda recommends use of a belt-positioning
booster. Booster seats position a child so that safety belts fit better. They lift the child up so
that the lap belt rests low across the hips and the knees bend comfortably. Page 92 Can the
child stay seated like this for the whole trip? Types of booster seats There are two types of
belt-positioning booster seats: Those that are backless. For this reason, you should never use a
booster seat with a lap belt only. Page 94 36 kg 80 pounds using an upper torso harness and a
belt-positioning booster. Mazda recommends the use of a child safety seat having a top tether
strap. If you do not install and use the safety seat properly, the child may be injured in a sudden
stop or collision. Installing child safety seats with combination lap and shoulder belts front
outboard passenger seat only 1. Page 96 Seating and Safety Restraints 2. Pull down on the
shoulder belt and then grasp the shoulder belt and lap belt together. Page 97 Seating and Safety
Restraints 5. To put the retractor in the automatic locking mode, grasp the shoulder portion of
the belt and pull downward until all of the belt is extracted and a click is heard. Allow the belt to
retract. The belt will click as it retracts to indicate it is in the automatic locking mode. Page 98
Seating and Safety Restraints See Attaching child safety seats with tether straps in this chapter.
Check to make sure the child seat is properly secured before each use. Attaching child safety
seats with tether straps Most new forward-facing child safety seats include a tether strap which
goes over the back of the seat and hooks to an anchoring point. Page Seating and Safety
Restraints 4. Clip the tether strap to the anchor. To improve child seat protection, use the tether
anchor when using the LATCH to install a child safety seat. See Attaching child safety seats
with tether straps in this section. They snap onto the latch lower anchor in the vehicle to help
attach a child seat with rigid latch attachments. Page Seating and Safety Restraints If you install
a child seat with rigid LATCH attachments, do not tighten the tether strap enough to lift the child
seat off the vehicle seat cushion when the child is seated in it. Keep the tether strap just snug
without lifting the front of the child seat. LOCK, locks the steering wheel, automatic
transmission gearshift lever and allows key removal. OFF, shuts off the engine and all
accessories without locking the steering wheel. Page Driving WARNING: Extended idling at high
engine speeds can produce very high temperatures in the engine and exhaust system, creating
the risk of fire or other damage. The emission system heats up the engine compartment and
exhaust system, which can start a fire. Page If starting a vehicle with an automatic
transmission: Make sure the parking brake is set. Make sure the gearshift is in P Park. If starting
a vehicle with a manual transmission: 1. Make sure the parking brake is set. Push the clutch

pedal to the floor. Page steering wheel is turned when getting in or out of the vehicle Make sure
the corresponding lights illuminate or illuminate briefly. If a light fails to illuminate, have the
vehicle serviced. Refer to the Instrument Cluster chapter for more information. Page Cold
starting performance can also be improved by using an engine block heater. Engine block
heaters are available as an option and can be obtained from your Mazda dealer. Consult the
engine block heater section for proper use of the engine block heater. Page Brakes A brief
mechanical noise may be heard during this test. If a malfunction is found, the ABS warning light
will come on. If the vehicle has continuous vibration or shudder in the steering wheel while
braking, the vehicle should be inspected by an authorized Mazda dealership. Page Driving The
ABS operates by detecting the onset of wheel lockup during brake applications and
compensates for this tendency. The wheels are prevented from locking even when the brakes
are firmly applied. The accompanying illustration depicts the advantage of an ABS equipped
vehicle on bottom to a non-ABS equipped vehicle on top during hard braking with loss of front
braking traction. Page Parking brake Apply the parking brake whenever the vehicle is parked.
To set the parking brake, press the parking brake pedal down until the pedal stops. The BRAKE
warning lamp in the instrument cluster illuminates and remains illuminated when the ignition is
turned ON until the parking brake is released. To prevent damage to the power steering pump:
Never hold the steering wheel to the extreme right or the extreme left for more than a few
seconds when the engine is running. Page Transmission Operation WARNING: Vehicles with a
higher center of gravity such as utility and four-wheel drive vehicles handle differently than
vehicles with a lower center of gravity. Utility and four-wheel drive vehicles are not designed for
cornering at speeds as high as passenger cars any more than low-slung sports cars are
designed to perform satisfactorily under off-road conditions. See your authorized Mazda
dealership. Driving with a 5â€”speed automatic transmission if equipped Your transmission is
equipped with an adaptive learning strategy found in the vehicle computer. Page Driving P Park
This position locks the transmission and prevents the rear wheels from turning. Examples: city
traffic, hilly terrain, heavy loads, trailer towing and when engine braking is required. Page
Driving 3. Start the engine, then press the brake pedal and release the parking brake. Move the
gearshift lever to the desired gear, then slowly release the clutch pedal while slowly pressing on
the accelerator. During each shift, the clutch pedal must be fully depressed to the floor. Failure
to fully depress the clutch pedal to the floor may cause increased shift efforts and prematurely
wear components in the transmission. Page Driving This is a lockout feature that protects the
transmission from accidentally being shifted into R Reverse from 5 Overdrive. Parking your
vehicle 1. Apply the brake and shift into the neutral position. Fully apply the parking brake, then
shift into 1 First. This is normal and should be no reason for concern. Bring the vehicle to a
complete stop 2. Depress the brake 3. On vehicles equipped with an automatic transmission,
place the transmission in N Neutral ; on vehicles equipped with a manual transmission, depress
the clutch. The tires may fail and injure a passenger or bystander. Sand When driving over
sand, try to keep all four wheels on the most solid area of the trail. Do not reduce the tire
pressures but shift to a lower gear and drive steadily through the terrain. Page Driving When
descending a steep hill, avoid sudden braking. Shift to a lower gear when added engine braking
is desired. When speed control is on and you are driving uphill, your vehicle speed may drop
considerably, especially if you are carrying a heavy load. Page Driving GAW Gross Axle Weight
â€” is the total weight placed on each axle front and rear â€” including vehicle curb weight and
all payload. Page GVWR Gross Vehicle Weight Rating â€” is the maximum allowable weight of
the fully loaded vehicle including all options, equipment, passengers and cargo. Page Maximum
Loaded Trailer Weight â€” is the highest possible weight of a fully loaded trailer the vehicle can
tow. Regular Cab 2. Regular Cab 3. Page Driving Hitches For towing trailers up to kg 2, lb , use a
weight carrying hitch and ball which uniformly distributes the trailer tongue loads through the
underbody structure. Use a frame-mounted weight distributing hitch for trailers over kg 2, lb. Do
not install a single or multi-clamp type bumper hitch, or a hitch which attaches to the axle. The
bumper has a kg 2, lb. Driving while you tow When towing a trailer: Turn off the speed control.
Page Recreational Towing Driving After you have traveled 80 km 50 miles , thoroughly check
your hitch, electrical connections and trailer wheel lug nuts. The hazard flashers will operate
when the ignition is in any position or if the key is not in the ignition. Push in the flasher control
and all front and rear direction signals will flash. Page To Reset Switch Roadside Emergencies
This switch is located under the right-hand side of the glove box, just above the carpet. To reset
the switch: 1. Turn the ignition OFF. Check the fuel system for leaks. If no leaks are apparent,
reset the switch by pushing in on the reset button. Page Roadside Emergencies 2. Page If you
find a leak or other damage, or if coolant is still leaking, stop the engine and call an Authorized
Mazda dealer. See Adding coolant in the Maintenance and specifications section. If you find no
problems, the engine is cool and no leaks are obvious, carefully add coolant as required. Page

Roadside Emergencies Tool Location Spare tire Under the vehicle, just forward of the rear
bumper Jack, jack handle, wheel nut Regular Cab: behind seats and wrench underneath the jack
and tools cover Cab Plus: stowed in the passenger side rear cab compartment or behind the
jump seat in a separate tool bag Cab Plus 4â€”Door: stowed behind Page 2. If equipped, unlock
and remove the spare tire carrier lock from the rear access hole located just above the rear
bumper and below the tailgate. Insert the straight end of the jack handle into the rear access
hole located just above the rear bumper and below the tailgate. Page Roadside Emergencies 4.
The flat full size tire should be stowed and tied down in the pickup box bed until it can be
repaired. Page Roadside Emergencies 3. Block the diagonally opposite wheel. Insert tapered
end of the lug wrench behind hub caps and twist them off. Loosen each wheel lug nut one-half
turn counterclockwise but do not remove them until the wheel is raised off the ground. Page Nm
lb-ft. Note that these tightening specifications are for nut and bolt threads that are free of dirt
and rust. Stow the flat tire. Refer to Stowing the spare tire. Page rotation, flat tire, wheel
removal, etc. Use only Mazda recommended replacement fasteners. Page Jump Starting
Roadside Emergencies WARNING: When a wheel is installed, always remove any corrosion, dirt
or foreign materials present on the mounting surfaces of the wheel or the surface of the front
disc brake hub and rotor that contacts the wheel. Installing wheels without correct
metal-to-metal contact at the wheel mounting surfaces can cause the wheel nuts to loosen and
the wheel to come off while the vehicle is in motion, resulting in loss of control. Page Roadside
Emergencies Connecting the jumper cables 1. Note: In the illustrations, lightning bolts are used
to designate the assisting boosting battery. Connect the negative - cable to the negative terminal of the assisting battery. Page Roadside Emergencies Jump starting 1. Start the engine
of the booster vehicle and run the engine at moderately increased speed. Start the engine of the
disabled vehicle. Once the disabled vehicle has been started, run both engines for an additional
three minutes before disconnecting the jumper cables. After the disabled vehicle has been
started and the jumper cables removed, allow it to idle for several minutes so the engine
computer can relearn its idle conditions. Page Wrecker Towing It is recommended that your
vehicle be towed with a wheel lift or flatbed equipment. Do not tow with a slingbelt. Mazda has
not approved a slingbelt towing procedure. On 4x2 vehicles, it is acceptable to tow the vehicle
with the front wheels on the ground and the rear wheels off the ground. Page Customer
Assistance Mazda vehicle in top condition. If you have any questions or recommendations for
improvement regarding the service of your Mazda vehicle or servicing by Mazda Dealer
personnel, we recommend that you take the following steps: STEP 1: Contact Your Mazda
Dealer Discuss the matter with an Authorized Mazda Dealer. Page Customer Assistance If you
live outside the U. We are here to serve you. All Authorized Mazda Dealers have the knowledge
and the tools to keep your Mazda vehicle in top condition. Page Your complete satisfaction is
the goal of Mazda Canada Inc. Page Authorized Mazda Dealers have the knowledge and the
tools to keep your Mazda vehicle in top condition. If you have any questions or
recommendations for improvement regarding the service of your Mazda vehicle or servicing by
Mazda Dealer personnel, we recommend that you take the following steps: STEP 1 Discuss the
matter with an Authorized Mazda Dealer. Mazda de Puerto Rico P. These may fit your vehicle,
but they are not approved by the manufacturer for use with Mazda vehicles. However, in the
event that you are moving to Canada permanently, Mazda vehicles built for use in the United
States could be eligible for exportation to Canada with specific vehicle modifications to comply
with the Canadian Motor Vehicle Safety requirements. Page Customer Assistance If you live
outside of the U. Page Reporting Safety Defects U. Never use strong household detergents or
soap, such as dish washing or laundry liquid. These products can discolor and spot painted
surfaces. Page Never spray the engine or other engine components with water. Water will
damage the engine or other engine components. Spray Engine Shampoo and Degreaser,
available at your authorized Mazda dealer, on all parts that require cleaning and pressure rinse
clean. Cover the highlighted areas to prevent water damage when cleaning Page Mazda dealer.
Page Remove light stains and soil with Extra Strength Upholstery Cleaner, available at your
authorized Mazda dealer. If grease or tar is present on the material, spot-clean the area first with
Spot and Stain Remover, available at your authorized Mazda dealer. Never saturate the seat
covers with cleaning solution. These quality products have been specifically engineered to
fulfill your automotive needs; they are custom designed to complement the style and
appearance of your vehicle. Page Maintenance And Specifications Mazda workmanship, will not
be honored. But we recommend that it always be done by an Authorized Mazda Dealer using
genuine Mazda parts. Page Maintenance and Specifications Maintenance Interval Number of
months or Miles km , whichever comes first Months Maintenance Item x miles x km 8 16 24 32
40 48 56 64 72 80 88 96 Disc brake system Caliper slide rails Drum brake system, lines and
hoses Exhaust system for leaks, damage, looseness Page Maintenance and Specifications

Maintenance Interval Number of months or Miles km , whichever comes first Months
Maintenance Item x miles 65 x km Disc brake system Caliper slide rails Drum brake system,
lines and hoses Exhaust system for leaks, Page Operating in dusty conditions such as unpaved
or dusty roads Off road operation For specific recommendations see your authorized Mazda
dealer or qualified service professional. Page The owner or a qualified service technician should
make these vehicle inspections at the indicated intervals to ensure safe and dependable
operation. Bring any problem to the attention of an Authorized Mazda Dealer or qualified service
technician as soon as possible. While operating your vehicle Note any changes in the sound of
the exhaust or any smell or exhaust fumes in the vehicle. Use only recommended fuels,
lubricants, fluids and service parts conforming to specifications. Genuine Mazda parts are
designed and built to provide the best performance in your vehicle. Page Working with the
engine off Automatic transmission: 1. Set the parking brake and shift to P Park. Turn off the
engine and remove the key. Block the wheels. Manual transmission: 1. Set the parking brake,
depress the clutch and place the gearshift in 1 First. Windshield washer fluid reservoir 2. Engine
coolant reservoir 3. Engine oil dipstick 4. Transmission fluid dipstick automatic transmission 5.
Engine oil filler cap 6. Brake fluid reservoir 7. Power distribution box 8. Page 3. Engine coolant
reservoir 2. Windshield washer fluid reservoir 3. Engine oil filler cap 4. Engine oil dipstick 6.
Clutch fluid reservoir manual transmission 9. Page Maintenance and Specifications 4.
Transmission fluid dipstick automatic transmission 3. Engine oil dipstick 5. Brake fluid reservoir
6. Power distribution box 7. Clutch fluid reservoir manual transmission 8. Page In very cold
weather, do not fill the reservoir completely. Only use a washer fluid that meets Mazda
specification. Refer to Lubricant specifications in this chapter. State or local regulations on
volatile organic compounds may restrict the use of methanol, a common windshield washer
antifreeze additive. Make sure the vehicle is on level ground. Turn the engine off and wait a few
minutes for the oil to drain into the oil pan. Page 6. Wipe the indicator clean. Insert the indicator
fully, then remove it again. Page 4. Some oil must be removed from the engine by a service
technician. Put the indicator back in and ensure it is fully seated. Adding engine oil 1. Page SAE
5W engine oil is recommended. Use an equivalent oil Mazda specification. Page Mazda
production and aftermarket Mazda oil filters are designed for added engine protection and long
life. If a replacement oil filter is used that does not meet Mazda Material and design
specifications, start-up engine noises or knock may be experienced. However, for severe usage
or in high temperature climates, check the battery electrolyte level. Refer to the service
maintenance section for the service interval schedules. Lift the battery with a battery carrier or
with your hands on opposite corners. Page Maintenance and Specifications 2. Page Refill
Capacities Recycled engine coolant Not all coolant recycling processes produce coolant which
meets Mazda specification. Use of a recycled engine coolant which does not meet Mazda
specifications may harm engine and cooling system components. Page Maintenance and
Specifications Fill your engine coolant reservoir as outlined in Adding engine coolant in this
chapter. Page Maintenance and Specifications How Limp to Safety works If the engine begins to
overheat: The engine coolant temperature gauge will move to the red hot area. If the engine
reaches a preset over-temperature condition, the engine will automatically switch to alternating
cylinder operation. When the engine has cooled down, first check the coolant level. If low, then
use a rag and carefully turn the cap one notch counter-clockwise carefully to avoid being
burned by hot steam. When there is no steam, keep you face back as you carefully remove the
cap and then replenish the coolant to the full line. Page Maintenance and Specifications
Observe the following guidelines when handling automotive fuel: Extinguish all smoking
materials and any open flames before fueling your vehicle. Always turn off the vehicle before
fueling. Automotive fuels can be harmful or fatal if swallowed. Fuels such as gasoline and
ethanol are highly toxic and if swallowed can cause death or permanent injury. Page
Maintenance and Specifications Ethanol Pure ethanol is the alcohol which is the intoxicating
agent in liquor, beer and wine. It is distilled from the fermentation of plants such as field corn
and sugar cane. When ethanol is used in the making of motor fuels, a small amount of a bad
tasting chemical is added to discourage beverage use. Page If you must replace the fuel filler
cap, replace it with a fuel filler cap that is designed for your vehicle. The warranty may be void
for any damage to the fuel tank or fuel system if the correct genuine Mazda fuel filler cap is not
used. If the problems persist, see your authorized Mazda dealership. Fuel Filter For fuel filter
replacement, see your authorized Mazda dealership. Refer to the service maintenance section
for the appropriate intervals for changing the fuel filter. Replace the fuel filter with an authorized
Mazda part. The customer warranty may be void for any damage to the fuel system if an
authorized Mazda fuel filter is not used. Page Maintenance and Specifications The advertised
capacity is the amount of the indicated capacity and the empty reserve combined. Indicated
capacity is the difference in the amount of fuel in a full tank and a tank when the fuel gauge

indicates empty. Page Maintenance and Specifications Keep a record for at least one month and
record the type of driving city or highway. Additionally, keeping records during summer and
winter will show how temperature impacts fuel economy. Page Maintenance and Specifications
Perform all regularly scheduled maintenance items. Follow the recommended maintenance
schedule and owner maintenance checks found in your vehicle service maintenance section.
Conditions Heavily loading a vehicle or towing a trailer may reduce fuel economy at any speed.
Carrying unnecessary weight may reduce fuel economy approximately 0. Page If other than
Mazda authorized parts are used for maintenance replacements or for service of components
affecting emission control, such non-Mazda parts should be equivalent to genuine Mazda parts
in performance and durability. Page If the fluid levels are outside of the normal operating range,
the performance of your brake system could be compromised, seek service from your Mazda
dealer immediately. If brake fluid contacts the eyes, flush eyes with running water for 15
minutes. Seek medical attention if irritation persists. Page If the fluid level drops, refill the fluid
level to the step in the reservoir. Use only a DOT 3 brake fluid designed to meet Mazda
specification. Refer to Lubricant Specifications in this chapter. Your transmission does not
consume fluid. However, the fluid level should be checked if the transmission is not working
properly, i. Page Maintenance and Specifications 7. Remove the dipstick and inspect the fluid
level. Level should be in the cross-hatched area. Page 7. Add enough fluid through the filler
opening so that the fluid level is at the bottom of the opening. Install and tighten the fill plug
securely. Use only fluid that meets Mazda specifications. Page 8. Page 10 to 12 inches or limited
production tires as defined in Title 49 Code of Federal Regulations Part Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Mazda to give
you the following information about tire grades exactly as the government has written it.
Excessive speed, underinflation, or excessive loading, either separately or in combination, can
cause heat buildup and possible tire failure. TIRES Tires are designed to give many thousands
of miles of service, but they must be maintained in order to get the maximum benefit from them.
This information identifies and describes the fundamental characteristics of the tire and also
provides a tire identification number for safety standard certification and in case of a recall. The
speed rating denotes the speed at which a tire is designed to be driven for extended periods of
time under a standard condition of load and inflation pressure. The tires on your vehicle may
operate at different conditions for load and inflation pressure. Page Maintenance and
Specifications Tire Ply Composition and Material Used: Indicates the number of plies or the
number of layers of rubber-coated fabric in the tire tread and sidewall. Tire manufacturers also
must indicate the ply materials in the tire and the sidewall, which include steel, nylon, polyester,
and others. Page check the tire inflation in the spare tire every 6 months and before long trips.
You are strongly urged to buy a reliable tire pressure gauge, as automatic service station
gauges may be inaccurate. Mazda recommends the use of a digital or dial type tire pressure
gauge rather than a stick Page Maintenance and Specifications Use the recommended cold
inflation pressure for optimum tire performance and wear. Under-inflation or over-inflation may
cause uneven treadwear patterns. NOTE: If you are driving the vehicle at its maximum weight
load, make sure the tire inflation pressure is correct for the weight load on the tires. WARNING:
Under-inflation is the most common cause of tire failures and may result in severe tire cracking,
tread separation or blowout , with unexpected loss of vehicle control and Replace the valve cap.
Repeat this procedure for each tire, including the spare. Note: Some spare tires require higher
inflation pressure than the other tires. Visually inspect the tires to make sure there are no nails
or other objects embedded that could poke a hole in the tire and cause an air leak. Note: If your
tires show uneven wear ask a qualified technician at a reputable repair facility to check for and
correct any wheel misalignment, tire imbalance or mechanical problem involved before tire
rotation. Tire wear Measure and inspect the tire tread on all your tires periodically. Page
Maintenance and Specifications Safety practices Driving habits have a great deal to do with
your tire mileage and safety. Observe posted speed limits Avoid fast starts, stops and turns
Avoid potholes and objects on the road Do not run over curbs or hit the tire against a curb when
parking If you vehicle is stuck in snow, mud, sand, etc. Page The tires on your vehicle have all
weather treads to provide traction in rain and snow. However, in some climates, you may need
to use snow tires and chains. If you need to use snow tires and chains, it is recommended that
steel wheels are used of the same size and specifications as those originally installed. Page
Add the coolant type originally equipped in your vehicle. Refer to Adding engine coolant, in Add
ml 4 oz. Page Maintenance and Specifications Add ml 4 oz. If submerged in water, the rear axle
lubricant should be changed. Ensure the correct automatic transmission fluid is used.
Transmission fluid requirements are indicated on the dipstick or on the dipstick handle. Page
Index Index Index acid, treating emergencies.. Page Page Index storage Page Index Remote
entry system Page Index Transfer case Ventilating your vehicle Print page 1 Print document
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from disk. Upload from URL. This pictorial diagram shows us a physical connection that is
much easier to understand in an electrical circuit or system. An electrical diagram can indicate
all the interconnections, indicating their relative positions. The use of this Array can be
positively recognized in a production project or in solving electrical problems. This can prevent
a lot of damage that even derail electrical plans. The layout facilitates communication between
electrical engineers designing electrical circuits and implementing them. The pictures are also
helpful in making repairs. It shows whether the installation has been appropriately designed and
implemented while confirming the safety regulators. A usually gives information about the
relative position and arrangement of devices and terminals on the devices, to help in building or
servicing the device. This is unlike a schematic diagram, where the arrangement of the
components interconnections on the diagram usually does not correspond to the components
physical locations in the finished device. A pictorial would show more detail of the physical
appearance, whereas a wiring diagram uses a more symbolic notation to emphasize
interconnections over physical appearance. They only provide general information and cannot
be used to repair or examine a circuit. The functions of different equipment used within the
circuit get presented with the help of a schematic diagram whose symbols generally include
vertical and horizontal lines. However, these lines are known to show the flow of the system
rather than its wires. A represents the original and physical layout of electrical
interconnections. Wiring on the picture with different symbols shows the exact location of
equipment in the whole circuit. Its components are shown by the pictorial to be easily
identifiable. They are often photos attached with highly-detailed drawings or labels of the
physical components. A person with a strong knowledge of electrical wiring diagrams can only
understand a pictorial. Ford Ranger â€” â€” fuse box diagram - Carknowledge. Reina helped
make these videos. The video above shows how to replace blown fuses in the interior fuse box
of your Mazda B in addition to the fuse panel diagram location. Electrical components such as
your map light, radio, heated seats, high beams, power windows all have fuses and if they
suddenly stop working, chances are you have a fuse that has blown out. If your B is
experiencing electrical problems, you should always check the fuses first, because they are
relatively easy to check and cheap to change. Some Mazdas have multiple interior fuse boxes
including in the trunk - the video above will show you where the interior fuse box of your B is
located. If your B has many options like a sunroof, navigation, heated seats, etc, the more fuses
it has. Some components may have multiple fuses, so make sure you check all of the fuses that
are linked to the component in question. If you need to replace a blown fuse in your B, make
sure you replace it with one that has the same amperage as the blown fuse. If checking and
replacing the fuse for the component in question doesn't work, we recommend seeking
assistance from a trusted professional mechanic. They should be able to figure out if the
component needs to be replaced or if there is a short or some other problem with your B Hans
Angermeier has produced over , videos showing drivers how to fix things on their cars. He has
broad expertise on basic repair procedures covering the majority of cars on the road. A check
engine light can be cleared with a simple fix or it could be a major problem - find out now! Ca
2005 corolla oil filter
2008 saturn vue starter
bumper assembly front
r companies often use the same engines in different cars. They also slightly alter the styling
and sell the same car by two different names amongst other tricks to help offset development
costs. Our system selects the most applicable video for your car based, in part, on these
characteristics. The video displayed may not look exactly like your car, but may be relevant
enough for you to get a good idea how to do it. Getting Started - Prepare for the repair. Share
on. Full list of part and tools. Author Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. Seal minor power steering fluid leaks. See how to seal up
minor power steering fluid leaks. Replace fog lights. Don't be caught in the fog with burnt out
fog light bulbs. Do not ignore this! Check transmission fluid level. Harsh downshifts? Slipping
gears? You might be low on transmission fluid. See all videos for the Mazda B We have a
massive and growing video library, but we don't have everything

