1998 isuzu rodeo water pump replacement

Asked by Wiki User. It is a very involved process. You need to remove the front side of the
engine. The Water Pump is behind the Timing Belt so I would also replace the belt, idler pully,
and tensioner, seeing that this is such an involved job. If you are new to major mechanic work
leave this job to a Pro. At least go to the library and check out a book on this type of job, you
will have to retime the cams when you put the timing belt back on. Get this wrong and you will
have big trouble. The cam diagram for the Isuzu Rodeo 2. I have the same problem with my 98
Isuzu Rodeo. If you haven't already, replace the Idle air control valve. Knock sensor needs to be
replace. Mine is located on the steering wheel. My 98 rodeo has disk brakes in the rear not
drums,are there drums on some models. There are two fuse boxes in a Isuzu Rodeo. One is
under the hood of the car, and the other is under the 2nd row driver side seat. Fuel pump is
inside tank. Drop fuel tank and replace through cover and re-install. Make sure you replace fuel
filter at the same time. I own a automatic 3. You have a bad o2 sensor low voltage. Specify your
engine size, or were they all the same? Your 3. I get about 17 mpg around town in mine. A
automatic transmission may not work very well on a Isuzu Rodeo. This is mainly due to the
incompatibility of the two engine systems and some modifications may need to be made. Ask
Question. Water Pumps. Dodge Durango. Isuzu Rodeo. See Answer. Top Answer. Wiki User
Answered Related Questions. How do you replace the intake manifold on a Isuzu Rodeo? What
is the cam diagram for Isuzu rodeo 2. Timing diagram Isuzu rodeo? Will a 3. Why on my rodeo
the rpm drops and engine stalls immediately after starting If I rev the engine and shift into gear
with my foot on the gas it is fine? How do you install rodeo timing belt? Where can you get a
download for your Isuzu rodeo engine schematics? What horsepower does your Isuzu Rodeo
have? What size gas tank does a Isuzu Rodeo have? Where do you find the alternator on a Isuzu
Rodeo? What is the curb weight for a Isuzu Rodeo? Where is the horn in a Isuzu Rodeo? How
do you change the rear drum brakes on a Isuzu Rodeo? Where is the fuse box located on your
98 Isuzu Rodeo? How do i change the fuel pump on an Isuzu rodeo ? What is the transmission
fluid for a Isuzu Rodeo? How do you reset the computer in a Isuzu Rodeo? What means engine
code P for Isuzu Rodeo ? Specify the banks for oxygen sensor in Isuzu rodeo ? Does the Isuzu
rodeo v6 have a timing belt or chain? How many miles per gallon Isuzu rodeo V6? Will a 98
automatic transmission work in a 99 Isuzu rodeo? Trending Questions Is silence a sound?
Asked By Ciara Parker. Has a human ever been mailed via the United States Postal Service?
Asked By Annamarie Trantow. Who would you swap lives with for a day? Asked By Fletcher
Altenwerth. How many feet are in seven minutes? Asked By Wiki User. Why were the English
able to defeat the french in early battles such as the one at crecy? What are the duties of a
health prefect? What letter in the Alphabet is always waiting in order? What number is the
opposite of 0. Hottest Questions How did chickenpox get its name? When did organ music
become associated with baseball? Asked By Curt Eichmann. How can you cut an onion without
crying? Asked By Leland Grant. Why don't libraries smell like bookstores? Asked By Veronica
Wilkinson. How long will the footprints on the moon last? Asked By Daija Kreiger. Do animals
name each other? Asked By Danika Abbott. Who is the longest reigning WWE Champion of all
time? Asked By Consuelo Hauck. What was the first TV dinner? Asked By Roslyn Walter.
Previously Viewed How do you replace the water pump on a Isuzu Rodeo? Unanswered
Questions What values can we get in the folk dance tiklos? What happens when heat energy is
not properly used and handled? How did Jose rizals parents raise their children? Moral lesson
of tale of pilandok story? What online sites don't ask for cvv? Does Melissa Fumero smoke?
Give the summary in the poem myopia by syl cheney-coker? All Rights Reserved. The material
on this site can not be reproduced, distributed, transmitted, cached or otherwise used, except
with prior written permission of Multiply. Skip to main content Menu. Close X. Call To Order:
Accessory Belt Idler Pulley. Accessory Belt Tension Pulley. Accessory Belt Tensioner.
Accessory Belt Tensioner Assembly. Accessory Belt Tensioner Kit. Auxiliary Fan Assembly.
Auxiliary Fan Control Unit. Bypass Hose. Cooling Fan Hub. Cooling Fan Pulley Bracket. Cooling
Hose. Cooling System Adapter. Cooling System Tester Adapter. Engine Coolant System
Pressure Tester. Engine Coolant Thermostat Housing Assembly. Engine Cooling Fan. Engine
Cooling Fan Pulley Bracket. Expansion Tank. Fan Clutch. Radiator Cap. Radiator Cap Adapter.
Radiator Cap Tester Adapter. Radiator Drain Petcock. Radiator Fan Assembly. Radiator Hose.
Thermostat Assembly. Thermostat Gasket. Thermostat Housing. Thermostat Housing Cover.
Thermostat Housing Gasket. Water Distribution Pipe. Water Outlet Gasket. Water Pipe O-Ring.
Water Pump Gasket. Air Intake. Body Electrical. Chemicals and Fluids. Climate Control. Drive
Belts. Engine Electrical. Engine Mechanical. Fuel Delivery. Fuel Injection. A1 Cardone. AC
Delco. Beck Arnley. DIY Solutions. DNJ Rock. US Motor Works. Shop By Vehicle. Replacement
Water Pump. Click to Enlarge. Shipping Options: Free Ground Shipping. API Water Pump. SKP
Water Pump. Features: OE Style for easy replacement and fitment Stringent quality control
ensures part meets product standards. GMB Water Pump. Features: Manufactured to meet or

exceed OEM specifications. Airtex Water Pump. NPW Water Pump. Product List Price:.
Features: OE-Equivalent and direct fit application. Advanced impeller design. Quality cast
housing. Precision bearings. Resistant to corrosion. Unitized bearing assembly. Shipping
Options: Ground, Overnight, 2 Day. A1 Cardone Water Pump. The proper O. This ensures longer
bearing life and reliable performance. Thermostat seal and mounting gasket are supplied for
ease of installation where applicable. Beck Arnley Water Pump. Metrix Water Pump. Image is not
vehicle specific. Gates Water Pump. Advanced technological design. Carbon ceramic sealing.
Optimum cooling performance and longevity. Paraut Water Pump. AC Delco Water Pump. Aisin
Water Pump. Dayco Water Pump. ITM Water Pump. WJB Water Pump. Core Price [? As a
remanufactured Original Equipment part, this unit guarantees a perfect vehicle fit. Catalog: E.
Vehicle Engine Isuzu Rodeo. Catalog: P. Catalog: S. Catalog: Q. Catalog: B. Catalog: A. Catalog:
C. Catalog: N. Catalog: T. Catalog: F. I would replace it sense it will be off. You need to remove
the air cleaner assembly the upper fan shroud all the drive belts and engine fan. Now remove
any oil cooler hoses that go to the timing cover, now remove the front timing cover and then
align the timing marks use picture included. If the timing belt is fairly new and are not replacing
it then not or mark the direction the belt is on so which side it out and which direction it rotates
the timing belt cogs will be set as how it is on now. You will also need to remove the crankshaft
pulley and such before the timing cover will come off. Now once the everything is aligned now
loosen the timing belt tention-er and remove the belt. Now you can remove the water pump
bolts and water pump. Put together in reverse order. Please let us know if you need anything
else to get the problem fixed. We have gotten the timing marks and set them correctly but when
trying to start the car it rolls over but it flooding out. Cannot figure out if when moving the
spring taking the tension off, if it is moving enough to take it back out of timing. Do not know
what else it could be? Was this answer helpful? You can have fuel and spark but the vehicle will
not start if it is off. Symptoms: keeping in mind my vehicle ran like a champ before all this. To
do this I had to take the timing belt off too, and so I decided to replace the belt with a new timing
belt. The H2O leak stopped and while putting on the belt, I thought that if the belt was not
broken I could just put on the new belt and the timing of the engine would not be changed still
in time and the engine will run fine. Keeping in mind the belt did not break on me while driving.
Put back everything and manually cranked the engine two revolutions to make sure there is no
resistance between the lifters and cam and there was none. Note: I noticed a strong smell of
gasoline while cranking the engine. I then started my vehicle and it hesitated for a bit, like it did
not want to start, but it did. My engine idling was okay until I went to give it some gas and then I
heard backfiring through my intake air filter. I tried backing up and driving it in the drive way
and it would backfire bad and stall. I took everything belt and tension-er off and lined up the
cam marks and oil pump marks to see if that was the problem and made sure that 2 piston was
at TDC, because when the oil pump mark is lined up like the book says the 2 piston is a TDC
and reinstalled the belt and tension-er. Manually cranked it again to line up the markings and
the right drivers side cam sprocket seems to be off like one tooth. Went to start the engine
again and it started up strong and fine and idle good, but it would still backfire, but less then the
first attempt. Repeated the timing process again and made sure that the cams where right on
the markings and oil pump was on too. Started it up and still the same thing, backfire. Was able
to drive it with backfiring here and there, mainly when the car was within zero to thirty mph. The
car felt like there was no power to it. Was able to get the check engine light read and there were
three trouble codes. EGR valve. Random misfires. O2 sensor- upstream. I redid everything,
timing marks, oil pump, changed new plugs and cleaned the EGR valve and started the engine
again and started fine, idles fine, and there where less backfiring when I go to give it gas. But
once in a while it would backfire. I can smell a strong odor of gasoline. I am up to this point, and
very stumped. Followed the book to "how to properly replace the timing belt and markings" and
still having problems. Please can anyone help me? I have not changed the EGR valve or O2
sensors yet. What is still wrong? Help please. It has both single and dual cam instructions.
Make sure you reference right specs. I hope this helps. How do I it fix? You will need to remove
the timing belt again and reset your timing marks correctly. Hope this helps, let me know.
Timing belt Removal; Disconnect negative battery cable. Remove air cleaner assembly. Remove
upper fan shroud. Remove cooling fan assembly. Remove all accessory drive belts. Remove fan
pulley assembly. Remove crankshaft pulley bolt. Using Puller J or equivalent, remove
crankshaft pulley. Remove oil cooler hose from timing cover. Remove timing belt cover. Align
all timing marks prior to belt removal. See Fig. Remove belt tensioner pusher and timing belt.
Water pump removal and installation instructions needed. Okay, the water pump is driven by
the timing belt so you will have to remove the timing belt too. Cheers Images Click to enlarge.
Was this answer. I replaced the water pump. Verify the valve and ignition timing if its off. All of
this has been verified but still nothing. I am in need of help because I am stumped and hopefully

somebody out there can help me out and others that have the same symptoms. I found a run
through to install a timing belt on Trooper. After change water pump, the passenger side
camshaft is match with valve point, but driver side mismatched timing between the crankshaft
and driver side camshaft. Hello, thanks for the donation much appreciated. If timing belt is
being reused, install belt in original direction of rotation. Ensure all timing marks are aligned.
Install belt over one pulley at a time starting at crankshaft sprocket and working
counterclockwise. Belt should go over tensioner last. Secure belt at each pulley during
installation with pinch clips. Compress timing belt tensioner pusher and insert pin to retain
pusher. Apply pressure to tensioner against belt, and install tensioner pusher. Tighten bolts to
specification. Loosen tensioner pulley bolt. Apply pressure on belt by rotating tensioner.
Tighten tensioner pulley bolt to specification.. Remove pin from timing belt tensioner pusher.
Remove pinch clips from timing belt if used. Install crankshaft pulley, tightening center bolt
finger tight. Rotate crankshaft 2 turns clockwise. Ensure timing belt tensioner pusher rod
protrudes proper amount. If timing belt tensioner pusher rod protrusion is not within
specification, remove pusher, loosen tensioner pulley bolt and readjust. Reset timing belt
tensioner pusher rod and repeat step 3. Remove crankshaft pulley and install timing belt cover.
To complete installation, reverse removal procedure. Tighten nuts and bolts to specification.
Adjust drive belts to proper tension. Was told by chain repair shop needed head gasket after
they told me first was waterpump on my truck, replaced head gasket timing belt and water
pump, put it back together and think I goffed up the timing, read manual and how to put
distributor back in after number 1 is tdc and still cannot get engine to turn over. Plenty of fuel,
but engine just sounds as if there is not enough juice firing to get the engine going. Tried not
one but three different batteries and made sure all had been completely charged as well as jump
starting. Need help. The starter turns just fine and all was working prior to the head gasket
being replaced. Hi there, I need to get a few things clarified first, 1, is engine cranking over on
starter at a good speed. Mark mhpautos Was this answer. I replaced water pump, and
thermostat gauge still reading normal then goes hot. Can someone help me figure out what to
do next please? How fast does it get hot? How hot is it actually getting? Does the fan seem to
be working? Why did you replace the pump and thermostat? Because it was overheating
before? What do the radiator hoses feel like when it gets hot, are both the same temperature?
One hot one barely warm? Do a pressure test on the cooling system, you can usually rent them
from auto parts stores. If the system holds pressure then it could be a partially blocked radiator.
If it will not hold pressure then it is more than likely you have a head gasket starting to fail. To
verify that run a combustion test, also available at the parts store. Thank you Steve W. I am
going to check today. Now I have another question lets say its its a blown head gasket, i pray its
Not is that a eazy cheap repair. Or that cost more than the rodeo is worth? It's not that hard but
it isn't cheap. It depends a lot on who does the work and how much they charge as well as what
is actually wrong. It could be as simple as a blown head gasket or it could be a cracked block or
head. The problem is that you can't look inside the engine and say exactly which it is. I would
run the tests, then if it looks like a bad gasket, check with a couple shops about doing just the
gaskets, and what they would charge to swap out the engine for a used one and for a
"remanufactured" one. Then make your decision based on those numbers. Just be sure to get
written estimates if you proceed farther. Engine Cooling problem Isuzu Rodeo Question 6 cyl
Four Wheel Drive Automatic do you have to mess with the timing belt when changing the water
pump? Is there anything besides the water pump i, ll have to tear into? Hi there, The pump is
driven by the timing belt, I would be replacing the belt and getting a new thermostat radiator cap
and get the radiator cleaned as well. Gentlemen; I have a '95 Rodeo that has me stumped. I've
pulled the thermostat. The radiator has been flushed and flows freely. There's no mix between
coolant, oil or exhaust as far as I can tell. I filled the system and disconnected the upper radiator
hose. There's little to no water moving at idle but it does surge some coolant when the engine is
rev-ed. Shouldn't it be moving more coolant at idle? Is it possible for the pump blades to be
worn away? I've never had a pump fail before without leaking. One way to test for a bad water
pump is to squeeze the upper radiator hose when the engine is hot and idling. Careful, because
the hose will be HOT! If you do not feel much coolant circulating through the hose when you rev
the engine, the pump may be bad. The other cause might be a bad thermostat that is not
opening properly remove and inspect the thermostat , or a clogged radiator. Basically remove it
for visuall inspection you can also pinch the upper hose with the engine running and see if it
builds pressure and you can feel water rushing past the upper hose. Please login or register to
post a reply. Every Time He Location Of Coolant Temp Sensor? Where Is The Coolant Temp. I
Cant Find Sponsored links. Ask a Car Question. It's Free! For more information go to Over time,
it will slowly wear down and problems such as an overheating engine could occur. If it breaks,
then almost nothing could stop your car engine from suddenly exploding. This will hurt your

wallet a whole lot more than just making sure the water pump works all right. To make sure that
your water pump keeps working in optimum shape, never forget to take care of it regularly. Here
are a few maintenance tips you could easily do at home:. Make it a routine to refill your water
pump regularly. Many engine-heating problems come from not having enough coolant to pump.
Depeding on how your drive, the water pump could easily dry up all your coolant if you like
pushing your car to its utmost limit. Always keep track of how low your coolant gets after
certain number of miles. This could tell you if there has been a leak if they down go too quickly.
Too many water pump problems have happened due to someone using coolant without
checking if it is clean or not. Dirty fluid contains amounts of debris inside, which slowly
damages the internal components of your water pump, wearing them down faster than usual.
Contaminated fluid also hinders the cooling process of your engine greatly, leading to a
overheating even though fluid levels are high. When refilling, always use a fresh stock of
coolant, preferably one newly bought. When storing it, make it is in a clean space when dust
and other debris will not reach it easily. When checking for leaks, make sure that you cool down
the engine first. Then, feel around the water pump for any cracks. If they are small enough, then
sealing them would be no problem. Another way to indicate leaks easily is by leaving a piece of
paper or cloth overnight. If there are stains, then all you have to do is to pinpoint the leaks and
close them up. The Isuzu Rodeo water pump is a simple device, yet is one of the most vital. It
acts as a cooling system for your vehicle, so that your engine will not overheat even if you put it
through extreme work. In time, though, it will eventually wear down, whether it is from the
internal components or the outside area. If you want to maintain good longevity to your water
pump, then you need to start troubleshooting. Here are the most common problems associated
with water pumps, as well as their causes and quick solutions:. Water or coolant leaks from the
water pump are a common problem that could cause severe damage to your engine if not dealt
with immediately. You will realize this easily if you keep adding water to your radiator or when
your seal suddenly pops. To make sure that it is the water pump, put a piece of paper under it
and leave it overnight. Upon returning, if it is wet, then your suspicions are confirmed. These
could be easily sealed, unless the leak is too much, in which case a replacement is necessary. A
rise in engine temperature could be seen clearly from the gauge inside your vehicle. If it is
reading higher than normal numbers, then there might be some internal damage done to your
water pump. Take a look inside to see if the impeller blades have corroded. Contaminated
coolant has an abrasive property, wearing down the compenent. This type of damage prevents
the coolant from circulating efficiently, which in turn prevents the engine from staying at normal
temperature. When you hear squealing sounds under the hood, then then the problem probably
comes from the belt. Inspect it by pushing it or grabbing it then moving it around. You should
be able to feel tightness to it, and there should be minimal slack. A loose belt makes the pump
funciton poorly. If this is the case, then just replace the belt. Make sure that it fits well on your
water pump, and that it is not too tight, else it would not operate well. We've Made a Site Update.
Refresh to the latest version. Retrieve quote. Track order. Sign In or Create Account. Every
Purchase Supports. Texas Relief Efforts. Select your vehicle. Isuzu Rodeo Water Pump. Select
your vehicle year. Refine by:. Water Pump part. Returns Policy. Shop Isuzu Rodeo Water Pump.
Showing 1 - 15 of 24 results. Display item:. Sort by:. Vehicle Info Required to Guarantee Fit.
Core Charge. Add to cart. Product Details Notes : This pump is driven off the timing belt. Timing
belt should be replaced with the pump. Part Number: GMB Part Number: AC Part Number: GAT
Page 1 of 2 Showing 1 - 15 of 24 results. Isuzu Rodeo Water Pump Guides. Here are a few
maintenance tips you could easily do at home: Keep water pump fluid levels high Make it a
routine to refill your water pump regularly. Always use clean coolant for you water pump Too
many water pump problems have happened due to someone using coolant without checking if it
is clean or not. Regularly inspect your water pump for leaks When checking for leaks, make
sure that you cool down the engine first. Helpful Automotive Resources. P Code: Cooling
System Performance Unlike other DTCs that point to specific components that might be
malfunctioning, this powertrain code is generic and does not include any specifics. Therefore, it
is important to check for other codes that may have been logged by onboard diagnostics.
Overheating engine. Contact Us. Phone Number Shop with Confidence. All Rights Reserved.
Terms of Use. Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.
Meticulously formed to exceptional standards, GMB's OE replacement water pumps are
guaranteed to equip your ride with the finest quality and most enduring performance. GMB is a
leading automotive aftermar Don't simply wait around for your automobile to have problems
with general performance loss and risk sudden break down. Replace your defective water pump
with a component that Revamp your engine to prime condition with the OE-style fit and
performance delivered by DNJ's new OE replacement mechanical water pumps. We've Made a
Site Update. Refresh to the latest version. Retrieve quote. Track order. Sign In or Create

Account. Every Purchase Supports. Texas Relief Efforts. Select
oxygen sensor gmc sierra
1989 ford f150 manual transmission
2004 chevy silverado alternator fuse
your vehicle. Refine by:. Water Pump part. Shop Isuzu Rodeo Water Pump. Showing 1 - 9 of 9
results. Sort by:. Part Number: GMB Guaranteed to Fit. Core Charge. Add to cart. Part Number:
GAT Page 1 of 1 Showing 1 - 9 of 9 results. Featured Brands. Reviews Questions, Answers.
Gates New - Water Pump Manufacturer Fixing the automobile's cooling structure wouldn't be as
complicated as it is if you use Gates OE Replacement Water Pump. Helpful Automotive
Resources. When the coolant temperature in your radiator and your engine is outside the
normal range, your PCM may trigger code P What are the Possible Causes of the P Code?
Defective or malfunctioning engine coolant temperature sensorLow engine coolant. This can be
caused by a faulty thermostat. When a defective thermostat no longer opens, the engine will
overheat and cause a breakdown. Contact Us. Phone Number Shop with Confidence. All Rights
Reserved. Terms of Use. Privacy Policy. California Supply Chain Disclosure. Accessibility
Statement.

