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from Ford Motor Company. Page 4 Introduction These are some of the symbols you may see on
your vehicle. Page 6: Instrumentation Instrumentation Instrument cluster pg. Page 7
Instrumentation Electronic Rear window sound system Gearshift lever defroster control pg.
When refueling, after the light comes on, the amount of fuel that is added will be less than the
advertised capacity since there is fuel still in the tank. Temporary malfunctions may cause your
Service Engine Soon light to illuminate. Examples are: 1. The vehicle has run out of fuel. The
engine may misfire or run poorly. Page 10 Instrumentation government emission standards. The
Service Engine Soon indicator light illuminates when the ignition is first turned to the ON
position to check the bulb. If the light fails to illuminate, continues to flash or remains on, have
the system serviced immediately. If the light remains on, continues to flash or fails to illuminate,
have the system serviced immediately. With the ABS light on, the anti-lock brake system is
disabled and normal braking is still effective unless the brake warning light also remains
illuminated with the parking brake released. Illuminates when four-wheel drive low is engaged. If
the light continues to flash have the system serviced. Page 14 Instrumentation or remains on,
have the system serviced. Refer to SecuriLock anti-theft system in the Controls and features
chapter. Safety belt warning chime Sounds to remind you to fasten your safety belts. For
information on the safety belt warning chime, refer to the Seating and safety restraints chapter.
Page 15 Instrumentation Fuel gauge Displays approximately how much fuel is in the fuel tank
when the key is in the ON position. The fuel gauge may vary slightly when the vehicle is in
motion. The ignition should be in the OFF position while the vehicle is being refueled. Page 16
Instrumentation Never remove the coolant reservoir cap while the engine is running or hot. This
gauge indicates the temperature of the engine coolant, not the coolant level. If the coolant is not
at its proper level the gauge indication will not be accurate. Odometer Registers the total
kilometers miles of the vehicle. Page 17 Instrumentation Tachometer Indicates the engine speed
in revolutions per minute. Driving with your tachometer pointer continuously at the top of the
scale may damage the engine. Battery voltage gauge This shows the battery voltage when the
ignition is in the ON position. Rotate to the second position to also turn on the headlamps.
Daytime running lamps DRL if equipped Turns the headlamps on with a reduced output. Refer
to the Driving chapter for more information. Reverse sensing system if equipped The reverse
sensing system RSS sounds a tone to warn the driver of obstacles near the rear bumper when
the reverse gear is selected. To help avoid personal injury, please read and understand the
limitations on the reverse sensing system described below. Page 20 Controls and features The
reverse sensing system detects obstacles within approximately 1. As you move closer to the
obstacle, the rate of the tone increases. Do not plug optional electrical accessories into the
cigarette lighter. Use the powerpoint. The maximum current draw of any single power point is 20
Amps. Exceeding this limit may result in a blown fuse. Temperature control knob Controls the
temperature of the airflow inside the vehicle. Page 23 Since the air conditioner removes
considerable moisture from the air during operation, it is normal if clear water drips on the
ground under the air conditioner drain while the system is working and even after you have
stopped the vehicle. After a few minutes, select any desired position. Page 26 Controls and
features Turn the fan speed control knob to the desired speed. Turn the temperature control to
the desired temperature. Page 27 Activating the rear window defroster will also activate the
heated mirrors if equipped. For more information refer to Heated Outside Mirrors in this section.
Hold the control to move through the frequencies quickly. Page 31 Controls and features Scan
function in tape mode Press the SCAN control to hear a short sampling of all selections on the
tape. The tape scans in a forward direction. To stop on a particular selection, press the control
again. Page 32 Controls and features Starting autoset memory preset 1. Press the AUTO
control. When the first six strong stations are filled, the station stored in memory preset control
1 will start playing. Speaker balance adjust Speaker sound distribution can be adjusted between
the right and left speakers. Press the button during rewind or fast forward to stop the rewind or
fast forward function. Press the EJ control to stop and eject a CD. Dolby noise reduction Dolby
noise reduction operates in tape mode. Dolby noise reduction reduces the amount of hiss and

static during tape playback. When in clock mode, the media information will display for 10
seconds, when the radio is turned on, and then revert to clock information. Page 38 Controls
and features If there is a discrepancy between the rear seat and the front audio controls, i. Page
40 Controls and features 2. Press to eject the magazine. Turn the magazine A over. Using the
disc holder release knob C , pull the disc holder B out of the magazine. If you pull too hard on
the disc holder, the disc holder may come completely out of the magazine. Page 41 5. Line up
the CD with the groove of the disc holder. Ensure that the label on the CD faces downwards.
Press in on the disc holder until it locks securely into the magazine. If the disc holders are not
fully locked into the magazine, the unit will not operate. LOCK, locks the steering wheel,
automatic transmission gearshift lever and allows key removal. OFF, shuts off the engine and
all accessories without locking the steering wheel. Do not use the speed control in heavy traffic
or on roads that are winding, slippery, or unpaved. If you drive up or down a steep hill, your
vehicle speed may vary momentarily slower or faster than the set speed. Page 47 You can
accelerate with the accelerator pedal at any time during speed control usage. Releasing the
accelerator pedal will return your vehicle to the previously programmed set speed. Hold the
control while adjusting the wheel to the desired position, then release the control to lock the
steering wheel in position. Never adjust the steering wheel when the vehicle is moving. Page 50
Controls and features Push tap the end of the stalk briefly for a single swipe no wash. Push and
hold for three swipes with wash. Push and hold for a longer wash up to ten seconds. The
overdrive function allows automatic upshifts and downshifts through all available gears. Page
53 Controls and features Window lock The window lock feature allows only the driver to operate
the power windows. Press the right side to restore the window controls. Accessory delay if
equipped With accessory delay, the window switches may be used for up to ten minutes after
the ignition switch is turned to the OFF position or until To adjust your mirrors: 1. Select L to
adjust the left mirror or R to adjust the right mirror. Page 55 Controls and features Fold-away
mirrors Pull the side mirrors in carefully when driving through a narrow space, like an automatic
car wash. Heated outside mirrors if equipped Both mirrors are heated automatically to remove
ice, mist and fog when the rear window defrost is activated. Page 56 Controls and features
Forward storage bin if equipped Press the release control to open the storage compartment.
The door will open slightly and can be moved to full open. The storage compartment may be
used to secure sunglasses or a similar object. Page 57 Power quarter rear windows if equipped
Press the portion of the VENT control to open the power rear quarter windows. Press the
portion of the VENT control to close the power rear quarter windows. Automatic dimming inside
rear view mirror if equipped Your vehicle is equipped with inside rear view mirror with an
auto-dimming function. Page 58 Controls and features Illuminated visor mirror To turn on the
visor mirror lamps, lift the mirror cover. You may select display features on the trip computer
for a display of status. If you calculate your average fuel economy by dividing liters of fuel used
by kilometers traveled Page 61 Compass zone adjustment 1. Determine which magnetic zone
you are in for your geographic location by referring to the zone map. Locate the trip computer
on the overhead console. Turn ignition to the ON position. Press and hold both trip computer
controls. Page 62 Controls and features Compass calibration adjustment Perform this
adjustment in an open area free from steel structures and high voltage lines. With the ignition
key in the ACC or ON position, the reading lamps can be turned on by pressing the rocker
control. Page 65 Controls and features If there is any potential remote keyless entry problem
with your vehicle, ensure ALL key fobs remote entry transmitters are brought to the dealership,
to aid in troubleshooting. Unlocking the doors Press this control to unlock the driver door. Page
66 Controls and features Sounding a panic alarm Press this control to activate the alarm. Page
67 Controls and features To replace the battery: 1. Twist a thin coin between the two halves of
the transmitter near the key ring. Your vehicle has a factory set 5 digit code that operates the
keyless entry system. You can also program your own 5 digit personal entry code. The interior
lamps will illuminate. Page 71 If a problem occurs, turn the ignition OFF and restart the engine
with all other objects on the key ring held away from the ignition key. Check to make sure the
encoded ignition key is an approved Ford encoded ignition key. Page 72 Controls and features
Procedure to program spare SecuriLock keys to your vehicle New SecuriLock keys must have
the correct mechanical key cut for your vehicle. Conventional non-SecuriLock keys cannot be
programmed to your vehicle. You will need to have two previously programmed SecuriLock
keys and the new unprogrammed SecuriLock key readily accessible for the Attach the net to the
anchors provided. This net is not designed to restrain objects during a collision. You can open
and close the TriDoors from outside the vehicle only. Ensure that the seat is relatched into
place. Make sure that the seat is relatched into place. Page 76 Seating and safety restraints
Press front to raise or lower the front portion of the seat cushion. Press rear to raise or lower
the rear portion of the seat cushion. Press the control to move the seat forward, backward, up

or down. Using the manual lumbar support Turn the lumbar support control toward the front of
vehicle to move The indicator light will illuminate when activated. Page 78 Seating and safety
restraints The head restraints can be moved up and down. Rear folding bench seat if equipped
Folding down rear seats into load floor Ensure that no objects such as books, purses or
briefcases are on the floor in front of the second row seats before folding them down and insure
the seat is fully latched rearward. Page 79 Seating and safety restraints 2. Lift seat cushion up
and rotate forward. The headrest must be removed in order to fold the seatback down. Remove
2nd row seat headrest by pushing in both tabs while pulling up on headrest simultaneously.
Page 80 Seating and safety restraints 5. Lift the lower seat control and flip the seatback down.
Lift up flap on seatback to release closeout panel. Rotate panel to closeout the space between
the seatback and the floor. Returning the seat to upright Insure the seat is pulled back to the
locked position, whether the seat is occupied or empty. Page 81 Seating and safety restraints 2.
Lift the lower seat control. Pull up on the seatback while lifting the handle to lift the seatback
into the upright position. Remove headrest from storage position and return to 2nd row
seatback. Push down headrest completely to secure. Reclining the seatback Lift the control to
adjust the seatback. Page 82 Seating and safety restraints To reduce the risk of personal injury,
the second row seat should not be left in the forward, E-Z entry position while the vehicle is in
motion. Please ensure that the seat is in the upright, fully latched rearward position before
putting the vehicle in motion. Pull the seat release lever located on the lower right side of the
seatback while pushing the seatback down onto the seat cushion. Page 84 Seating and safety
restraints 2. Push up on the seat to verify that it is latched into the floor. Verify that the safety
belts can move freely on either side of the seat. Page 85 Seating and safety restraints Always
transport children 12 years old and under in the back seat and always properly use appropriate
child restraints. Combination lap and shoulder belts 1. Insert the belt tongue into the proper
buckle the buckle closest to the direction the tongue is coming from until you hear a snap and
feel it latch. Page 86 Seating and safety restraints Automatic locking mode In this mode, the
shoulder belt is automatically pre-locked. The belt will still retract to remove any slack in the
shoulder belt. The automatic locking mode is not available on the driver safety belt. Page 87
This indicates the safety belt is now in the automatic locking mode. How to disengage the
automatic locking mode Ford recommends that all safety belt assemblies and attaching
hardware should be inspected by a qualified technician after any collision. Safety belt
assemblies not in use during a collision should also be inspected and replaced if either damage
or improper operation is noted. Page 89 Seating and safety restraints Failure to follow these
instructions will affect the performance of the safety belts and increase the risk of personal
injury. Front and second row safety belt height adjustment Your vehicle has safety belt height
adjustments for the driver, front passenger and second row passengers. Page 90 Seating and
safety restraints Insert the tongue into the correct buckle the buckle closest to the direction the
tongue is coming from. To lengthen the belt, turn the tongue at a right angle to the belt and pull
across your lap until it reaches the buckle. Page 91 Seating and safety restraints Safety belt
warning light and indicator chime The seat belt warning light illuminates in the instrument
cluster and a chime sounds to remind the occupants to fasten their safety belts. Conditions of
operation If Belts are Ford designs its safety belts to enhance comfort. If uncomfortable you are
uncomfortable - try different positions for the safety belt upper anchorage and seatback which
should be as upright as possible; Page 93 Seating and safety restraints Do not sit on top a
buckled safety belt to avoid the Belt Minder chime. Sitting on the safety belt will increase the
risk of injury in an accident. To disable one-time or deactivate the Belt Minder feature please
follow the directions stated below. Page 94 if equipped , shoulder belt guide on seatback if
equipped , child safety seat tether bracket assemblies if equipped , and attaching hardware,
should be inspected after a collision. Ford recommends that all safety belt assemblies used in
vehicles involved in a collision be replaced. Page 95 This information will assist Ford in the
servicing of your vehicle and may help Ford better understand real world collisions and further
improve the safety of future vehicles. See your Ford or Lincoln-Mercury dealer. Page 97 Seating
and safety restraints Children and air bags For additional important safety information, read all
information on safety restraints in this guide. Children must always be properly restrained.
Accident statistics suggest that children are safer when properly restrained in the rear seating
positions than in the front seating position. Page 98 Seating and safety restraints The air bags
inflate and deflate rapidly upon activation. After air bag deployment, it is normal to notice a
smoke-like, powdery residue or smell the burnt propellant. This may consist of cornstarch,
talcum powder to lubricate the bag or sodium compounds e. The diagnostic module monitors
its own internal circuits and the supplemental air bag electrical system warning including the
impact sensors , the system wiring, the air bag system readiness light, the air bag back up
power and the air bag ignitors. Page To improve the fit of lap and shoulder belts on children

who have outgrown child safety seats, Ford recommends use of a belt-positioning booster seat
that is labelled as conforming to all Federal motor vehicle safety standards. Belt-positioning
booster seats raise the child and provide a shorter, firmer seating cushion that encourages
safer seating posture and better fit of lap and shoulder belts on the child. Page passenger side
front and outboard rear seating positions if equipped. Ford recommends the use of a child
safety seat having a top tether strap. Install the child safety seat in a seating position which is
capable of providing a tether anchorage. For more information on top tether straps, refer to
Attaching safety seats with tether straps. Page Seating and safety restraints Children 12 and
under should be properly restrained in the rear seat whenever possible. Pull down on the
shoulder belt and then grasp the shoulder belt and lap belt together. While holding the shoulder
and lap belt portions together, route the tongue through the child seat according to the child
seat Page Seating and safety restraints 5. To put the retractor in the automatic locking mode,
grasp the shoulder portion of the belt and pull downward until all of the belt is extracted and a
click is heard. Allow the belt to retract. The belt will click as it retracts to indicate it is in the
automatic locking mode. Page Seating and safety restraints Attaching child safety seats with
tether straps Most new forward-facing child safety seats include a tether strap which goes over
the back of the seat and hooks to an anchoring point. Tether straps are available as an
accessory for many older safety seats. Contact the manufacturer of your child seat for
information about ordering a tether strap. Page Seating and safety restraints 3. Locate the
correct anchor for the selected seating position. Clip the tether strap to the anchor as shown. If
the tether strap is clipped incorrectly, the child safety seat may not be retained properly in the
event of a collision. Refer to the Installing child safety seats in combination lap and shoulder
belt seating positions section of this chapter for further instructions to secure the child safety
seat. This system meets all Canadian Interference-Causing Equipment standard requirements
regulating the impulse electrical field strength of radio noise. When starting a fuel-injected
engine, avoid pressing the accelerator before or during starting. Page 2. Make sure the
headlamps and vehicle accessories are off. Make sure the parking brake is set. Make sure the
gearshift is in P Park. If there is difficulty in turning the key, firmly rotate the steering wheel left
and right until the key turns Turn the key to 5 START without pressing the accelerator pedal and
release as soon as the engine starts. The key will return to 4 ON. Page Guarding against
exhaust fumes Although odorless and colorless, carbon monoxide is present in exhaust fumes.
Take precautions to avoid its dangerous effects. If you ever smell exhaust fumes of any kind
inside your vehicle, have your dealer inspect and fix your vehicle immediately. Do not drive if
you smell exhaust fumes. Refer to the scheduled maintenance guide for scheduled
maintenance. In normal operation, automotive brake systems may emit occasional or
intermittent squeal or groan noises when the brakes are applied. Page ABS warning lamp
warning lamp in the instrument cluster momentarily illuminates when the ignition is turned to
the ON position. If the light does not illuminate momentarily at start up, remains on or continues
to flash, the ABS needs to be serviced. With the ABS light on, the anti-lock brake system is
disabled and normal braking is still effective unless the Page Driving The BRAKE warning lamp
in the instrument cluster illuminates and remains illuminated when the ignition is turned ON
until the parking brake is released. Always set the parking brake fully and make sure that the
gearshift is securely latched in P Park automatic transmission or in 1 First manual transmission.
In a rollover crash, an unbelted person is significantly more likely to die than a person wearing a
seat belt. Your vehicle has special design and equipment features to make it capable of
performing in a wide variety of circumstances. Page Driving If you cannot move the gearshift
lever out of P Park with ignition in the ON position and the brake pedal depressed: 1. Apply the
parking brake, turn ignition to the LOCK position, then remove the key. Reinsert the key and
turn the ignition to the OFF position. Page Hold the brake pedal down while you move the
gearshift lever from P Park to another position. If you do not hold the brake pedal down, your
vehicle may move unexpectedly and injure someone. P Park Always come to a complete stop
before shifting into P Park. Drive â€” Not shown on the display. Activate by pressing the
transmission control switch TCS on the end of the gearshift lever with the gearshift in the
position. For PTO usage, a special transmission case, internal components and calibration are
required. Damage resulting from the use of a PTO system may not be covered by your warranty.
Page 4WD system indicator lights The 4WD system indicator lights illuminate only under the
following conditions. If these lights illuminate when driving in 2WD, contact your Ford dealer as
soon as possible. Illuminates when 4x4 High or 4x4 LOW is engaged. Illuminates when 4x4 Low
is engaged. Using the electronic shift 4WD system Positions of the electronic shift system To
prevent damage, the electronic shift 4WD system is designed to allow up to 45 seconds before
the shift command is performed. Disengagement of the transfer case and front hubs may be
delayed due to torque bind which is caused by driving on dry hard surfaces or performing tight

turns while using the 4WD system. Page Driving 4. If the LOW RANGE indicator light does not
shut off after 15 seconds, start the vehicle moving, then repeat steps 1 through 5 before
reporting any shift concerns to your dealer. The tires may fail and injure a passenger or
bystander. Sand When driving over sand, try to keep all four wheels on the most solid area of
the trail. Do not reduce the tire pressures but shift to a lower gear and drive steadily through the
terrain. Page When descending a steep hill, avoid sudden braking. Shift to a lower gear when
added engine braking is desired. When speed control is on and you are driving uphill, your
vehicle speed may drop considerably, especially if you are carrying a heavy load. Page to the
front of your vehicle, potentially including weight added to the cab , the weight added should
not exceed the front axle reserve capacity FARC. Additional frontal weight may be added to the
front axle reserve capacity provided you limit your payload in other ways i. Page Driving 3.
Subtract your loaded vehicle weight from the maximum GCWR on the following charts. This is
the maximum trailer weight your vehicle can tow and must fall below the maximum shown
under maximum trailer weight on the chart. Towing a Class IV trailer extra heavy duty 2 â€”4 kg
5 â€”10 lbs. If you use a rental trailer, follow the instructions that the rental agency gives to you.
This will eliminate excessive downshifting and upshifting for optimum fuel economy and
transmission cooling. Exceeding the GCWR rating may cause internal transmission damage and
void your warranty coverage. Page Driving To adjust the cross-bar position: 1. Release the latch
at both ends of the cross-bar both cross-bars are adjustable. Slide cross-bar to the desired
location. Tighten the latch at both ends of the cross-bar. To remove the cross-bar assembly
from the roof rack side rails: 1. Page Driving To adjust the tie-downs: Use the adjustable tie
downs to secure loads to the luggage carrier. Loosen the slider knobs at each end of the cross
rail. Slide the crossbar to the desired placement. Ensure that both sides of the crossrails are
even. This program is separate from the New Vehicle Limited Warranty. Page Roadside
coverage beyond basic warranty In the United States, you may purchase additional roadside
assistance coverage beyond this period through the Ford Auto Club by contacting your Ford or
Lincoln Mercury dealer. Similarly in Canada, you may purchase additional coverage beyond the
basic coverage period by consulting the Ford Roadside Assistance Club brochure or by calling
1â€”â€”â€”CLUB 1â€”â€”â€” Use the following procedure to reset the fuel pump shut-off
switch. Turn the ignition to the OFF position. Check the fuel system for leaks. Page Always
replace a fuse with one that has the specified amperage rating. Using a fuse with a higher
amperage rating can cause severe wire damage and could start a fire. Page Roadside
emergencies To remove the fuse panel cover, turn the panel fasteners counterclockwise. To
remove a fuse use the fuse puller tool provided on the fuse panel cover. Page Fuse Panel
Description The fuses are coded as follows. Page Power Distribution Box Description Power
distribution box The power distribution box is located in the engine compartment. Always
disconnect the battery before servicing high current fuses. Always replace the cover to the
Power Distribution Box before reconnecting the battery or refilling fluid reservoirs. Page
Roadside emergencies The high-current fuses are coded as follows. Instead, gradually decrease
your speed. Page Location of the spare tire and tools The spare tire and tools for your vehicle
are stowed in the following locations: Tool Spare tire Jack Jack handle and lug wrench Tire
change procedure To prevent the vehicle from moving when you change a tire, be sure the
parking brake is set, then block in both directions the wheel that is diagonally opposite other
side and end of the vehicle to the tire being changed. Page Roadside emergencies 2. Turn
engine OFF and block the diagonally opposite wheel block not provided. Remove the jack, jack
handle, lug wrench and spare tire from the stowage locations. Use the tip of the lug wrench to
remove any wheel trim. Bolt size M14 x 1. Use only Ford recommended replacement fasteners.
Page On all two-piece flat wheel nuts, apply one drop of motor oil between the flat washer and
the nut. Do not apply motor oil to the wheel nut threads or the wheel stud threads. When a
wheel is installed, always remove any corrosion, dirt or foreign materials present on the
mounting surfaces of the wheel or the surface of the Page Roadside emergencies Preparing
your vehicle When the battery is disconnected or a new battery is installed, the transmission
must relearn its adaptive strategy. As a result of this, the transmission may shift firmly. This
operation is considered normal and will not effect function or durability of the transmission.
Over time, the adaptive learning process will fully update transmission operation to its optimum
shift feel. Connect the negative - cable to the negative - terminal of the assisting battery. Page
Roadside emergencies Do not connect the end of the second cable to the negative - terminal of
the battery to be jumped. A spark may cause an explosion of the gases that surround the
battery. Ensure that the cables are clear of fan blades, belts, moving parts of both engines, or
any fuel delivery system parts. Page Roadside emergencies After the disabled vehicle has been
started and the jumper cables removed, allow it to idle for several minutes so the engine
computer can relearn its idle conditions. When the battery is disconnected or a new battery is

installed, the transmission must relearn its adaptive strategy. Page If the vehicle is towed by
other means or incorrectly, vehicle damage may occur. Ford Motor Company provides a towing
manual for all authorized tow truck operators. Have your tow truck operator refer to this manual
for proper hook-up and towing procedures for your vehicle. If your vehicle requires professional
service, your dealership can provide necessary parts and service. Page Do not start your engine
with the air cleaner removed and do not remove it while the engine is running. Inside the
vehicle, pull the hood release handle located under the bottom left corner of the instrument
panel. Battery 2. Engine oil filler cap 3. Page 1. Make sure the vehicle is on level ground. Turn
the engine off and wait a few minutes for the oil to drain into the oil pan. Set the parking brake
and ensure the gearshift is securely latched in P Park. Page Change your engine oil and filter
according to the appropriate schedule listed in the scheduled maintenance guide. Ford
production and aftermarket Motorcraft oil filters are designed for added engine protection and
long life. If a replacement oil filter is used Page Ford material and design specifications, start-up
engine noises or knock may be experienced. It is recommended you use the appropriate
Motorcraft oil filter or another brand meeting Ford specifications for your engine application.
Page MAX. Do not fill above this line. Use only a DOT 3 brake fluid certified to meet Ford
specifications. Refer to Lubricant specifications in the Capacities and specifications chapter.
Brake fluid is toxic. If brake fluid contacts the eyes, flush eyes with running water for 15
minutes. Page In very cold weather, do not fill the reservoir all the way. Only use a washer fluid
that meets Ford specifications. State or local regulations on volatile organic compounds may
restrict the use of methanol, a common windshield washer antifreeze additive. Page 4. When
you are sure that all the pressure has been released, use the cloth to turn it counterclockwise
and remove the cap. Recycled engine coolant Ford Motor Company recommends the use of a
recycled engine coolant produced by Ford-approved processes. Fill your engine coolant
reservoir as outlined in Adding engine coolant in this chapter. Page Maintenance and care What
you should know about fail-safe cooling if equipped If the engine coolant supply is depleted,
this feature allows the vehicle to be driven temporarily before incremental component damage
is incurred. Page Never remove the coolant reservoir cap while the engine is running or hot.
Re-start the engine and take your vehicle to a service facility. Driving the vehicle without
repairing the engine problem increases the chance of engine damage. Take your vehicle to a
service facility as soon as possible. Page Maintenance and care 3. While the engine idles, turn
the steering wheel left and right several times. Turn the engine off. Recheck the fluid level on
the dipstick. The normal operating temperature can be reached after approximately 30 km 20
miles of driving. Page Maintenance and care Adjusting automatic transmission fluid levels
Before adding any fluid, make sure the correct type is used. The type of fluid used is normally
indicated on the dipstick and also in the Lubricant specifications section in the Capacities and
specifications chapter. Page 3. Add only enough fluid through the filler opening so that the fluid
level is at the bottom of the opening. Use only fluid that meets Ford specifications. Refer to the
Capacities and specifications chapter. Page Maintenance and care For longer, trouble-free
operation, keep the top of the battery clean and dry. Also, make certain the battery cables are
always tightly fastened to the battery terminals. If you see any corrosion on the battery or
terminals, remove the cables from the terminals and clean with a wire brush. With the vehicle at
a complete stop, set the parking brake. Put the gearshift in P Park , turn off all accessories and
start the engine. Run the engine until it reaches normal operating temperature. Allow the engine
to idle for at least one minute. Page Maintenance and care Changing the air filter element 1.
Loosen the clamp that secures the air filter element in place. Carefully separate the two halves
of the air filter housing. Remove the air filter element from the open end of the air filter housing.
Under normal conditions, the Traction-Lok axle functions like a standard rear axle. Page
Maintenance and care Changing the wiper blades To replace the wiper blades: 1. Pull the wiper
arm away from the windshield and lock into the service position. Turn the blade at an angle
from the wiper arm. Push the lock pin manually to release the blade and pull the wiper blade
down toward the windshield to remove it from the Page U. Department of Transportation-Tire
quality grades: The U. Department of Transportation requires Ford to give you the following
information about tire grades exactly as the government has written it. Treadwear The treadwear
grade is a comparative rating based on the wear rate of the tire when tested under controlled
conditions on a specified government test course. Page Maintenance and care The temperature
grade for this tire is established for a tire that is properly inflated and not overloaded. Excessive
speed, underinflation, or excessive loading, either separately or in combination, can cause heat
buildup and possible tire failure. Page If you do not follow these precautions, your vehicle may
not drive properly and safely. Make sure that all replacement tires are of the same size, type,
load-carrying capacity and tread design e. Maintenance and care Failure to follow these
precautions may adversely affect the handling of the vehicle and make it easier for the driver to

lose control and roll over. The pressure in an overfilled tank may cause leakage and lead to fuel
spray and fire. The fuel system may be under pressure. If the fuel filler cap is venting vapor or if
you hear a hissing sound, wait until it stops before completely removing the fuel filler cap.
Inhaling too much fuel vapor of any kind can lead to eye and respiratory tract irritation. In
severe cases, excessive or prolonged breathing of fuel vapor can cause serious illness and
permanent injury. The use of leaded fuel is prohibited by law and could damage your vehicle.
Do not use fuel containing methanol. It can damage critical fuel system components. Your
vehicle was not designed to use fuel or fuel additives with metallic compounds, including
manganese-based compounds containing MMT. Page Charter. Running out of fuel Avoid
running out of fuel because this situation may have an adverse affect on powertrain
components. Page Ford or Motorcraft fuel filler cap is not used. Page Maintenance and care
empty. Empty reserve is the small amount of usable fuel remaining in the fuel tank after the fuel
gauge indicates empty. The amount of empty reserve varies and should not be relied upon to
increase driving range. When refueling your vehicle after the fuel gauge indicates empty, you
might not be able to refuel the full amount of the advertised capacity of the fuel tank due to the
empty reserve still present in the tank. Page economy under current driving conditions.
Additionally, keeping records during summer and winter will show how temperature impacts
fuel economy. In general, lower temperatures give lower fuel economy. Driving style â€” good
driving and fuel economy habits Give consideration to the lists that follow and you may be able
to change a number of variables and improve your fuel economy. Follow the recommended
maintenance schedule and owner maintenance checks found in your vehicle scheduled
maintenance guide. Page If other than Ford, Motorcraft or Ford-authorized parts are used for
maintenance replacements or for service of components affecting emission control, such
non-Ford parts should be equivalent to genuine Ford Motor Company parts in performance and
durability. Page Replacing headlamp bulbs 1. Make sure that the headlamp control is in the OFF
position. Open the hood. Disconnect the electrical connector from the bulb by pulling rearward.
Remove bulb retainer ring by turning it counterclockwise about turn, then slide the ring off the
plastic base. Carefully pull bulb straight out of the socket and push in the new bulb. Follow the
same steps to replace either bulb: 1. Remove the four screws and the lamp assembly from
vehicle. Page Maintenance and care To install the brakelamp assembly: 1. Install the bulb
socket into the lamp assembly and rotate 45 degrees. Install the lamp assembly on the vehicle
and secure with two screws. Replacing license plate lamp bulbs The license plate bulbs are
located behind the rear bumper. Page If your vehicle has been in an accident the alignment of
your headlamps should be checked by a qualified service technician. Page Maintenance and
care Washing your vehicle Wash your vehicle regularly with cold or lukewarm water. Never use
strong detergents or soap. If your vehicle is particularly dirty, use a quality car wash detergent.
Always use a clean sponge, washing glove or similar device and plenty of water for best results.
Observe the application instructions on the products. Page Cleaning the exterior lamps Wash
with the same detergent as the exterior of your vehicle. To avoid scratching the lamps, do not
use a dry paper towel, chemical solvents or abrasive cleaners. This mild cleaner and special
pad, cleans the leather and maintains its natural beauty. Follow the instructions on the cleaner
label. Page The axle lubricant should be changed any time the rear axle has been submerged in
water. Add ml 8 oz. Application Capacity 5. Page Service refill capacities are determined by
filling the rear axle to the bottom of the filler hole with the specified lubricant. Use Ford
Premium Engine Coolant green in color. Refer to Adding engine coolant, in the Maintenance and
Care chapter. Page Add ml 8 oz. Ford design rear axles contain a synthetic lubricant that does
not require changing unless the axle has been submerged in water. Page Capacities and
specifications Page Certification Label The engine number the last eight numbers of the vehicle
identification number is stamped on the engine block, transmission, frame and transfer case if
equipped. If you did not take advantage of the Ford Extended Service Plan at the time of
purchasing your vehicle, you may still be eligible. Please contact your dealer for further
information. Since this information is subject to change, please ask your dealer for complete
details about Ford Extended Service Plan coverage options. Page Away from home If you own a
Ford or Mercury vehicle and are away from home when your vehicle needs service, or if you
need more help than the dealership could provide, after following the steps described above,
contact the Ford Customer Assistance Center to find an authorized dealership to help you. Page
P. Page If your vehicle must be serviced while you are traveling or living in Central or South
America, the Caribbean, or the Middle East, contact the nearest Ford dealership. Page Index
Accessory delay Page Cruise control see Speed control Page Engine block heater Page Index
bulb specifications Page Locks childproof Page Index Seats Page Filling Station Information
Fuel tank capacity Engine oil -diesel engine Refer to your 7. Use of any fluid other than the
recommended fluid may cause transmission damage. Indicates only approximate dry-fill

capacity. Some applications may vary based on cooler size and if equipped with in-tank cooler.
This manual is also suitable for: excursion Excursion Print page 1 Print document pages.
Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from
disk. Upload from URL. Used books from a 00 Excursion. All show light wear from use. Ask
questions before buying. Send any other part needs for this truck. Thanks for looking. Payment
is expected within 5 days unless other arrangements are made in advance. We ship every day
and parts will usually be shipped within one business day of payment being made. Ask about
combined shipping on multiple purchases. Once item arrives, positive feedback would be
appreciated and we will do the same for you. If there is an issue with the part you bought,
please contact us and we will do what we can to fix the problem. Leaving neutral or negative
feedback doesn't solve anything. If the item is as expected, positive feedback and all 5 star
ratings would be appreciated. Thank you. Skip to main content. Email to friends Share on
Facebook - opens in a new window or tab Share on Twitter - opens in a new window or tab
Share on Pinterest - opens in a new window or tab. Add to Watchlist. People who viewed this
item also viewed. Showing Slide 1 of 1 - Carousel. Check if this part fits your vehicle. Contact
the seller. Picture Information. Mouse over to Zoom - Click to enlarge. Get the item you ordered
or get your money back. Learn more - eBay Money Back Guarantee - opens in new window or
tab. Seller information jonesbs9 Contact seller. Visit store. See other items More See all. Item
Information Condition:. Add to Watchlist Remove from watch list. Watch list is full. Longtime
Member. Does not ship to Ukraine See details. Item location:. Orleans, Indiana, United States.
Ships to:. United States and many other countries See details. This amount is subject to change
until you make payment. For additional information, see the Global Shipping Program terms and
conditions - opens in a new window or tab This amount includes applicable customs duties,
taxes, brokerage and other fees. For additional information, see the Global Shipping Program
terms and conditions - opens in a new window or tab. Any international shipping is paid in part
to Pitney Bowes Inc. Learn More - opens in a new window or tab International shipping and
import charges paid to Pitney Bowes Inc. Learn More - opens in a new window or tab Any
international shipping and import charges are paid in part to Pitney Bowes Inc. Learn More opens in a new window or tab Any international shipping is paid in part to Pitney Bowes Inc.
Learn More - opens in a new window or tab. Related sponsored items. Showing Slide 1 of 2 Carousel. Report item - opens in a new window or tab. This translation tool is for your
convenience only. The accuracy and accessibility of the resulting translation is not guaranteed.
Note: The accuracy and accessibility of the resulting translation is not guaranteed. Seller
assumes all responsibility for this listing. Item specifics Condition: Used. Shipping and
handling. The seller has not specified a shipping method to Ukraine. Contact the seller - opens
in a new window or tab and request shipping to your location. Shipping cost cannot be
calculated. Please enter a valid ZIP Code. No additional import charges at delivery! This item
will be shipped through the Global Shipping Program and includes international tracking. Learn
more - opens in a new window or tab. There are 1 items available. Please enter a number less
than or equal to 1. Select a valid country. Please enter 5 or 9 numbers for the ZIP Code. This
item does not ship to Ukraine. Taxes may be applicable at checkout. Learn more. Return policy.
No returns or exchanges, but item is covered by the eBay Money Back Guarantee - opens in a
new window or tab. Payment details. Payment methods. Back to home page Return to top. Back
to home page. Listed in category:. Email to friends Share on Facebook - opens in a new window
or tab Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a new
window or tab Add to Watchlist. Image not available Photos not available for this variation. We
have 33 Ford Excursion manuals covering a total of 23 years of production. This like all of our
manuals is available to download for free in PDF format. How to download a Ford Excursion
Repair Manual for any year. In total, that's over pages of content dedicated to your Ford
Excursion. We get a lot of people coming to the site looking to get themselves a free Ford
Excursion Haynes manual. We'll send you a quick email a new Ford Excursion document is
added. Spam free: Maximum of 1 email per month. Get your hands on the complete Ford factory
workshop software. Ford Excursion 4wd Workshop Manual V Other Manuals Pages. Ford
Excursion 2wd Workshop Manual V Ford - Excursion - Workshop Manual - - Ford - Excursion Parts Catalogue - - 2. Other Manuals 48 Pages. Other Manuals 23 Pages. Other Manuals 13
Pages. Ford - Excursion - Owners Manual - - Other Manuals 10 Pages. Other Manuals 38 Pages.
Ford - Auto - ford-excursionowner-s-manual Other Manuals 6 Pages. Other Manuals 33 Pages.
Brochure 10 Pages. Other Manuals 5 Pages. Get notified when we add a new Ford Excursion
Manual Notify me. Get notified when we add a new FordExcursion Manual. Notify me. We cover
60 Ford vehicles, were you looking for one of these? Condition is "Used". Skip to main content.
Email to friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in
a new window or tab Share on Pinterest - opens in a new window or tab. Add to Watchlist. This

listing has ended. Ships to:. This amount is subject to change until you make payment. For
additional information, see the Global Shipping Program terms and conditions - opens in a new
window or tab This amount includes applicable customs duties, taxes, brokerage and other
fees. For additional information, see the Global Shipping Program terms and conditions - opens
in a new window or tab. Start of add to list layer. Add to Watchlist Add to wish list. Sign in for
more lists. Feb 10, PST. May not ship to Ukraine - Read item description or contact seller for
shipping options. See details. Seller's other items. Similar sponsored items. Showing Slide 1 of
2 - Carousel. Seller assumes all responsibility for this listing. Back to home page Return to top.
Back to home page. Listed in category:. Email to friends Share on Facebook - opens in a new
window or tab Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a
new window or tab Add to Watchlist. Condition: Used. Ended: Feb 10, PST. Shipping: May not
ship to Ukraine - Read item description or contact seller for shipping options. Item location:
Williamstown, Massachusetts, United States. Seller: maubugarin-0 3 Seller's other items. The
type of engine you have in your truck or RV makes all the difference. You can get better fuel
mileage, better performance and cut your repair costs down. All of that is a good thing. The
Ford V10 may be the engine you are looking for. This engine has a very good reliability
reputation. But for you to experience that reliability, you should take care of your new Ford V10
and do proper routine maintenance. Good maintenance habits make sure you can get about ,
miles out of the Ford V10 motor. To learn all about the Ford V10 motor and its reliability just
keep reading our article. We provide you with the information you need to know. But be
forewarned, nothing is perfect, so we will talk about potential Ford V10 problems as well. The
word is that with proper maintenance and care, you should be able to get about , miles on a
Ford V10 with ease. Of course, your experience may produce slightly less than stellar results.
The mileage you get will depend on your personal driving skills and habits. Some people are
harder on their vehicles through their driving skills. Also, your results will vary due to the type
of terrain you are constantly crossing. If you are doing a lot of mountain travel, then wear and
tear will impact your mileage. Finally, how good your normal maintenance will influence the
miles you get. Proper oil changes, tune-ups and so on will help extend the mileage life of your
Ford V Now it is possible that you do everything right and still not reach that ,mile marker. Not
every engine will last that long due to certain weaknesses that come with the engine. One Ford
V10 owner had trouble with their manifold and manifold bolts. These little imperfections should
be expected and will help keep you from reaching high miles on your engine. The answer to that
question is very simple. The Ford V10 is very reliable. There have been many reports from
satisfied V10 owners who have gotten over 6 figures on their mileage and the engine is still
running like a clock. Minimal maintenance and it runs as smooth as it did when it was new. That
seems to be the opinion of many satisfied V10 engine owners. The one thing you may need to
watch out for is your spark plugs. The Ford V10 Triton comes with an iron block while the spark
plugs have both steel and aluminum threads. Aluminum expands more than steel does, you
may see a spark plug pop out once in a while. There will always be these little things that will
crop up and hurt performance. But these issues do not hurt the over-all reliability of the Ford V
Some people are talking about how they may reach , miles with very few problems. Like any
product made today, there are a lot of advantages that come with the Ford V10 engine. Here is a
list of those advantages you get when switching to a vehicle that has a Ford V10 under the
hood. All of those components work together to provide you with a first-class engine that
should last you a very long time. One last benefit you get with the V10 is that you have balanced
forces to make sure the engine runs at peak performance all the time. As we said earlier,
nothing is perfect in this world. It is very difficult for imperfect people to produce perfection.
That is why as great as the V10 is, you may experience certain problems throughout the years
you own your vehicle. Your experience may show a few more problems that come with the V
But these problems do not seem to hurt how well the V10 performs over the long haul. As we
said, even with these issues, V10 owners are regularly getting low 6 figures in mileage and their
engine is still going strong. This does happen from time to time and if you look in the previous
section you will see that part of the problem may come from the coil on the component that
receives too much moisture. It also may come from the sparkplugs that are becoming loose due
to the different expansion rates between steel and aluminum. The best solution for this problem
would be to replace your plugs, boots, and coils. You should do al of them at the same time to
make sure you can track their life span easier. This will also make future repairs easier as you
know how long each component has been in your vehicle. A misfire is usually a problem with
the ignition which would cover the spark plugs, coils and boots. But it could also mean that
there is a problem with the fuel injectors. If you are not a good mechanic, it is best to take your
vehicle to an honest mechanic you can trust to get the problem solved. That can happen when
your Ford V10 stalls out, even if they have low miles on it. The good news is that the sources

may not be that hard to find. One place to look would be the switch that is built into the gas
pedal. If this pedal malfunctions then the fuel delivery will be cut and your engine will stall.
Other sources may be starting off too fast or dropping into gear before the engine has stopped
revving. If those sources are not the problem, it could be the fuel line is clogged or for some
reason the fuel is not reaching the carb when you are going uphill. Or it could be the IAC
component that controls the air when the throttle is closed. It is hard to say which is your
source because there are no definitive answers. Each situation may have a different source. If
your vehicle does not start when you try jumping it, then you may have a starter problem. Or it
could be the starter relay that has malfunctioned, and you would need to replace that part aw
well. On the other hand, it may be something as simple as your connections. Check the
connections from the battery to your starter to your solenoid to see if they have come loose at
all. Finally, turn your headlights on before starting your vehicle. If they do not come on or dim
when you try to start your engine, then it is not the starter that is the problem. You have a bad
battery and it needs to be charged up or replaced. This can be a rare problem, but it can happen
if the head gasket has been overheated, turbocharged or stressed in some other way. The good
thing about the V10 is that you only have to replace one head gasket and not work on the other
one is that one has no issues. Also, the problem might not be with the head gasket. It could
come from a sensor or the valve cover. Just make sure you are told the correct problem before
okaying any repairs. Your biggest worry is going to be the mechanic or repair shop that is
thinking about doing the repairs. It is best to find another repair shop when you are told those
stories. There is the rumor that the Ford V10 has a problem with the sparkplugs popping out of
their place and stripping the threads. We say rumor even after stating this is one of the
problems that this engine has because most of these stories are only written about and most
V10 owners have not had that experience nor do they know anyone who has. But that does not
mean it does not happen. When it does, you will need to re-thread the spark plug case and
replace the old spark plug. Now if you have other spark plug issues, it may be that they have
grown old, gone past their validity date or experience other common spark plug issues. Then
you either clean the spark plug heads or replace them. When you replace the spark plugs on
your V10 make sure to use the right torque and the anti-seize to make sure they function at peak
levels. You can also prevent spark plug popping by putting a steel insert in the threads. The
most common way to extend the life expectancy on your Ford V10 is to do proper and regular
maintenance on it. Change the oil when needed, change the transmission fluid when told to and
do other minor maintenance to make sure your engine is always running at ultimate levels. Part
of that routine maintenance will include changing your air filter on a regular basis as well as
keeping fresh coolant in the radiator. Plus, you need to watch your driving habits. Over racing
your engine will contribute to a shorter lifespan than driving defensively and keeping your
motor at optimum rpm levels. That is supposed to be 24 microns better than a regular full flow
oil filter. This extra filtering ensures less garbage is going through your engine and keeps it well
protected. The Ford V10 is known for its reliability and its high mileage. It is not uncommon to
read that owners are getting , to ,, with some reaching ,00, miles without too many difficulties.
With proper routine maintenance and careful driving, you should reach those levels yourself.
Then the Ford V10 comes with a lot of advantages which help make driving a lot more
enjoyable. You can get up to 90, miles on your spark plugs as well as other benefits that make
the engine very reliable and strong. Just keep in mind that the V10 is not a perfect engine. It
does have its share of problems but with the right repair work, it will still last you a very long
time. If there is one thing about the V10 is that it may not be perfect but it is as close to
perfection as you can get. Share Pin. Related Posts. The Ford Excursion was only made for a
total of five years but it was a powerhouse when it came to towing and some of the capacities
are mind boggling. The excursion came with different engine configurations and different axle
ratios, which made the towing specs a little bit different. There were a few differences when it
came to towing capacity of the Ford Excursion, based on the years it was made. The overall
towing capacity was increased on almost every model of the Excursion in and later models.
There were 4 different engines that came standard with the Ford Excursions and these were the
5. The 5. The 7. On some of the Ford Excursions, having a different gear ratio can make a huge
difference in how much it can tow when the same engine is equipped. A great example of this is
with the Excursions equipped with the 5. The 4wd models had a difference of 1, lbs. The models
2wd had a difference of 1, lbs. That code will signify which axle you have on your Excursion.
Even though the excursions were powerhouses, when it came to towing, they had a pretty ba
volvo penta trim motor
bathroom sink plumbing parts diagram
2005 chrysler 300 27 firing order

sic towing package that came standard on nearly all models from These standard items were:.
These were the standard three things that came with the Excursions and nothing else was
available from the dealer in the form of an upgraded kit, as far as I could find. The only upgrades
that I could find were ones that people had done themselves or had a shop perform for them.
Engine 2WD Max. Capacity 4WD Max. Capacity 5. Axle Ratios Make A Differenceâ€¦ On some of
the Ford Excursions, having a different gear ratio can make a huge difference in how much it
can tow when the same engine is equipped. Axle Code Axle Ratio 31 3. These standard items
were: 7 wire harness and pin connector A hitch receiver usually a class IV Trailer brake wiring
feed kit These were the standard three things that came with the Excursions and nothing else
was available from the dealer in the form of an upgraded kit, as far as I could find. Related Posts
Ford. Ford F Towing Capacities. Chevy Silverado Towing Capacities.

