2000 grand marquis serpentine belt diagram

There are four different serpentine belt routings for the 4. The belt-routing diagram is depicted
on a placard on the radiator support shield, which is on the top of the radiator cover just to the
left of the hood hinge. It is also in the owner's manual. In the event neither is available, draw a
diagram of the routing prior to removing the belt, which is a fairly simple job that requires only a
few tools. Loosen the tensioner with the ratchet and the appropriate socket to fit the bolt in the
center of the tensioner pulley. Install the ratchet and socket on the bolt and pull the tensioner
away from the belt. When the tension is removed from the belt, lift the belt off the alternator.
Look at the belt-routing diagram for reference to facilitate installation. The belt has a smooth top
and grooved bottom. The grooved side of the belt always passes over the grooved pulleys, with
the grooves intermeshed. The smooth pulleys always have the top smooth side of the belt
contacting them. The water pump, idler pulley and the tensioner are the only ones with a
smooth surface. The belt is installed counterclockwise, starting on the crankshaft pulley and
moving to the water pump. The belt will only go on one way, so it won't fit if it's installed wrong.
Install the belt over the crankshaft pulley. Hold the belt with your left hand to keep a small
amount of tension on it so the belt does not fall off as you are installing it. With your right hand,
grab the belt at the top of the crankshaft pulley and pass it over the top of the water pump
pulley, which is directly above the crank pulley. The smooth top of the belt should contact the
water pump. Continue down the right side and place the grooved side on the power steering
pulley. Pull the belt up, with the smooth side contacting the idler pulley. Pass the belt over the
top alternator pulley, with the grooves contacting the pulley. Continue down to the idler, with
smooth side contacting the pulley. Move the belt down so that the grooved side contacts the air
conditioning compressor. You should have a little slack in the belt. Pull the belt toward the
tensioner on the left side. The belt will be too short to go over the pulley until you install the
ratchet and pull the tensioner away from the belt. Place the belt under the tensioner, with the
smooth side toward tensioner. Allow the tensioner to operate and apply tension to the belt. Don
Bowman has been writing for various websites and several online magazines since He has
owned an auto service facility since and has over 45 years of technical experience as a master
ASE tech. Bowman has a business degree from Pennsylvania State University and was an
officer in the U. Army aircraft maintenance officer, pilot, six Air Medal awards, two tours
Vietnam. Step 1 Loosen the tensioner with the ratchet and the appropriate socket to fit the bolt
in the center of the tensioner pulley. Step 2 Look at the belt-routing diagram for reference to
facilitate installation. Step 3 Install the belt over the crankshaft pulley. Step 4 Pull the belt up,
with the smooth side contacting the idler pulley. Things You'll Need Ratchet Socket set. There
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water pump. Continue down the right side and place the grooved side on the power steering
pulley. Pull the belt up, with the smooth side contacting the idler pulley. Pass the belt over the
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tensioner on the left side. The belt will be too short to go over the pulley until you install the
ratchet and pull the tensioner away from the belt. Place the belt under the tensioner, with the
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Vietnam. Step 1 Loosen the tensioner with the ratchet and the appropriate socket to fit the bolt
in the center of the tensioner pulley. Step 2 Look at the belt-routing diagram for reference to
facilitate installation. Step 3 Install the belt over the crankshaft pulley. Step 4 Pull the belt up,
with the smooth side contacting the idler pulley. Things You'll Need Ratchet Socket set. If it
looks warn, I would replace it. If there is not glazing or cracking and nothing squeals, I would
wait until you have , miles on the car. If that belt breaks, you will be out of business. They never
break in your driveway of while you are getting your oil changed. Make sure you check your belt
tensioner at the same time. Those go bad and will ruin a good belt quickly. On the average, they
should last 60, miles. But the best time to change it is right before it breaks. The belt is not
cheap, but it's about a 10 minute job, so if you have any doubts, or it looks the least worn, do it
and then you won't have to worry about it. Good question. My 88 Ford F with the 5. I never once
replaced the serpentine belt, never had reason to. When it looks very badly cracked on the
pulley side, and when it is about 10 years old. Normally, these last , miles. Wow, the car is
almost new. You don't have the service manual anymore? If not, you can go online and
download a. Trending News. For Tiger Woods, golf is secondary at this point. FOMO trend is
fueling a homebuying surge. Poll: Partisan divide over vaccine acceptance grows. Official on
Woods: He's 'very fortunate' to be alive. State tax changes could mean bigger refunds for some.
Mars rover's giant parachute carried secret message. Samsung's Galaxy Watch 3 down to
all-time-low price. Chris Harrison's 'Bachelor' future up in the air. Answer Save. Josh S Lv 7. A
rule of thumb, if it has more than 10 cracks per inch, it needs replacing. How do you think about
the answers? You can sign in to vote the answer. When the inside looks cracked, or the belt
seems worn. Belt last a very long time on that car. When the belt starts to get alot of cracks in it
or when it starts squealing. Matthew J. Show more answers 5. Still have questions? Get your
answers by asking now. Created on: Use the belt diagram and instructions in this video to help
you replace the serpentine belt tensioner with pulley on your Mercury Grand Marquis 4. Brought
to you by 1AAuto. Hi, I'm Mike from 1A Auto. I hope this how-to video helps you out, and next
time you need parts for your vehicle, think of 1AAuto. In this video, we're going to show you
how to replace a serpentine belt tensioner, and as you'll see, this car actually needs one. The
original tensioner is worn out. You can get a new tensioner from 1AAuto. The only tools you'll
need are a three eighths drive ratchet handle, a piece of pipe might help, and a 10 millimeter
socket. First thing to go over, here's a little homemade diagram of how the belt is routed. This
will help you a lot when you go to put the belt back on, because they can be a little confusing to
get back together if you don't have a diagram like this. It's pretty easy. Right here is your
tensioner. Take a three eighths drive ratchet handle. Work it right into your tensioner. If you
only have a short handle, use a nice big piece of pipe. It helps you to move the belt easier. Then
you can pull it off there. Actually, you can see that my tensioner's in need of replacement
because it's not moving freely. When it does that you want to be careful because it could snap
back at any minute. Let's take our belt off and out. To remove your tensioner, there is a bolt
right down here. That's a 10 millimeter bolt. I'm just going to speed up as I use a 10 millimeter
socket and then my ratchet and remove that bolt. I got the bolt out. I'm just going to break it free
with a screwdriver. It comes off. Now, you can see where it mounts to the engine. Right here,
there's a little hole. That is where this goes in. I like to put the bolt right through. I'm going to
fast forward it here. I struggle with it a little bit, just because I have bigger hands and it's a little
hard to get in there, but just hold on to the tensioner with one hand and thread that bolt in there
with the other. Then use your 10 millimeter socket with your ratchet, and tighten it up. You want
to tighten that to probably about 20 to 22 foot-pounds. Then you want to come up, around your
tensioner here and then around your water pump and down to your crank pulley, and then
across. Over here is your power steering pulley. Then you should be able to kind of pull it a little
bit tight and get it up on top of this idler pulley here. Now it's all preliminarily routed. Just make
sure it's in the grooves in these pulleys. It looks like it's good. Now take a three eighths ratchet,
put it on there. Put on the pipe just to make it nice and easy. Pull this over, and while you do
that, pull this up, and on top of your alternator. Then make sure that everything is pushed in.
Your tensioner will go back. Make a quick check. It's not quite on my pulley down there. It's
around the crank fine. I'm just going to put this back in. Take the tension off a little bit, and push
it onto this pulley way down here. Now it's good. You're all set. We hope this video helps you
out. Brought to you by Please feel free to call us toll-free, We're the company that's here for you
on the Internet and in person. Orders ship same day when ordered by 2pm ET. Need your part
faster? Choose expedited shipping at checkout. Providing you the highest quality, direct fit
replacement auto parts enforced to the strictest product standards. Exceeding customers'
expectations every day, our team of passionate auto enthusiasts are here to help. Thousands of
how-to auto repair videos specific to year, make and model guide you step-by-step through
your repair. Our how-to videos have helped repair over million vehicles. Track Order. Free

Shipping My Cart. Proceed To Checkout. Video Library. Share on:. Copy URL. Remove the
10mm bolt from the serpentine belt tensioner Pry the tensioner off with a flat blade screwdriver.
Thread a 10mm bolt through the new tensioner Push the new tensioner into place Tighten the
10mm bolt. Watch video. Sockets - Metric 10mm Socket. Shop Products. Search 1A Auto videos
for your car repair. Year Save this video to my 1A Auto Account. Guaranteed To Fit Providing
you the highest quality, direct fit replacement auto parts enforced to the strictest product
standards. USA Customer Support Exceeding customers' expectations every day, our team of
passionate auto enthusiasts are here to help. Instructional Video Library Thousands of how-to
auto repair videos specific to year, make and model guide you step-by-step through your repair.
Terms of Use Privacy Policy. Here is a directory of serpentine belt diagrams for popular makes
and models. Let us know if you would like us to add anything to our list. Can you add and email
me belt diagrams for a Hummer H2 and for a Isuzu Trooper, thank you. Looking for a serpentine
belt diagram for a Thomas international school bus. Need a diagram and possibly size for
serpentine belts with and without ac for 97 jeep Cherokee country with 4. Hi I need a diagram for
Mitsubishi Pajero Exceed, 3. Can anyone please Help? Hi I need a diagram of a serpentine belt
for a chevy captiva model with a 2 litre engine. I need a belt diagram for a Toyota Tacoma 2.
Thank you. Im looking for a belt routing diagram for a Kia Soul 2. Its different from the Thanks in
advance. Need a serp belt diagram for Hyundai Tuscon 2. Yours only goes up to year model. I
need a belt diagram for a GMC Vandura 6. I think also known as the gm Been looking online for
2 days now. I need a Serpentine belt diagram for a 5. Im have trouble putting this one back on.
Now Trending: â€” Lexus Admin, please photo for serpentine belt for audi 1. Hi, I need a
schematic of the serpentine belt for a chevy, malibu, 6 cyl. I need a fanbelt diagram for a Dodge
Caravan. Need a diagram from replacing serpentine belt Camry V6 3. Ajay Jiwanand. I need a
serpentine belt diagram for a Mitsubishi outlander 2. Looking for a serpentine diagram for a
Pontiac G5 base, with AC. Thank you! Need help replacing a serpentine belt on a chev optra 2.
Wayne Kilgore. Need routing of serpentine belt for a toyota tundra 4. I need a diagrm for belt
routing on Toyota Camry 3. Diamond Hernandez. Serpentine belt diagram for a Chevy Impala Lt
3. George Borja. Hi there I need a serpentine belt diagram for a Toyota Camry Se model 3. Need
a serpentine belt diagram for a Hyundai Santa Fe 3. Could you get me the diagram for a Monte
Carlo with a 3. Not supercharged. I need a diagram for a Chevy caprice! Please and thanks. I
need a diagram for replacin the serpentine belt on a Ford Windstar V-6, 3. I need a diagram to
replace a serpentine belt on a 2. I need a serpentine diagram for a
2001 bmw 330ci headlight bulb
bmw x5 alternator replacement
ford f150 shop manual
Camaro 5. Need a serpentine belt diagram for a dodge ram sport I need a serpentine belt
diagram for a jeep Cherokee trailhawk 3. Don Longridge. Hi I need a diagram for a serpentine
belt replacement for a petrol Mitsubishi Pajero. Need a diagram for a power stroke e van one
alternator. Please, a serpentine belt diagram for a Honda Accord 4-cyl. I need a diagram of a,
Dodge Caravan fanbelt. John Portelli. Hi I need a diagram of the serpentine drive belt for a
chevy captiva 2 litre. Need diagram for Hyundai Genesis 3. Douglas M Farley. Hello I need
serpentine belt diagram for Hyundai Elantra 1. Alaa hashim. Suzoki grand vitara v6 2. Sarah
Gunalda. Rachel E McGrew. I need a diagram of Santa Fe 4cyl 2. Do you have a diagram for a
Chevy Express ? Leeanne Pridgen. Need a diagram for a 95 Mercedes diesel. Please help! Keith
Board. I could use the diagram for belt the Ford F 4. I want a diagram of fan belt of Toyota
spacial. Markus Andrew Quillen. I need a belt diagram for Volkswagon Passat 1.

