2003 oldsmobile alero wiring diagram

One of the most time consuming tasks with installing a car stereo, car radio, car speakers, car
amplifier, car navigation or any mobile electronics is identifying the correct radio wire colors for
a Oldsmobile Alero. The Modified Life staff has put their heads together to create an invaluable
resource containing free car stereo wiring diagram, free car wiring diagram and free radio wiring
diagram. Use of the wiring information is at your own risk. Always verify all radio wires, wire
colors and wiring diagrams before applying any information found here to your Oldsmobile
Alero. This orange wire will provide you with a switched power. Hope this helps. Good luck with
your Oldsmobile Alero. That way your amplifier is on whenever your Oldsmobile Alero is on and
off whenever your Oldsmobile Alero is off. Just make sure to run an in-line fuse holder with a
1-amp fuse on the amplifier turn on wire. Good luck with your Oldsmobile Alero amplifier install.
Your email address will not be published. Skip to content. Leave a Comment Cancel Reply Your
email address will not be published. Follow Us. Copyright by ModifiedLife. This pictorial
diagram shows us a physical connection that is much easier to understand in an electrical
circuit or system. An electrical diagram can indicate all the interconnections, indicating their
relative positions. The use of this Array can be positively recognized in a production project or
in solving electrical problems. This can prevent a lot of damage that even derail electrical plans.
The layout facilitates communication between electrical engineers designing electrical circuits
and implementing them. The pictures are also helpful in making repairs. It shows whether the
installation has been appropriately designed and implemented while confirming the safety
regulators. A usually gives information about the relative position and arrangement of devices
and terminals on the devices, to help in building or servicing the device. This is unlike a
schematic diagram, where the arrangement of the components interconnections on the diagram
usually does not correspond to the components physical locations in the finished device. A
pictorial would show more detail of the physical appearance, whereas a wiring diagram uses a
more symbolic notation to emphasize interconnections over physical appearance. They only
provide general information and cannot be used to repair or examine a circuit. The functions of
different equipment used within the circuit get presented with the help of a schematic diagram
whose symbols generally include vertical and horizontal lines. However, these lines are known
to show the flow of the system rather than its wires. A represents the original and physical
layout of electrical interconnections. Wiring on the picture with different symbols shows the
exact location of equipment in the whole circuit. Its components are shown by the pictorial to be
easily identifiable. They are often photos attached with highly-detailed drawings or labels of the
physical components. A person with a strong knowledge of electrical wiring diagrams can only
understand a pictorial. FRClub Ronsard. Alero 3. FRfasco motors wiring diagram download.
FRRestaurant Moulin de Vernegues. FRDevis Contact. Related Oldsmobile Alero Engine
Diagram. The most common problem with the Oldsmobile Alero is the failure of the passlock
sensor in the ignition lock cylinder. This causes the security system to prevent the car from
starting. Replacement of the lock cylinder corrects the problem. The Oldsmobile Alero's second
most commonly occurring problem is the failure of the turn signal switch. This causes the turn
signal to flash when the switch is in the off position. Replacing the switch corrects the problem.
The third most common problem with the Oldsmobile Alero is the failure of the front window
sash brackets. This causes the window to come off of its track. The brackets can be replaced to
correct the problem. The Alero's fourth most commonly occurring problem is the failure of one
or more blower motor speeds. This is caused by the failure of the blower motor resistor. The
motor and resistor must be replaced to correct the problem. The fifth most common problem
with the Oldsmobile Alero is the failure of the intake gasket. This allows the engine oil and
coolant to contaminate each other. Severe engine damage can occur if this problem is not
repaired immediately. Replacement of the intake gasket solves the problem. The Oldsmobile
Alero has been recalled by General Motors to replace the ignition switch. It was also recalled in
for a sticking accelerator. More From Reference. How to Use a Personal Loan Calculator.
Mailing a Letter to Japan? So how do you find out what problems are occurring? Any duplicates
or errors? It's not us. Don't waste your time wasting ours! If you are interested in advertising a
for-profit service, contact us. Find something helpful? Spread the word. Share on Facebook
Retweet this page Email this page. Add Complaint. The contact owns a Oldsmobile Alero. While
driving approximately 50 mph, the vehicle stalled without warning. The vehicle was restarted,
but the failure recurred four times. The vehicle was taken to an independent mechanic who
stated that the ignition key needed to be replaced. The vehicle was repaired. The manufacturer
was not notified of the failure. The failure mileage was 88, The contact owns a Oldsmobile. The
contact stated that while driving at approximately 50 mph, the vehicle stalled without warning.
The vehicle was taken to the dealer and no repairs were performed. The contact stated that the
ignition switch was recently replaced. The manufacturer was not made aware of the problem.
The approximate failure mileage was 92, The contact stated that while driving at low speeds and

making a left turn, the vehicle stalled. The contact mentioned that the failure recurred on several
occasions. The vehicle was taken to the dealer, who diagnosed that the ignition switch needed
to be replaced. The failure mileage was 2, Search CarComplaints. The contact stated that the
vehicle would not start and stalled intermittently. The vehicle was taken to an independent
mechanic who diagnosed that the ignition switch needed to be replaced. The vehicle was
repaired and the failure recurred. The computer system was programmed by an independent
mechanic to no avail. The contact was unable to start the vehicle after the vehicle was repaired.
The instrument panel was not working. The vehicle was scheduled to be inspected and repaired
by an authorized dealer. The manufacturer was notified of the failure. The approximate failure
mileage was unknown. The passlock sensor in the ignition cylinder shorted and as a result the
vehicle would not start. The intake gaskets and oil drive O-ring leaked. The dealer replaced the
lower intake manifold gasket, rocker cover gaskets and oil pump driveshaft cover seal. The air
bag cover warped. The top of the dash was wrinkled and the instrument panel pan was peeling
from it's backing. The dealer replaced the instrument panel assembly and transferred all
components. While driving at various speeds vehicle stalled. Consumer managed to pull over.
Vehicle started back up with no problem. Had taken vehicle to dealership mechanic, but
problem was not resolved. Not what you are looking for? Search for something else:. Quick
Links Download this manual. Table of Contents. Automobile Oldsmobile Silhouette Owner's
Manual pages. Page 4 Safety Warnings and Symbols You will find a number of safety cautions
in this book. These mean there is something that could hurt you or other people. Page 5:
Vehicle Damage Warnings Vehicle Damage Warnings Also, in this book you will find these
notices: Notice: These mean there is something that could damage your vehicle. A notice will
tell you about something that can damage your vehicle. Many times, this damage would not be
covered by your warranty, and it could be costly. Head Restraints Seatback Latches Rear Seats
Rear Seat Operation Safety Belts Safety Belts: They Are for Everyone Page 9: Front Seats Front
Seats Manual Seats can lose control of the vehicle if you try to "J adjust a manual driver's seat
while the vehicle is moving. The sudden movement could startle and confuse you, or make you
push a pedal when you don't want to. Adjust the driver's seat only when the vehicle is not
moving. This control allows you to move the seat up, down, forward, or backward. It will also
move the front or rear of the seat cushion up or down. Page 12 Head Restraints Seatback
Latches For two-door model vehicles, the front seatbacks fold forward to let people get into the
back seat. The seatback latch is designed for one-handed operation. To fold a front seatback
forward, lift the seatback latch fully without pushing forward on the seatback to unlock it. Page
Power Lift Seat Easy Entry Seat For two-door model vehicles, the right front seat of your vehicle
makes it easy for people to get in and out of the rear seat. Fold the right front seatback forward
by lifting the seatback latch fully. The seat will slide forward to allow someone to get into the
rear seat area. Pull the release straps located in the trunk. It also tells you some things you
should not do with safety belts. Page 17 Your vehicle has a light that comes on as a reminder to
buckle up. See Safety Belt Reminder Light on page In most states and in all Canadian
provinces, the law says to wear safety belts. Page 19 The person keeps going until stopped by
something. In or the instrument panel Page 20 or the safety belts! With safety belts, you slow
down as the vehicle does. Lap-Shoulder Belt The driver has a lap-shoulder belt. Close and lock
the door. Adjust the seat so you can sit up straight. Page 23 4. Push the latch plate into the
buckle until it clicks. Pull up on the latch plate to make sure it is secure. Make sure the release
button on the buckle is positioned so you would be able to unbuckle the safety belt quickly if
you ever had to. To move it down, squeeze the release button and move the height adjuster to
the desired position. You can move the adjuster up just by pushing on the shoulder belt guide.
The shoulder belt is too loose. In a crash, you would move forward too much, which could
increase injury. The shoulder belt should fit against your body. You can be seriously injured if
your belt is buckled in the wrong place like this. In a crash, the belt would go up over your
abdomen. The belt forces would be there, not at the pelvic bones. The shoulder belt is worn
under the arm. It should be worn over the shoulder at all times. In a crash, your body would
move too far forward, which would increase the chance of head and neck injury. Page 28 What's
wrong with this? If a belt is twisted, make it straight so it can work properly, or ask your dealer
to fix it. Page 29 To unlatch the belt, just push the button on the buckle. The belt should go back
out of the way. Before you close the door, be sure the belt is out of the way. If you slam the door
on it, you can damage both the belt and your vehicle. Page 30 The best way to protect the fetus
is to protect the mother. For pregnant women, as for anyone, the key to making safety belts
effective is wearing them properly. Page 31 Lap-Shoulder Belt The positions next to the
windows have lap-shoulder belts. Pick up the latch plate and pull the belt across you. The
shoulder belt may lock if you pull the belt across you very quickly. Page 32 3, To make the lap
part tight, pull down on the buckle end of the belt as you pull up on the shoulder part. The lap

part of the belt should be worn low and snug on the hips, just touching the thighs. In a crash,
this applies force to the strong pelvic bones. You can be seriously hurt if your shoulder belt is
too loose. Page 34 Center Rear Passenger Position Lap Belt When vou sit in the center seatinu
position, you have a lap safety belt, which has no retractor. To make the belt longer, tilt the latch
plate and pull it along the belt. Page 35 To make the belt shorter, pull its free end as shown until
the belt is snug. Buckle, position and release it the same way as the lap part of a lap-shoulder
belt. Rear shoulder belt comfort guides will provide added safety belt comfort for older children
who have outgrown booster seats and for small adults. Page 37 2. Slide the guide under and
past the belt. The elastic cord must be under the belt. Then, place the guide over the belt, and
insert the two edges of the belt into the slots of the guide. Be sure that the belt is not twisted
and it lies flat. The elastic cord must be under the belt and the guide on top. Page 38 4. Buckle,
position and release the safety belt as described in Rear Seat Passengers on page Make sure
that the shoulder belt crosses the -L To remove and store the comfort guides, squeeze the belt
edges together so that you can take them out of the guides. If you have the choice, a child
should sit next to a window so the child can wear a lap-shoulder belt and get the additional
restraint a shoulder belt can provide. If possible, an older child should wear a Page 40 Never do
this. Here two children are wearing the same belt. In a crash, the two children can be crushed
together and seriously injured. A belt must be used by only one person at a time. Page 41 Here
a child is sitting in a seat that has a lap-shoulder belt, but the shoulder part is behind the child.
Page 42 People should never hold a baby in their arms while riding in a vehicle. Page 43
Children who are up against, or very close to, any air bag when it inflates can be seriously
injured or killed. In addition, there are many kinds of restraints available for with special -eeds.
Newborn infants need complete support, including support for the head and neck. Page 45
Child Restraint Systems An infant car bed A , a special bed made for use in a motor vehicle, is
an infant restraint system designed to restrain position a child on a continuous flat surface.
Page 47 How do child restraints work? A child restraint system is any device designed for use
in a motor vehicle to restrain, seat, or position children. A built-in child restraint system is a
permanent part of the motor vehicle. Page 48 Where to Put the Restraint Accident statistics
show that children are safer if they are restrained in the rear rather than the front seat. General
Motors, therefore, recommends that child restraints be secured in a rear seat, including an
infant riding in a rear-facing infant seat, a child riding in a forward-facing child seat and an older
child riding in a booster seat. Page 49 In Canada, the law requires that forward-facing child
restraints have a top strap, and that the strap be anchored. In the United States, some child
restraints also have a top strap. If your child restraint has a top strap, it should be anchored.
Anchor the top strap to one of the following anchor points. To assist you in locating the lower
anchors for this child restraint system, each seating position with the LATCH system will have a
label applied to the seatback at each anchor position. In a crash, the child could be seriously
injured or killed. Find the anchors for the seating position you want to use, where the bottom of
the seatback meets the back of the seat cushion. Put the child restraint on the seat. Page 53 Tilt
the latch plate to adjust the belt if needed. Buckle the belt. Make sure the release button is
positioned so you would be able to unbuckle the safety belt quickly if you ever had to. Page 54
4. To tighten the belt, pull up on the shoulder belt while you push down on the child restraint.
Be sure to follow the instructions that came with the child restraint. Secure the child in the child
restraint when and as the instructions say. See Top Strap on page if the child restraint has one.
Page 56 4. To tighten the belt, pull its free end while you push down on the child restraint. Never
put a rear-facing child restraint in this seat. Page 59 6. To tighten the belt, feed the shoulder belt
back into the retractor while you push down on the child restraint. You may find it helpful to use
your knee to push down on the child restraint as you tighten the belt. Your vehicle has air bags
one air bag for the driver and another air bag for the right front passenger. Frontal air bags are
designed to help reduce the risk of injury from the force of an inflating air bag. Page 61 Air bags
inflate with great force, faster than the blink of an eye. Safety belts help keep you in position
before and during a crash. Page 62 There is a air bag readiness light on the instrument panel,
which shows the air bag symbol. The system checks the air bag electrical system for
malfunctions. The light tells you if there is an electrical Problem. See Air Bag Readiness Light
on page Where Are the Air Bags? Page 64 If your vehicle strikes something that will move or
deform, such as a parked car, the threshold level will be higher. The air bag is not designed to
inflate in rollovers, rear impacts, or in many side impacts because inflation would not help the
occupant. In any particular crash, no one can say whether an air bag should have inflated
simply because of the damage to a vehicle or because of what the repair costs were. Page 65
There will be some smoke and dust coming from the vents in the deflated air bags. There are
parts of the air bag system in several places around your vehicle. Your dealer and the service
manual have information about servicing your vehicle and the air bag system. Page Restraint

System Check Restraint System Check Checking Your Restraint Systems Now and then, make
sure the safety belt reminder light and all your belts, buckles, latch plates, retractors and
anchorages are working properly. Look for any other loose or damaged safety belt system
parts. If you see anything that might keep a safety belt system from doing its job, have it
repaired. After a very minor collision, nothing may be necessary. But if the belts were stretched,
as they would be if worn during a more severe crash, new parts. Page Keys Keys Leaving
children in a vehicle with the ignition key is dangerous for many reasons. A child or others
could be badly injured or even killed. They could operate the power windows or other controls
or even make the vehicle move. Page 72 One key is used for the ignition and all locks. When a
new vehicle is delivered, the key has a bar-coded key tag. This tag may be removed by your
dealer before it is delivered. Each tag has a key code on it that tells your dealer or a qualified
locksmith how to make extra keys. Page 73 Changes or modifications to this system by other
than an authorized service facility could void authorization to use this equipment. At times you
may notice a decrease in range. This is normal for any remote keyless entry system. If the
transmitter does not work or if you have to stand closer to your vehicle for the transmitter to
work, try this: Check the distance. If the button is pressed again within five seconds, all
remaining doors will unlock. The interior lamps will stay on for 10 seconds or until the ignition
is turned on. Page 75 Battery Replacement Under normal use, the battery in your remote
keyless entry transmitter should last about four years. Passengers especially children easily
open the doors and fall out of a moving vehicle. Press the bottom of the switch to lock all of the
doors. Press the top of the switch to unlock all of the doors. Page 78 Customizing the Automatic
Door Locks One of four operating modes may be selected and programmed by the driver on
vehicles with an automatic transaxle: Mode 1: All doors automatically lock when the transaxle is
shifted out of PARK P. The doors will remain locked unless manually unlocked or the lock
button is pressed. Page 79 Rear Door Security Locks If your vehicle is a four-door model, it has
rear door security locks that help prevent passengers from opening the rear doors from the
inside. The switch is located on the inside of the rear door. To use the security locks, do the
following: 1. Page 80 Lockout Protection Lockout protection is intended to provide enhanced
security and convenience. This feature prevents a driver who has left the keys in the ignition
from locking the doors, using the power door locks while any door is open. To override this
feature, when the key is in the ignition and any door is open, press and hold down the power
door lock switch for three seconds. Make sure the remote trunk release lockout feature is not
activated. Page Windows Windows Leaving children in a vehicle with the windows closed is
dangerous. A child can be overcome by the extreme heat and can suffer permanent injuries or
even death from heat stroke. Never leave a child alone in a vehicle, especially with the windows
closed in warm or hot weather. In addition, each passenger door has a window switch. This
switch is labeled AUTO. Although your vehicle has a number of theft-deterrent features, we
know that nothing we put on it can make impossible to steal. Passlock is a passive
theft-deterrent system. When the engine starts, let go of the key. The idle speed will go down as
your engine gets warm. Notice: Holding your key in START for longer than 15 seconds at a time
will cause your battery to be drained much sooner. Page 89 3. Try pushing your accelerator
pedal all the way to the floor and holding it there as you hold the key in START for a maximum
of 15 seconds. You'll get easier starting and better fuel economy during engine warm-up.
Usually, the coolant heater should be plugged in a minimum of four hours prior to starting your
vehicle. Page 91 4. Before starting the engine, be sure to unplug and store the cord as it was
before to keep it away from moving engine parts. How long should you keep the coolant heater
plugged in? The answer depends on the outside temperature, the kind of oil you have, and
some other things. Page 92 Then move the shift lever into the gear you wish. Press the shift
lever button before moving the shift lever. See Shifting Out of Park P on page later in this
section. Page 93 Notice: If your vehicle seems to start up rather slowly, or if it seems not to shift
gears as you go faster, something may be wrong with a transaxle system sensor. If you drive
very far that way, your vehicle can be damaged. So, if this happens, have your vehicle serviced
right away. Page 94 Manual Transaxle Operation This is your shift pattern. The clutch must be
fully pressed in when shifting a manual transaxle to ensure the transaxle is fully in gear. Page
95 Shift Speeds If you skip a gear when you downshift, you could lose control of your vehicle.
You could injure yourself others. Page 96 Notice: Driving with the parking brake on can cause
your rear brakes to overheat. You may have to replace them, and you could also damage other
parts of your vehicle. If you are towing a trailer and are parking on a hill, see Towing a Trailer on
page Your vehicle could move suddenly if the shift lever is not fully in PARK P with the parking
brake firmly set. And, if you leave the vehicle with the engine running, it could overheat and
even catch fire. Apply and hold the regular brake until the end of Step 5. Page 99 Engine
Exhaust Engine exhaust can kill. It can cause unconsciousness and death. You might have

exhaust coming in if: Your exhaust system sounds strange or different. Your vehicle gets rusty
underneath. Your vehicle was damaged in a collision. Page It can be dangerous t o get out of
your vehicle if the shift lever is not fully in PARK P with the parking brake firmly set. Your
vehicle can roll. First, to adjust the height of the mirror, adjust the arm that connects the mirror
to the windshield. Second, adjust the angle of the mirror, by moving the mirror to a position that
allows you to see out of the back window. To choose the mirror you want to adjust by moving
the selector switch located above the four-way control pad to the right or to the left. Then use
the arrows on the control pad to move the mirror in the desired direction. Center Console
Storage Area The center console has two separate storage areas. To open, pull up on the lid.
Page Sunroof Sunroof If your vehicle has this feature, the switch is located on the headliner
between the sun visors. The sunroof will only operate when the ignition is in ON. The sunroof
can be opened to a vent position or be express-opened all of the way. To open the sunroof to
the vent position, you must first open the sunshade by hand. Tilt Wheel Turn
SignaVMultifunction Lever Exterior Lamps Climate Control System Outlet Adjustment Up Level
Page The main components of your instrument panel are the following: A. Instrument Panel
Fuse Blocks B. Air Outlets C. Instrument Panel Cluster D. Hazard Warning Flasher Button E.
Audio System F. Climate Control System G. Side Window Defogger Vent H. Page Hazard
Warning Flashers Your hazard warning flashers let you warn others. They also let police know
you have a problem. Your front and rear turn signal lamps will flash on and off. The hazard
warning flasher is located near the center of the instrument panel. Page Tilt Wheel A tilt wheel
allows you to adjust the steering wheel before you drive. You can raise it to the highest level to
give your legs more room when you exit and enter your vehicle. The lever that allows you to tilt
the steering wheel is located on the left side of the steering column. Page Turn and
Lane-Change Signals The turn signal has two upward for right and two downward for left
positions. These positions allow you to signal a turn or a lane change. To signal a turn, move
the lever all the way up or down. When the turn is finished, the lever will return automatically.
Page Flash-to-Pass Feature This feature lets you use your high-beam headlamps to signal a
driver in front of you that you want to pass. To use it, pull the turn signaVmultifunction lever
toward you until the high-beam headlamps come on, then release the lever to turn them off.
Page Windshield Washer To wash your windshield, push in the button at the end er until the
washers begin. Otherwise the washer fluid can form ice on the windshield, blocking your vision.
Page The cruise control will turn off when any of the following occur: The brakes are applied,
the clutch is applied manual transaxle , the parking brake is applied, or the brake system
warning light is on. Page Resuming a Set Speed Suppose you set your cruise control at a
desired speed and then you apply the brake. This, of course, shuts off the cruise control. Page
Using Cruise Control Hills How well your cruise control will work on hills depends upon your
speed, load and the steepness of the hills. When going up steep hills, you may have to step on
the accelerator pedal to maintain your speed. When going downhill, you may have to brake or
shift to a lower gear to keep your speed down. Page The exterior lamps control has three
positions: Parking Lamps : Turn the control to this position to turn on the parking lamps,
together with the following. Sidemarker Lamps Taillamps License Plate Lamps Instrument Panel
Lights Headlamps : Turn the control to this position to turn on the headlamps, together with the
previously listed lamps and lights. Page The system may also be on when driving through a
parking garage, heavy overcast weather or a tunnel. This is normal. There is a delay in the
transition between the daytime and nighttime operation of the DRL and the Automatic Headlamp
System so that driving under bridges or bright overhead street lights does not affect the
system. Page Interior Lamps Instrument Panel Brightness This feature controls the brightness
of the instrument panel lights. The thumbwheel for this feature is located on the instrument
panel to the left of the steering wheel. Move the thumbwheel up to brighten the lights and down
to dim them. Page Accessory Power Outlets Battery Run-Down Protection Your vehicle has a
battery run-down protection feature designed to protect your vehicle's battery. When any
interior lamp trunk, mirror reading lamps, dome lamp or glove box is left on when the ignition is
turned off, the battery saver system will automatically shut the lamp off after 20 minutes. Page
Ashtrays And Cigarette Lighter Certain electrical accessories may not be compatible with the
accessory power outlet and could result in blown vehicle or adapter fuses. If you experience a
problem, see your dealer for additional information on accessory power outlets. Notice: Adding
some electrical equipment to your vehicle can damage it or keep other things from working as
they should. Operation change the current mode, select one of the following: Vent : This mode
directs air to the instrument panel outlets. Bi-Level : This mode directs half of the air to the
instrument panel outlets, and then directs most of the remaining air to the floor outlets. Page
When you switch to the defog or defrost modes the system will automatically move from
recirculation to outside air. When you move the mode knob back to another mode, the system

will move back into recirculation. When the car is turned off and back on the system will default
to outside air automatically. Page Defog : This mode directs half of the air to the windshield and
most of the remaining air to the floor outlets with a small amount directed at the side windows.
When you select this mode, the system turns off recirculation and runs the air-conditioning
compressor unless the outside temperature is at or below freezing. Page Outlet Adjustment
Outlet Adjustment Use the sliding levers on the air outlets located in the center and on the sides
of the instrument panel, to change the direction of the airflow. Page W. The pictures will help
you locate them. Warning lights and gages can signal that something is wrong before it
becomes serious enough to cause an expensive repair or replacement. Page Instrument Panel
Cluster Instrument Panel Cluster Your instrument panel cluster is designed to let you know at a
glance how your vehicle is running. Your vehicle has this cluster or one very similar to it. Your
odometer shows how far your vehicle has been driven, in either miles used in the United States
or kilometers used in Canada. Your vehicle has a tamper resistant odometer. The safety belt
light will also come on and stay on for several seconds, then it will flash for Page If the air bag
readiness light stays on after you start your vehicle, it means the air bag system may not be
working properly. The air bags your vehicle may not inflate in a crash, or they could even inflate
without a crash. To help avoid injury to yourself or others, have your vehicle serviced right
away if the air bag readiness stays on after you start your vehicle. Page Up-Shift Light If your
manual transaxle vehicle has this feature this light comes on when you need to shift to the next
higher gear. If the light stays on, turn the ignition to OFF. Page Enhanced Traction System
Active Light The Enhanced Traction System warning light may come on for the following
reasons: If you turn the system off by pressing the ETS button on the center console near the
gear shift lever, the warning light will come on and stay on. It means that your engine coolant
has overheated. See Engine Overheating on page Page This system is called OBD I 1 On-Board
Diagnostics-Second Generation and is intended to assure that emissions are at acceptable
levels for the life of the vehicle, helping to produce a cleaner environment. Page If the light
continues to flash, when it is safe to do so, stop the vehicle. Find a safe place to park your
vehicle. Turn the key off, wait at least 10 seconds and restart the engine. Page Oil Pressure
Light Your vehicle will not pass this inspection if the OBD on-board diagnostic system
determines that critical emission control systems have not been completely diagnosed by the
system. The vehicle would be considered not ready for inspection. This can happen it you have
recently replaced your battery or if your battery has run down. This light will come on briefly
when you start your vehicle. If the light stays on after starting your vehicle, or comes on and
chimes while you are driving, your engine oil level should be checked. Page Fuel Gage It will
stay on, or come on and a chime will sound detects a problem on the vehicle, such as a Daytime
Running Lamps DRL or an automatic headlamp system malfunction. If this happens, see your
dealer as soon as possible. Fuel Gage United States if it Page Audio System S Audio System s
Nofice: Before you add any sound equipment to your vehicle like a tape player, CB radio, mobile
telephone or two-way radio be sure you can add what you want. VOL Volume : Turn the knob to
increase or to decrease volume. RCL Recall : Press this knob to switch the display between
time and radio station frequency. Page Setting Preset Stations The six numbered pushbuttons
let you return to your favorite stations. Turn the radio on. If CAL appears on the display it means
that your radio has not been configured properly for your vehicle and must be returned to the
dealership for service. The disc will stop but remain in the player. CD: With a compact disc in
the player and the radio playing, press this button to play the compact disc. CD will appear on
the display. Page This system relies upon receiving specific information from these stations
and will only work when the information is available. If this happens, contact the radio station.
Page RCL Recall : Push this knob to switch the display between the radio station frequency and
the time. Pushing this knob with the ignition off will display the time. The radio will go to a
station, play for a few seconds, then go on to the next station. Press either arrow again to stop
scanning. Press the knob above the AUDIO button to extend knob to move the sound toward
the left or the right speakers. These pushbuttons have factory PTY presets. DAB only checks
the current frequency for traffic support. Page Playing a Compact Disc With the ignition on,
insert a disc partway into the slot, label side up. The player will pull it in and the disc should
begin playing. The CD symbol will appear on the display. Eject : Press this button to eject a CD.
Eject may be activated with either the ignition or radio off. CDs may be loaded with the radio
and ignition off if this button is pressed first. In rare cases, a radio station may broadcast
incorrect information that will cause the radio features to work improperly. Pushing this knob
with the ignition off Will display the time. Press either SCAN arrow again to stop scanning.
Press the knob above the AUDIO button to extend it, then turn the knob to move the sound
toward the left or the right speakers. Press and hold BAND for two seconds to turn alternate
frequency on. AF ON will appear on the display. The radio may switch to stronger stations. To

receive the traffic announcement from the tuned station, press this button. Brackets will be
displayed around TRAF and when a traffic announcement comes on the tuned radio station you
will hear If the current tuned station does not broadcast traffic announcements, press this
button and the radio Page Playing a Cassette Tape Your tape player is built to work best with
tapes that are up to 30 to 45 minutes long on each side. Tapes longer than that are so thin they
may not work well in this player. The longer side with the tape visible should face to the right.
The tape will go to the next selection, play for a few seconds, then go on to the next selection.
Press TP CD to switch between the tape and compact disc if both are loaded. The inactive tape
or CD will remain safely inside the radio for future listening. The longer range, however, can
cause stations to interfere with each other. AM can pick up noise from things like storms and
power lines. Try reducing the treble to reduce this noise if you ever get it. Page Care Of Your
Cds The cut tape detection feature of your cassette tape player may identify the cleaning
cassette as a damaged tape, in error. To prevent the cleaning cassette from being ejected, use
the following steps. Turn the ignition on. Turn the radio off. Page Xm Satellite Radio Antenna
System Notice; Do not try to clear frost or other material from the inside of the rear window with
a razor blade or anything else that is sharp. Page Your Driving. Please start with a very
important safety device in your vehicle: Buckle up. Page Many adults by some estimates, nearly
half the adult population choose never to drink alcohol, so they never drive after drinking. There
are good medical, psychological and developmental reasons for these laws. Page There is a
gender difference, too. Women generally have a lower relative percentage of body water than
men. Since alcohol is carried in body water, this means that a woman generally will reach a
higher BAC level than a man of her same body weight when each has the same number of
drinks. Page Braking Braking Braking action involves perception time and reaction time. First,
you have to decide to push on the brake pedal. Then you have to bring up your foot and do it.
Page When you start your engine, or when you begin to drive away, your anti-lock brake system
will check itself. You may hear a momentary motor or clicking noise while this test is going on,
and you may even notice that your brake pedal moves or pulses a little. Page As you brake,
your computer keeps receiving updates on wheel speed and controls braking pressure
accordingly. Page Enhanced Traction System Ets In an emergency, you will probably want to
squeeze the brakes hard without locking the wheels. If you hear or feel the wheels sliding, ease
off the brake pedal. This will help you retain steering control. When you turn the system off, the
Enhanced Traction System warning light will come on and stay on. If the Enhanced Traction
System is limiting wheel spin when you press the button to turn the system off, the warning
light will come on and the indicator light will go off Then you suddenly accelerate. Both control
systems steering and braking where the tires meet the road. Unless you have four-wheel
anti-lock brakes, adding the hard braking can demand too much of those places. You can lose
control. Page Off-Road Recovery An emergency like this requires close attention and a quick
decision. But you have to act fast, steer quickly, and just as quickly straighten the wheel once
you have avoided the object. Page The driver of a vehicle about to pass another on a two-lane
highway waits for just the right moment, accelerates, moves around the vehicle ahead, then
goes back into the right lane again. A simple maneuver? Not necessarily! Passing another
vehicle on a two-lane highway is a potentially dangerous move, since the passing vehicle
occupies the same lane as oncoming traffic for several seconds. Page Loss Of Control Check
your mirrors, glance over your shoulder, and start your left lane change signal before moving
out of the right lane to pass. When you are far enough ahead of the passed vehicle to see its
front in your inside mirror, activate your right lane change signal and move back into the right
lane. Page Driving At Night Of course, traction is reduced when water, snow, gravel or other
material is on the road. It is important to slow down on slippery surfaces because stopping
distance will be longer and vehicle control more limited. Page Here are some tips on night
driving. Drive defensively. Adjust your inside rearview mirror to reduce the glare from
headlamps behind you. Page Driving too fast through large water puddles or even going
through some car washes can cause problems, too. The water may affect your brakes. Try to
avoid puddles. But if you can't, try to slow down before you hit them. But tires do not have
much tread or if the pressure in one or more is low. It can happen if a lot of water is standing on
the road. Page City Driving City Driving One of the biggest problems with city streets is the
amount of traffic on them. Here are ways to increase your safety in city driving: Know the best
way to get to where you are going. Page Freeway Driving Freeway Driving Mile for mile,
freeways also called thruways, parkways, expressways, turnpikes or supernignwaysj are ine
safest of all roads. But they have their own special rules. The most important advice on freeway
driving is: Keep up with traffic and keep to the right. Drive at the same speed most of the other
drivers are driving. The exit speed is usually posted. Reduce your speed according to your
speedometer, not to your sense of motion. After driving for any distance at higher speeds, you

may tend to think you are going slower than you actually are. First, be aware that it can happen.
Then here are some tips: Make sure your vehicle is well ventilated, with a comfortably cool
interior. Keep your eyes moving. Scan the road ahead and to the sides. Keep your vehicle in
good shape. Check all fluid levels and also the brakes, tires, cooling system and transaxle. Page
Winter Driving Winter Driving Here are some tips for winter driving: Have your vehicle in good
shape tor winter. You may want to put winter emergency supplies in your trunk. Include an ice
scraper, a small brush or broom, a supply of windshield washer fluid, a rag, some winter outer
clothing, a small shovel, a flashlight, a red -. Page Driving on Snow or Most of the time, those
places where your tires meet the road probably have good traction. However, if there is snow or
ice between your tires and the road, you can have a very slippery situation. Brake so your
wheels always keep rolling and you can still steer. Whatever your braking system, allow greater
following distance on any slippery road. Watch for slippery spots. Page Here are some things to
do to summon help and keep yourself and your passengers safe: Turn on your hazard flashers.
Put on extra clothing or wrap a blanket around you. If you have no blankets or extra clothing,
make body insulators from newspapers, burlap bags, rags, floor mats This saves fuel. When
you run the engine, make it go a iiliie faster than iust idle. That is, push the accelerator slightly.
This uses less fuel for the heat that you get and it keeps the battery charged. Page Notice:
Spinning your wheels can destroy parts of your vehicle as well as the tires. If you spin the
wheels too fast while shifting your transaxle back and forth, you can destroy your transaxle.
Page Towing Towing Towing Your Vehicle Consult your dealer or a professional towing service
if you need to have your disabled vehicle towed. See Roadside Assistance Program on page If
you want to tow your vehicle behind another vehicle for recreational purposes such as behind a
motorhome , see Recreational Vehicle Towing on page Page Dinghy Towing To tow your vehicle
with all four wheels on the ground, follow these steps: 1. Position the vehicle tow and then
secure it. Turn the ignition switch to OFF. Set the parking brake 4. Notice: Do not tow your
vehicle from the rear. Your vehicle could be badly damaged and the repairs!?!! Page And, if you
do have a heavy load, you should spread it out. For example, if the trailer is too heavy, the
brakes may not work well at all. You and your passengers could be seriously injured. Page And,
on any special equipment that you have on your vehicle. You can ask your dealer for our
trailering information or advice, or you can write us at: Oldsmobile Customer Assistance P.
Page Weight of the Trailer Tongue The tongue load A of any trailer is an important weight to
measure because it affects the total or gross weight of your vehicle. The Gross Vehicle Weight
GVW includes the curb weight of the vehicle, any cargo you may carry in it, and the people who
will be riding in the vehicle. Page Driving with a Trailer Towing a trailer requires a certain
amount of experience. Acquaint yourself with the feel of handling and braking with the added
weight of the trailer. And always keep in mind that the vehicle you are driving is now a good
deal longer and not nearly as responsive as your vehicle is by itself. Check with your dealer.
The arrows on your instrument panel will flash whenever you signal a turn or lane change.
Apply your regular brakes and hold the pedal down while you: start your engine, shift into a
gear, and release the parking brake. Let up on the brake pedal. Fillins a Portable Fuel
Container.. Buying New Tires Page Service Service Your dealer knows your vehicle best and
wants you to be happy with it. Genuine GM parts have one of these marks It tells you much
more about how to service your vehicle than this manual can. To order the proper service
manual, see Service Publications Ordering Information on page 7- Page Fuel Fuel Use of the
recommended fuel is an important part of the proper maintenance of your vehicle. Gasoline
Octane Use regular unleaded gasoline with a posted octane of 87 or higher. If the octane is less
than 87, you may get a heavy knocking noise when you drive. Page California Fuel California
Fuel If your vehicle is certified to meet California Emission Standards see the underhood
emission control label , it is designed to operate on fuels that meet California specifications. If
this fuel is not available in states adopting California emissions standards, your vehicle will
operate satisfactorily on fuels meeting federal specifications, but emission control system
performance may be affected. It burns violently, and that can cause very bad injuries. Keep
sparks, flames and smoking materials away from fuel. Page If you get fuel on yourself and then
somett - - g ignites it, you could be badly burned. Fuel can spray out on you if you open the fuel
cap too quickly. This spray can happen nearly full, and is more likely in hot weather. Keep
hands, clothing and tools away from any underhood electric fan. Thi , s thai urn can on hot
engir parts and start a fire. Then go to the front of the vehicle and pull up on the secondary
hood release. Page 3. Lift the hood. Before closing the hood, be sure all the filler caps are on
properly. Then lift the hood to relieve pressure on the hood prop. Page A. Engine Coolant Surge
Tank B. Engine Oil Dipstick C. Engine Oil Fill Cap D. Brake Fluid Reservoir E. Power Steering
Fluid Reservoir F. Engine Compartment Fuse Block G. Battery I. Windshield Washer Fluid
Reservoir Page When you open the hood on the V6 engine, you'll see the following: A. Power

Steering Fluid Reservoir C. Engine Oil Dipstick 4 E. Brake Fluid Reservoir F. YOU should check
your engine oil level regularly; this is an added reminder. Page V6 Engine The engine dipstick
handle is yellow. The dipstick on the 2. The dipstick on the V6 engine is located at the front of
the engine, behind the fan. But you must use the right kind. Page What Kind of Engine Oil to
Use Oils recommended for your vehicle can be identified by looking for the starburst symbol.
Do not use any oil which does not carry this starburst symbol. If you choose to perform the
engine oil change service yourself, be sure Page As in the chart shown previously, SAE 5W is
the only viscosity grade recommended for your vehicle. Anytime your oil is changed, reset the
system so it can calculate when the next oil change is required. See Engine Compartment
Overview on page 5- i2 ior more information on location. A transaxle fluid leak is the only
reason for fluid loss. If a leak occurs, take the vehicle to the dealership service department and
have it repaired as soon as possible. Page Engine Coolant When to Check and What to Use
Schedule to determine how often you should check the fluid level in your master cylinder
reservoir and for the proper fluid. In addition, the engine coolant will require change sooner 50,
km or 24 months, whichever occurs first. Page Checking Coolant 2. See Engine Compartment
Overview for more information location. Turning the surge tank pressure cap when the engine
and radiator are hot can allow steam and scalding liquids to blow out and burn you badly. If the
surge tank is empty, a special fill procedure is necessary. Page Steam from an overheated
engine can burn you badly, even if you just open the hood. Stay away from the engine if you see
or hear steam coming from Just turn it off everyone away from the vehicle until down. Wait until
there is no sign of steam or coolant before you open the hood. Page Cooling System If you no
longer have the overheat warning, you can drive. Just to be safe, drive slower for about 10
minutes. If the warning continues, pull over, stop, and park your vehicle right away. Page An
electric engine cooling fan under the hood can start up even when the engine is not running and
can injure you. Page Heater a -ldiatoL -. If you do, you can be burned. If you run the engine,
could lose all coolant. Page If no coolant is visible in the surge tank, add coolant as follows:
Steam and scalding liquids from a hot cooling system can blow out and burn you badly. They
are under pressure, and if you turn the radiator pressure cap even a little they can come out at
high speed. Page system can be dangerous. Plain water, or some other liquid such as alcohol,
can boil before the proper coolant mixture will. Page 1. Park the vehicle on a level surface. You
can remove the coolant surge tank pressure cap when the cooling system, including the coolant
surge tank pressure cap and upper radiator hose, is no longer hot. Then fill the coolant surge
tank with the proper mixture, to the hash mark on the label. Wait about five minutes, then check
to see if the level is below the hash mark. If the level is below the hash mark, add additional
coolant to bring the level up to the hash mark. Page Power Steering Fluid 5. Then replace the
pressure cap. Be sure the pressure cap is hand-tight and fully seated. See your dealer, if
necessary. Power Steering Fluid When to Check Power Steering Fluid It is not necessary to
regularly check power steering fluid unless you suspect there is a leak in the system or you
hear an unusual noise. Page Windshield Washer Fluid How to Check Power Steering Fluid Turn
the key off, let the engine compartment cool down, wipe the cap and the top of the reservoir
clean, then unscrew the cap and wipe the dipstick with a clean rag. Replace the cap and
completely tighten it. Then remove the cap again and look at the fluid level on the dipstick. Page
The windshield washer fluid reservoir is located in the engine compartment towards the front of
the vehicle. Open the cap with the washer symbol on it. Add washer fluid until the tank is full. It
is filled with DOT-3 brake fluid. See Engine Compartment Overview on page 5- See Brake
System Warning Light on page Page Brake Wear Your vehicle has four-wheel disc brakes. Disc
brake pads have built-in wear indicators that make a high-pitched warning sound when the
brake pads are worn and new pads are needed. The sound may come and go or be heard all the
time your vehicle is moving except when you are pushing on the brake pedal firmly. Its many
parts have to be of top quality and work well together if the vehicle is to have really good
braking. Your vehicle was designed and tested with top-quality GM brake parts. Page Jump
Starting Jump Starting If your battery has run down, you may want to use another vehicle and
some jumper cables to start your vehicle. Be sure to follow the steps below to do it safely. Page
An electric fan can start up even wt. Using a match near a battery can cause battery gas to
explode. People have been hurt doing this, and some have been blinded. Page 8. Now connect
the black negative - cable to the negative - terminal of the good battery. Use a remote negative terminal if the vehicle has one. Page Try to start the vehicle that has the dead battery. Notice:
Damage to your vehicle may result from electrical shorting if jumper cables are removed
incorrectly. Page Headlamp Aiming Headlamp Aiming Your vehicle has a headlamp system
equipped with horizontal and vertical aim indicators. The aim has been pre-set at the factory
and should need no further adjustment. Page Start with the horizontal aim. The adjustment
screws can be turned with an E8 Tom Once the horizontal aim is adjusted, then adjust the

vertical aim. Horizontal Aiming 1. Turn the horizontal aiming screw until the indicator lined up
with zero. For any bulb changing procedure not listed in this section, contact your dealer.
Halogen Bulbs Halogen bulbs have pressurized gas inside and can burst if you drop or scratch
the bulb. You or others couiu be injured. Remove the headlamp assembly. Refer to the removal
procedure earlier in this section. Turn the bulb assembly retainer and pull out the bulb. Unclip
the bulb assembly from the wiring harness. Disconnect the cargo net in the trunk. Pull back the
trunk trim. Remove the three wing nut bolts which fasten the taillamp lens to the vehicle.
Carefully remove the taillamp lens from the body and avoid scratching the paint or dropping it.
Replacement blades come in different types and are removed in different ways. Page Tires Your
new vehicle comes with high-quality tires made by a leading tire manufacturer. If you ever have
questions about your tire warranty and where to obtain service, see your Oldsmobile Warranty
booklet for details. Any time you notice unusual wear, rotate your tires as soon as possible and
check wheel alignment. Also check for damaged tires or wheels. You need a new tire if any of
the following statements are true: You can see the indicators at three or more places If you mix
tires of different sizes or types radial and bias-belted tires , the vehicle may not handle properly,
and you could have a crash. Using tires of different sizes may also cause damage to your
vehicle. Be sure to use the same size and type tires on all wheels. Page Wheel Alignment And
Tire Balance Treadwear The treadwear grade is a comparative rating based on the wear rate of
the tire when tested under controlled conditions on a specified government test course. For
example, a tire graded would wear one and a half 1. Page Wheel Replacement Wheel
Replacement Replace any wheel that is bent, cracked or badly rusted or corroded. If wheel nuts
keep coming loose, the wheel, wheel bolts and wheel nuts should be replaced. If the wheel leaks
air, replace it except some aluminum wheels, which can sometimes be repaired. See your dealer
if any of these conditions exist. If you have to replace a wheel, use a new GM original equipment
wheel. Install them on the front tires and tighten them as tightly as possible with the ends
securely fastened. Turn on your hazard warning flashers. Changing a tire can cause an injury.
The vehicle can slip off the jack and roll over you or other people. Puii the carpeting from the
iioor of the trunk. Turn the center retainer nut on the compact spare tire cover counterclockwise
to remove it. Lift and remove the cover 3. If your vehicle has a wheel cover or hubcap that has a
plastic wheel nut cap, then loosen the plastic nut caps you may need to use the wheel wrench
to loosen them. Page 4. Then use the wheel wrench to loosen all the wheel nuts. Put the
compact spare tire near you. Getting under a vehicle when it is jacked up is dangerous. Page
Asing your vehic-. To help avoid personal injury and vehicle damage, be sure to fit the jack lift
head into the proper location before raising the vehicle. Page 9. Remove any rust or dirt from
the wheel bolts, mounting surfaces and spare wheel. Rt Art on the wheel, or on the parts to
which it is fastened, can make the wheel nuts become loose after a time. The wheel could come
off and cause an accident. Lower the vehicle by turning the wheel wrench counterclockwise.
Lower the jack completely. Tighten the wheel nuts Incorrect wheel nuts or improperly tightened
wheel nuts can cause the wheel to come loose and even come off. This could lead to an
accident. Page Storing the Flat Tire and Tools Storing a jack, a tire or other equipment in 1
passenger compartment of the vehicle could cause injury. In a sudden stop or collision, loose
equipment could strike someone. Store all these in the proper place. Store the flat tire in the
compact spare tire compartment. The compact spare tire is for temporary use only. Page
Compact Spare Tire Compact Spare Tire Although the compact spare tire was fully inflated
when your vehicle was new, it can lose air after a time. Check the inflation pressure regularly. It
should be 60 psi kPa. After installing the compact spare on your vehicle, you should stop as
soon as possible and make sure your spare tire is correctly inflated. Some are toxic. Others can
burst into flames if you strike a match or get them on a hot part of the vehicle. Some are
dangerous if you breathe their fumes in a closed space. Page FabricKarpet Your dealer has
cleaners for the cleaning of fabric and carpet. They will clean normal spots and stains very well.
You can get GM approved cleaning products from your dealer. Here are some cleaning tips:
Always read the instructions on the cleaner label. Page Vinyl Use warm water and a clean cloth.
Rub with a clean, damp cloth to remove dirt. You may have to do this more than once. If you do,
it may severely weaken them. In a crash, they might not be able to provide adequate protection.
Page Sheet Metal Damage Aluminum Wheels Keep your wheels clean using a soft clean cloth
with mild soap and water. Rinse with clean water. After rinsing thoroughly, dry with a soft clean
towel. A wax may then be applied. The surface of these wheels is similar to the painted surface
of your vehicle. Page Underbody Maintenance Underbody Maintenance Chemicals used for ice
and snow removal and dust control can collect on the underbody. If these are not removed,
accelerated corrosion rust can occur on the underbody parts such as fuel lines, frame, floor pan
and exhaust system even though they have corrosion protection. Removes swirl marks, fine
scratches and other Swirl Remover Polish light surface contamination. Removes light scratches

Cleaner Wax and protects finish. Medium foaming shampoo. You can see it if you look through
the windshield from outside your vehicle. Some add-on electrical equipment can keep other
components from working as they should. The Plan supplements your new vehicle warranties.
See your Warranty and Owner Assistance booklet or your dealer for details. Your Vehicle and
the Environment Proper vehicle maintenance not only helps to keep your vehicle in good
working condition, but also helps the Page Part A: Scheduled Maintenance Services Part A:
Scheduled Maintenance Services This part contains engine oil scheduled maintenance which
explains the engine oil life system and how it indicates when to change the engine oil and filter.
Also, listed are scheduled maintenance services which are to be performed at the mileage
intervals specified. Page Scheduled Maintenance Scheduled Maintenance The services shown
in this schedule up to , miles 1 66 km should be repeated after , miles 1 66 km at the same
intervals for the life of this vehicle. The services shown at , miles km should be repeated at the
same interval after , miles km for the life of this vehicle. Page If the system is ever reset
accidentally, you must change your oil at 3, miles 5 km since your last oil change. Remember to
reset the oil life system whenever the oil is changed. See Engine Oil on page for information on
resetting the system. After the services are performed, record the date, odometer reading and
who performed the service on the maintenance record pages in part E of this schedule. In hilly
or mountainous terrain. When doing frequent trailer towing. Page 90, Miles km 0 Replace engine
air cleaner filter. An Emission Control Service. Rotate tires. See Tire Inspection and Rotation on
page for proper rotation pattern and additional information. Page Part B: Owner Checks And
Services Part B: Owner Checks and Services Listed in this part are owner checks and services
which should be performed at the intervals specified to help ensure the safety, dependability
and emission control performance of your vehicle. Be sure any necessary repairs are completed
at once. Whenever any fluids or lubricants are added to your vehicle, make sure they are the
proper ones, as shown in Part D. Page Body Lubrication Service Lubricate all the door hinges
and latches, including those for the hood and the trunk lid. Part D tells you what to use. More
frequent lubrication may be required when exposed to a corrosive environment. Starter Stc" Ct'When you are doing this check, the vehicle could move suddenly. With a manual transaxle, the
key should turn to OFF only when the shift lever is in reverse. Page Part C: Periodic
Maintenance Inspections Part C: Periodic Maintenance Inspections Listed in this part are
inspections and services which should be performed at least twice a year for instance, each
spring and fall. Engine Cooling System Inspection Inspect the hoses and have them replaced if
they are cracked, swollen or deteriorated. Inspect all pipes, fittings and clamps; replace as
needed. Clean the outside of the radiator and air conditioning condenser. Wlndshleld Optlkleen
Washer solvent or Washer Solvent equivalent. Also, you should retain all maintenance receipts.
Your owner information portfolio is a convenient place to store them. Sometimes, however,
despite the best intentions of all concerned, misunderstandings can occur. TTY users in
Canada This value-added service is intended to provide you with peace of mind as you drive in
the city or travel the open road. Please refer to the Warranty and Owner Assistance Information
book. Courtesy Transportation Oldsmobile has always exemplified quality and value in its
offering of motor vehicles. To enhance your ownership experience, we and our participating
dealers are proud to offer Courtesy Transportation, a customer support program for new
vehicles. Page Service Publications Ordering Information Service Publications Ordering
Information Service Manuals Service Manuals have the diagnosis and repair information on
engines, transmission, axle, suspension, brakes, electrical, steering, body, etc. To request an
order form, please specify year and model name of the vehicle. Page Backglass Antenna
Backing Up Battery Battery Replacement Battery Run-Down Protection Brake Parking System
Inspection System Warning Light Brake Adjustment Brake Fluid Brake Pedal Travel Page
Customer Assistance Information cont. Defogging and Defrosting Delayed Headlamps Delayed
Locking Dolly Towing Dome Lamp Page Engine cont. Engine Compartment Overview Exhaust
Oil Page Gage Engine Coolant Temperature Gasoline Octane Glass Surfaces Glove Box Head
Restraints Headlamp Aiming Periodic Maintenance Steering. Page Light cont. Low Oil Level
Loading Your Vehicle Lockout Protection Page Matching Transmitter s to Your Vehicle Virgin
Islands Page Power Accessory Outlets Lift Seat Page Restraint Systems cont. Replacing Parts
Restraints, Head It Reminder Light Sheet Metal Damage Shift Speeds Shifting Into Park P Page
Tires cont. Vehicle Damage Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. Although
defunct as an automobile manufacturer since , Oldsmobile is still extant in our world in the
shape of the Oldsmobile cars still being driven by people who sould not wish to own anything
else. However, for many people, the fact that their parents had owned Oldsmobiles was their
very reason for owning one. Having come to trust the brand implicitly through traveling in one
as children, the adults of America were o
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nly too happy to keep driving them, any many continue to today. As the Oldsmobile company
has now stopped making cars, it is all the more crucial that those of us who own them keep
them in good condition. The time will come when it is not practical to get the parts, and so any
minor repairs that can be done securely with the aid of a service manual would be well advised
and welcome, too. This is why it is of great importance to ensure that you have a good, detailed
repair guide to call upon when it is needed. It is possible to directly download an Oldsmobile
service manual from this site free of charge. The advantage of doing so is that you will save a
significant amount of money both in terms of buying a new service manual and in savings on
repair costs that might otherwise spiral into the thousands. Download the information, store it
and print it off. Make as many copies as you will need, and then you will have few concerns
about the durability of your Oldsmobile. Browse by Catagory.

