2004 dodge stratus power window wiring diagram

Wiring Diagram Sample. Avoid shortages and malfunctions when electrical wiring your car's
electronics. Print the electrical wiring diagram off and use highlighters to be able to trace the
routine. When you employ your finger or perhaps the actual circuit together with your eyes, it
may be easy to mistrace the circuit. Before reading a schematic, get familiar and understand all
of the symbols. Read the particular schematic like a roadmap. Sometimes, even in case you
shut away power, some electrical wiring might be connected in order to another circuit and
hence may still pose a risk of electric shock. The best way to easily instal cables is in order to
straighten them away first. Amperage Rating or perhaps Amp needs to be checked for those
electrical wiring and devices. Before putting in or changing electrical wiring, one must have got
the proper amp rating for all those circuits. For example, a amp circuit need to have a new
right-gauge wiring in order to prevent fire hazard. Grounding provides a new safe path for extra
electric energy to pass in situation of a fault or any other issue. An individual need to make sure
enclosing all electrical wiring connections in appropriate electrical boxes or clamps. Enclosures
safeguard the connection since well as typically the people from accidental contacts with all
those connections. There usually are various different sorts of wires available in the industry
â€” Heat Resistant, Flame Resistant, Industrial Quality etc. Ensure that you pick the right line for
the need. The particular above tips and check not only assist in safe power wiring changes and
replacements but also pave a approach for safer homes. Save my name, email, and website in
this browser for the next time I comment. Electric Motor Switch Radio Latest. Facebook Tweet
Pin. All wiring diagrams posted on the site are collected from free sources and are intended
solely for informational purposes. Chrysler Wiring Diagrams. Chrysler Voyager 2. EWD Chrysler
Voyager from of release. Scheme of connections of the generator engine 2,2. Diagram of
generator connections engine 2. Wiring diagram of the generator engine 2,6. Scheme of
connections of the generator engines 3,0 and 3,3. Scheme of starter connections engine 2,2.
Starter connection diagram motor 2,6. Starter connection diagram 2. Scheme of starter
connections engines 3,0 and 3,3. Ignition system connections engine 2. Connection diagram of
engine control systems 3. Starter and generator connection diagrams. Connection diagram of
engine management systems. Connection diagrams for headlights and fog lights. Outside
lighting connection diagram. Connection diagram of a combination of instruments and sensors.
The scheme of connections of systems of a heater and air-conditioning. Connection diagram of
the electric cooling fan. Wiper blades with intermittent mode. Scheme of electrical door lock
connections. Scheme of connections of the central lock and electric door locks. The diagram of
connections of electrowindow regulators of forward doors. Audio connection diagram. Battery
recharging system Engine start system Headlamps Electronic ignition system Fuel Injection and
Ignition System Scheme of a chain of sound signals Headlamp circuit diagram Radiator fan
motor Heater circuit Circuit air conditioning circuit Stop lamps, direction indicators, alarms Tail
Lights Starter circuit diagram Radio. Engine management system Start and charge system Air
conditioner and heater - including cooling fan Headlight and fog light system Alarm system
Windshield wiper External lighting Tail Lights Interior lighting system Electric windows central
locking Cruise control system Audio system. Automotive wiring in a Dodge Stratus with Infinity
vehicles are becoming increasing more difficult to identify due to the installation of more
advanced factory oem electronics. One of the most time consuming tasks with installing an
after market car stereo, car radio, satellite radio, xm radio, car speakers, tweeters, car
subwoofer, crossovers, audio equalizer, car amplifier, mobile amp, car amplifier, mp3 player,
ipod or any car audio electronics is identifying the correct color car audio wires for your Dodge
Stratus with Infinity headlight bulb size you need for your low beam or high beam and save
time. Also, find your other car light bulb sizes including your fog light, reverse light, turn signal,
brake light and more. The Modified Life staff has taken all its Dodge Stratus with Infinity car
radio wiring diagrams, Dodge Stratus with Infinity car audio wiring diagrams, Dodge Stratus
with Infinity car stereo wiring diagrams, Dodge Stratus with Infinity car radio wiring schematics,
Dodge Stratus with Infinity car wiring diagrams and cataloged them online for use by our
visitors for free. Our automotive wiring diagrams allow you to enjoy your new mobile
electronics rather than spend countless hours trying to figure out which wires goes to which
Dodge Stratus with Infinity part or component. Use of the Dodge Stratus with Infinity wiring
information is at your own risk. Always verify all wires, wire colors and diagrams before
applying any information found here to your Dodge Stratus with Infinity. If you would like to
help the Modified Life community by adding any missing information or adding a new car audio
wire diagram to our resource, please feel free to post it at the bottom of this page. The Dodge
Stratus with Infinity radio wire color information above is updated as it is submitted by the
Modified Life community. Your email address will not be published. Skip to content. Adding
More Information If you would like to help the Modified Life community by adding any missing
information or adding a new car audio wire diagram to our resource, please feel free to post it at

the bottom of this page. Leave a Comment Cancel Reply Your email address will not be
published. Follow Us. Copyright by ModifiedLife. The back windows work just fine. Do you.
Hello, Does the windows and door locks operate from the passengers side? If not it sounds like
the main window switch has gone out. Please let us know what you find. Images Click to
enlarge. Was this answer. Electrical problem 4 cyl Two Wheel Drive Automatic miles All fuses
and relays have been tested with a tester, and are fine. The problem seems to be in the door
where the swithes are. I don't know how to get the cover off to check for loose wire, or if this is
even a possible problem. Please help. My driver side window is stuck halfway down, and it is
supposed to rain this weekend. I have no garage. Also I am a single mother with no one to help.
Garages are all closed on weekend in this small town. Thanks, Veredia Was this answer. There
is not much to do if you cant get it to move except tape a plastic bag over the window. Try to
hold the switch in the "up" position while you pull the window up. You can get the part on
Amazon for I have a fix. Cheers, Caradiodoc Images Click to enlarge. Thank you I will have time
this weekend good thing I have prime. Electrical problem Dodge Stratus 38, miles I recently
replaced the motor in my driver's side front window, but now all 4 of my power windows
stopped working at once! What could be causing this? If all four motors don't work, the culprit
may be the relay. There are two places where it may reside. I just purchased this car used SXT
model. Only the passenger front power window works. The fuse is good. There is no sounds
from the window motors when you push the buttons. Is it possible three of the four window
motors need replaced? Hello, This could be bad power window switches. I have included a
wiring diagram of the Power Window Circuits in your vehicle in the diagrams down below for
you. Please check for battery voltage at each one of the power window switches. I have
included a link below for you to go to if you are unfamiliar with how to use a multimeter. We can
go from there. Thanks, Alex 2CarPros Was this answer. It rolled down, but now won't go up. Is it
the motor or the switch? Have you checked if there is power to the motor? Also, check the
wiring between the door and the door frame. The wiring in the rubber boot has a problem with
breaking. Let me know what you find. Joe Was this answer. The passengers window switches
will not operate the windows at all. The master switch will operate them up and down with ease.
The master switch will not lock or open any of the doors. The only one that works some what is
the front passenger side, it only locks all the doors but will not open them. I checked the fusses
and did not find any that where bad. For this type of problem, start by checking for broken or
frayed wires between the door hinges. If you find any, I'll paste a copy of how I repair them. My
back windows do not go down. Front window passenger side works only from driver's side.
This sounds like you have a main window switch that is out. Check out the diagrams below.
Cheers, Ken Images Click to enlarge. Window will go down, but won't go up. Sometimes if you
flip the button up and down and hit the inside door panel by window controls it will go up, but
takes some playing and saying some choice words. Welcome to 2CarPros. The power window
motor changes direction based on polarity. Basically, there are two wires to it. If power enters in
one wire, the motor runs one direction. If power enters on the opposite wire, the motor goes the
other direction. Now, take a look at picture 1. It shows the two wires coming from the window
master switch on the driver's side. Based on which direction you turn the switch determines
which wire gets power. If it isn't the driver's door window, let me know. My first suspect is the
switch is going bad. To check, you need to remove the door panel to access the switch. Then
using a test light, check to see if power goes to the motor when you select up. The wires going
to the driver's side window motor are white and the other is light blue. The light blue one is in
question. That is the wire which receives power when you request the window to go up. So,
using that test light, check to see if the switch sends power to that wire when you try to put the
window up. If it doesn't, replace the switch. If there is power, check the wire to the motor and it's
connections. As mentioned in the prior response, it is getting older, but the motor doesn't care
which way it turns. If it works one way, it will work the other if it gets power. Front and rear door
window lift motors are of the permanent magnet type. A battery positive and negative
connection to either of the two motor terminals will cause the motor to rotate in one direction.
Reversing current through these same two connections will cause the motor to rotate in the
opposite direction. Pic 2 shows the door panel and fasteners. Picture 3 indicates what type of
fasteners are used. Disconnect and isolate the battery negative cable. Remove the door trim
panel. Remove the switch mounting fasteners. Install switch and mounting fasteners. Install
door trim panel. Connect battery negative cable. Take care, Joe Images Click to enlarge. Fix it or
junk it? Are you willing to do anything yourself? Can you get another car in similar shapr for the
little money that it will take? The front ones work just fine Was this answer. If front working that
eliminate the possibility of a bad fuse suspect window motor and or switch at the motor
Remove door panel and check for power and ground Was this answer. Please login or register
to post a reply. Related Window Not Working Content. Power Window Fuse? My Power

Windows Stopped Working. I Dont Have A Sponsored links. Ask a Car Question. It's Free! Quick
Links Download this manual. Table of Contents. Dodge grand caravan automobile owner's
manual pages. Dodge stratus sedan automobile owner's manual pages. It is supplemented by a
Warranty Information Booklet and various customer oriented documents. You are urged to read
these publications carefully. Save this label as a convenient record of your vehicle identification
number Page 7: For 2. The dealer that sold you your new vehicle has the key code numbers for
your vehicle locks. These numbers can be used to order duplicate keys from your dealer. Ask
your dealer for these numbers and keep them in a safe place. The engine can be started and
stopped but the key cannot be removed until you obtain service. Leaving children in a vehicle
unattended is danger- ous for a number of reasons. A child or others could be injured. If the
electronics recognizes the signal, the vehicle will start and continue to run. If the system does
not recognize the signal the vehicle will start and run for 2 seconds then shut off. Once a Sentry
Key has been programmed to a vehicle, it can not be programmed to any other vehicle.
Operation is subject to the following two conditions: 1. Press this switch to lock or unlock the
four doors. The double activation feature requires you to turn the key in the cylinder lock two
times within five seconds to UNLOCK all vehicle doors at once. Depress the power door lock
switch to lock the doors. A single chime will indicate the completion of the programming. Avoid
trapping anyone in the vehicle in a collision. Remember that the rear doors can only be opened
from the outside when the child protection locks are engaged. NOTE: For emergency exit with
the system engaged, move the lock plunger up unlocked position , lower the window and open
the door with the outside door handle. Press and hold the Unlock button on the transmitter.
Continue to hold the Unlock button, wait at least 4 but no longer than 10 seconds, then press
the LOCK button. To use the Panic Alarm: Press and hold the Panic Button for at least 1 second
to activate the panic alarm. Weak batteries in transmitter. The expected life of batteries is from
one to two years 2. Page Tamper Alert 2. Lock the door using either the power door lock switch,
the key, or the Keyless Entry Transmitter and close all doors. The light in the instrument cluster
will flash rapidly for 15 seconds. This shows that the system is arming. If the light comes on but
does not flash, the system is still armed, but there is a problem in the trunk circuit. Vehicles
with manual transmissions must be at zero mph for the switch to work. Press the window
switch past the detent, release, and the window will go down automatically. To open the window
part way, pull the window switch part way and release it when you want the window to stop. It
tells you how to use your restraint system properly to keep you and your passengers as safe as
possible. In a collision, you and your passengers can suffer much greater injuries if you are not
properly buck- led up. Seat belts are designed to go around the large bones of your body. These
are the strongest parts of your body and can take the forces of a collision the best. Wearing
your belt in the wrong place could make your injuries in a collision much worse. The lap portion
could ride too high on your body, possibly causing internal injuries. Always buckle your belt
into the buckle nearest you. Always wear the lap belt as low as pos- sible and keep it snug.
Push the lever above the webbing upward to release the anchorage, and then move it up or
down to the position that serves you best. Seat Belts and Pregnant Women We recommend that
pregnant women use the seat belts throughout their pregnancy. You may damage the airbags
and you could be injured be- cause the airbags are not there to protect you. These protective
covers for the airbag cushions are de- signed to open only when the airbags are inflating. Older
children who do not use child restraints or belt- positioning booster seats should ride properly
buckled up in the rear seat. If it detects a malfunction in any part of the system, it turns on the
light either momentarily or continuously. The abrasions are similar to friction rope burns or
those you might get sliding along a carpet or gymnasium floor. When the airbag control module
detects a collision requiring the window bags to inflate, it signals the inflators on the crash side
of the vehicle. A quantity of nontoxic gas is generated to inflate the window bag. Page 45 You
will first loosen the adjusters on the lower straps and on the tether strap so that you can more
easily attach the hooks or connectors to the vehicle anchorages. Next attach the lower hooks or
connectors over the top of the anchorage bars, pushing aside the seat cover material.
Disconnect the latch plate from the buckle and twist the short buckle-end belt several times to
shorten it. Page 47 2. Route the tether strap to provide the most direct path for the strap
between the anchor and the child seat. If your vehicle is equipped with adjustable rear head
restraints, raise the head restraint and, where possible, route the tether strap under the head
restraint and between the two posts. An incorrectly anchored tether strap could lead to
increased head motion and possible injury to the child. Exhaust gases can injure or kill. They
contain carbon monoxide CO which is colorless and odorless. Breathing it can make you
unconscious and can eventually poison you. To avoid breathing CO follow the safety tips
below. You should be able to feel the air directed against the windshield. A two point pivot
system allows for horizontal and vertical mirror adjustment. Annoying headlight glare can be

reduced by moving the small control under the mirror to the night position toward rear of
vehicle. Pull the bar up to move the seat to the desired position. After releasing the adjusting
bar, apply forward and rearward body pressure to be sure the seat is latched. Turn the control
lever for- ward to increase and rearward to decrease the desired amount of lumbar support.
Power Seats â€” Pull on the loops shown in the picture to fold down either or both seatbacks.
When returning the rear seat back to the upright position be sure the seat back is latched. First
pull the hood release lever located under the left side of the instrument panel. Then lift the
secondary latch located under the front edge of the hood, near the center and raise the hood. If
the hood is not fully latched it could fly up when the vehicle is moving and block your forward
vision. You could have a collision. Be sure all hood latches are fully latched before driving. This
feature bright- ens the odometer and radio display when the parking lights or headlights are on
during daylight conditions. Page Multi-Function Control Lever Multi-Function Control Lever The
Multi-Function lever controls the operation of the headlights, turn signals, headlight beam
select switch, instrument panel light dimming, courtesy lights, passing lights, dome light and
fog lights. Headlights, Parking Lights, Instrument Panel Lights Turn the end of the control lever
to the first detent for parking light operation. The headlight switch must be used for normal
night time driving. Turn the end of the control lever to select the desired wiper speed. Turn the
lever to the delay position, then select the delay interval. To turn the Traction Control System
On, press the switch until the Traction Control indicator in the instrument cluster turns off. The
system should be turned OFF when not in use. Releasing the button when the desired speed is
reached, will establish a new SET speed. The trans- axle will upshift into fourth gear when the
road flattens out. The transaxle will resume its normal shift schedule if you depress the
accelerator pedal during any of the above conditions. A moving garage door can cause injury to
people and pets in the path of the door. People or pets could be seriously or fatally injured.
Choose one of the three Universal Transceiver buttons to program. Place the hand held
controller one to three inches from the Universal Transceiver while keeping its indicator light in
view. Using both hands, press the hand held transmitter button and the desired Universal
Transceiver button. This device may not cause harmful interference. This device must accept
any interference that may be received including interference that may cause undesired
operation. Press and release the Open switch to open the sunroof and the sunshade. Page Wind
Buffeting Wind Buffeting Wind buffeting can be described as the perception of pressure on the
ears or a helicopter type sound in the ears. Your vehicle may exhibit wind buffeting with the
windows down, or the sunroof if so equipped in certain open or partially open positions. Fuel
Gauge When the ignition key is in the ON position, the pointer will show the level of fuel
remaining in the fuel tank. Traction Control â€” If Equipped This display indicator illuminates
momentarily as a bulb check when the ignition switch is first turned ON. Tachometer The red
area of the scale shows the maximum permissible engine revolutions-per-minute rpm x for each
gear range. Before reaching the red area over 6, rpm , ease up on the accelerator to prevent
engine over speed. Page 87 through several of your typical driving cycles. In most situations
the vehicle will drive normally and will not require towing. The Malfunction Indicator Light
flashes to alert to serious conditions that could lead to immediate loss of power or severe
catalytic converter damage. The vehicle should be serviced as soon as possible if this occurs.
Page 89 Oil Pressure Light Shows low engine oil pressure. The light will come on and remain on
briefly when the igni- tion is turned on as a bulb check. If the bulb does not come on during
starting, have the bulb repaired promptly. Seat Belt Reminder Light When the ignition switch is
first turned ON, this light will turn on for 5 to 8 seconds as a bulb check. Compass Temperature
Display This display provides the outside temperature and one of eight compass readings to
indicate the direction the vehicle is facing. If the compass does not appear accurate, repeat the
calibration procedure in another area. AM or Amplitude Modulation, in which the transmitted
sound causes the amplitude, or height, of the radio waves to vary Press the top of the button to
seek up and the bottom to seek down. Holding the button will by pass stations until you release
the button. The operating mode will be displayed next to the station frequency. The display will
show ST when a stereo station is received. Press the SEEK button up or down to move the track
number to skip forward or backward 1 to 6 selections. Press the SEEK button once to move 1
selection, twice to move 2 selections, etc. To turn off the Dolby Noise reduction System: Press
the Dolby button button 2 after you insert the tape. The NR light in the display will go off when
the Dolby System is off. The following will be displayed in this order: After three seconds, the
current channel name and number will be displayed for five seconds. Press and hold the RW
button for fast reverse. The audio output can be heard when fast forward and fast reverse are
activated. Random Play RND Press the Random button to play the tracks on the selected disc in
random order for an interesting change of pace. Page Tune make another selection. Holding the
button will bypass stations without stopping until you release it. If the button is pushed and

held, the radio will continue to tune until the button is released. The display will show ST when a
stereo station is received in the FM mode. Pressing this button while playing a cassette tape will
change the side of the tape being played. Skipping will not damage the disc or the player, and
play will resume automatically. Turn the volume control clockwise to increase the volume.
NOTE: Power to operate the radio is supplied through the ignition switch. The bass band is on
the left, and the treble band is on the right. Each band is adjusted by a slider control with a
detent at the mid-position. This feature plays the tracks on the selected disc in random order to
provide an interest- ing change of pace. Page Random Play RND Press the Random button to
play the tracks on the selected disc in random order for an interesting change of pace. Random
can be cancelled by pressing the button a second time or by ejecting the CD from the changer.
Select and press any numbered button without an illuminated light above it. Insert the CD while
the light above the chosen button is flashing and the two lights on either side of the slot are
illuminated. Press the top of the Seek button once to move to the next randomly selected track.
Press the bottom of the Seek button to go back to the beginning of the track. Press button 4 a
second time to stop random play. Reach behind the wheel to access the switches. The right
hand control is a rocker type switch with a push-button in the center and controls the volume
and mode of the sound system. The button in the center of the left hand switch has no function
in this mode. CD Player â€” Page Compact Disc Maintenance Maintain your cassette tape
player. The head and capstan shaft in the cassette player can pick up dirt or tape deposits each
time a cassette is played. The result of deposits on the capstan shaft may cause the tape to
wrap around and become lodged in the tape transport. Try a known good disc before
considering disc player service. Page The controls are as follows: Fan and Air Conditioning
Control Use this control to regulate the amount of air forced through the sys- tem in any mode
you select. This setting works best in cold or snowy conditions that require extra heat at the
windshield. Your side windows may fog on the inside in mild rainy or humid weather. Leaves
collected in the air-intake plenum may reduce air flow and plug the plenum water drains. Page
Trailer Towing Long periods of engine idling, especially at high engine speeds can cause
excessive exhaust tempera- tures which can damage your vehicle. Never pour fuel or other
flammable liquid into the throttle body air inlet opening in an attempt to start the vehicle. This
could result in flash fire causing serious personal injury. Do not attempt to push or tow your
vehicle to get it started. Push the accelerator pedal all the way to the floor and hold it there
while cranking the engine. Remember to disconnect the cord before driving. Damage to the volt
AC electrical cord could cause electrocution. The transaxle electronics are self calibrat- ing;
therefore, the first few shifts on a new vehicle may be somewhat abrupt. This is a normal
condition, and preci- sion shifts will develop within a few shift cycles. Your vehicle could move
and injure you and others if it is not completely in P Park. Check by trying to move the gearshift
lever back and forth without depressing the shift button after you have set it in P. Make sure it is
in Park before leaving the vehicle. This is normal and not harmful to the transaxle.
Recommended Shift Speeds To use your manual transaxle for both fuel economy and
performance, it should be upshifted as listed. NOTE: This light only shows that the parking
brake is on. It does not show the degree of brake application. Children should be warned not to
touch the parking brake or the gear selector. All vehicle wheels and tires must be the same size
and tires must be properly inflated to produce accurate signals for the ABS computer. If for
some reason the hydraulic pressure is interrupted, it will still be possible to steer your vehicle.
Under these conditions you will observe a substantial increase in steering effort. Tires with
white sidewalls will have the full TIN including date code located on the white sidewall side of
the tire. Overloading of your tire is dangerous. Overloading can cause tire failure, affect vehicle
handling, and increase your stopping distance. Use tires of the recommended load capacity for
your vehicle. Never overload them. Page Tire Inflation Pressures 2. Economyâ€” Improper
inflation pressures can cause uneven wear patterns to develop across the tire tread. These
abnormal wear patterns will reduce tread life resulting in a need for earlier tire replacement.
Underinflation also increases tire rolling resistance and results in higher fuel consumption.
After inspecting or adjusting the tire pressure al- ways reinstall the valve stem capâ€”if
equipped. This will prevent moisture and dirt from entering the valve stem, which could damage
the valve stem. High speed driving with your vehicle under maxi- mum load is dangerous. The
added strain on your tires could cause them to fail. You could have a serious accident. Page
Tread Wear Indicators Tread Wear Indicators Tread wear indicators are in the original
equipment tires to help you in determining when your tires should be replaced. Some combinations of unapproved tires and wheels may change suspension dimensions and performance
charac- teristics, resulting in changes to steering, han- dling, and braking of your vehicle.
Damage to the vehicle may result if tire chains are used. More frequent rotation is permis- sible
if desired. Page Autostick General Information You can shift in or out of the autostick mode at

any time without taking your foot off the accelerator pedal. If you choose the Overdrive mode,
the transaxle will operate automatically; shifting between the four available gears. Use of these
blends may result in starting and driveability problems and may damage critical fuel system
com- ponents. The manufac- turer recommends that you try a different brand of unleaded
gasoline having lower sulfur to determine if the problem is fuel related prior to returning your
vehicle to an authorized dealer for service. If the Malfunction Indicator Light is flashing, immediate service is required. This is an indication that the gas cap is properly tightened. The
Malfunction Indicator Light will come on if the gas cap is not properly secured. Make sure that
the gas cap is tightened each time the vehicle is refueled. Page Flexible Fuel - 2. These vehicles
can be identified by the unique fuel filler door label that states Ethanol E or Un- leaded Gasoline
Only. Always be sure that your vehicle is serviced with correct ethanol com- patible parts.
Replacing fuel system components with non-ethanol compatible components can damage your
vehicle and may void the warranty. Depress the switch and both cluster indicators and all front
and rear direc- tional signals will flash. Depress the switch again to turn Hazard Warning
Flashers off. Page the fan control to High. This allows the heater core to act as a supplement to
the radiator and aids in removing heat from the engine cooling system. Driving with a hot
cooling system could damage your vehicle. The vehicle could slip off the jack and fall on you.
You could be crushed. Never get any part of your body under a vehicle that is on a jack. Block
wheel diagonally op- posite flat tire. Remove the spare tire, scissors jack and lug wrench from
stowage. Before raising the vehicle, use lug wrench to carefully pry off wheel cover if equipped
with steel wheels or center cap if equipped with aluminum wheels. Loosen, but do not remove,
the wheel nuts by turning them counterclockwise one turn while the wheel is still on the ground.
Raising the vehicle higher than necessary can make the vehicle less stable. It could slip off the
jack and hurt someone near it. Raise the vehicle only enough to remove the tire. Remove lug
nuts and tire. Vehicles equipped with an automatic transaxle cannot be started this way.
Unburned fuel could enter the catalytic converter and once the engine has started, ignite and
damage the converter and vehicle. Do not permit vehicles to touch each other as this could
establish a ground connection and person injury could result. Connect the other cable, first to
the negative terminal of the booster battery and then to the jump start attach- ment of the
vehicle with the discharged battery. Any procedure other than above could result in: 1. Personal
injury caused by electrolyte squirting out the battery vent; 2. Personal injury or property
damage due to battery explosion; 3. Damage to charging system of booster vehicle or of
immobilized vehicle. Battery fluid is a corrosive acid solution; This phenomenon occurs when
there is a difference in the surface traction under the front driving wheels, particularly with high
output engines. If your vehicle becomes stuck in mud, sand or snow, it can often be moved by a
rocking motion. Turn your steering wheel right and left to clear the area around the front
wheels. Page 2. This system monitors the performance of the emissions, engine, and automatic
transmission control systems. When these systems are operating properly, your vehicle will
provide excellent performance and fuel economy, as well as engine emis- sions well within
current government regulations. Failure to pass could prevent vehicle registration. Page
Replacement Parts If your OBD system is not ready, you should see your authorized dealer or
repair facility. If your vehicle was recently serviced or had a battery failure or replacement, you
may need to do nothing more than drive your vehicle as you normally would in order for your
OBD system to update. You can be badly injured working on or around a motor vehicle. Do only
that service work for which you have the knowledge and the proper equipment. If you have any
doubt about your ability to perform a service job, take your vehicle to a competent mechanic.
Overfilling or underfilling will cause aeration or loss of oil pressure. This could damage your
engine. Change Engine Oil Road conditions and your kind of driving affects the interval at
which your oil should be changed. Check the following list to decide if any apply to you. If
Flexible Fuel engine oil is not used when using E, engine wear may be increased significantly.
This may void your warranty. Improper belt tension can cause belt slippage and failure. Inspect
the drive belts for evidence of cuts, cracks, or glazing and replace them if there is any sign of
damage which could result in belt failure. Page Catalytic Converter The catalytic converter
requires the use of unleaded fuel only. Leaded gasoline will destroy the effectiveness of the
catalyst as an emission control device. Under normal operating conditions, the catalytic converter will not require maintenance. However, it is im- portant to keep the engine properly
serviced to assure proper catalyst operation and prevent possible catalyst damage. Engine
Timing Belt Replace the engine timing belt 2. Crankcase Emission Control System Proper
operation of this system depends on freedom from sticking or plugging due to deposits. Battery
posts, terminals and related accessories con- tain lead and lead compounds. Wash hands after
handling. Battery fluid is a corrosive acid solution and can burn or even blind you. Fabric front
fascia protectors may reduce air flow to the condenser, reducing air conditioning performance.

The air conditioning system contains refrigerant under high pressure. To avoid risk of personal
injury or damage to the system, adding refrigerant or any repair requiring lines to be
disconnected should be done by an experienced repairman. Page Suspension Ball Joints Fluid
level should be maintained at the proper level indicated on the side of the reservoir. If
necessary, add fluid to restore the proper indicated level. With a clean cloth, wipe any spilled
fluid from all surfaces. External Lock Cylinders Lubricate the external lock cylinders twice a
year, prefer- ably in the fall and spring. Apply a small amount of lubricant, such as Mopar Lock
Cylinder Lubricant di- rectly into the lock cylinder avoid excess lubricant. Page Windshield
Wiper Blades Windshield Wiper Blades Clean the rubber edges of the wiper blades and the
windshield periodically with a sponge or soft cloth and a mild non abrasive cleaner. This will
remove accumula- tions of salt or road film. Operation of the wipers on dry glass for long
periods may cause deterioration of the wiper blades. Commercially available windshield washer
solvents are flammable. They could ignite and burn you. Care must be exercised when filling or
working around the washer solution. Exhaust System The best protection against carbon
monoxide entry into the vehicle body is a properly maintained engine exhaust system. The fan
is controlled by both the temperature of the engine cooling system and the pressure in the air
conditioning system and can start at any time the ignition key is in the ON position. The first
change should not be required until 5 years or , miles , km , whichever comes first. The coolant
should be flushed and changed every two years or 36, miles 57, km thereafter. Page Coolant
Pressure Cap The cap must be fully tightened to prevent loss of coolant, and to insure that
coolant will return to the radiator from the coolant reserve tank. The cap should be inspected
and cleaned if there is any accumulation of foreign material on the sealing surfaces. This is
normal. If the coolant level is hard to see, jostling the coolant bottle will make it easier to see.
There is no need to remove the radiator cap unless checking for coolant freeze point, adding, or
replacing coolant. Other designs may result in unsatisfactory cooling performance, poor gas
mileage, and increased emissions. Hard or soft spots, brittle rubber, cracking, checking, tears,
cuts, abrasions, and excessive swelling indicate deterioration of the rub- ber. Insure nylon
tubing in these areas has not melted or collapsed. NOTE: Often, fluids such as oil, power
steering fluid, and brake fluid are used during assembly plant opera- tions to ease the assembly
of hoses to couplings. Use only manufacturers recommended transmis- sion fluid, refer to
Recommended Fluids, Lubricants and Genuine Parts for correct fluid type. It is important that
the transmission fluid be maintained at the prescribed level using the recommended fluid. Do
not overfill. If it becomes necessary to top off or replace completely, this fluid should be used.
Page The following maintenance recommendations will enable you to obtain maximum benefit
from the corrosion resistance built into your vehicle. What Causes Corrosion? Corrosion is the
result of deterioration or removal of paint and protective coatings from your vehicle. The cost of
such repairs is considered the responsibility of the owner. You should not increase the gloss
level, especially on top of the instrument panel top surface. Higher gloss levels will increase the
reflectivity in the windshield that could decrease visibility under bright light driving conditions.
To minimize the possibility of scratching the lenses and reducing light output, avoid wiping with
a dry cloth. To remove road dirt, wash with a mild soap solution fol- lowed by rinsing. This
information applies to vehicles built without the fuse and relay numbering embossed on the
Power Distribution Center Top Cover. Interior Fuses The fuse access panel is behind the end
cover at the left side of the instrument panel. When replacing a blown fuse, it is important to use
only a fuse having the correct amperage rating. The use of a fuse with a rating other than
indicated may result in a dangerous electrical system overload. If a properly rated fuse
continues to blow, it shows a problem in the circuit that must be corrected. Open the hood and
remove the two headlight mount- ing screws. Remove the push-in fasteners by prying under the
head of the fasteners with a flat bladed tool. Page 3. Gently pry the headlight assembly away
from the fender as shown in the picture. This will free the ball stud from its retainer in the
fender. Pull the headlight assem- bly away from the vehicle. Turn the retaining ring
counterclockwise and remove the bulb and socket assembly. Reinsert the bulb and socket
assembly and turn the retaining ring clockwise to secure the bulb. Reinstall the headlight
assembly. Open the hood and remove the two headlight assem- bly mounting screws. Remove
the screw securing the light assembly to the front fascia. Pull the light assembly away from the
vehicle to expose the bulb and socket assembly. Disconnect the wiring connector from the bulb
and socket assembly. Open the trunk. Turn the bulb socket counterclockwise to remove it from
the housing. Pull the bulb out of the socket, replace the bulb and reinstall the bulb and socket
assembly. Rear Light Bulb Replacement 1. Locate both small slots on the outboard side of the
license lamp. Using a small screwdriver, remove the entire housing. Pull the bulb out of the
socket. These, and all other maintenance services included in this manual, should be done to
provide best vehicle performance and reliability. Where time and mileage are listed, follow the

interval that occurs first. NOTE: Under no circumstances should oil change intervals exceed 6
months or 6, miles, whichever comes first. Page Miles Kilometers Change engine oil and engine
oil filter. Inspect the air cleaner filter and replace if necessary. Inspect the air cleaner filter and
replace if re- quired. Inspect and check tension for power steering belt 2. Adjust or replace if required. Inspect the front and rear brake pads, linings, rotors, re
ls2000 yamaha
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ar drums and shoes. Page Miles Kilometers [Months] Change engine oil and engine oil filter.
Inspect the air cleaner filter and replace if required. Replace the spark plugs on 2. Check and
replace, if necessary, the PCV valve. Take your warranty folder. All work to be performed may
not be covered by the warranty, discuss additional charges with the service manager. Most
matters can be resolved with this process. They want to know if you need assistance. They will
help you keep your vehicle operating at its best. Sustained high temperature can cause the
material of the tire to degenerate and reduce tire life, and excessive temperature can lead to
sudden tire failure. Page Jump Starting Page Electronic Speed Control Page Interior Fuses Page
Filter Page Speedometer Page Wheel Alignment and Balance This manual is also suitable for:
stratus sedan. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

