2004 ford mustang service manual

See also: Ford cars workshop manuals. On April 17, the car was presented to the public in New
York, and on April 19th it was shown on all three American television networks. The promotion
of the car was accompanied by an active advertising campaign. It was one of the most
successful prime masters in the history of automotive. The sixth-generation Ford Mustang
sports car debuted on the US market in September , and in , the car officially began to sell in
Europe â€” for the first time in the history of the model. Ford Company has refused to sell the
Mustangs in Russia. In all versions â€” drive on the rear wheels. In the American market, the
Ford Mustang is offered at a price of All content on the site Carmanualsclub. The site
administration does not bear any responsibility for illegal actions, and any damage incurred by
the copyright holders. Your email address will not be published. Save my name, email, and
website in this browser for the next time I comment. This site uses Akismet to reduce spam.
Learn how your comment data is processed. Necessary cookies are absolutely essential for the
website to function properly. This category only includes cookies that ensures basic
functionalities and security features of the website. These cookies do not store any personal
information. Any cookies that may not be particularly necessary for the website to function and
is used specifically to collect user personal data via analytics, ads, other embedded contents
are termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Ford Mustang. Leave a Reply Cancel reply Your email address
will not be published. This website uses cookies to improve your experience. We'll assume
you're ok with this, but you can opt-out if you wish. Accept Reject Read More. Close Privacy
Overview This website uses cookies to improve your experience while you navigate through the
website. Out of these, the cookies that are categorized as necessary are stored on your browser
as they are essential for the working of basic functionalities of the website. We also use
third-party cookies that help us analyze and understand how you use this website. These
cookies will be stored in your browser only with your consent. You also have the option to
opt-out of these cookies. But opting out of some of these cookies may affect your browsing
experience. Necessary Necessary. Non-necessary Non-necessary. Quick Links. See also: Quick
Reference Manual. Table of Contents. Servicing your vehicle. All rights reserved. Reproduction
by any means, electronic or mechanical. Ford may change the contents without. Ford motor
company ford ranger owner's guide 24 pages. Automobile Ford Navigator Owner's Manual
navigator pages. Ford may change the contents without notice and without incurring obligation.
Page 2 If your NGV is not maintained in accordance with approved service procedures, damage
may occur and your warranty may be invalidated. However, the gauge operation is based on the
pressure and temperature of the natural gas, not on the level of liquid gasoline. All of these
unique components are constructed of special materials that withstand the effects of CNG.
Page 6 Servicing your vehicle E Cutaway 1. Fuel rail sensors - An injection pressure sensor and
an engine fuel temperature sensor provide engine fuel information to the powertrain control
module. Isolation solenoid valve - Blocks fuel flow from supply line to injection manifold when
the engine is off. Page 7 Servicing your vehicle 9. Aft axle fuel tanks - Two steel fuel tanks
located behind the rear axle. Midship fuel tank - A steel fuel tank located underbody. High
pressure fuel lines - Delivers high pressure fuel to the fuel tanks and fuel pressure regulator. If
the engine cranks but does not start after a collision, the fuel solenoid valve inertia switch may
have been activated. The inertia switch is a device intended to close the fuel solenoid valve
when your vehicle has been involved in a substantial jolt. Page 9 Servicing your vehicle 2.
Isolation solenoid valve - Blocks flow from the injection manifold when the engine is off. Engine
- Is a modified 4. Engine coolant lines - Provide required heat to high pressure regulator. These
profiles are specified for compressed natural gas vehicles and fuel stations for safety purposes.
Page 11 indication that refueling is nearly complete. Also, the station compression equipment
may turn on at any time during the refueling process. Failure to use the correct type of fuel may
cause damage to the engine and fuel system components. Failure to do so may cause damage
to components or cause bodily harm. Page 13 Use caution when fueling your vehicle. Make sure
the engine is turned off and all flammable material is extinguished. The procedure is the same
for both fast-fill and slow-fill fueling. Extended range fuel system Crown Victoria Police and Taxi
vehicles with the extended range fuel system have a 5â€”passenger seating configuration with
one additional CNG fuel tank mounted in the luggage compartment. Page Coalescent Fuel Filter
Assembly The purpose of the inspection is to check for exterior damage to the tank which
would shorten its usable life span. This inspection should only be done by qualified NGV Ford
service technicians. The expiration date for the tank replacement is stated on each tank label
See instructions on fuel container for inspection and service life. Print page 1 Print document 17
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. Quick Links. Table of Contents Introduction. Instrument Cluster.
Warning and control lights. Entertainment Systems. Climate Controls. Manual heating and air

conditioning. Rear window defroster. Turn signal control. Bulb replacement. Driver Controls.
Steering wheel adjustment. Power windows. Speed control. Locks and Security. Anti-theft
system. Owners Guide postfmt. USA English fus. Ford motor company ford mustang owner's
guide pages. Ford motor company ford crown victoria owner's guide 17 pages. Ford motor
company ford ranger owner's guide 24 pages. Ford may change the contents without notice and
without incurring obligation. Page 5 Warning symbols on your vehicle When you see this
symbol, it is imperative that you consult the relevant section of this guide before touching or
attempting adjustment of any kind. Page 8 To access this information, special equipment must
be directly connected to the recording modules. Ford Motor Company and Ford of Canada do
not access event data recorder information without obtaining consent, unless pursuant to court
order or where required by law enforcement, other government authorities or other third parties
acting with lawful authority. If any light remains on after starting the vehicle, have the respective
system inspected immediately. If the brake system warning light does not illuminate at this time,
seek service immediately from your dealership. Refer to Fuel gauge in this chapter. Press and
hold the button for three seconds to reset. The fuel gauge may vary slightly when the vehicle is
in motion or on a grade. Refer to Filling the tank in the Maintenance and Specifications chapter
for more information. EJ eject : Press to eject a CD. Repeat: Press to repeat the current track.
CD Fast forward : Press and hold until the desired selection point is reached. This function is
not enabled in MP3 mode. Such as, data discs containing no. The MACH audio system is
capable of producing very high sound pressure levels. Your Audiophile radio comes equipped
with Satellite ready capability. The kit to enable Satellite reception is available through your
Ford dealer. Detailed Satellite instructions are included with the dealer installed kit. Dealer
installed satellite kit not available in Canada. Page 29 Fade controls to adjust levels. The kit to
enable the Satellite reception is available through your Ford dealer. Detailed satellite
instructions are included with the dealer installed kit. Page 31 12 cm 4. Due to technical
incompatibility, certain recordable and re-recordable compact discs may not function correctly
when used in Ford CD players. Page 32 Satellite Radio. Irregular shaped CDs, CDs with a
scratch protection film attached, and CDs with homemade paper adhesive labels should not be
inserted into the CD player. Using the right bulbs Replacement bulbs are specified in the chart
below. Headlamp bulbs must be marked with an authorized Mustang mus Owners Guide
postfmt USA English fus Page 41 For bulb replacement, see a qualified service technician or
your dealer. Replacing headlamp bulbs To remove the headlamp bulb: 1. Make sure headlamp
switch is in the OFF position, then open the hood. Make sure the headlamp control is in the OFF
position and open the hood. Disconnect the electrical connector and pull the bulb straight out.
Install the new bulb in reverse order. Replacing tail lamp bulbs For bulb replacement, see a
dealer or qualified technician. Remove bulb socket by turning counterclockwise. Carefully pull
the bulb out from the socket. Install new bulb s in reverse order. Attach the new wiper to the
wiper arm and press it into place until a click is heard. Replace wiper blades every 6 months for
optimum performance. Exceeding these limits will result in a blown fuse. Press completely
down on the bottom part of the rocker switch and release quickly. Press again to stop. Do not
use the speed control in heavy traffic or on roads that are winding, slippery or unpaved. COAST
Mustang mus Owners Guide postfmt USA English fus Page 51 Mobile Communication
Equipment includes, but is not limited to cellular phones, pagers, portable email devices, in
vehicle communications systems, telematics devices and portable two-way radios. Also, do not
lower the top when the top material is wet. Push the convertible top switch on the console in
front of the armrest and hold until the top is completely stored. Disengage the parking brake.
Insert boot tongue into groove located on rear of seat. To remove, unfasten the snaps or pivot
latches and the boot tongue. Pull forward and lift off. Raise the front and rear side windows.
Small children are particularly at risk. Unlocking the doors 1. Note: The interior lamps will
illuminate. The doors will lock, then unlock, to confirm that the programming mode has been
exited. Illuminated entry The interior lamps illuminate when the remote entry system is used to
unlock the door s or sound the personal alarm. Note: The SecuriLock passive anti-theft system
is not compatible with non-Ford aftermarket remote start systems. Use of these systems may
result in vehicle starting problems and a loss of security protection. Automatic disarming
Switching the ignition to the 4 ON position with a coded key disarms the vehicle. To program
additional new unprogrammed key s , repeat this procedure from Step 1 for each additional key.
Do not pile cargo higher than the seatbacks to avoid injuring people in a collision or sudden
stop. Press the control to move the seat forward, backward, up or down. When raising the
seatback s , make sure you hear the seat latch into place. Make sure the tongue is securely
fastened in the buckle. Failure to replace the Belt and Retractor assembly could increase the
risk of injury in collisions. Refer to Safety restraints for children or Safety seats for children
later in this chapter. How to disengage the automatic locking mode Ford Motor Company

recommends that all safety belt assemblies and attaching hardware should be inspected by a
qualified technician after any collision. Page 75 Safety belt warning light and indicator chime
The safety belt warning light illuminates in the instrument cluster and a chime sounds to remind
the occupants to fasten their safety belts. Within seven seconds of the safety belt warning light
turning off, buckle then unbuckle the safety belt. All safety belt assemblies, including retractors,
buckles, front seat belt buckle assemblies, buckle support assemblies slide bar-if equipped ,
shoulder belt height adjusters if equipped , shoulder belt guide Mustang mus Owners Guide
postfmt USA English fus Page Air Bags if equipped , child safety seat LATCH and tether
anchors, and attaching hardware, should be inspected after a collision. Ford Motor Company
recommends that all safety belt assemblies in use in vehicles involved in a collision be
replaced. See your Ford or Lincoln Mercury dealer. Modifying or adding equipment to the front
end of the vehicle including frame, bumper, Routine maintenance of the air bag is not required.
Booster seats position a child so that safety belts fit better. Ford recommends the use of a child
safety seat having a top tether strap. Page 92 1. Position the child safety seat in a seat with a
combination lap and shoulder belt. Children 12 and under should be properly restrained in the
rear seat whenever possible. To put the retractor in the automatic locking mode, grasp the
shoulder portion of the belt and pull downward until all of the belt is extracted and a click is
heard. Contact the manufacturer of your child seat for information about ordering a tether strap.
Locate the correct anchor for the selected seating position as shown previously. Access tether
anchors located behind the seatback and pull away vinyl flap to expose anchors. Clip the tether
strap to the anchor as shown. See Attaching safety seats with tether straps in this chapter. One
pair of anchors are provided for each rear designated seating position. They snap onto the
LATCH lower anchors in the seat to help attach a child seat with rigid attachments. Page Driving
This system meets all Canadian Interference-Causing Equipment standard requirements
regulating the impulse electrical field strength of radio noise. Make sure all occupants buckle
their safety belts. For more information on safety belts and their proper usage, refer to the
Seating and Safety Restraints chapter. Make sure the headlamps and electrical accessories are
off. Make sure the parking brake is set. Push the clutch pedal to the floor. If a light fails to
illuminate, have the vehicle serviced. Take precautions to avoid its dangerous effects. If you
smell exhaust fumes inside your vehicle, have your dealer inspect your vehicle immediately. Do
not drive if you smell exhaust fumes. Parking brake To set the parking brake 1 , pull the parking
brake handle up as far as possible. Apply the parking brake, turn ignition key to LOCK, then
remove the key. Insert the key and turn it to OFF. Apply the brake pedal and shift to N Neutral.
Once you place the gearshift lever securely into position, gradually release the brake pedal and
use the accelerator as necessary. Turn the ignition to the LOCK position and remove the key
whenever you leave your vehicle. Do not rock the vehicle if the engine is not at normal
operating temperature or damage to the transmission may occur. Parking your vehicle 1. Apply
the brake and shift into the neutral position. Fully apply the parking brake, then shift into 1 First.
Turn the ignition off. Have the fluid checked and, if water is found, replace the fluid. The total
load on each axle must never exceed its GAWR. For an 11, lbs. Page Hazard Flasher Switch 1.
Turn the ignition OFF. Check the fuel system for leaks. If no leaks are apparent, reset the switch
by pushing in on the reset button. Turn the ignition ON. The use of tire sealants may damage
your tires. If the dissimilar spare tire or wheel is damaged, it should be replaced rather than
repaired. Page 2. Activate the hazard flashers. Place the gearshift lever in P Park automatic
transmission or R Reverse manual transmission. Set the parking brake. Turn off the ignition.
Remove the center ornament if equipped from the wheel. Loosen each wheel lug nut one-half
turn counterclockwise but do not remove them until the wheel is raised off the ground. Lower
the wheel by turning the jack handle counterclockwise. Do not use an impact wrench with the
anti-theft key. Use only Ford recommended replacement fasteners. When a wheel is installed,
always remove any corrosion, dirt or foreign materials present on the mounting surfaces of the
wheel or the surface of the front disc brake hub and rotor that contacts the wheel. Page 1. Note:
In the illustrations, lightning bolts are used to designate the assisting boosting battery. Connect
the negative - cable to the negative - terminal of the assisting battery. Start the engine of the
disabled vehicle. Once the disabled vehicle has been started, run both engines for an additional
three minutes before disconnecting the jumper cables. Do not tow with slingbelt or wheel lift
equipment. Ford Motor Company has not approved a slingbelt or wheel lift equipment towing
procedure. If the vehicle is towed by other means or incorrectly, vehicle damage may occur.
Away from home If you own a Ford or Mercury vehicle and are away from home when your
vehicle needs service, or if you need more help than the dealership could Page Ford Customer
Relationship Center to find an authorized dealership to help you. In the United States Page In
some states in the U. Ford is also allowed a final repair attempt in some states. In the United
States, a warranty dispute must be Page Customer Assistance time, distance and deductible

combinations which can be tailored to fit your own driving needs. Ford ESP also offers
reimbursement benefits for towing and rental coverage. The dealership Board member is
chosen from Ford and Lincoln Mercury dealership management, recognized for their business
leadership qualities. Your dealership and a Ford Motor Company representative will then be
asked to submit statements. The decisions of the Board are binding on Ford and, in some
cases, on the dealer but not on consumers who are free to pursue other remedies available to
them under state or federal law. In the United States, using leaded fuel may also result in
difficulty importing your vehicle back into the U. Page Reporting Safety Defects U. If NHTSA
receives similar complaints, it may open an investigation, and if it finds that a safety defect
exists in a group of vehicles, it may order a recall and remedy campaign. The dull finish in this
area helps protect the driver from undesirable windshield reflection. Dry the area with a soft
cloth. These quality products have been specifically engineered to fulfill your automotive needs;
Set the parking brake and shift to P Park. Turn off the engine and remove the key. Block the
wheels. Inside the vehicle, pull the hood release handle located under the bottom left corner of
the instrument panel. Go to the front of the vehicle and release the auxiliary latch that is located
under the front center of the hood. Lift the hood and secure it with the prop rod. Power
distribution box 5. Windshield washer fluid reservoir 6. Battery 7. Power steering fluid reservoir
8. Engine coolant reservoir 9. Air filter assembly Windshield washer fluid reservoir 5. Battery 6.
Engine coolant reservoir 7. Engine oil filler cap 9. Engine coolant reservoir 8. Power steering
fluid reservoir 9. Set the parking brake and ensure the gearshift is securely latched in P Park
automatic transmissions or 1 First manual transmissions. Open the hood. Protect yourself from
engine heat. Locate and carefully remove the engine oil level indicator dipstick. Some oil must
be removed from the engine by a service technician. Page Battery If a replacement oil filter is
used that does not meet Ford material and design specifications, start-up engine noises or
knock may be experienced. It is recommended you use the appropriate Motorcraft oil filter or
another brand meeting Ford specifications for your engine application. Page 15 minutes and get
prompt medical attention. If acid is swallowed, call a physician immediately. Battery posts,
terminals and related accessories contain lead and lead compounds. Wash hands after
handling. When the engine is cool, wrap a thick cloth around the cap. Slowly turn cap
counterclockwise until pressure begins to release. Step back while the pressure releases. Wrap
a thick cloth around the radiator cap and cautiously remove the radiator cap. Check the coolant
level in the reservoir before you drive your vehicle the next few times with the engine cool. Fuel
such as gasoline is highly toxic and if swallowed can cause death or permanent Mustang mus
Owners Guide postfmt USA English fus Page Care should be taken to avoid inhaling excess
fumes. The flow of fuel through a fuel pump nozzle can produce static electricity, which can
cause a fire if fuel is pumped into an ungrounded fuel container. Repairs to correct the effects
of using an aftermarket product in your fuel may not be covered by your warranty. Running out
of fuel Avoid running out of fuel because this situation may have an adverse affect on
powertrain components. Page â€” high each time the tank is filled. Refer to Lubricant
specifications in this chapter. Follow the recommended maintenance schedule and owner
maintenance checks found in your vehicle scheduled maintenance guide. Do not park, idle, or
drive your vehicle in dry grass or other dry ground cover. Page No additional vehicle service is
required. Refer to the scheduled maintenance guide for the service interval schedules. If the
fluid is low, add fluid in small amounts, continuously checking the level until it reaches the
correct operating range. Be sure to put the cap back on the reservoir. Drive the vehicle 30 km 20
miles or until it reaches normal operating temperature. Park the vehicle on a level surface and
engage the parking brake. The use of these materials may affect transmission operation and
result in damage to internal transmission components. Add enough fluid through the filler
opening to bring the fluid up to the recommended levels. Install and tighten the fill plug
securely. Use only fluid that meets Ford specifications. Page Excessive speed, underinflation,
or excessive loading, either separately or in combination, can cause heat buildup and possible
tire failure. Maximum Load Dual lbs. Ford recommends the use of a digital or dial type tire
pressure gauge rather than a stick type tire pressure gauge. Page Sometimes irregular tire wear
can be corrected by rotating the tires. Page Tire Replacement Requirements Your vehicle is
equipped with tires designed to provide safe ride and handling capability. Use of any tire or
wheel not recommended by Ford can affect the safety and performance of your vehicle, which
could result in an increased risk of loss of vehicle control, vehicle rollover, personal injury and
death. Page Snow tires must be the same size and grade
cavalier intake manifold
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as the tires you currently have on your vehicle. Do not remove these components from your
vehicle when using snow tires and chains. Replace the PCV valve with one that meets Ford
material and design specifications for your vehicle, such as a Motorcraft or equivalent
replacement part. Add ml 4 oz. Ensure the correct automatic transmission fluid is used.
Transmission fluid requirements are indicated on the dipstick or on the dipstick handle. Ford
design rear axles contain a synthetic lubricant that does not require changing unless the axle
has been submerged in water. Page The following table tells you which transmission or
transaxle each code represents. The following is a list of several Genuine Ford Accessory
products for your vehicle. Not all accessories are available for all models. For a This manual is
also suitable for: Mustang mustang. Print page 1 Print document pages. Cancel Delete. Sign In
OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

