2004 jeep grand cherokee service manual

See also: Jeep Factory Service Manuals. The legendary American SUV is designed for many
years of glory. Of course, those who acquire such cars, count on many years of easy operation
of the car, a high level of responsiveness and safety of transport. In addition, the Jeep Grand
Cherokee perfectly emphasizes the position of a person in society, without a word hinting at his
good wealth and social ties. Of course, a person sitting behind the wheel of a Jeep Grand
Cherokee will be attentive to technology, try to avoid mistakes during operation and repair. Any
questions and tasks that sooner or later may arise before the car owner regarding the use,
maintenance, diagnostics and repairs, as well as electrical equipment of the machine, are
detailed in these manuals â€” these are complete repair manuals for Jeep Grand Cherokee ,
written by real professionals. So the manual can be recommended not only to the owners of the
jeep, but also to the auto service masters who want to achieve perfection in their work. The
pages of the manual deals with cars manufactured since , including the latest modifications of
This repair manual for Jeep Grand Cherokee is specially created taking into account the fact
that users will practice it and apply new knowledge about the car in life. That is why there are so
many illustrative materials in the directory, and the content is presented logically and
consistently, there is an index to facilitate searching through the book. This service manual
includes not only the basic data, it also contains important tips, discusses the little things
needed by the car enthusiast, and also has recommendations that are useful to the masters. In
addition to the chapter on precautionary measures during the repair, maintenance or control of
vehicles, introductory data on the Jeep Grand Cherokee and review of the design of this
magnificent car, other topics are also included. In the first place â€” this is the owners manual
of the Jeep Grand Cherokee, thanks to which you can learn more about all the capabilities of the
car and use it to your advantage given the full working potential. There is also a chapter on Jeep
maintenance, which describes preventive procedures for the car, checks, inspections, relevant
illustrations and recommendations. Wiring diagrams Jeep Grand Cherokee WK2 â€” another
important point that you should pay attention to when getting acquainted with this manual.
Repair of such a fundamental technique as the Jeep Grand Cherokee , of course, requires some
effort, as well as knowledge and skills. But at the expense of this manual, you can achieve
excellent results even for a novice repairman or attentive car enthusiast who wishes to identify
and fix possible malfunctions with the machine on his own. The manual deals with various
cases of problems with illustrative examples of their step-by-step liquidation with minimal
effort. All content on the site Carmanualsclub. The site administration does not bear any
responsibility for illegal actions, and any damage incurred by the copyright holders. Your email
address will not be published. Save my name, email, and website in this browser for the next
time I comment. This site uses Akismet to reduce spam. Learn how your comment data is
processed. Necessary cookies are absolutely essential for the website to function properly. This
category only includes cookies that ensures basic functionalities and security features of the
website. These cookies do not store any personal information. Any cookies that may not be
particularly necessary for the website to function and is used specifically to collect user
personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Jeep Grand Cherokee. Leave a Reply Cancel reply Your email address will not be
published. This website uses cookies to improve your experience. We'll assume you're ok with
this, but you can opt-out if you wish. Accept Reject Read More. Close Privacy Overview This
website uses cookies to improve your experience while you navigate through the website. Out
of these, the cookies that are categorized as necessary are stored on your browser as they are
essential for the working of basic functionalities of the website. We also use third-party cookies
that help us analyze and understand how you use this website. These cookies will be stored in
your browser only with your consent. You also have the option to opt-out of these cookies. But
opting out of some of these cookies may affect your browsing experience. Necessary
Necessary. Non-necessary Non-necessary. This manual is specific to a Jeep Grand Cherokee.
RepairSurge is compatible with any internet-enabled computer, laptop, smartphone or tablet
device. It is very easy to use and support is always free. We wish we could just show you the
entire manual before you buy, but our publishing agreement with the auto manufacturers
prevents this. We know this sounds crazy. It's a stupid rule in our opinion, but they authorize
our manuals and that's what their lawyers require. Here are some of the comments we have
received from users of RepairSurge. These customers have agreed to allow us to publicly
display their testimonials. We know buying anything online is a risk. Once again, we wish we
could just show you the entire manual before you buy, but our publishing agreement with the
auto manufacturers prevents this. We'll get you the repair information you need, every time, or
your money back. Manufacturer: Jeep. Model: Grand Cherokee. Production Year: Step by Step
Instructions. Comprehensive Diagrams. Diagnostic Procedures. Wiring Diagrams. Here is what

you'll get. Step-by-step factory recommended repair instructions. Unlimited access to personal
support reps who are always available to assist you. We can answer your questions about using
the software or help you find the specific information you need for your Jeep Grand Cherokee.
Free real-time updates! Your manual is updated with revised information as soon as it is
released. Access on your terms. Unlimited access to your Jeep Grand Cherokee manual on a
yearly basis. We'll get you the repair information you need, every time, or we'll refund your
purchase in full. Can I see what the manual looks like? See our guarantee below. You are
protected in case the manual turns out to not be what you need. What Satisfied Mechanics Are
Saying. Exactly as advertised, quick and easy transaction. Get Your Manual. Your satisfaction is
guaranteed and your online transaction is protected by safe and secure SSL encryption
technology. There will be moments in your life when you and your car will fall out. Breaking
down is inevitability with all cars in time. It may just be a small fault and sometimes something
much bigger. When you download the PDF manual you will notice a series of diagrams and
images of the very part of your car you are attempting to fix. You can easily access any part of
the manual to go straight to the problem. If you have a problem with your electrics, you will see
full circuit diagrams displaying where fuses should go and where the fuse box itself is located.
Everything is written down and clearly shown in diagrams that will match exactly what you are
looking at when you are under the bonnet of your Jeep Grand Cherokee It is inevitable that one
day you will encounter a problem with your Jeep Grand Cherokee, if you do not then you are
very lucky. Many people feel if they download the service repair manual they will have the peace
of mind knowing that they a manual to hand ready in case the car needs a spot of urgent repair.
The Jeep Grand Cherokee service manual will show you which tools to use and how simple it
will be to perform a first oil change, spark plug change, or air filter swap. You should always
avoid using the wrong tool or screwdriver in a vehicle as you could end up damaging screws
and nuts for good by shearing off the edges. The Jeep Grand Cherokee service manual will
show you which tools and size to use. Therefore you are always well prepared before you even
go outside and into your garage to carry out that repair for free. It will be the best decision you
ever make. Please click on below link to download your manual instantly:. Search for:. We have
Jeep Cherokee manuals covering a total of 62 years of production. This like all of our manuals
is available to download for free in PDF format. How to download a Jeep Cherokee Repair
Manual for any year. In total, that's over pages of content dedicated to your Jeep Cherokee. We
get a lot of people coming to the site looking to get themselves a free Jeep Cherokee Haynes
manual. We'll send you a quick email a new Jeep Cherokee document is added. Spam free:
Maximum of 1 email per month. Get your hands on the complete Jeep factory workshop
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Brochure 17 Pages. Get notified when we add a new Jeep Cherokee Manual Notify me. Get
notified when we add a new JeepCherokee Manual. Notify me. We cover 60 Jeep vehicles, were
you looking for one of these? Quick Links Download this manual. Table of Contents. This is a
specialized utility vehicle designed for both on-road and off-road use. It can go places and
perform tasks for which conventional two-wheel drive vehicles were not intended. Page 5 and
the narrower track, if this vehicle is out of control it may roll over when some other vehicles
may not. Do not attempt sharp turns or abrupt maneuvers or other unsafe driving actions that
can cause loss of vehicle control. When it comes to service, remember that your authorized
dealer knows your vehicle best, has the factory-trained technicians and genuine Mopar parts,
and is interested in your satisfaction. If you do not read this entire manual you may miss
important information. Any modifications or alterations to this vehicle could seriously affect its
roadworthiness and safety and may lead to an accident resulting in serious injury or death. If
you received your keys without the bag, ask your authorized dealer to give you the number. The
key code can also be obtained by your authorized dealer from your vehicle invoice. Always
remove the key from the ignition, and lock all doors when leaving the vehicle unattended. Page
Important Note About Service If the SKIS indicator light comes on during normal vehicle
operation it has been running for longer than 10 seconds a fault has been detected in the
electronics and the vehicle should be serviced as soon as possible. A blank key is one which
has never been programmed. Customer Key Programming You can program new keys to the
system if you have two valid keys by doing the following Page Illuminated Entry 2. This device
must accept any interference that may be received, including interference that may cause
undes- ired operation. They will remain on for about 30 seconds after all doors are closed then
fade to off. The emergency liftgate latch release can be accessed through a snap-in cover

located on the liftgate trim panel. Driving with the flipper glass open can allow poi- sonous
exhaust gases into your vehicle. Once locked, the rear doors cannot be opened from the inside
until the lock lever has been released. If you push up on the lever on the open edge of the door
it cannot be opened from the inside of the vehicle. Page 19 As a safety feature, the power door
lock switch will not lock when the door is open and the key is in the ignition. However, both
front doors can be opened using the inside door handle. See your authorized dealer. NOTE: Do
not touch the battery terminals that are on the back housing or the printed circuit board. Test
the transmitter operation. When the alarm is activated, the system provides both audible and
visual signals. The door will be locked but the Security Alarm will not arm. Page Auto Down
Feature - If Equipped The window lock switch located next to the power door lock switch allows
you to disable the rear passenger window switches that are located on the rear door trim
panels. This is a normal occur- rence and can be minimized. If the buffeting occurs with the
sunroof open, adjust the sunroof opening to minimize the buffeting. Some of the worst injuries
happen when people are thrown from the vehicle. Seat belts reduce the possibility of ejection
and the risk of injury caused by striking the inside of the vehicle. Enter the vehicle and close the
door. Sit back and adjust the seat. The seat belt latch plate is above the back of your seat.
Grasp the latch plate and pull out the belt. Slide the latch plate up the webbing as far as
necessary to make the belt go around your lap. The lap portion could ride too high on your
body, possibly causing internal injuries. Always buckle your belt into the buckle nearest you.
Position the shoulder belt on your chest so that it is comfortable and not resting on your neck.
The retractor will withdraw any slack in the belt. When you release the anchorage, try to move it
up or down to make sure that it is locked in position. Energy Management Feature This vehicle
has a safety belt system with an energy management feature in the front seating positions to
help To remove slack, pull the loose end of the webbing. Page Seat Belt Extender Seat Belt
Extender If a seat belt is too short, even when fully extended and when the adjustable upper
shoulder belt anchorage if equipped is in its lowest position, your authorized dealer can provide
you with a seat belt extender. This extender should be used only if the existing belt is not long
enough. NOTE: The front airbags are certified to the Federal regulations that allow less forceful
deployment. The front airbags have a multi stage inflator design. This allows the airbag to have
different rates of inflation that are based on collision severity. You may damage the airbags and
you could be injured be- cause the airbags are not there to protect you. These protective covers
for the airbag cushions are de- signed to open only when the airbags are inflating. Children 12
years and under should always ride buckled up in a rear seat. Infants in rear facing child
restraints should NEVER ride in the front seat of a vehicle with a passenger airbag. An airbag
deplyment could cause severe injury or death to infants in that position. The airbags work with
your seat belt to restrain you properly. Always wear your seat belts even though you have
airbags. Based on the level of collision severity, the front control module determines the proper
rate of inflation. Page 41 units. A large quantity of nontoxic gas is generated to inflate the front
airbags. Different airbag inflation rates are possible, these rates are determined by the front
airbag control module based on collision severity. The steering wheel hub trim cover and the
upper right side of the instrument panel separate and fold out of the way as the bags inflate to
their full size. NOTE: A frontal collision that is not severe enough to need airbag protection will
not activate the system. Have the airbags replaced by an authorized dealer as soon as possible.
The airbag system is designed to be maintenance free. Page 45 enough for an adult seat belt. It
could come loose in a collision. The child could be badly injured or killed. The LATCH system
provides for the installation of the child restraint without using the vehicle seat belt. The two
rear outboard seating positions have exclusive lower anchorages located at the rear of the seat
cushion. Page 49 and between the two posts. Attach the tether strap hook to the anchor loop.
Child restraints systems having attachments designed to connect to the lower anchorages are
now available. The tether strap should be routed under the center of the head restraint and
attached to the tether anchor above the rear liftgate opening behind each rear outboard seat.
Drive moderately during the first miles km. While cruising, brief full-throttle acceleration, within
the limits of local traffic laws, contributes to a good break-in. If the vehicle is stopped in an open
area with engine running for more than a short period, adjust the ventilation system to force
fresh, outside air into the vehicle. You should feel the air directed against the windshield. Page
57 To Resume Speed A two-point pivot system allows for horizontal and vertical adjustment of
the mirror. The mirror should be adjusted while set in the day position toward windshield. You
can turn the feature on or off by pressing the button at the base of the mirror. A light in the
button will indicate when the dimming feature is activated. Page Exterior Mirrors Folding
Feature Exterior Mirrors Folding Feature All exterior mirrors are hinged and may be moved
either forward or rearward to resist damage. The hinges have three detent positions; full
forward, full rearward, and normal. Outside Mirrors To receive maximum benefit, adjust the

outside mirrors to center on the adjacent lane of traffic with a slight overlap of the view obtained
on the inside mirror. Adjusting a seat while the vehicle is moving is dangerous. The sudden
movement of the seat could cause you to lose control. The seat belt might not be properly
adjusted and you could be injured. Adjust any seat only while the vehicle is parked. Front
Manual Seat Adjustment Move the seat forward or rearward using the adjustment bar. In a
collision, people riding in these areas are more likely to be seriously injured or killed. Do not
ride with the seatback reclined so that the shoulder belt is no longer resting against your chest.
In a collision you could slide under the seat belt and be seriously injured or even fatally injured.
Use the recliner only when the vehicle is parked. Pull up on the lever to recline the seat. Do not
put anything under a power seat. It may cause damage to the seat controls. Power Lumbar The
power lumbar control is located on the outboard side of the seat. Use this switch to increase or
decrease the desired amount of lumbar support. Use this switch to recline the seatback and to
return the seatback to the upright position. Do not ride with the seatback reclined so that the
seat belt is no longer resting against your chest. Use the pull straps available on each seat
cushion section; pull the strap forward and pivot the cushion forward flush with the front
seatback. Page 73 NOTE: When lifting up on the release handle, the seatback will release easier
if you do not pull forward on the seatback; only lift up on the release handle until the seatback
disengages, then fold the seat forward. Then reach under the hood and pull upward on the
safety latch and lift the hood. If the hood is not fully latched, it could fly up when the vehicle is
moving and block your forward vision. Be sure all hood latches are fully latched before driving.
LIGHTS Interior Lighting The interior lighting consists of courtesy lights mounted below the
instrument panel, an overhead console light assembly which contains both driver and
passenger reading lights, reading lights located above the rear Page Headlights And Parking
Lights Headlights and Parking Lights Turn the end of the multi-function control lever to the first
detent for parking light operation. Turn to the second detent for headlight operation. Page Mist
delay range, the wiper will operate for several seconds after the lever is released, and then
resume the intermit- tent interval previously selected. If the lever is pulled while in the OFF
position, the wipers will operate for several wipe cycles, then turn off. Sudden loss of visibility
through the windshield could lead to an accident. The Rain Sensor is located above the rear
view mirror and reacts to any moisture present in the area of the sensor. Page 83 Since the rain
sensor is designed to detect NOTE: moisture, road spray, smashed bugs, and moisture from
passing trucks may occasionally cause the wipers to cycle if the lever is in AUTO. Release the
lever to lock the wheel firmly in place. Page 85 Press the top of the button to move the pedals
rearward toward the front of the vehicle. Press the bottom of the button to move the pedals
forward toward the driver. Leaving the Speed Control ON when not in use is dangerous. You
could accidentally set the system or cause it to go faster than you want. You could lose control
and have an accident. The reading lights are activated by pressing on the recessed area of the
corresponding lens. Sensors, mounted to each wheel as part of the valve stem transmit tire
pressure readings to a receiver located in the over- head console. Page 93 1. It will then go into
the tire pressure display screen and flash the pres- sure value of the tire that is low or high. TPM
system function is temporarily unavailable due to external electromagnetic interference, such
as electronic devices or nearby radio or TV towers. Operation is subject to the following
conditions: 1. This device may not cause harmful interference 2. This device must accept any
interference that may be received, including interference that may cause undes- ired operation
Changes or modifications not expressly approved by the As you continue the displayed
information will be shown in the selected language. Display U. Page 97 the liftgate will unlock at
the first press of the remote keyless entry unlock button. Remote Linked To Memory? The
headlights will also turn off when the wipers are turned off if they were turned on in this way. If
either of these timers expire, the EVIC will abort the training procedure. Return magnet to
storage location. NOTE: Tires heat up during normal driving conditions. Heat will cause the tire
pressure to increase from 2 to 6 psi 14 to 41 kPa during normal driving conditions. Page NOTE:
To ensure proper compass calibration, make sure the compass variance is properly set before
manu- ally calibrating the compass. Refer to Variance Map. The last variance zone number will
be displayed. Before programming HomeLink to a garage door opener or gate operator, make
sure that people and objects are out of the way of the device to prevent potential harm or
damage. When programming a garage door opener, it is advised to park outside of the garage.
Vehicle exhaust contains carbon monoxide, a danger- ous gas. Do not release the buttons until
the next step has been completed. At the garage door opener receiver motor-head unit in the
garage, locate the learn or smart button. This can usually be found where the hanging antenna
wire is attached to the motor-head unit. Similar to this Canadian law, some U. Page Closing
Operation Closing Operation To close the sunroof from an open position, press the switch
forward and hold it until the sunroof glass comes to a complete stop. Releasing the switch at

any time in this mode will cause the sunroof to stop at the current position. It can also be
opened and closed manually without activating the sunroof. This will allow you to enjoy the
warmth of the sun during the winter months. Pull lightly on the tab of the plastic cover to access
the outlet. It can be reinstalled with the larger cup depression towards the passenger seat, but
the top surface will not be flush with the console surface. In an accident a cargo cover loose in
the vehicle could cause injury. It could fly around in a sudden stop and strike someone in the
vehicle. Do not store the cargo cover on the cargo floor or in the passenger compartment. In a
sudden stop or colli- sion a hook could pull loose and allow the child seat to come loose. A
child could be badly injured. Use only the anchors provided for child seat tethers. Be sure that
the total occupant and luggage load inside the vehicle, plus the load on the luggage rack, do not
exceed the rated vehicle capacity. This vehicle is not equipped with roof rack cross rails as
built, unless ordered as optional equipment. Cargo must be securely tied before driving your
vehicle. Improperly secured loads can fly off the vehicle, particularly at high speeds, resulting in
personal injury or property damage. Voltmeter Indicates available battery voltage and charging
system operation. The lower red zone shows that the battery charge may be too low to start the
engine. With the engine running, the normal operating range is between 11 and 15 volts.
Prolonged gage readings be- tween undercharge or above 15 overcharge indi- cate possible
malfunction of the generator, voltage regu- lator or battery. Oil Pressure Gage Indicates the
engine oil pressure. This gage does not measure oil level. Pressure varies with engine speed,
temperature, and oil viscosity. Normal oil pressure will be midway between the lowest and
highest limit marks. Page either too high or too low. Examine the gages carefully, and follow the
instructions above for each indicated problem. NOTE: When the ignition switch is turned to
OFF, the fuel gage, voltmeter, oil pressure, and temperature gages will not show any readings.
When the engine is not running, turn the ignition switch to ON to obtain accu- rate readings.
Driving with a hot cooling system could damage your vehicle. If the temperature gage reads
high, pull over and stop the vehicle. Idle the vehicle with the air conditioner turned off until the
pointer drops back into the normal range. Page Seat Belt Indicator Light When the ignition
switch is first turned ON, this light will turn on for 5 to 8 seconds as a bulb check. After the bulb
check or when driving, if the driver seat belt remains unbuckled, the Seat Belt Warning Light will
flash or remain on continuously. Low Fuel Warning Light When the fuel level reaches
approximately 1. Gallons 6L this light will come on and remain on until fuel is added. A digital
readout shows the time in hours and minutes whenever the ignition switch is in the ON or ACC
position and the time button is pressed. When the ignition switch is in the OFF position, or
when the radio frequency is being displayed, time keeping is accurately maintained. They
mainly affect the wave amplitude, and thus remain a part of the AM reception. They interfere
very little with the frequency variations that carry the FM signal. Press the top of the button to
seek up and the bottom to seek down. The operating mode will be displayed next to the station
frequency. The display will show ST when a stereo station is received. The unit will continue in
radio mode. The disc can be ejected with the radio and ignition OFF. Turn the volume control to
the right to increase the volume. The radio will remain tuned to the new station until you make
another selection. SET 1 will now show in the display window. Page Tape Player Operation Tape
Player Operation Insert the cassette with the exposed tape side toward the right and the
mechanical action of the player will gently pull the cassette into the play position. NOTE: When
subjected to extremely cold temperatures, the tape mechanism may require a few minutes to
warm up for proper operation. The tape will rewind until the button is pressed again or until the
beginning of the tape is reached. At the beginning of the tape, the tape will play in the opposite
direction. If you insert a disc with the ignition ON and the radio off, the display will show CD and
the time of day will be displayed. The RW Reverse button works in a similar manner. This
feature plays the selections on the currently playing compact disc in random order to provide
an interesting change of pace. These satellite channel pre-set stations will not erase any AM or
FM pre-set memory stations. Follow the memory pre-set procedures that apply to your radio.
Page 1. Open the CD changer compartment located in the right rear cargo area. Slide the CD
changer door all the way to the right. Gently remove the magazine by pulling it up and out of the
CD changer. Close the CD changer door by sliding it to the left. Loading Discs into the Magazine
Gently slide the discs into the magazine with the disc label in the direction indicated on the
magazine label up to 10 discs. If a CD adaptor for 3 inch 8 cm discs is used, the disc will not be
ejected. Removing Discs from the Magazine To remove the disc, gently press on the exposed
edge of the disc. Insert the magazine into the changer slot with the writing on the magazine
label facing in the same direc- tion as the word Jeep on the changer door disc loading slots
facing to the right. Slide the changer door to the left to close the changer door. Page Radio
Operation mode of the sound system. Pressing the top of the rocker switch will increase the
volume and pressing the bottom of the rocker switch will decrease the volume. Pressing the

bottom of the switch once will go to the beginning of the current track or to the beginning of the
previous track if it is within one second after the current track begins to play. Keep the cassette
tape away from direct sunlight, heat and magnetic fields such as the radio speakers. Before
inserting a tape, make sure that the label is adhering flatly to the cassette. A loose tape should
be corrected before use. To rewind a loose tape, insert the eraser end of a pencil into the tape
drive gear and twist the pencil in the required directions. Do not expose the disc to direct
sunlight. Do not store the disc where temperatures may become too high. Recirculation The
recirculation feature can be selected with the mode control knob. Defrost Air is directed to the
windshield through the outlets at the base of the windshield. NOTE: To improve fuel economy,
leave in defrost only when necessary. Should the de- sired comfort level require air
conditioning, the system will automatically make the adjustment. You may notice the blower
speed getting lower as the difference between the driver and passenger temperature settings
gets larger. However, the fan will engage immediately if the defrost mode is selected or if you
select a fixed blower speed. Window Fogging Vehicle windows tend to fog on the inside in mild
rainy or humid weather. Page Rear Window Defroster If the liftgate flipper glass is open,
connection to the rear window wiper is interrupted preventing activation of the rear wiper blade.
When the liftgate flipper glass is closed, the rear wiper switch or the ignition switch needs to be
turned OFF and ON to restart the rear wiper. For about five more minutes of operation, push the
button again. To prevent excessive battery drain, use the defroster only when the engine is
operating. The push button also activates the heated exterior mirrors, if so equipped. Page Tire
Spinning Do not leave children or animals inside parked vehicles in hot weather. Interior heat
build up may cause serious injury or death. Never pour fuel or other flammable liquids into the
throttle body air inlet opening in an attempt to start the vehicle. This could result in a flash fire
causing serious personal injury. Long periods of engine idling, especially at high engine speeds
can cause excessive exhaust tempera- tures which can damage your vehicle. Do not leave your
vehicle unattended with the engine running. Start the engine with the selector lever in N Neutral
or P Park position. Page Gear Ranges NOTE: Even if the transmission can be reset, it is
recommend that you see your dealer at your earliest possible convenience. Your dealer has the
proper diag- nostic equipment to determine if the problem could recur. If the transmission is
cannot be reset, dealer service is required. When frequent transmission shifting occurs while
using overdrive, such as when operating the vehicle under heavy load conditions for example,
in hilly terrain, strong head winds, or trailer towing , turning off over- drive will improve
performance and extend transmission life by reducing excessive shifting and heat buildup. If
the transmission temperature gets too hot, the trans- mission may downshift out of Overdrive or
engage overdrive at higher vehicle speeds 4. Page Over Temperature Mode Over Temperature
Mode The transmission electronics constantly monitor the transmission oil temperature. If the
transmission gets too hot, the transmission will change the way it shifts to help control the
condition. This may result in a slightly different feeling or response during normal operation in
D Drive position. The least amount of accelerator pedal pressure to main- tain the rocking
motion without spinning the wheels or racing the engine is most effective. Page mode allows
the front and rear wheels to rotate at different speeds which eliminates driveline binding and
component wear that is normally associated with driving the vehicle in the 4 PART TIME
position on dry hard surfaced roads. This feature provides the safety, security, and convenience
of operating in 4 wheel drive at all times regardless of road conditions. Any difference will
adversely affect shifting and cause damage to the transfer case. Because four wheel drive
provides improved traction, there is a tendency to exceed safe turning and stopping speeds. To
be used for flat towing behind another vehicle. With the vehicle stationary, it may be necessary
to shift from D Drive to R Reverse and back to D Drive after shifting. This will allow full
engagement of the newly selected position. You or others could be injured if you leave the
vehicle unattended with the transfer case in the N Neutral position without first fully engaging
the parking brake. The transfer case N Neutral position disengages both the front and rear
driveshafts from the powertrain and will allow the vehicle to move regardless of the
transmission position. Page Shifting Procedure speed. Additional traction and maximum pulling
power for loose, slippery road surfaces only. The optional Vari-Lok axles are fully automatic and
require no driver input to operate. It does not indicate the degree of brake application. A child or
others could be injured. Children should be warned not to touch the parking brake or the gear
selector lever. The system operates with a separate computer to modulate hydraulic pressure to
prevent wheel lock-up and help avoid skidding on slippery surfaces. This could overheat the
brakes and result in unpredictable braking action, longer stopping dis- tances, or brake
damage. Avoid repeated heavy braking by downshifting the transmission or locking out
overdrive whenever pos- sible. They are not designed for cornering at the same speeds as
conventional 2-wheel drive vehicles any more than low- slung sports cars are designed to

perform satisfactorily in off-road conditions. Page Traction Downhill to help regulate your
speed. If the brakes are required to control vehicle speed, apply them lightly and avoid locking
or skidding the tires. If the engine stalls or you lose headway or cannot make it to the top of a
steep hill or grade, never attempt to turn around. After going off-road it is always a good idea to
check for damage. That way you can get any problems taken care of right away and have your
vehicle ready when you need it. Tires with white sidewalls will have the full TIN including date
code located on the white sidewall side of the tire. Page 3. The resulting figure equals the
available amount of cargo and luggage load capacity. Overloading of your tire is dangerous.
Overloading can cause tire failure, affect vehicle handling, and increase your stopping distance.
Use tires of the recommended load capacity for your vehicle. Never overload them. Economyâ€”
Improper inflation pressures can cause uneven wear patterns to develop across the tire tread.
These abnormal wear patterns will reduce tread life resulting in a need for earlier tire
replacement. Under inflation also increases tire rolling resistance and results in higher fuel
consump- tion. Page High Speed Operation The tire pressure should be checked and adjusted
at least once every month. Check more often if subject to a wide range of outdoor temperatures,
as tire pressures vary with temperature changes. Combining radial ply tires with other types of
tires on your vehicle will cause your vehicle to handle poorly. The instability could cause an
accident. Al- ways use radial tires in sets of four. Never combine them with other types of tires.
When the tread pattern is worn down to these treadwear indicators, the tires should be
replaced. Overloading your vehicle, long trips in very hot weather, and driving on bad roads
may result in greater wear. Some combinations of unapproved tires and wheels may change
suspen- sion dimensions and performance characteristics, resulting in changes to steering,
handling, and brak- ing of your vehicle. Page Alignment And Balance Alignment and Balance
The suspension components of your vehicle should be inspected and aligned when needed, to
obtain maximum tire tread life. There will be a delay between the instant you adjust the air
pressure in a tire and when the system updates the display. The TPM system is not intended to
provide you with notification of rapid air loss. The following chart indicates the TPM system
pressure levels. Install chains on rear tires only. See your authorized dealer for service. If you
experience these symptoms, try another brand of gasoline before consid- ering service for the
vehicle. Gasoline blended with MMT reduces spark plug life and reduces emission system
performance in some vehicles. Damage to the fuel system or emission control system could
result from using an improper fuel tank filler cap gas cap. A poorly fitting cap could let
impurities into the fuel system. And you will find safety tips. Before towing a trailer carefully
review this information to tow your load as efficiently and safely as possible. Improper towing
can lead to an injury accident. Loads balanced over the wheels or heavier in the rear cause the
trailer to sway severely side to side which will cause loss of control of the vehicle and trailer.
This portion of the GTW becomes the tongue weight. Trailer sway control and equalizing hitch
are required for tongue weights above lbs kg. NOTE: If you tow a trailer frequently, especially in
hilly country or when the outdoor temperature is high, we recommend that you change the
transmission fluid at 30, mile 48 km intervals. When pulling a heavy load or driving a fully
loaded vehicle use a premium unleaded fuel to help prevent spark knock. It is necessary to
follow these steps to be certain that the transfer case is fully in N Neutral before recreational
towing to prevent damage to internal parts. Transmission damage may occur if the transmission
is shifted into P Park with the transfer case in N Neutral and the engine running. The bumper
face bar will be damaged. When you activate it, all front and rear directional signals will flash
intermittently. Use it when your vehicle is disabled on or near the road. It warns other drivers to
steer clear of you and your vehicle. Never leave them loose in the vehicle where they could
become dangerous projectiles during a quick stop or collision. It can also be kneeled down
upon and used as ground cover to prevent clothing from getting soiled. Remove the nut and
tire. To Replace the Spare Tire 1. Temporary-use spare tires are for emergency use only.
Temporary-use spare tires have a total tread life of 3, miles 4 km. Be sure to follow the warnings which apply to your spare. You can be injured or killed if you try to change a wheel too
close to moving traffic. Pull far enough off the road to avoid being hit when operating the jack or
changing the wheel. Locate the jack as shown. For the front axle, place it Front Jacking
Location under the axle near the wheel to be changed. For the rear axle, place it under the axle
as shown. Raise the vehicle by turning the jack handle clockwise until the tire clears the
ground. Raising the vehicle higher than necessary can make the vehicle less stable and cause
an accident. It could slip off the jack and hurt someone near it. Page 9. Tighten the lug nuts
securely in a crisscross pattern. Have an authorized service technician check that the torque is
ft. Secure the jack, lug wrench, jack handle and tire in the proper locations. Page NOTE: To start
the vehicle following connection of a booster battery, the Security Alarm System must first be
disabled by cycling a front door key cylinder or by using the keyless entry transmitter. Jump

starting can be dangerous. Do not attempt to push or tow your vehicle to get it started.
Unburned fuel could enter the catalytic converter and, once the engine has started, ignite and
damage the converter and vehicle. Page 4. This system monitors the performance of the
emissions, engine, and automatic transmission control systems. When these systems are
operating properly, your vehicle will provide excellent performance and fuel economy, as well
as engine emis- sions well within current government regulations. Failure to pass could prevent
vehicle registration. Page Replacement Parts ignition key or start the engine. The MIL will not
flash at all and will remain fully illuminated until you turn off the ignition key or start the engine.
You can be badly injured working on or around a motor vehicle. Do only that service work for
which you have the knowledge and the proper equipment. Page The best time to check the
engine oil level is about 5 minutes after a fully warmed engine is shut off or before starting the
engine after it has sat overnight. Overfilling or underfilling the crankcase will cause aeration or
loss of oil pressure. This could damage your engine. Change Engine Oil Road conditions as
well as your kind of driving affect the interval at which your oil should be changed. Page Engine
Oil Selection For best performance and maximum protection for all engines under all types of
operating conditions, the manufacturer recommends engine oils that are API Cer- tified and
meet the requirements of DaimlerChrysler Material Standard MS Improper belt tension can
cause belt slippage and failure. Inspect the drive belt for evidence of cuts, cracks, or glazing
and replace them if there is any sign of damage which could result in belt failure. Damage to the
catalytic converter can result if your vehicle is not kept in proper operating condition. In the
event of engine malfunction, particularly involv- ing engine misfire or other apparent loss of
perfor- mance, have your vehicle serviced promptly. Contin- ued operation of your vehicle with
a severe malfunction could cause the converter to overheat, resulting in possible damage to the
converter and Page Air Conditioner Maintenance To determine the battery charge, check the
battery test indicator if equipped on top of the battery. Refer to the illustration. It is essential
when replacing the cables on the battery that the positive cable is attached to the positive post
and the negative cable is attached to the negative post. Some unapproved refrigerants are
flammable and can explode, injuring you. Other unapproved refrigerants or lubricants can
cause the system to fail, requiring costly repairs. Fluid level should be checked on a level
surface with the engine off to prevent injury from moving parts, and to insure accurate fluid
level reading. Do not overfill. When performing other underhood services, the hood latch,
release mechanism and safety catch should be cleaned and lubricated. The external lock
cylinders should be lubricated twice a year, preferably in the fall and spring. Commercially
available windshield washer solvents are flammable. They could ignite and burn you. Care must
be exercised when filling or working around the washer solution. Exhaust System The best
protection against carbon monoxide entry into the vehicle body is a properly maintained engine
exhaust system. Check the front of the radiator for any accumulation of bugs, leaves, etc. Clean
the radiator by gently spraying water from a garden hose at the back of the core. Check the
engine cooling system hoses for condition and tightness of connection. If a non-HOAT coolant
is introduced into the cooling system in an emergency, it should be replaced with the speci- fied
coolant as soon as possible. The cap should be inspected and cleaned if there is any
accumulation of foreign material on the sealing surfaces. Page See your authorized dealer if the
coolant level drops quickly. Points To Remember NOTE: When the vehicle is stopped after a few
miles of operation, you may observe vapor coming from the front of the engine compartment.
This is normally a result of moisture from rain, snow, or high humidity accumulat- ing on the
radiator and being vaporized when the thermostat opens, allowing hot coolant to enter the Hard
or soft spots, brittle rubber, cracking, tears, cuts, abrasions, and exces- sive swelling indicate
deterioration of the rubber. Pay particular attention to the hoses nearest to high heat sources
such as the exhaust manifold. Page cuts, abrasion, and excessive swelling suggest deterioration of the rubber. Particular attention should be made to examining those hose surfaces
nearest to high heat sources, such as the exhaust manifold. Inspect all hose clamps and
couplings to make sure they are secure and no leaks are present. Overfilling the brake fluid
reservoir can result in spilling brake fluid on hot engine parts and the brake fluid catching fire.
Use only brake fluid that has been in a tightly closed container to avoid contamination from
foreign matter. Do not allow petroleum base fluid to contaminate the brake fluid as seal damage
will result. To check the automatic transmission fluid level properly, the following procedure
must be used: 1. The vehicle must be on level ground. Page least 15 miles 25 km of driving. At
normal operating temperature the fluid cannot be held comfortably be- tween the fingertips.
Operate the engine at idle speed and normal operating temperature. Do not add fluid until the
temperature is elevated enough to produce an accurate reading. Check for leaks. Release
parking brake. To prevent dirt and water from entering the transmission after checking or
replenishing fluid, make certain that the dipstick cap is properly reseated. Recom- mended

tightening torque for drain and fill plugs is 15â€”25 ft. When installing plugs, do not overtighten.
You could damage them and cause them to leak. What Causes Corrosion? Corrosion is the
result of deterioration or removal of paint and protective coatings from your vehicle. Do not use
abrasive or strong cleaning materials such as steel wool or scouring powder, which will scratch
metal and painted surfaces. Use Mopar Vinyl Cleaner to clean vinyl upholstery. Mopar Vinyl
Cleaner is specifically recommended for interior vinyl trim. Do not use silicon based cleaning
products on leather seats. Do not use volatile solvents for cleaning purposes. Many are
potentially flammable, and if used in closed areas they may cause respiratory harm. Do not use
gasoline, turpentine, kerosene, etc. Use the Mopar recommended products or the equivalents.
Under frequent heavy-duty driving conditions, change all lubricants and lubricate body components, all driveline joints and steering linkage more often than in normal service to prevent
excessive wear. Blue Cigar 15 Amp Lt. Page Vehicle Storage center identifies each component
for ease of replacement, if necessary. These, and all other maintenance services included in this
manual, should be done to provide best vehicle performance and reliability. Inspect the engine
air cleaner filter, replace if nec- essary. Drain and refill the front and rear axles. Inspect the
brake linings. Page Miles Kilometers Change the engine oil and engine oil filter. Inspect the PCV
Valve, replace if necessary. Replace the spark plugs. Inspect the engine air cleaner filter,
replace if necessary. Clean and lubricate the brake caliper pins. Drain and refill the front and
rear axle fluid. Inspect the drive belt and replace as needed. Not required if belt was previously
replaced. Page Miles Kilometers Inspect the drive belt and replace as needed. Inspection and
service should also be performed anytime a malfunction is observed or suspected. Retain all receipts. Inspect the engine air cleaner filter, and replace if necessary. Page Miles Kilometers
[Months] Change the engine oil and engine oil filter. Inspect the engine air cleaner filter, and
replace if nec- essary. Inspect the transfer case fluid Selec-Trac Models Only. Drain the transfer
case and refill Quadra-Trac Models Only. Do only that service work for which you have the
proper equipment. If you have any doubt about your ability to pe
2006 saab 9 3 engine diagram
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rform a service job, take your vehicle to a competent mechanic. Take your warranty folder. All
work to be performed may not be covered by the warranty, discuss additional charges with the
service manager. Page The manufacturer has empowered its dealers to make warranty and
repair decisions that ensure you are not inconvenienced. There is no need for you to wait for a
decision from the manufacturer. They will help you keep your vehicle operating at its best. Visa,
Mas- tercard, American Express, and Discover orders are ac- cepted. If you prefer mailing your
payment, please call for an order form. Page Torque Converter Page Temperature Gauge Page
Filters Air Cleaner Page Instrument Cluster Page Lumbar Support Page Pressure Gauge, Oil
Page Sentry Key Page Wheel Nut Torque This manual is also suitable for: grand cherokee
Grand cherokee cherokee. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

