2005 honda accord oil type

Time Required. The engine oil is used as a lubricant that prevents metal parts from rubbing
together and overheating. Keeping your engine oil clean ensures a longer life for your vehicle.
Identify the jack point, located directly underneath your car, in the center portion between the
front two wheels. Pump the lever on the Hydraulic Jack , up and down, until the jack makes
contact with the jack point. Adjust the placement if necessary. Identify the jack points located
behind each front tire. Place a Jack Stand underneath both jack points. Clear the area
underneath the car of people or debris. Make sure the jack stands are properly supporting the
car. Slowly rotate the Hydraulic Jack counter-clockwise to lower it. Half a turn should be
enough. Slide your hand under the hood, just above the Honda logo. Feel for a small
rectangular lever. Pull the lever up, and lift the hood. Be sure to lift the hood all the way up, until
the pneumatic braces hold the hood in place. Set both aside. Lay down and slide yourself
headfirst under the front of the car. To the side of the right tire you will see the oil tank. Loosen
the drain bolt with a 17mm wrench. Once loose, use your hand to unscrew the rest of the way.
Once the bolt is removed, oil will pour out of the hole very quickly. Position the oil pan under
the hole before completely removing the screw. Replace the crush washer on the drain bolt with
a new one. Honda recommends using 4 quarts of their synthetic blend 5w Motor oil. Cancel: I
did not complete this guide. Badges: 9. I was never able to find the oil filter before. Note that the
Honda owner's manual lists oil capacity at 4. Fix Your Stuff. Difficulty Moderate. Steps 9. Time
Required 20 - 40 minutes. Sections 3. Flags 2. Missed a Step Oops! This guide is currently
missing some important steps. Step Trimmer This guide has unnecessary steps. Trim them to
be more concise! Archived Guide. This guide is retained solely for historical purposes. Use the
updated version of the guide to perform your repair. Introduction The engine oil is used as a
lubricant that prevents metal parts from rubbing together and overheating. Step 1 Using a Jack.
Add a comment. Add Comment Cancel. Step 2. Step 4. Step 5 Engine Oil. Step 6. Step 7. Step 8.
Step 9. Almost done! Finish Line. You're Finished! Author with 10 other contributors. The only
issue I have is that I don't have the tools. The explanations are ok. Single Step Full Guide. Small
- px Medium - px Large - px. View Statistics:. Note: PracticalMechanic. If you buy through links
on our site, we may earn an affiliate commission â€” at no cost to you. Thank you for your help
keeping this site active. I recommend going with the official stuff, rather than some off-brand. If
you are interested in reading the specific properties of DW-1 such as the density and viscosity,
check out the material data safety sheet for DW-1 which includes a fair amount of this
information on it. It is most cost effective to buy the pack case , and that is what I did. For
details on how and why to flush ATF, check out this post. For more information on 7th
generation Honda Accord maintenance, check out these articles:. Maintenance Articles on
Honda Accords. Btw, Doing a spill and fill at regular mile intervals does the same thing as 3 at
for the ATF but will prevent the AT from ever needing to work with worn out ATF. Like Like. You
are commenting using your WordPress. You are commenting using your Google account. You
are commenting using your Twitter account. You are commenting using your Facebook
account. Notify me of new comments via email. Notify me of new posts via email. Search for:
Search. Like this: Like Loading Leave a Reply Cancel reply Enter your comment here Fill in your
details below or click an icon to log in:. Email Address never made public. Add your thoughts
here Email Name Website. Post was not sent - check your email addresses! Sorry, your blog
cannot share posts by email. It's not a huge widesperad problem like in prior years, but
definitely still something to consider. Khairul Anam J. The maintenance required light came on.
Checked oil. Bone dry no reading on dip stick. Put several quarts of oil in car. Took to repair
shop. Notified that as Honda engines are aging, known issue that their burning oil like crazy. My
, V6 Honda Accord coupe, second one I have owned, is burning up oil like crazy. Every miles,
just like all the others', I need to add a quart. I'm done, and I am exhausted. I was going to buy
the same car again, but after reading about this known Honda problem, I am going to give up
and move along with life and try a different car. I am so very sorry but this car will be traded to a
dealer. If you have a for-profit service, contact us. Most Common Solutions: not sure 3 reports
replace oil pan 1 reports. Find something helpful? Spread the word. Share on Facebook Retweet
this page Email this page. Helpful websites No one has added a helpful site for this Accord
problem yet. Be the first! Find a good Honda mechanic Read reviews of repair shops in your
area. Enter your zip code: A free service from CarTalk. Send Comment Add Complaint. Search
CarComplaints. Not what you are looking for? Search for something else:. You have no vehicle
information saved in your Honda Owners account. The Owner's Manual explains the various
features and functions of your Honda, offers operation tips and suggestions for vehicle care
and maintenance, provides specific details on safety systems, and includes comprehensive
technical specifications. If your vehicle is equipped with a navigation system, a navigation
manual with detailed instructions, settings, and other information is also available. To purchase
printed manuals, you can order online or contact:. Delivery time is approximately five weeks. To

save paper and time, you can download the latest manuals now. Need more help? Contact your
local Honda dealer for assistance. Choose a Year and Model to View YEAR MODEL. These files
contain detailed information about your vehicle, and can be downloaded, searched, and printed.
The Owner's Guide provides a quick how-to on basic functions and features. Coverage and
terms of your vehicle's warranties, including general provisions, new vehicle limited warranty,
emissions, tires and accessories warranties, replacement parts and more. Details can be found
in the Warranty section. Time Required. Locate the hood latch beside the driver's side door,
right next to the left foot rest. Slide your hand under the hood, directly above the Honda
emblem. Locate and pull the hood tab to unlock the hood. Use your left hand to hold the hood
up. Locate the hood stand and pull it out of the clip. Place the tip of the hood stand into the hole
located in the upper left of the hood. Place the hydraulic floor jack under the vehicle until the
saddle is directly under the crossmember. The crossmember is the long metal support beam
that runs underneath from the front fender to the rear fender on both sides of the car. The
saddle is the round metal part of the jack that moves upward as you pump the jack up. Push
downward on the jack's lever to lift the saddle upward so that it contacts the crossmember.
Continue pushing downward on the lever to lift the car upward. In the event the floor jack fails,
the jack stand is designed to prevent the car from falling. Remove the dipstick and examine the
oil levels. The oil level should be between the two dots on the dipstick. After driving, engine oil
needs time to cool before it can be safely changed. Wait about one hour after the engine has
been turned off before attempting to change the oil. Crawl under the front of the car on your
backside and identify the oil drain plug. If there is any oil or residue around the drain plug, be
sure to wipe it off before continuing. Place the oil drip pan under the drain plug and begin to
loosen the drain plug with a 17mm wrench. Loosen drain plug slowly by hand until the bolt is
completely removed and oil begins to flow, re-positioning the oil drip pan if needed. Identify the
oil filter and place drip pan under the oil filter to catch falling oil. Using a pair of channel locks,
grip the oil filter tightly and twist counterclockwise to loosen. Oil will drip out from the threads
as you loosen it so have the oil drip pan ready. Get the replacement filter and lightly spread
clean engine oil onto the rubber gasket of the new filter. Once the rubber gasket contacts the
engine block, use the channel locks to turn the filter one full turn CW. Using a funnel, pour 5
quarts of 5W oil into the opening, making sure not to spill oil onto or around the engine. Cancel:
I did not complete this guide. Badges: You should do it while the engine is hot so the oil drains
faster. Removing the the fill cap should be done before removing the drain plug. That will also
help the oil drain faster and more completely. And 5 quarts is too much for that engine. It's more
like 4. Over filling it is really bad. The counterweights on the crankshaft will splash in the oil
creating a froth with air bubbles in it causing the oil to not lubricate the engine well which will
wear out the engine faster. I just recently change my oil last 3 months and now the dipstick is
showing no oil I had use castrol edge 5w fully synthetic oil and now there is no oil can u pls
help me. Fix Your Stuff. Difficulty Moderate. Steps Time Required 20 - 30 minutes. Sections 3.
Flags 1. Missed a Step Oops! This
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guide is currently missing some important steps. Introduction It is suggested that you change
your engine oil and filter every miles. Step 1 Opening the Hood. One comment. Add a comment.
Add Comment Cancel. Step 2. Step 3. Step 4. Step 5. Step 6 Using a Floor Jack. Step 7 Using
floor jack to lift car. Step 8. Step 9. Step 10 Engine oil and oil filter. Step Almost done! To
reassemble your device, follow these instructions in reverse order. You're Finished! Author with
7 other contributors. Excellent tips and advice my brotha thnk. U keep up the great work. What
he said. Well maybe not a hot engine But certainly not a cold one. Can u pls help me for my
accord problem I just recently change my oil last 3 months and now the dipstick is showing no
oil I had use castrol edge 5w fully synthetic oil and now there is no oil can u pls help me. Don't
change oil when really hot. You WILL burn yourself. Load more comments. Single Step Full
Guide. Small - px Medium - px Large - px. View Statistics:.

