2005 polaris sportsman 500 wiring diagram

It shows the components of the circuit as simplified shapes, and the capacity and signal links
between the devices. A wiring diagram usually gives guidance not quite the relative point and
concord of devices and terminals upon the devices, to back in building or servicing the device.
A pictorial diagram would play more detail of the beast appearance, whereas a wiring diagram
uses a more symbolic notation to draw attention to interconnections higher than mammal
appearance. A wiring diagram is often used to troubleshoot problems and to make distinct that
all the contacts have been made and that everything is present. Architectural wiring diagrams
accomplish the approximate locations and interconnections of receptacles, lighting, and
steadfast electrical services in a building. Interconnecting wire routes may be shown
approximately, where particular receptacles or fixtures must be on a common circuit. Wiring
diagrams use agreeable symbols for wiring devices, usually rotate from those used upon
schematic diagrams. The electrical symbols not abandoned take effect where something is to
be installed, but after that what type of device is brute installed. For example, a surface ceiling
buoyant is shown by one symbol, a recessed ceiling open has a different symbol, and a surface
fluorescent well-ventilated has different symbol. Each type of switch has a exchange parable
and thus attain the various outlets. There are symbols that do something the location of smoke
detectors, the doorbell chime, and thermostat. A set of wiring diagrams may be required by the
electrical inspection authority to take up link of the house to the public electrical supply system.
Wiring diagrams will then include panel schedules for circuit breaker panelboards, and riser
diagrams for special facilities such as flare alarm or closed circuit television or supplementary
special services. Necessary cookies are absolutely essential for the website to function
properly. This category only includes cookies that ensures basic functionalities and security
features of the website. These cookies do not store any personal information. Any cookies that
may not be particularly necessary for the website to function and is used specifically to collect
user personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Apm Wiring Diagram Wiring Diagram views. This website uses cookies to improve your
experience. We'll assume you're ok with this, but you can opt-out if you wish. Accept Reject
Read More. Close Privacy Overview This website uses cookies to improve your experience
while you navigate through the website. Out of these, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary
Non-necessary. It shows the components of the circuit as simplified shapes, and the talent and
signal contacts surrounded by the devices. A wiring diagram usually gives counsel roughly the
relative point of view and concurrence of devices and terminals on the devices, to assist in
building or servicing the device. A pictorial diagram would put on an act more detail of the beast
appearance, whereas a wiring diagram uses a more figurative notation to play up
interconnections over instinctive appearance. A wiring diagram is often used to troubleshoot
problems and to make certain that all the friends have been made and that whatever is present.
Architectural wiring diagrams measure the approximate locations and interconnections of
receptacles, lighting, and long-lasting electrical services in a building. Interconnecting wire
routes may be shown approximately, where particular receptacles or fixtures must be on a
common circuit. Wiring diagrams use enjoyable symbols for wiring devices, usually every
second from those used on schematic diagrams. The electrical symbols not without help
comport yourself where something is to be installed, but afterward what type of device is beast
installed. For example, a surface ceiling roomy is shown by one symbol, a recessed ceiling
well-ventilated has a alternating symbol, and a surface fluorescent well-ventilated has different
symbol. Each type of switch has a swing parable and as a result accomplish the various outlets.
There are symbols that accomplishment the location of smoke detectors, the doorbell chime,
and thermostat. A set of wiring diagrams may be required by the electrical inspection authority
to espouse attachment of the address to the public electrical supply system. Wiring diagrams
will as a consequence tally up panel schedules for circuit breaker panelboards, and riser
diagrams for special services such as fire alarm or closed circuit television or further special
services. Necessary cookies are absolutely essential for the website to function properly. This
category only includes cookies that ensures basic functionalities and security features of the
website. These cookies do not store any personal information. Any cookies that may not be
particularly necessary for the website to function and is used specifically to collect user
personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your

website. Es Wiring Diagram Wiring Diagram views. Lowrance Wiring Diagram Wiring Diagram 58
views. This website uses cookies to improve your experience. We'll assume you're ok with this,
but you can opt-out if you wish. Accept Reject Read More. Close Privacy Overview This website
uses cookies to improve your experience while you navigate through the website. Out of these,
the cookies that are categorized as necessary are stored on your browser as they are essential
for the working of basic functionalities of the website. We also use third-party cookies that help
us analyze and understand how you use this website. These cookies will be stored in your
browser only with your consent. You also have the option to opt-out of these cookies. But
opting out of some of these cookies may affect your browsing experience. Necessary
Necessary. Non-necessary Non-necessary. With this sort of an illustrative manual, you are
going to have the ability to troubleshoot, avoid, and total your projects easily. Not only will it
help you achieve your desired results quicker, but additionally make the whole method easier
for everyone. This book can prove to become the perfect tool for all individuals who want to
produce a well-organized and well-planned operating surroundings. Wiring Diagram comes with
numerous easy to adhere to Wiring Diagram Instructions. It really is meant to assist each of the
common user in developing a proper system. These guidelines will be easy to understand and
implement. Using this guide, you may be capable to find out how every part ought to be
connected and also the actual steps you need to consider in order to effectively complete a
certain job. Wiring Diagram includes numerous comprehensive illustrations that show the link
of various things. It includes directions and diagrams for various varieties of wiring methods
and other products like lights, windows, and so on. Each and every one of those tips are
illustrated with sensible examples. Wiring Diagram not just offers detailed illustrations of what
you can perform, but additionally the methods you need to adhere to while carrying out so. Not
just are you able to locate different diagrams, however you can also get step-by-step directions
for a particular undertaking or matter that you would like to know more about. It will permit you
to definitely grasp various methods to complex issues. Furthermore, Wiring Diagram gives you
enough time body in which the projects are to become completed. Wiring diagram also provides
helpful suggestions for assignments that may need some added tools. This e-book even
contains ideas for added supplies that you could need in order to complete your tasks. It will
likely be in a position to offer you with further gear like conductive tape, screwdrivers, wire
nuts, and so on. It will also consist of supplies you may have to total straightforward
assignments. Wiring Diagram includes both illustrations and step-by-step guidelines that will
allow you to truly develop your undertaking. This is helpful for the two the folks and for experts
who are searching for more information on how to set up a functioning surroundings. Wiring
Diagrams are designed to be easy to comprehend and easy to construct. You are able to locate
this guidebook easy to make use of and in addition very cost-effective. You are able to always
count on Wiring Diagram as an important reference that will help you conserve time and cash.
With the aid of this e-book, you are able to very easily do your own wiring projects.
Furthermore, this book gives practical suggestions for several various assignments that you
will likely be able to complete. Not just will it enable you to achieve yourâ€¦. With such an
illustrative manual, you will be capable of troubleshoot, prevent, and complete your
assignments with ease. Not only will it help you accomplish your desired results more
quickly,â€¦. With this kind of an illustrative guide, you will be able to troubleshoot, avoid, and
complete your assignments easily. Not only will it assist you to attain yourâ€¦. Polaris
Sportsman Wiring Diagram Wiring Diagram â€” Polaris Sportsman Wiring Diagram Pdf Wiring
Diagram not just offers detailed illustrations of what you can perform, but additionally the
methods you need to adhere to while carrying out so. Winch Rocker Switch Wiring Diagram.
Quick Links Download this manual. Table of Contents. Polaris industries all-terrain vehicles
owner's manual 96 pages. Polaris snowmobile universal owner's manual pages. All information
contained within this publication is based on the latest product information at the time of
publication. Due to constant improvements in the design and quality of production components,
some minor discrepancies may result between the actual vehicle and the information presented
in this publication. Nye Co. Serial Number Location Machine Dimensions. Page 12 Standard
Tools and Engine Tools machine. Some of the tools listed are mandatory and other tools maybe
substituted with a similar tool, if available. Polaris reccommends the use of Polaris special tools
when servicing any Polaris product. Standard Tools and Engine Tools There are exceptions in
the steering, suspension, and engine sections. Center Distance: Distance between center of
crankshaft and center of driven clutch shaft. Chain Pitch: Distance between chain link pins No.
Polaris measures chain length in number of pitches. CI: Cubic inches. Recommended
Lubricants and Capacities. Page Periodic Maintenance Chart Change oil immediately and
monitor level. If oil level begins to rise, discontinue use and determine cause. NOTE: Inspection
may reveal the need for replacement parts. Always use genuine Polaris parts. Page Maintenance

And Lubrication if equipped Transmission oil 25 H Monthly Inspect level; change yearly " "
Perform these procedures more often for vehicles subjected to severe use. Page 24 Inspect
routing, condition " Valve clearance H 12 M Inspect; adjust " Perform these procedures more
often for vehicles subjected to severe use. Page 25 Auxiliary brake Inspect daily; adjust as
needed " Headlight aim Adjust as needed " Perform these procedures more often for vehicles
subjected to severe use. Page Pre-Ride Inspection Fill hub at or position until fluid 2. Do not
force fluid into hub. Description Part No. Change fluid every 2 years. See Page 2. Page
Transmission Lubrication 3. Clean and reinstall the drain plug with a new sealing washer.
Torque to specification. Remove fill plug. Install fill plug. Check for leaks. G -- Be sure vehicle is
level before proceeding. G -- Check vent hose to be sure it is routed properly and unobstructed.
Place gear selector in neutral. Linkage rod adjustment is necessary when Adjust to align linkage
rod end studs symptoms include: with holes in bellcrank s. Throttle lever operation should be
smooth and lever must return freely without binding. Place the gear selector in neutral. Set
parking brake. Slowly turn mixture screw clockwise using the pilot screw wrench until engine
begins to miss. Slowly turn mixture screw counterclockwise until idle speed increases to
maximum RPM. Continue turning counterclockwise until idle RPM begins to drop. Center the
pilot screw between the points in Step 5 and 6. Check fuel lines for signs of wear, deterioration,
The carburetor float bowl should be drained damage or leakage. Replace if necessary.
Compression readings will vary in proportion to cranking speed during the test. Smooth idle
generally indicates good compression. Low engine compression is rarely a factor in running
condition problems above idle speed. Charge battery for 3- -5 1. Remove spark plug high
tension lead. Remove any obstructions with compressed air or system to freeze, corrode, or
overheat. Page Coolant Level Rack 1. Remove reservoir cap. Inner splash cap vent hole must be
clear and open. Loosen clamp remove filter assembly. Reinstall filter on main filter mount. Place
filter clamp over the assembly and tighten. Drain whenever deposits are visible in the clear tube.
Remove drain plug from end of sediment tube. Add oil as indicated by the level on the guide
when under water. Page 46 Reinstall drain plug. Remove dipstick and fill tank with 2 quarts 1.
Place shop towels beneath oil filter E. Filter Wrench PV- , turn filter Oil Tank Screen Fitting
Torque: ft. Repeat this step for the other intake valve. Rotate engine slowly with recoil rope,
watching the intake valve s open and close. NOTE: At this point watch the camshaft sprocket
locating pin and slowly rotate engine until locating pin is facing upward, directly in line with the
crankshaft to Page Camber And Caster Due to the critical nature of the procedures out- lined in
this chapter, Polaris recommends steering component repair and adjustment be performed by
an authorized Polaris MSD- -certi- fied technician when replacing worn or dam- aged steering
parts. Use only genuine Polaris replacement parts. Place machine on a smooth level surface.
Set handlebars in a straight ahead position and Be sure to keep handlebars centered. See notes
secure handlebars in this position. NOTE: The below. Hold 4. NOTE: Do not force the fluid into
the hub under pressure or seal damage may occur. Serious burns could result from contact
with ex- haust components. G To reduce fire hazard, make sure that there are no combustible
materials in the area when purging the spark arrestor. If the chains appear dry no sign of
lubrication , apply Chain Lube approx. The top of the PN , coating the plates and rollers as often
pedal should be at least 1 inch, Refer to Chapter 7 for CV boot replacement, or have you Polaris
dealer replace the boot. Center Spring Adjustment Ring Operator weight and vehicle loading
affect suspensionspringpreloadrequirements. Attach the wheel nuts and finger tighten them.
Tire Tread Depth 3. Lower the vehicle to the ground. Securely tighten the wheel nuts to the
proper Always replace tires when tread depth is worn to torque listed in the table above. If the
piston has an identification Water Pump Mechanical Seal mark, follow the directions for piston
placement Puller below. Page Cooling System Bleeding Procedure 3. Always add coolant to the
radiator first, filling to the top of the neck to replace air that has been purged from the system.
Polaris Premium Antifreeze Fill the reservoir only after you have completely filled the coolQuart ing system at the radiator filler neck. Page 65 Vent hole inside cap reduce heat
dissipation, resulting in possible engine liner must be clear. Remove center drive and driven
sprocket bolts and remove chain and sprockets as an assembly. The following components can
be serviced or Refer to PVT System to remove outer clutch removed with the engine installed in
the frame: cover, drive belt, drive clutch, driven clutch, and inner cover. Never substitute or mix
oil brands. To correct a situation like the one shown in the illustration at right, squeeze the
crankshaft at point A. Use tool from alignment kit. If the Lubricant PN Remove ignition timing
inspection plug from recoil housing. Pull cam chain tensioner plunger outward to the 1. Mark or
tag rocker arms to keep them in order for end of its travel. Inspect teeth on ratchet pawl A
assembly. Rocker Shaft Oil Clearance: Std:. Measure I. Compare to specifications. Subtract
rocker shaft O. Loosen three camshaft sprocket bolts. Slide camshaft inward to allow removal
of cam sprocket and remove sprocket from camshaft and chain. Secure cam chain with a wire to

prevent it from falling into the crankcase. Sprocket Teeth 4. Turn the camshaft until the actuator
ball is in the lowest position and install the release lever shaft. Use a small magnet to draw the
actuator ball outward, or rotate the engine until the cam lobes face upward and install release
lever shaft. Measure height of each cam lobe using a micrometer. Remove the two 6mm flange
bolts A from cylinder head. See next exploded view on next Journal O. NOTE: Keep all parts in
order with respect to their location in the cylinder head. Thoroughly clean cylinder head A
surface to remove all traces of gasket material and carbon. Replace spring if either indicator.
Check end of valve stem for flaring, pitting, wear or damage A. Inspect split keeper groove for
wear or flaring of the keeper seat area B. NOTE: The valves cannot be re-faced or end ground. If
any of the above conditions exist, the valve seat must be reconditioned. See Valve Seat
Reconditioning, Page 3. The valve must contact the valve seat over the entire circumference of
the seat, and the seat must be the proper width all the way around. Be sure the cylinder head is
at the proper temperature and replace the Intake Std:. Install new valve seals on valve guides.
Apply engine oil to valve guides and seats. Coat valve stem with molybdenum disulfide grease.
Install valve carefully with a rotating motion to avoid damaging valve seal. Loosen hose clamps
and remove coolant inlet hose. Remove the two 6 mm cylinder base bolts. Remove circlip. Note
piston directional arrow pointing toward the right Mag side of engine. Loosen each of the four
large cylinder base bolts 2. Remove top compression ring. Inspect the top of the cylinder for
warpage using a ring more than the amount necessary to remove it straight edge and feeler
gauge. Measure piston pin bore. Measure piston outside diameter at a point 40 mm. Place each
piston ring inside cylinder using piston 1. Remove recoil housing bolts and remove to push ring
squarely into place as shown at right. Feeler Gauge Cylinder mm Piston Ring 2. Measure the ID
of the bushing in the recoil 6. Remove oil passage O-Ring B. Calculate bushing clearance.
Remove cam chain B. Inspect chain for worn or missing rollers or damage. Stretch chain tight
on a flat surface and apply a 10 lb. Std: 1. Remove three oil pump retaining bolts and pump.
Inspect mating surface of crankcase and oil pump. Check for nicks, burrs, or surface
irregularities. Remove pump shaft bearing A and thrust washer B from pump shaft. Install inner
feed rotor and feed chamber cover with screw. Measure pump end clearance using a feeler 6.
Tighten screw securely. Install screen on pump body. Install oil pump on crankcase and torque
bolts to 6 ft. Remove the shim washer A from the crankshaft. Turn the shaft until balancer
counter weights clear the crankshaft and remove the balancer shaft 2. Measure the connecting
rod big end radial clearance. Place the bearings in a freezer. Install the bearings so the numbers
are visible. Drive or press new bearings into the crankcases, using the proper driver. Measure
the distance from the Magneto 7. Measure the width of the crankshaft at the crankcase mating
surface to the main bearing bearing seats with a micrometer or dial caliper using the same
method and record. Crankshaft Width 8. Counter Balancer Shaft End Play:. Make sure the pump
shaft bearing is firmly seated in the Magneto side crankcase. Make sure all bearings are firmly
seated in the crankcase. Pump Shaft End Play: 3. Install the proper shim on the magneto end of
the crankshaft. Place the balancer shaft in the PTO crankcase aligning the timing marks on the
crankshaft and balancer gears. Install the crankcase flange bolts and tighten in 3 steps
following the pattern on Page 3. Ensure that the split between the puller legs is fully supported
by the main body of the tool Ill 4. See ILL. Check to make sure the rings rotate freely in the 1.
Apply clean engine oil to the ring compressor installation to prevent loss of radial tension.
Tighten the cylinder bolts in three steps in a criss cross pattern and torque to specifications.
Install the two 6 mm bolts. Cylinder Bolt Torque: 10mm - 46 ft. Lubricate automatic compression
release mechanism with clean engine oil. To install the compression release mechanism, refer
to Page 3. Install the camshaft with the lobes facing downward and the sprocket alignment pin
facing upward. Install a new O-Ring in the oil passage recess in the crankcase. Apply 3 Bond PN
or an equivalent sealer to the stator plate outer surface and install a new O-Ring. Be sure the
dowel pins are in place and install the rocker shaft assembly. Apply a light film of engine oil to
the threads of the bolts and tighten evenly. Remove center bolt from recoil friction plate A.
Install the oil pipes with new sealing washers. Tighten all bolts evenly to specified torque. Oil
Pipe Bolt Torque: 20 ft. A face shield and eye protection is required during this Hook outer tab
in place in recoil housing and wind spring in a counterclockwise direction one coil at a time
while holding the installed coils in place. Fuel Tank Asm. Exploded View Fuel Flow Diagram
Screw 3. Throttle Valve 4. Cover, Diaphragm 5. Jet Block Assembly 6. Spring 7. Diaphragm
Assembly 8. Ring 9. Ring Needle Jet Cover O-Ring Page Carburetor Jetting dense with reduced
oxygen. Atmospheric pressure in the chamber below the diaphragm forces the diaphragm
upward, raising the slide against spring pressure. As the fuel fills the float chamber, the float 1
rises and forces the inlet needle against the seat, shutting off the orifice in the seat. Upon
disassembly, place the parts in a container for safe 2. Remove float bowl and carefully remove
the keeping. Inspect jet needle and needle jet for wear. Look Inspect the diaphragm A for holes,

deterioration, or for discoloration, shiny spots, or an area that damage. Make sure the
diaphragm is pliable but not looks different than the rest of the needle. If adjustment is
necessary, bend the tongue slightly. Be sure float measurement is even on left 5. Install the pilot
mixture screw, spring, washer, and and right side. O-ring as an assembly. Lubricate the O-Ring
with oil or light grease before installation. Page Fuel Level Remove the valve and wash with
soap and water. The pump is located valves are removed. Fuel Pump Assembly 2. Diaphragm,
Gasket Set 3. Screw and Washer Assembly 4. Screw and Washer Assembly 5. Screw and
Washer Assembly 6. Pressure Regulator 7. Fuel Inlet 8. Fuel Outlet 4. Dump Box, Exploded
View. S Remove one rear Phillips screw B. Adjuster S Lift top half of pod. Remove the seat.
Grasp rear of side panel near Step 1. With a quick and firm motion, pull the panel forward and
outward to disengage the two rear tabs. The steering post arm bolt B points up; the rod end
bolts A point down. Be sure inner rod ends are positioned properly. Elevate and safely support
vehicle with weight removed from front wheel s. Remove cotter pin from ball joint stud at wheel
end of A-arm and loosen nut until it is flush with end of stud. Lift rear of machine and support
securely with wheels off the floor. Remove drive chain. Remove rear caliper. Brake line damage
may result. Install bushing 6 in left side of swingarm and two-piece bushings 3 in right side.
Apply Loctitet PN to threads of pivot bushing 4 and nut 1. Lower Chain Guard 54 Nm Guide 5.
Upper Pivot Ball 25 Nm 15 ft. Remove wheel nuts and wheels. Hold strut rod and remove top
nut. Compress spring using strut spring compressor tools. Do not hold the torch too close to
the surface. Keep the torch moving to prevent damage. Apply the decal. To install new ball joint:
Remove extension cap and attach puller guide using short bolts provided in the kit. PVT System
Operation This also from the drive belt increases, resulting in the belt will prevent water and
other contaminants from rotating up toward the outer diameter of the drive Page 10 seconds.
PVT seals should be inspected for damage if repeated leaking occurs. Clutch malfunction.
Remove driven clutch retaining bolt and driven clutch. NOTE: Some fasteners and procedures
will vary. Refer to the appropriate parts manual for proper fasteners and fastener placement.
See Page 6. Driven Clutch Puller PN 1. To control clutch engagement RPM. The springs which
have a higher rate when the clutch is in neutral will increase clutch engagement RPM. These
shift weights have many factors designed into them for controlling engagement RPM and
shifting patterns. Shift weights should not be changed or altered without first having a thorough
understanding of their positioning and the effects they may have on belt to sheave clearance,
clutch balance and shifting pattern. All PVT system maintenance repairs must be performed
only by an authorized Polaris service technician who has attended a Polaris sponsored service
training seminar and understands the proper procedures as outlined in this manual. Because of
Inspect area on shaft where bushing rides for wear, galling, nicks, or scratches. Replace clutch
1. Using a permanent marker, mark the cover, assembly if worn or damaged. Inspect the Teflont
coating on the moveable sheave bushing. Rubber backed buttons can be used in all ATV
clutches if the hollow roller pin is changed to the Teflont solid roller pin. Install moveable
sheave onto fixed sheave. Cover Screw Torque: 3. Install spider spacers. Use same quantity and
90 in. Place a straight edge on top of the belt between drive and driven clutch. Push down on
drive belt until it is lightly tensioned. Inspect belt for loose cords, missing cogs, cracks,
abrasions, thin spots, or excessive wear. Inspect belt for hour glassing extreme circular wear in
at least one spot and on both sides of the belt. Remove nut from puller rod and set aside. Pull
bushing removal tool and adapter from puller rod. Remove bushing from tool and discard. Turn
clutch cover counterclockwise on puller rod on the puller, insert cover onto puller rod, placing
until bushing is removed. Inspect ramp buttons in the moveable sheave and replace if worn.
Belt deflection adjustment washers 1. Apply and hold downward pressure on the helix, or place
driven clutch in the Clutch Compression Tool PN In order to remove the bushing it will be
necessary to apply heat. A press can be used to remove and install some of the bushings. Be
sure to support the sheave or cover as close as possible to Clutch Bushing the bushing bore
when using a press. Install sheave onto puller. Start new bushing evenly in moveable sheave.
Apply Loctitet PN to the back 7. Install nut onto puller rod and tighten by hand. Turn puller
barrel for further tension if needed. Turn clutch sheave counterclockwise until bushing is
seated. Remove installation tool and clutch sheave from puller. Repeat installation procedure
for other moveable bushing. Belt burnt, thin -Abuse continued throttle application when
-Caution operator to operate machine within guidelines. AWD Operation Overview When the
AWD button is switched off, the possible damage brake machine will have the steering ease of a
2 wheel drive line. Page Awd Hub Seal Replacement It is very important that the brake disc be
free of any oil or solvents. Reinstall the brake disc using genuine Polaris 2. Remove brake disc
attaching bolts and brake OEM bolts that have a pre-applied locking agent. NOTE: Coil wires
must be contained in the brake line clip on the back side of the upper strut casting and the
Brake Line wires must be snug against the casting. Springs with incorrect tension may allow

rollers to move outward at high vehicle Seal Sleeve speeds. Loosen front wheel nuts slightly. Be
sure machine is secure before beginning this service procedure. Wear eye protection when
removing and installing drive axles or component parts. Install drive shaft in strut. Refer to text
for grease capacity of CV joints and CV joint boots. Install lower ball joint, torque nut to 25 ft.
Remove clamps from rubber boot using the proper boot clamp pliers. Be sure to install the
bearings with the larger I. Force U-joint cross to one side and lift out of inner yoke. NOTE: If
yoke or bearing is removed, cross bearing must be replaced. Install snap ring to contain bearing
cap just 3. Elevate support machine under installed. Repeat procedure for other side. Remove
bolts and output shaft cover. Remove pinion cover and O-ring. Unscrew fill plug and remove
pinion shaft assembly. Inspect pinion gear for chipped broken or missing teeth. NOTE: Pinion
shaft assembly will not clear the fill plug unless it is backed out. While rotating bearings by
hand, inspect for rough spots, discoloration, or corrosion. The bearings should turn smoothly
and quietly, with no detectable up and down movement and minimal movement side to side.
Page Fill Plug 1. To install housing, reverse removal procedure. Use new roll pins in drive
shafts. Check drain plug for proper torque. Remove retaining ring A , nut retainer B and foam
seal C from right side of axle. Securely support rear of machine with middle wheels off the floor.
Remove middle wheels and hubs. Remove the jam nut D and locking middle axle Remove rear
brake caliper. Support with wire or hub E. Do not hang caliper by brake line. Remove swing arm
housing F , bearing spacer G , and O-rings H. Remove jam nut D and locking mid axle hub E.
Install disc hub assembly on axle. Be sure hub Remove swing arm housing and O-rings F.
Install disc in soft jawed vise. Discard O-rings. Inspect bearing and seals, Apply Never Seize to
threads, install left axle nut replace if worn or damaged. Install foam seal and nut retainer with
taper inside of middle chain sprocket hub and slide toward locking hub. Install retaining ring.
Seat the hub against O-ring and bearing. Page Lubricate eccentric housing and swing arm by
rolling ATV forward and checking chain tension housings grease fittings with Polaris Premium
All in several places on chain. Season Grease until grease is purged on each side of eccentric
and swing arm housing. Retaining Ring 33 34 36 37 38 39 2. Retainer Nut 40 41 3. Foam Seal Lip
Seal 4. Remove middle axle. See Page 7. Remove the upper and lowerbrake caliper 1. Remove
seals from housing. Remove axle nut and washer. Tap locating collar on left side of axle toward
the right enough to expose the circlip retainer. Retainer Ring B. Bearing Spacer C. Gear Shift
Selector Removal Gear Shift Selector Disassembly Page Gear Shift Selector Assembly Dry all
gear shift selector parts and remove any jawed vise. The oil level should be at one half the
height of the slides approx. Slide boot off selector rod and replace with a new one. Apply RTV
silicone to selector rod to seal top of hydrolock. Be sure the selector box is level when boot.
Place both bellcranks in neutral position. Remove sprocket retaining clip and sprocket. Remove
the transmission cover bolts. Remove Gear Indicator Switches 1. Remove seat, cab and air box.
Remove outer thrust washer. Low Gear 2 Remove needle bearing 1 Work gear back and forth
until bearing is exposed Remove snap ring from front drive input shaft. Remove output shaft
and gear assembly along with sprocket and chain, by tapping on shaft with a 7. Torque bolts in
3 steps using a criss-cross pattern Remove front drive input shaft bearing retainer to 18 ft.
Install drain plug with a new sealing washer. Install snap ring. Torque drain plug to 14 ft. Seal
Oil Fill Plug Washer 2. Screws Bearing Retaining Ring 3. Snorkel Cover Roller Chain Special
Tools Brake System Service Notes. Polaris brake fluid is sold in 5. Do not store or use a partial
bottle of brake fluid. Brake fluid is Add brake fluid to the upper level mark on surfaces. Repeat
procedure until clean fluid appears in bleeder hose and all air has been purged. Add fluid as
necessary to maintain level in reservoir. There are differnt brake master cylinders for the
different Polaris ATV models. Refer to your parts manual or guide for the correct parts. Elevate
and support front of machine. Torque this bolt first Torque both bolts to 25 in. Install master
cylinder on handlebars. Torque mounting bolts to 25 in. Torque the inside bolt first as indicated
in the illustration to the right. Lubricate mounting bracket pins with a light film of 6. Measure the
thickness of the pad material. Slowly pump the brake lever until pressure has 2. Compress
mounting bracket and make sure dust been built up. Install wheels and torque wheel nuts.
Mount dial indicator as shown to measure disc runout. Slowly rotate the disc and read total
runout on the dial indicator. Replace the disc if Front Wheel Nut Torque runout exceeds
specifications. Push upper pad retainer pin inward and slip brake bolts. The bolts have a
pre-applied locking agent pads past edge. Remove mounting bracket, pin assembly and dust
boot. Inspect caliper body for nicks, scratches or wear. Mounting Bracket Measure bore size
and compare to specifications. Replace if damage is evident or if worn beyond service limit.
Page Front Caliper Assembly 2. Install piston D with a twisting motion while pushing inward.
Piston should slide in and out of bore smoothly, with light resistance. Install caliper on hub
strut, and torque mounting bolts. It is recommended that a burnishing procedure be performed
after installation of new brake pads to Rear Brake Pad Thickness extend service life and reduce

noise. Gradually apply brakes to stop machine. Remove square-rings and dust seal. Clean 2.
Seat dust seal in caliper body. Install new O-rings in caliper mounting ears. Clean disc, caliper
body, and piston with brake 4. Install caliper and brake pads with friction material cleaner or
alcohol. Visually inspect disc for scoring, scratches, or Improper alignment gouges. Replace the
disc if any deep scratches Worn disc are evident. Remove the check plug. These features are
LHCA switch off. White Provides a ground path for a lamp. Both pins should be used to carry
current. Two harnesses plug into the cluster head; Turn the key switch off and wait 10 seconds.
Set the park brake and shift the transmission to neutral. Proceed to me- chanical tests in
Service Manual. Red- - 12V Constant 9. These signals complete their path on the Brown wire at
the front transmission switch. Page Ill. This information is only displayed briefly. Screen 1: The
first screen indicates battery voltage. Refer to Ill. This screen displays the resistance value in
ohms being read at the gear switch input of the gauge. The purpose of the programmable
service interval is to provide the consumer and dealer with a convenient 23 Ohms in Park NOTE:
To leave the diagnostic mode, turn the key 2. Press and hold the mode button for approximately
switch off and on. The service interval is now off. NOTE: Any movement of the tires will trigger
the 3. Remove the three screws that secure the NOTE: Do not allow alcohol or petroleum
products to headlight pod cover and disconnect the wire come in contact with the instrument
cluster lens. The fan is controlled through the ECM and thermistor. Do not use the cast mark to
determine flywheel application. Be sure to always use the correct CDI box part number. Also be
sure that colors match when wires are connected. Use the following pages as a guide for
troubleshooting. Using a multitester set on D. A GFouled spark plug peak reading voltmeter
must be used to perform the GFaulty spark plug cap or poor tests. Increase engine RPM while
observing ammeter and tachometer. Current Draw Inspection 6. Proper servicing and upkeep of
your battery is very important for maintaining long battery life. Remove the battery. See Battery
Installation. Battery electrolyte is poisonous. Serious burns can result from con- tact with skin,
eyes or clothing. Disconnect holder strap and remove covers. Following are three tests which
can easily be made on a battery to determine its condition: OCV Test, 2. Remove the battery
from the ATV to prevent Serious burns may result. Protect lamp during install. Remove lamp
and replace it with recommended lamp. Apply Nyogelt Grease PN Lower Headlamps 3. Carefully
remove headlamp bulb from housing. Remove the two bolts, washers, and sealing O-Rings.
Inspect O-Rings and replace if damaged. The Voltage Drop Test is used to test for bad
connections. When performing the test, you are testing the amount of voltage drop through the
connection. Inspect surface of commutator for wear or discoloration. Install a new
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carbon brush assembly in the brush housing. NOTE: Be sure that the terminal bolt insulating
washer is properly seated in the Brush Set housing, and the tab on the brush plate engages the
notch in the brush plate housing. Using digital multitester, measure 2. Place shims on drive end
of armature shaft with resistance between each of the commutator phenolic washer outermost
on shaft. Engage segments. The reading should be. Page Starter Drive PN Use either of the
following methods to positioned properly so that it will hold the lock ring remove and install a
new garter spring. NOTE: Make sure engine crankshaft is free to turn before proceeding with
dynamic testing of starter system. A digital multitester must be used for this test. Page
Carburetor Needle and Seat Testing, 4. Page Oil Pump Priming--Magnum , 2. Page Starter Drive
Installation, 3. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

