2005 yamaha r6 service manual

It represents the high degree of craftsmanship and reliability that have made Yamaha a leader in
these fields. This manual will give you an understanding of the operation, inspection, and basic
maintenance of this motorcycle. If you have any questions concerning the operation or
maintenance of your motorcycle, please consult a Yamaha dealer. The design and manufacture
of this Yamaha motorcycle fully comply with the emissions standards for clean air applicable at
the date of manufacture. Yamaha has met these standards without reducing the performance or
economy of operation of the motorcycle. To maintain these high standards, it is important that
you and your Yamaha dealer pay close attention to the recommended maintenance schedules
and operating instructions contained within this manual. Particularly important information is
distinguished in this manual by the following notations:. Therefore, while this manual contains
the most current product information available at the time of printing, there may be minor
discrepancies between your motorcycle and this manual. If you have any questions concerning
this manual, please consult your Yamaha dealer. Any reprinting or unauthorized use without the
written permission of Yamaha Motor Corporation, U. Careful checks may help prevent an
accident. Many accidents have been caused by an automobile driver who did not see the
motorcycle. Making yourself conspicuous appears to be very effective in reducing the chance of
this type of accident. In fact, many operators who have been involved in accidents do not even
have a current motorcycle license. Staying within your limits may help you to avoid an accident.
A typical error made by the operator is veering wide on a. Make sure that other motorists can
see you. It is not suitable for off-road use. The majority of fatalities from motorcycle accidents
are the result of head injuries. The use of a safety helmet is the single most critical factor in the
prevention or reduction of head injuries. Wind in your unprotected eyes could contribute to an
impairment of vision that could delay seeing a hazard. They become very hot and can. Always
wear protective clothing that covers your legs, ankles, and feet. Modifications made to this
motorcycle not approved by Yamaha, or the removal of original equipment, may render the
motorcycle unsafe for use and may cause severe personal injury. Modifications may also make
your motorcycle illegal to use. Adding accessories or cargo to your motorcycle can adversely
affect stability and handling if the weight distribution of the motorcycle is changed. To avoid the
possibility of an accident, use extreme caution when adding cargo or accessories to your
motorcycle. Use extra care when riding a motorcycle that has added cargo or accessories. Here
are some general guidelines to follow if loading cargo or adding accessories to your
motorcycle:. The total weight of the operator, passenger, accessories and cargo must not
exceed the maximum load limit. Make sure to distribute the weight as evenly as possible on
both sides of the motorcycle to minimize imbalance or instability. Make sure that accessories
and cargo are securely attached to the motorcycle before riding. Check accessory mounts and
cargo restraints frequently. These items, including such cargo as sleeping. Genuine Yamaha
accessories have been specifically designed for use on this motorcycle. Since Yamaha cannot
test all other accessories that may be available, you must personally be responsible for the
proper selection, installation and use of non-Yamaha accessories. Use extreme caution when
selecting and installing any accessories. Carefully inspect the accessory before using it to
make sure that it does not in any way reduce ground clearance or cornering clearance,. If
accessories. Wind may attempt to lift the motorcycle, or the motorcycle may become unstable
in cross winds. These accessories may also cause instability when passing or being passed by
large vehicles. This improper position limits the freedom of movement of the opera-. The
exhaust fumes are poisonous and may cause loss of consciousness and death within a short
time. Always operate your motorcycle in an area that has adequate ventilation. When parking
the motorcycle, note the following:. If the motorcycle should lean over, gasoline may leak out of
the fuel tank. If any gasoline spills on your skin. Please read the following important labels
carefully before operating this vehicle. Improper loading can cause loss of control. Front fork
rebound damping force adjusting screw page Front fork spring preload adjusting bolt page
Coolant reservoir page Shock absorber assembly spring preload adjusting ring page Shock
absorber assembly compression damping force adjusting screw page Shock absorber
assembly rebound damping force adjusting screw page Engine oil drain bolt page Engine oil
filter cartridge page Luggage strap holder page Helmet holder page Air filter element page Front
brake fluid reservoir page Coolant drain bolt page Engine oil filler cap page Brake pedal page
Left handlebar switches page Multi-function display page Right handlebar switches page
Throttle grip page The various positions are described below. All electrical circuits are supplied
with power, and the meter lighting, taillight, license plate light and position lights come on, and
the engine can be started. The key cannot be removed. Turn the handlebars all the way to the
left. Shift timing indicator light. Coolant temperature display. The corresponding indicator light
flashes when the turn signal switch is pushed to the left or right. This indicator light comes on
when the high beam of the headlight is switched on. If the warning light does not come on for a

few seconds, then go off, have a Yamaha dealer check the electrical circuit. If the oil level
detection circuit is defective, the following cycle will be repeated until the malfunction is
corrected: The oil level warning light will flash ten times, then go off for 2. If this occurs, have a
Yamaha dealer check the vehicle. This warning light comes on when the fuel level drops below
approximately 3. When this occurs, refuel as soon as possible. This warning light comes on
when the engine overheats. When this occurs, stop the engine immediately and allow the
engine to cool. This model is also equipped with a selfdiagnosis device for the fuel level
detection circuit. If the fuel level detection circuit is defective, the following cycle will be
repeated until the malfunction is corrected: The fuel level warning light will flash eight times,
then go off for 2. This warning light comes on or flashes when an electrical circuit monitoring
the engine is defective. When this occurs, have a Yamaha dealer check the selfdiagnosis
system. See page for an explanation of the self-diagnosis device. This indicator light can be set
to come on and go off at the desired engine speeds and is used to inform the rider when it is
time to shift to the next higher gear. If the indicator light does not come on for a few seconds,
then go off, have a Yamaha dealer check the electrical cir-. See page for a detailed explanation
of the function of this indicator light and on how to set it. The electric tachometer allows the
rider to monitor the engine speed and keep it within the ideal power range. In that case,
pushing. If you do not reset the fuel reserve tripmeter manually, it will reset itself automatically
and the display will return to the prior mode after refueling and traveling 5 km 3 mi. This model
is equipped with a self-diag- nosis device for various electrical circuits. If any of those circuits
are defective, the engine trouble warning light will come on, and then the multi-function display
will indicate a two-digit error code e. If the multi-function display indicates any error codes, note
the code number, and then have a Yamaha dealer check the vehicle. If the display indicates an
error code, the vehicle should be checked as soon as possible in order to avoid engine damage.
This mode cycles through five control functions, allowing you to make the following settings in
the order listed below. This function allows you to adjust the brightness of the multi-function
display to suit the outside lighting conditions. This function allows you to select 3 the engine
speed at which the indicator light will be activated. This function allows you to select the engine
speed at which the indicator light will be deactivated. This function allows you to adjust the
brightness of the indicator light to suit your preference. The control mode changes to the shift
timing indicator light activity function. This setting is selected when the indicator light stays on.
This setting is selected when the indicator light flashes four times per second. This setting is
selected when the indicator light flashes once every two seconds. The control mode changes to
the shift timing indicator light activation function. The control mode changes to the shift timing
indicator light deactivation function. The control mode changes to the shift timing indicator light
brightness function. The multi-func- tion display will return to the odometer, tripmeter or clock
mode. When released, the switch returns to the center position. To cancel the turn signal lights,
push the switch in after it has returned to the center position. The clutch lever is located at the
left handlebar grip. To disengage the clutch, pull the lever toward the handlebar grip. To engage
the clutch, release the lever. The lever should be pulled rapidly and released slowly for smooth
clutch operation. The clutch lever is equipped with a clutch switch, which is part of the ignition
circuit cut-off system. See page The shift pedal is located on the left side of the engine and is
used in combination with the clutch lever when shifting the gears of the 6-speed constant-mesh transmission equipped on this motorcycle. Brake lever position adjusting knob.
Distance between brake lever and handlebar grip. The brake lever is located at the right
handlebar grip. To apply the front brake, pull the lever toward the handlebar grip. The brake
lever is equipped with a position adjusting knob. To adjust the distance between the brake lever
and the handlebar grip, turn the adjusting knob while holding the lever pushed away from the
handlebar grip. When the desired position is obtained, be sure to set. The brake pedal is on the
right side of the motorcycle. To apply the rear brake, press down on the brake pedal. The fuel
tank cap cannot be closed unless the key is in the lock. In addition, the key cannot be removed
if the cap is not properly closed and locked. The lock will be released and the fuel tank cap can
be opened. Push the fuel tank cap into position with the key inserted in the lock. Turn the key
counterclockwise to the original position, remove it, and then close the lock cover. Make sure
that there is sufficient fuel in the tank. Fill the fuel tank to the bottom of the filler tube as shown.
Immediately wipe off spilled fuel with a clean, dry, soft cloth, since fuel may deteriorate painted
surfaces or plastic parts. Use only unleaded gasoline. The use of leaded gasoline will cause
severe damage to internal engine parts, such as the valves and piston rings, as well as to the
exhaust system. If knocking or pinging occurs, use a gasoline of a different brand. Use of
unleaded fuel will extend spark plug life and reduce maintenance costs. Gasohol containing 3
ethanol can be used if the ethanol con-. Gasohol containing methanol is not recommended by
Yamaha because it can cause damage to the fuel system or vehicle performance problems. The

following precautions must be observed to prevent a fire hazard or other damages. The use of
leaded gasoline will cause unrepairable damage to the catalytic converter. Pull back the rear of
the rider seat as shown, remove the bolts, and then pull the seat off. Insert the projection on the
front of the rider seat into the seat holder as shown, place the seat in the original position, and
then install the bolts. Insert the key into the seat lock, and then turn it counterclockwise. While
holding the key in that position, lift the front of the passenger seat and pull it forward. Insert the
projection on the rear of the passenger seat into the seat holder as shown, and then push the
front of the seat down to lock it in place. Remove the passenger seat. Attach the helmet to a
helmet holder, and then securely install the passenger seat. Never ride with a helmet attached to
a helmet holder, since the helmet may hit objects, causing loss of control and possibly an
accident. Some helmets may contact the muffler when secured to the right side helmet holder
because of their size or shape. Be sure that your helmet does not contact the muffler when it.
Remove the passenger seat, remove the helmet from the helmet holder, and then install the
seat. This front fork is equipped with spring preload adjusting bolts, rebound damping force
adjusting screws and compression damping force adjusting screws. Always adjust both fork
legs equally, otherwise poor handling and loss of stability may result. Align the appropriate
groove on the adjusting mechanism with the top of the front fork cap bolt. Welcome to
ManualMachine. We have emailed you a verification link to to complete your registration. Log in
Sign up. Forgot password? Enter your email and check your inbox. Please also check your
spam folder. Email sent! Check your email for further instructions. Enter a new password. My
files 0 My downloads 0 History Account settings Sign out. YZF-R6T manuals. LIT 5SL Printed in
Japan. Protective apparel The majority of fatalities from motorcycle accidents are the result of
head injuries. Modifications Modifications made to this motorcycle not approved by Yamaha, or
the removal of original equipment, may render the motorcycle unsafe for use and may cause
severe personal injury. Loading and accessories Adding accessories or cargo to your
motorcycle can adversely affect stability and handling if the weight distribution of the
motorcycle is changed. Loading The total weight of the operator, passenger, accessories and
cargo must not exceed the maximum load limit. Accessories Genuine Yamaha accessories have
been specifically designed for use on this motorcycle. If accessories are added to the handlebar
or front fork area, they must be as lightweight as possible and should be kept to a minimum.
Use neutral detergent. Left view 2 1. Front fork rebound damping force adjusting screw page 2.
Front fork spring preload adjusting bolt page 3. Fuse box 2 page 4. Coolant reservoir page 5.
Shock absorber assembly spring preload adjusting ring page 6. Shock absorber assembly
compression damping force adjusting screw page 7. Shock absorber assembly rebound
damping force adjusting screw page 9. Shift pedal page EAU Front fork compression damping
force adjusting screw page Right view 1. Luggage strap holder page 2. Helmet holder page 3.
Fuse box 1 page 4. Main fuse page 5. Battery page 6. Air filter element page 7. Front brake fluid
reservoir page 8. Radiator cap page 9. Dipstick page Rear brake fluid reservoir page Clutch
lever page 2. Left handlebar switches page 3. Multi-function display page 4. Tachometer page 6.
Right handlebar switches page 7. Throttle grip page 8. Brake lever page To lock the steering.
EAU ON All electrical circuits are supplied with power, and the meter lighting, taillight, license
plate light and position lights come on, and the engine can be started. Remove the key. To
unlock the steering 3 1. EAU Indicator and warning lights 3 1. Shift timing indicator light 2.
NOTE: This model is also equipped with a selfdiagnosis device for the fuel level detection
circuit. Go ahead with riding. Stop the engine and allow it to cool. EAU Shift timing indicator
light This indicator light can be set to come on and go off at the desired engine speeds and is
used to inform the rider when it is time to shift to the next higher gear. EAU Tachometer 3 1.
Tachometer 2. Tachometer red zone The electric tachometer allows the rider to monitor the
engine speed and keep it within the ideal power range. EAU Multi-function display 3 1.
Multi-function display 2. To set the clock: 1. Self-diagnosis devices This model is equipped with
a self-diag- nosis device for various electrical circuits. Display brightness and shift timing
indicator light control mode 1. To set the shift timing indicator light activity function 1. To adjust
the shift timing indicator light brightness 1. EAU Handlebar switches Left 3. EAU Clutch lever 1.
Clutch lever The clutch lever is located at the left handlebar grip. Shift pedal The shift pedal is
located on the left side of the engine and is used in combination with the clutch lever when
shifting the gears of the 6-speed con- stant-mesh transmission equipped on this motorcycle.
Brake lever 2. Brake lever position adjusting knob 4. Distance between brake lever and
handlebar grip The brake lever is located at the right handlebar grip. Brake pedal The brake
pedal is on the right side of the motorcycle. Fuel tank cap lock cover 2. To close the fuel tank
cap 1. EAU Fuel 1. Fuel tank filler tube 2. Fuel level Make sure that there is sufficient fuel in the
tank. Gasohol There are two types of gasohol: gasohol containing ethanol and that contain- ing
methanol. EAU Catalytic converter This vehicle is equipped with a catalytic converter in the

muffler. Make sure that the exhaust 3 system has cooled down before doing any maintenance
work. EAU Seats Rider seat To remove the rider seat Pull back the rear of the rider seat as
shown, remove the bolts, and then pull the seat off. Bolt To install the rider seat Insert the
projection on the front of the rider seat into the seat holder as shown, place the seat in the
original position, and then install the bolts. Projection 2. Seat holder Passenger seat To remove
the passenger seat 1. Passenger seat lock 2. To install the passenger seat 1. Seat holder 2.
NOTE: Make sure that the seats are properly secured before riding. EAU Helmet holders 1.
Helmet holder The helmet holders are located on the bottom of the passenger seat. To secure a
helmet to a helmet holder 1. Be sure that your helmet does not contact the muffler when it is
secured to the helmet holder. EAU Storage compartment 3 1. Storage compartment The storage
compartment is located under the passenger seat. EAU Adjusting the front fork This front fork
is equipped with spring preload adjusting bolts, rebound damping force adjusting screws and
compression damping force adjusting screws. Spring preload. NOTE: Align the appropriate
groove on the adjusting mechanism with the top of the front fork cap bolt. To decrease the
spring pre-. Register and get 5 for free. Upload manuals that we do not have and get 1 for each
file. Get 1 for every download of your manual. A NOTE provides key information to make
procedures easier or clearer. YZF-R6 Motorcycle pdf manual download. Step 1. The use Rider
seat of leaded gasoline will cause unre- pairable damage to the catalytic To remove the rider
converter. Install the socket together with the have a Yamaha dealer check it. Turn signal light
bulb 3. Helmet holding cable 2. Yamahaa the brake hose holder on Tightening torque: Do not
use hard water Turn signal indicator light: Do not expose any key to exces- a Yamaha dealer to
have them re-reg- sively high temperatures. Yamaha Extended Service y. Keep in mind that the
burns. Rear wheel Wheel axle pinch bolt: Be sure to bring your warranty non-warranty repairs,
accident and collision damages, and oil, oil filters, air filters, registration card or other valid
proof of the original date of purchase. Remove the forward-most projec- tion from the slot, slide
the cowling forward, and then remove the re- maining projections from the slots as shown.
Perform the following steps to pro- 4. Therefore, keep To charge the battery sparks, flames,
cigarettes, etc. Remove the brake hose holder on Mahual Enter text from picture: The tire air
pressure should be checked and, if necessary, adjusted before each ride. Battery The engine
turns over The battery is good. Periodic Maintenance And Adjustment â€” possibly leading to
pending on the weather, terrain, geo- that is certified if applicable. Yamaha has met these
standards without reducing the performance or economy of operation of the motorcycle. Air
Filter Element Check the engine idling speed and, if maintenance and lubrication chart. Do not
use the key with the red Do not place any key close to bow for driving. If If coolant is not
available, use coolant is leaking, have a Yamaha distilled water or soft tap water dealer check
the cooling system. Do not attempt to diagnose mqnual off any grime from the spark plug such
problems yourself. Fuel level warning light: Screw If the auxiliary light does not come on, 5.
Buying Format see all. Shock absorber assembly rebound damping force adjusting screw page
2. Page 21 If the warning light does not come on for a few seconds, and then go off, for a few
seconds, then go off, have a have a Yamaha dealer check the elec- Yamaha dealer check the
electrical cir- trical circuit. In doing manul, no representation of affiliation, association or the like
is intended, unless otherwise stated. Shift pedal page 3. Replacing A Headlight Bulb 4. All rights
reserved. Any reproduction or unauthorized use without the written permission of Yamaha
Motor Corporation, U. This manual was produced by the Yamaha Motor Company, Ltd. It is not
possible to include all the knowledge of a mechanic in one manual. Therefore, anyone who uses
this book to perform maintenance and repairs on Yamaha vehicles should have a basic
understanding of mechanics and the techniques to repair these types of vehicles. Repair and
maintenance work attempted by anyone without this knowledge is likely to render the vehicle
unsafe and unfit for use. This model has been designed and manufactured to perform within
certain specifications in regard to performance and emissions. Proper service with the correct
tools is necessary to ensure that the vehicle will operate as designed. If there is any question
about a service procedure, it is imperative that you contact a Yamaha dealer for any service
information changes that apply to this model. This policy is intended to provide the customer
with the most satisfaction from his vehicle and to conform to federal environmental quality
objectives. Yamaha Motor Company, Ltd. Modifications and significant changes in
specifications or procedures will be forwarded to all authorized Yamaha dealers and will appear
in future editions of this manual where applicable. S This Service Manual contains information
regarding periodic maintenance to the emission control system. Please read this material
carefully. S Designs and specifications are subject to change without notice. Particularly
important information is distinguished in this manual by the following. Failure to follow
WARNING instructions could result in severe injury or death to the motorcycle operator, a
bystander or a person checking or repairing the motorcycle. This manual is intended as a

handy, easy-to-read reference book for the mechanic. Comprehensive explanations of all
installation, removal, disassembly, assembly, repair and check procedures are laid out with the
individual steps in sequential order. An abbreviation and symbol in the upper right corner of
each page indicate the current chapter. A circled number indicates a disassembly step.
Symbols 1 to 9 indicate the subject of each chapter. Symbols 10 to 17 indicate the following.
Symbols 18 to 23 in the exploded diagrams indicate the types of lubricants and lubrication
points. Symbols 24 to 25 in the exploded diagrams indicate the following. The model label 1 is
affixed to the frame. This information will be needed to order spare parts. The main function of a
fuel supply system is to provide fuel to the combustion chamber at the optimum air-fuel ratio in
accordance with the engine operating conditions and the atmospheric temperature. In the
conventional carburetor system, the air-fuel ratio of the mixture that is supplied to the
combustion chamber is created by the volume of the intake air and the fuel that is metered by
the jet used in the respective chamber. Despite the same volume of intake air, the fuel volume
requirement varies by the engine operating conditions, such as acceleration, deceleration, or
operating under a heavy load. Carburetors that meter the fuel through the use of jets have been
provided with various auxiliary devices, so that an optimum air-fuel ratio can be achieved to
accommodate the constant changes in the operating conditions of the engine. As the
requirements for the engine to deliver more performance and cleaner exhaust gases increase, it
becomes necessary to control the air-fuel ratio in a more precise and finely tuned manner. To
accommodate this need, this model has adopted an electronically controlled fuel injection FI
system, in place of the conventional carburetor system. This system can achieve an optimum
air-fuel ratio required by the engine at all times by using a microprocessor that regulates the
fuel injection volume according to the engine operating conditions detected by various sensors.
The adoption of the FI system has resulted in a highly precise fuel supply, improved engine
response, better fuel economy, and reduced exhaust emissions. Furthermore, the air induction
system AI system has been placed under computer control together with the FI system in order
to realize cleaner exhaust gases. The fuel pump delivers fuel to the injector via the fuel filter.
The pressure regulator maintains the fuel pressure that is applied to the injector at only kPa 2.
Accordingly, when the energizing signal from the ECU energizes the injector, the fuel passage
opens, causing the fuel to be injected into the intake manifold only during the time the passage
remains open. Therefore, the longer the length of time the injector is energized injection
duration , the greater the volume of fuel that is supplied. Conversely, the shorter the length of
time the injector is energized injection duration , the lesser the volume of fuel that is supplied.
The injection duration and the injection timing are controlled by the ECU. Signals that are input
from the throttle position sensor, crankshaft position sensor, intake air pressure sensor,
atmospheric pressure sensor, intake temperature sensor and coolant temperature sensor
enable the ECU to determine the injection duration. The injection timing is determined through
the signals from the crankshaft position sensor and the cylinder identification sensor. As a
result, the volume of fuel that is required by the engine can be supplied at all times in
accordance with the driving conditions. S a speedometer which shows the riding speed. S an
odometer which shows the total distance traveled. S two tripmeters which show the distance
traveled since they were last set to zero. S a fuel reserve tripmeter which shows the distance
traveled since the fuel level warning light came on. S a display brightness and engine speed
warning light control mode. S For the U. If you do not reset the fuel reserve tripmeter manually,
it will reset itself automatically and the display will return to the prior mode after refueling and
traveling 5 km 3. This mode cycles through five control functions, allowing you to make the
following settings in the order listed below. Display brightness: This function allows you to
adjust the brightness of the multi-function display to suit the outside lighting conditions. Shift
timing indicator light activity: This function allows you to choose whether or not the indicator
light should be activated and whether it should blink or stay on when activated. Shift timing
indicator light activation: This function allows you to select the shift timing at which the
indicator light will be activated. Shift timing indicator light deactivation: This function allows
you to select the engine speed at which the indicator light will be deactivated. Shift timing
indicator light brightness: This function allows you to adjust the brightness of the indicator light
to suit your preference. S To make any settings in this mode, you have to cycle through all of its
functions. S In this mode, the multi-function display shows the current setting for each function
except the shift timing indicator light activity function. The control mode changes to the shift
timing indicator light activity function. The indicator light will stay on when activated. This
setting is selected when the indicator light stays on. The indicator light will flash when
activated. This setting is selected when the indicator light flashes four times per second. The
indicator light is deactivated; in other words, it will not come on or flash. This setting is selected
when the indicator light flashes once every two seconds. The control mode changes to the shift

timing indicator light activation function. The control mode changes to the shift timing indicator
light deactivation function. S Be sure to set the deactivation function to a higher engine speed
than for the activation function, otherwise the shift timing indicator light will remain deactivated.
The control mode changes to the shift timing indicator light brightness function. The
multi-function display will return to the odometer, tripmeter or clock mode. Before removal and
disassembly, remove all dirt, mud, dust and foreign material. Use only the proper tools and
cleaning equipment. When disassembling, always keep mated parts together. Mated parts must
always be reused or replaced as an assembly. During disassembly, clean all of the parts and
place them in trays in the order of disassembly. This will speed up assembly and allow for the
correct installation of all parts. Keep all parts away from any source of fire. Use only genuine
Yamaha parts for all replacements. Use oil and grease recommended by Yamaha for all
lubrication jobs. Other brands may be similar in function and appearance, but inferior in quality.
When overhauling the engine, replace all gaskets, seals and O-rings. All gasket surfaces, oil
seal lips and O-rings must be cleaned. During reassembly, properly oil all mating. After the bolt
or nut has been tightened to specification, bend the lock tabs along a flat of the bolt or nut.
When installing oil seals, lubricate the oil seal lips with a light coat of lithium-soap-based
grease. Oil bearings liberally when installing, if appropriate. Do not spin the bearing with
compressed air because this will damage the bearing surfaces. Before reassembly, check all
circlips carefully and replace damaged or distorted circlips. Always replace piston pin clips
after one use. When installing a circlip 1 , make sure the sharp-edged corner 2 is positioned
opposite the thrust 3 that the circlip receives. Disconnect: S lead. Dry with an air blower.
Connect and disconnect several times. If the pin 1 on the terminal is flattened, bend it up. S If
there is no continuity, clean the terminals. S When checking the wire harness, perform steps 1
to 3. S As a quick remedy, use a contact revitalizer available at most part stores. The following
special tools are necessary for complete and accurate tune-up and assembly. Use only the
appropriate special tools as this will help prevent damage caused by the use of inappropriate
tools or improvised techniques. Special tools, part numbers or both may differ depending on
the country. When placing an order, refer to the list provided below to avoid any mistakes. S For
U. This chart specifies tightening torques for standard fasteners with a standard ISO thread
pitch. Tightening torque specifications for special components or assemblies are provided for
each chapter of this manual. To avoid warpage, tighten multi-fastener assemblies in a
crisscross pattern and progressive stages until the specified tightening torque is reached.
Unless otherwise specified, tightening torque specifications require clean, dry threads.
Components should be at room temperature. First, tighten the bolts to approximately 12 Nm 1.
Retighten the bolts 25 Nm 2. Loosen the all bolts one by one following the tightening order and
then tighten them to 27 Nm 2. Welcome to ManualMachine. We have emailed you a verification
link to to complete your registration. Log in Sign up. Forgot password? Enter your email and
check your inbox. Please also check your spam folder. Email sent! Check your email for further
instructions. Enter a new password. My files 0 My downloads 0 History Account settings Sign
out. YZF-R6T manuals. First edition, December All rights reserved. Printed in U. Illustration is
for reference only. TRIP 1! TRIP 2! To set the clock: 1. Display brightness and shift timing
indicator light control mode This mode cycles through five control functions, allowing you to
make the following settings in the order listed below. To adjust the display brightness 1. To set
the shift timing indicator light activity function 1. To adjust the shift timing indicator light
brightness 1. Tool No. Yamaha bond No. Register and get 5 for free. Upload manuals that we do
not have and get 1 for each file. Get 1 for every download of your manual. The vehicle
identification number 1 is stamped. This tool is used to remove the generator ro-. This tool is
used to hold the generator rotor. This tool is used to loosen or tighten the steer-. This tool is
used to loosen or tighten the pivot. This tool is needed to loosen or tighten the oil. These tools
are used to pull up the front fork. This tool is used to check the electrical sys-. These tools are
used to remove or install the. These tools are used to install the water pump. This tool is used
to check the ignition system. Skip to main content. Email to friends Share on Facebook - opens
in a new window or tab Share on Twitter - opens in a new window or tab Share on Pinterest opens in a new window or tab. Add to Watchlist. People who viewed this item also viewed.
Showing Slide 1 of 1 - Carousel. Check if this part fits your vehicle. Contact the seller. Picture
Information. Mouse over to Zoom - Click to enlarge. Trusted seller, fast shipping, and easy
returns. Learn more - Top Rated Plus - opens in new window or tab. Get the item you ordered or
get your money back. Learn more - eBay Money Back Guarantee - opens in new window or tab.
Seller information zz-manuals Contact seller. Visit store. See other items More See all. Item
Information Condition:. Read more. Sign in to check out Check out as guest. Add to Watchlist
Remove from watch list. Watch list is full. Shipping help - opens a layer International Shipping items may be subject to customs processing depending on the item's customs value. Your

country's customs office can offer more details, or visit eBay's page on international trade. Item
location:. Suwanee, Georgia, United States. Ships to:. This amount is subject to change until
you make payment. For additional information, see the Global Shipping Program terms and
conditions - opens in a new window or tab This amount includes applicable customs duties,
taxes, brokerage and other fees. For additional information, see the Global Shipping Program
terms and conditions - opens in a new window or tab. Estimated between Tue. Estimated
delivery dates - opens in a new window or tab include seller's handling time, origin ZIP Code,
destination ZIP Code and time of acceptance and will depend on shipping service selected and
receipt of cleared payment - opens in a new window or tab. Delivery times may vary, especially
during peak periods. Any international shipping and import charges are paid in part to Pitney
Bowes Inc. Learn More - opens in a new window or tab International shipping and import
charges paid to Pitney Bowes Inc. Learn More - opens in a new window or tab Any international
shipping and import charges are paid in part to Pitney Bowes Inc. Learn More - opens in a new
window or tab Any international shipping is paid in part to Pitney Bowes Inc. Learn More opens in a new window or tab. Sponsored items from this seller. Showing Slide 1 of 2 Carousel. Report item - opens in a new window or tab. This translation tool is for your
convenience only. The accuracy and accessibility of the resulting translation is not guaranteed.
Note: The accuracy and accessibility of the resulting translation is not guaranteed. Seller
assumes all responsibility for this listing. You will receive the download link through eBay
messages. Covers all topics from changing a light bulb to a full engine rebuild! Year: - Purchase
the manual with "Buy it Now". Receive download link through e B a y messages. We'll send the
download link within 12 hours, in most cases a lot sooner. Shipping and handling. This item will
ship to Ukraine , but the seller has not specified shipping options. Contact the seller - opens in
a new window or tab and request a shipping method to your location. Shipping cost cannot be
calculated. Please enter a valid ZIP Code. Shipping to: Worldwide. No additional import charges
at delivery! This item will be shipped through the Global Shipping Program and includes
international tracking. Learn more - opens in a new window or tab. There are 5 items available.
Please enter a number less than or equal to 5. Select a valid country. Please enter 5 or 9
numbers for the ZIP Code. Domestic handling time. Taxes may be applicable at checkout. Learn
more. Return policy. No returns or exchanges, but item is covered by the eBay Money Back
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