2006 dodge ram 1500 fuse box diagram

Fuse box diagram fuse layout , location and assignment of fuses Dodge Ram , , , , , To check a
fuse, look at the silver-colored band inside the fuse. If the band is broken or melted, replace the
fuse. Be sure to replace a bad fuse with a new one of the identical size and rating. Fuses of the
same amperage can be temporarily borrowed from another fuse location if a fuse goes out.
Replace the fuse as soon as possible. An integrated Power Module is located in the engine
compartment near the battery. This center contains cartridge fuses and mini fuses. A
description of each fuse and component may be stamped on the inside cover otherwise the
cavity number of each fuse is stamped on the inside cover that corresponds to the following
chart. Necessary cookies are absolutely essential for the website to function properly. This
category only includes cookies that ensures basic functionalities and security features of the
website. These cookies do not store any personal information. Any cookies that may not be
particularly necessary for the website to function and is used specifically to collect user
personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. When replacing a blown fuse, it is important to use only a fuse having the correct
amperage rating. The use of a fuse with a rating other than indicated may result in a dangerous
electrical system overload. If a properly rated fuse continues to blow, it indicates a problem in
the circuit that must be corrected. Main Page. This website uses cookies to improve your
experience. We'll assume you're ok with this, but you can opt-out if you wish. Close Privacy
Overview This website uses cookies to improve your experience while you navigate through the
website. Out of these cookies, the cookies that are categorized as necessary are stored on your
browser as they are essential for the working of basic functionalities of the website. We also
use third-party cookies that help us analyze and understand how you use this website. These
cookies will be stored in your browser only with your consent. You also have the option to
opt-out of these cookies. But opting out of some of these cookies may have an effect on your
browsing experience. Necessary Always Enabled. Non-necessary Non-necessary. This pictorial
diagram shows us a physical connection that is much easier to understand in an electrical
circuit or system. An electrical diagram can indicate all the interconnections, indicating their
relative positions. The use of this Array can be positively recognized in a production project or
in solving electrical problems. This can prevent a lot of damage that even derail electrical plans.
The layout facilitates communication between electrical engineers designing electrical circuits
and implementing them. The pictures are also helpful in making repairs. It shows whether the
installation has been appropriately designed and implemented while confirming the safety
regulators. A usually gives information about the relative position and arrangement of devices
and terminals on the devices, to help in building or servicing the device. This is unlike a
schematic diagram, where the arrangement of the components interconnections on the diagram
usually does not correspond to the components physical locations in the finished device. A
pictorial would show more detail of the physical appearance, whereas a wiring diagram uses a
more symbolic notation to emphasize interconnections over physical appearance. They only
provide general information and cannot be used to repair or examine a circuit. The functions of
different equipment used within the circuit get presented with the help of a schematic diagram
whose symbols generally include vertical and horizontal lines. However, these lines are known
to show the flow of the system rather than its wires. A represents the original and physical
layout of electrical interconnections. Wiring on the picture with different symbols shows the
exact location of equipment in the whole circuit. Its components are shown by the pictorial to be
easily identifiable. They are often photos attached with highly-detailed drawings or labels of the
physical components. A person with a strong knowledge of electrical wiring diagrams can only
understand a pictorial. FRDiagram Database. Ram , , Fuse Box Diagramknigaproavto. Lake
Chevy helped make these videos. The video above shows how to replace blown fuses in the
interior fuse box of your Dodge Ram in addition to the fuse panel diagram location. Electrical
components such as your map light, radio, heated seats, high beams, power windows all have
fuses and if they suddenly stop working, chances are you have a fuse that has blown out. If
your Ram is experiencing electrical problems, you should always check the fuses first, because
they are relatively easy to check and cheap to change. Some Dodges have multiple interior fuse
boxes including in the trunk - the video above will show you where the interior fuse box of your
Ram is located. If your Ram has many options like a sunroof, navigation, heated seats, etc, the
more fuses it has. Some components may have multiple fuses, so make sure you check all of
the fuses that are linked to the component in question. If you need to replace a blown fuse in
your Ram , make sure you replace it with one that has the same amperage as the blown fuse. If
checking and replacing the fuse for the component in question doesn't work, we recommend
seeking assistance from a trusted professional mechanic. They should be able to figure out if
the component needs to be replaced or if there is a short or some other problem with your Ram

Hans Angermeier has produced over , videos showing drivers how to fix things on their cars. He
has broad expertise on basic repair procedures covering the majority of cars on the road. Cars
burn, leak and otherwise dispense of their oil. Check your level frequently and top up when
necessary. Car companies often use the same engines in different cars. They also slightly alter
the styling and sell the same car by two different names amongst other tricks to help offset
development costs. Our system selects the most applicable video for your car based, in part, on
these characteristics. The video displayed may not look exactly like your car, but may be
relevant enough for you to get a good idea how to do it. Getting Started - Prepare for the repair.
Share on. Full list of part and tools. Author Hans Angermeier has produced over , videos
showing drivers how to fix things on their cars. Oil level check. Replace fog lights. Don't be
caught in the fog with burnt out fog light bulbs. Add antifreeze. Low coolant levels is all to
common - top yours up today. See all videos for the Dodge Ram We have a massive and
growing video library, but we don't have everything Skip to content. The totally integrated
power module TIPM is located in the engine compartment near the battery. This center contains
cartridge fuses and mini fuses. A description of cover, otherwise the cavity number of each fuse
is stamped on the inside cover that corresponds to the following chart. Tags: Fuse box diagram
Dodge. Bat â€” Trailer Tow Main. Bat â€” Passenger Door Node. Bat â€” Driver Door Node.
Sway Bar Module â€” If Equipped. Powertrain Control Module Transmission Range. Automatic
Shutdown 3. Rad Fan â€” If Equipped. Compressor for Air Suspension â€” If Equipped.
Emissions Diesel â€” If Equipped. Diesel Fuel Heater â€” If Equipped. Smart Bar â€” If
Equipped. Urea Heater Control â€” If Equipped. Special Services Vehicle Only. Sunroof â€” If
Equipped. Rear Defroster â€” If Equipped. Power Outlet â€” Special Services Only. Active Grill
Shutter â€” If Equipped. Upfitter â€” If Equipped. Instrument Panel Cluster except for fleet
vehicles. Additional Diesel Content â€” If Equipped. PM Sensor â€” If Equipped. Coolant
Temperature Valve Actuator. Front Heated Seats â€” If Equipped. Upfitters â€” If Equipped. The
totally integrated power module TIPM is located in the engine compartment near the battery.
This center contains cartridge fuses and mini fuses. A description of each fuse and component
may be stamped on the inside cover, otherwise, the cavity number of each fuse is stamped on
the inside cover that corresponds to the following chart. Necessary cookies are absolutely
essential for the website to function properly. This category only includes cookies that ensures
basic functionalities and security features of the website. These cookies do not store any
personal information. Any cookies that may not be particularly necessary for the website to
function and is used specifically to collect user personal data via analytics, ads, other
embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. When replacing a blown fuse, it is
important to use only a fuse having the correct amperage rating. The use of a fuse with a rating
other than indicated may result in a dangerous electrical system overload. If a properly rated
fuse continues to blow, it indicates a problem in the circuit that must be corrected. Main Page.
This website uses cookies to improve your experience. We'll assume you're ok with this, but
you can opt-out if you wish. Close Privacy Overview This website uses cookies to improve your
experience while you navigate through the website. Out of these cookies, the cookies that are
categorized as necessary are stored on your browser as they are essential for the working of
basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. Quick Links Download this manual. Table of Contents.
Automobile Dodge Caravan Manual pages. It is supplemented by a Warranty Information
Booklet and various customer oriented documents. You are urged to read these publications
carefully. If you do not read this entire manual you may miss important information. This
number also appears on the Automobile Information Disclosure Label affixed to a window on
your vehicle. Any modifications or alterations to this vehicle could seriously affect its
roadworthiness and safety and may lead to an accident resulting in serious injury or death. The
keys for your new vehicle are enclosed in a plastic bag with a bar code label affixed to the front.
Page 13 The Security Light , located in the instrument cluster, will illuminate for about 3
seconds when the ignition switch is first turned to the ON position. If the vehicle electronics do
not receive a valid signal from the ignition key, the Security Light will flash continuously to
signal that the vehicle has been immobilized. Turn the ignition back to the OFF position and
remove the second key. Insert a blank Sentry Key into the ignition and switch the ignition to the
ON position within 60 seconds of having removed the second key. Page Automatic
Transmissions turning the key until it turns easily. To remove the key, depress and hold the
release button located between the ignition switch and the instrument panel. Turn the igni- tion

key to LOCK and remove the key. All doors may be opened with the inside door handle without
lifting the lock plunger. Doors locked before closing will remain locked when closed. The
ignition key will unlock all the locks on your vehicle. Vehicles equipped with power door locks
can be locked or unlocked from inside by either the use of the door lock switches located on the
front doors or by pressing the LOCK or UNLOCK buttons on the Remote Keyless Entry key fob
if equipped. This feature is enabled when your vehicle is shipped from the assembly plant and
can be disabled by using the following procedure: 1. Enter your vehicle and close all doors.
Fasten your seat belt fastening the seat belt will cancel any chimes that may be confusing
during this program- ming procedure. Page Child Protection Door Lock Child Protection Door
Lock To provide a safer environment for children riding in the rear seat, the rear doors of your
vehicle have the child- protection door lock system. Avoid trapping anyone in a vehicle in a
collision. Remember that the rear doors can only be opened from the outside when the child
protection locks are engaged. NOTE: After setting the child protection door lock system, always
test the door from the inside to make certain it is in the desired position. When the UNLOCK
button is pressed, the illuminated entry will initiate, the parking lights will flash on twice and if
installed, the cargo lamp will turn on for 30 seconds. Release both buttons at the same time.
Operation is subject to the following conditions: 1. This device may not cause harmful
interference. This device must accept any interference that may be received including
interference that may cause undesired operation. With transmitter buttons facing down, use a
flat blade or dime to pry the two halves of the transmitter apart. Make sure not to damage the
rubber gasket during removal. There is a single opening and closing switch on the front
passenger door for passenger window control and on the rear doors of Quad Cab and Mega
Cab models. To disable the window controls on the other doors, press the window lock button.
To enable the window controls, press the window control button again. Squeeze the lock to
release the window. Wind Buffeting Wind buffeting can be described as the perception of
pressure on the ears or a helicopter type sound in the ears. In a collision, you and your
passengers can suffer much greater injuries if you are not properly buck- led up. You can strike
the interior of your vehicle or other passengers, or you can be thrown out of the vehicle. It is
extremely dangerous to ride in a cargo area, inside or outside of a vehicle. In a collision, people
riding in these areas are more likely to be seriously injured or killed. Do not allow people to ride
in any area of your vehicle that is not equipped with seats and seat belts. Enter the vehicle and
close the door. Sit back and adjust the seat. Latch Plate 2. The seat belt latch plate is above the
back of the front seat, next to your arm in the rear seat. The lap portion could ride too high on
your body, possibly causing internal injuries. Always buckle your belt into the buckle nearest
you. Always wear the lap belt as low as pos- sible and keep it snug. The front center seat belt on
the Standard Cab may be disconnected to open up utilization of the storage areas behind the
front seats. The black latch plate can be detached from the black keyed seat belt buckle located
on the inboard side of the passenger seat. If the black latch and buckle are not connected when
the seat belt is used by an occupant, the seat belt will not restrain you properly. Adjustable
Upper Shoulder Belt Anchorage In the front row outboard seats, the shoulder belt can be
adjusted upward or downward to help position the belt away from your neck. When you release
the anchorage, try to move it up or down to make sure that it is locked in position. Allow the belt
to retract. As the belt retracts, you will hear a clicking sound. This indicates the safety belt is
now in the automatic locking mode. The seat belt still must be worn snugly and positioned
properly. The pretensioners are triggered by the airbag control module. Like the airbags, the
pretensioners are single use items. Using a seat belt extender when not needed can increase
the risk of injury in a collision. Only use the seat belt extender when the lap belt is not long
enough when it is worn low and snug, and in the recommended seating positions. The front
airbags have a multistage inflator design. This may allow the airbag to have different rates of
inflation that are based on collision severity and occupant size. Page 45 Along with the seat
belts, front airbags work with the instrument panel knee bolsters to provide improved protection
for the driver and front passenger. Window bags also work with seat belts to improve occupant
protection. The seat belts are designed to protect you in many types of collisions. The airbags
work with your seat belt to restrain you properly. Always wear your seat belts even though you
have airbags. If the light does not come on, stays on after you start the vehicle, or if it comes on
as you drive, have the airbag system checked right away. Page 49 units. A large quantity of
nontoxic gas is generated to inflate the front airbags. Different airbag inflation rates may be
possible based on collision severity and occu- pant size. The steering wheel hub trim cover and
the upper right side of the instrument panel separate and fold out of the way as the bags inflate
to their full size. This may result in serious injury or death. You could be injured if the airbag
system is not there to protect you. Do not modify the components or wiring, including adding
any kind of badges or stickers to the steering wheel hub trim cover or the upper right side of the

instrument panel. NOTE: If the speedometer, tachometer or any engine related gauges are not
working, the airbag control mod- ule may also be disabled. The airbags may not be ready to
inflate for your protection. Page 55 may be released for incorporation in aggregate crash
databases, such as those maintained by the US govern- ment and various states. Data of a
potentially sensitive nature, such as would identify a particular driver, ve- hicle, or crash, will be
treated confidentially. Confidential data will not be disclosed by DaimlerChrysler Corpora- tion
to any third party except when: 1. Every state in the United States and all Canadian provinces
require that small children ride in proper restraint systems. Page 57 one year old and weigh at
least 20 lbs 9 kg. Two types of child restraints can be used rearward-facing: infant carriers and
convertible child seats. For further information refer to It could come loose in a collision. Page
59 Pull the belt from the retractor until there is enough to allow you to pass through the child
restraint and slide the latch plate into the buckle. Then pull on the belt until it is all removed
from the retractor. Allow the belt to return to the retractor, pulling on the excess web- bing to
tighten the lap portion about the child re- straint. Improper installation can lead to failure of an
infant or child restraint. The child could be badly injured or killed. Child restraints having tether
straps and hooks for connection to the seatback tether anchorage have been available for some
time. It is recommended that before installing the child restraint, buckle the seat belt so the seat
belt is tucked behind the child restraint and out of reach. Page 63 rearward-facing infant
restraints will also be equipped with a tether strap, a hook and means for adjusting the tension
in the strap. In general, you will first loosen the adjusters on the lower straps and tether straps
so that you can more easily attach the hook or connector to the lower anchorages and tether
anchorages. An incorrectly anchored tether strap could lead to seat failure and injury to the
child. In a collision, the seat could come loose and allow the child to crash into the inside of the
vehicle or other passengers, or even be thrown from the vehicle. Obtain tether straps by raising
the head restraints and reaching between the rear glass and rear seat. The tether strap may be
retained with an elastic band. In a sudden stop you could move too far forward, increasing the
possibility of injury. In Use Position Press the button located on the upper belt guide, and then
move it up or down to the position that serves you best. Grasp the shoulder portion and pull
downward until the entire belt is extracted. This extender should be used only if the existing belt
is not long enough. Page 81 This vehicle may also be equipped with window bags to protect the
driver and passengers in the first and second row sitting next to a window. If the vehicle is
equipped with window bags, they are located above the side windows. Along with the seatbelts,
front airbags work with the instrument panel knee bolsters to provide improved protection for
the driver and front passenger. Older children who do not use child restraints or
belt-positioning booster seats should ride properly buckled up in the rear seat. These include all
of the items listed above except the knee bolsters, the instrument panel, and the steering wheel
and column. A large quantity of nontoxic gas is generated to inflate the airbags. The airbag
covers separate and fold out of the way as the airbags inflate to their full size. This will turn on
the passenger airbag. If you are involved in another collision, the airbags will not be in place to
protect you. This especially applies to children. The window bag is only about 3 cm thick when
it is inflated. Enhanced Accident Response System If the airbags deploy after an impact and the
electrical system remains functional, vehicles equipped with In the event that an investigation is
undertaken by DaimlerChrysler Corporation regardless of initiative , the company or its
designated representative will first obtain permission of the appropriate custodial entity for
Page 99 Mega Cab Rear Seats Child restraint systems having attachments designed to connect
to the lower anchorages are now available. This should stow the seat belt out of the reach of an
inquisitive child. Remind all children in the vehicle that the seat belts are not toys and should
not be played with, and never leave your child unattended in the vehicle. Page We urge that you
carefully follow the directions of the manufacturer when installing your child restraint. Many,
but not all, restraint systems will be equipped with separate straps on each side, with each
having a hook or connector and a means for adjusting the tension in the strap. Place the child
restraint on the seat and adjust the tether strap so that it will reach over the seat back under the
head restraint to the tether anchor directly behind the seat. If the shoulder belt contacts the face
or neck, move the child closer to the center of the vehicle. Doing so may damage your vehicle.
Exhaust gases contain carbon monoxide, a poten- tially toxic gas that by itself is colorless and
odorless. Damaged parts must be replaced immediately. Do not disassemble or modify the
system. Seat belt assemblies must be replaced after an accident if they have been damaged
bent retractor, torn webbing, etc. Page Windshield Wipers Annoying headlight glare can be
reduced by moving the small control under the mirror to the night position toward rear of
vehicle. You can turn the feature on or off by pressing the button at the base of the mirror. A
light in the button will indicate when the dimming feature is activated. Vehicles and other
objects seen in a right side convex mirror will look smaller and farther away than they really are.

Relying too much on your right side convex mirror could cause you to collide with an- other
vehicle or other object. Page Electric Rear Window Defroster And Heated Sideview Mirrors - If
Equipped Power Mirror Switches Set the top switch to the left or right for the left or right mirror,
and set it to the center off position to prevent accidentally moving a mirror when you are
finished adjusting the mirror. To adjust a mirror, select left or right with the top switch, and
press one of the four arrows for the direction you want the mirror to move. Do not attempt to
fold the 7 x 10 inch trailer towing mirrors forward. Each language has a separate 32 name
phonebook accessible only in that language. Use of long names helps the voice recognition and
is recom- mended. Say the designation you wish to delete. Page second call is in progress. To
go back to the first call, refer to Toggling Between Calls. To combine two calls, refer to
Conference Call. After selecting one of the languages, all prompts and voice commands will be
in that language. Pull up on the handle, as shown, to release the seat back and adjust for
comfort. You can be seriously, even fatally, injured riding in a You can be seriously, even fatally,
injured riding in a seat with the seatback reclined. It may cause damage to the seat controls.
One switch controls the seat move- ment. The six-way switch can be moved forward or
backwards to get the most comfortable position. The same switch can be moved up and down
to control seat height or to change the seat angle by tilting it up or down. It may cause damage
to the seat controls or the Occupant Classi- fication System. Three switches control the seat
move- ment. The four-way switch in the center can be moved forward or backwards to get the
most comfortable posi- tion. Simply lift the seat back to return the seat to the upright position.
Verify that it is locked in place. Each of the rear seat backs provide 2 D-rings and each of the
rear storage bin lids provide 2 slotted cutouts. Be certain that the seatback is securely locked
into position. An improperly latched seat could cause serious injury. Press the switch once to
obtain High heat level, then press the switch again to obtain Low heat level. Pressing the switch
a third time will turn the heated seats OFF. If you do not purposefully turn the switch OFF, the
seat heating level will automatically change to the next lower level, or OFF. First pull the hood
release lever located below the steering wheel at the base of the instrument panel. Once the
hood is released you must reach into the opening beneath the center of the grille and push up
the latch to release the safety catch before raising the hood. If the hood is not fully latched, it
could fly up when the vehicle is moving and block your forward vision. Be sure all hood latches
are latched fully before driving. Headlight Switch Location When a door is open and the interior
lights are on, rotating the dimmer If the ignition is off and any door is left ajar for 10 minutes or
the dimmer control is rotated upwards for 10 minutes, the interior lights will automatically turn
off. The headlights will turn ON when the switch is rotated to the second position. If the parking
brake is applied the Daytime Running Lights will turn off. Turn Signals Move the lever up or
down to signal a right-hand or left-hand turn. The arrow on either side of the instrument cluster
flashes to indicate the direction of the turn, and proper operation of the front and rear turn
signal lights. For maximum delay between cycles, rotate the control knob into the upper end of
the delay range. This rating information can be found on most washer fluid containers. Tilting
the steering column while the vehicle is moving is dangerous. Without a stable steering column, you could lose control of the vehicle and have an accident. Adjust the column only while
the ve- hicle is stopped. Page Adjustment Adjustment 1. Position the driver seat so that you are
at least 10 inches mm away from the airbag located in the center of the steering wheel. Fasten
and adjust the seatbelts. Move the adjustable pedal switch, located to the left of the steering
column near the parking brake release, in the direction you desire to move the pedals. The
controls are mounted on the steering wheel. Leaving the Speed Control ON when not in use is
dangerous. You could accidentally set the system to cause it to go faster than you want. You
could lose control and have an accident. Your vehicle could go too fast for the conditions, and
you could lose control. An accident could be the result. Both lights illuminate as courtesy lights
when a door is opened, when the dimmer control is rotated to the courtesy light position fully
upward position , or when the UNLOCK button is pressed on the Remote Keyless Entry
transmitter, if so equipped. Step Button Use this button to choose or cycle through the four trip
conditions. In some areas of the country, the difference between magnetic and geographic
north is great enough to cause the compass to give false readings. If this occurs, the compass
variance must be set according to the Compass Variance Map. The last vari- ance zone number
will be displayed. A moving garage door can cause injury to people and pets in the path of the
door. People or pets could be seriously or fatally injured. It is also recom- mended that a new
battery be placed in the hand-held transmitter of the device being programmed to HomeLink for
quicker training and accurate transmis- sion of the radio-frequency signal. Simultaneously
press and hold both the HomeLink button that you want to train and the hand-held trans- mitter
buttons. Do not release the buttons until step 4 has been completed. Return to the vehicle and
firmly press, hold for two seconds and release the programmed HomeLink button. Activation

will now occur for the trained device i. Page Security Security If you sell your vehicle, be sure to
erase the frequencies. To erase all of the previously trained frequencies, hold down both
outside buttons until the green light begins to flash. Occupants, particularly unat- tended
children, can become entrapped by the power sunroof while operating the power sunroof
switch. Such entrapment may result in serious injury or death. Page Closing Sunroof - Express
Closing Sunroof - Express Press the switch forward and release, and the sunroof will close
automatically from any position. The sunroof will close fully and stop automatically. This is
called Express Close. During Express Close operation, any movement of the switch will stop the
sunroof. Pinch Protect Feature This feature will detect an obstruction in the opening of the
sunroof during Express Close operation. Your vehicle may exhibit wind buffeting with the
windows down, or the sunroof if equipped in certain open or partially open positions. The cigar
lighter is located on the instrument panel, above and to the left of the ash receiver. As a child
safety precaution, the lighter only operates with the ignition switch ON. The cupholder is
opened by pulling on the cup holder door handle, on the front surface. Each opening in the
cupholder is adjustable and will hold cups and mugs of various sizes. Rear Cupholder â€” Mega
Cab Mega Cab vehicles are equipped with rear cupholders located in the center armrest. Push
the button on the front of the armrest to raise the cover. Page storage area into separate
compartments. Lift the lower handle on the front of the armrest, and raise the armrest for
access to the lower storage bin. Standard cab models also have storage behind the seat. The
Quad Cab models provide additional storage under the rear seat. See page for more
information. Push down on the front of the storage compartment handle and lift the storage
compartment cover. Do not operate the vehicle with loose items stored on the load floor. While
driving or in an accident you may experience, abrupt stopping, rapid acceleration, or sharp
turns. Loose objects stored on the load floor may move around with force and strike occupants,
resulting in serious or fatal injury. Grasp the knob on the load floor and lift the knob until the
load floor unfolds into position. Load Floor In Open Position 3. Reverse the procedure to store
the load floor. Reverse the procedure to put the load floor back in the secured down position
before you operate the vehicle. Place lumber across the box in the indentations provided above
the wheel housings and in the bulkhead dividers to form the floor. Page Slide-In Campers There
are stampings in the sheet metal on the inner side bulkheads of the box in front of and behind
both wheel housings. Place wooden boards across the box from side to side to create separate
load compartments in the pickup box. If such a vehicle is operated without a tailgate, suitable
lights must be installed. Examine the gages carefully, and follow the instructions above for each
indicated problem. Do not operate the engine with the tachometer pointer at high rpm for
extended periods. Engine damage may occur. Airbag Indicator Light The indicator lights and
remains lit for 6 to 8 seconds when the ignition is first turned on. Transfer Case Position See
page for more information. Do not leave your vehicle unattended with the engine running as you
would not be able to react to the temperature indicator if the engine overheats. NOTE: Engine
idle speed will automatically increase to rpm at elevated coolant temperatures to improve
engine cooling. Prolonged driving with the MIL on could cause damage to the engine control
system. It also could affect fuel economy and driveability. If the MIL is flashing, severe catalytic
converter damage and power loss will soon occur. Immediate service is required. Page that the
anti-lock portion of the brake system is not functioning and that service is required. See your
autho- rized dealer immediately. The ABS light could also illuminate during loss of traction and
remain illuminated until the brake pedal is pressed. The light will remain on until fluid is added
and ignition switch is cycled. Transmission Oil Temperature Warning Light Automatic
Transmissions Only This light indicates that there is excessive trans- mission fluid temperature
that might occur Door Ajar The Door Ajar light will illuminate when any door is opened.
Electronic Volume Control The electronic volume control turns continuously degrees in either
direction without stopping. Turning the volume control to the right increases the volume and to
the left decreases it. To stop the search, press SCAN a second time. This feature plays the
selections on the compact disc in random order to provide an interesting change of pace. MUTE
will be displayed. Press the MUTE button a second time and the sound from the speakers will
return. Rotating the volume control or turning OFF the ignition will also return the sound from
the speakers. Press the left side of the button to return to the beginning of the current selection,
or return to the beginning of the previous selection if the CD is within the first 10 seconds of the
current selection. If you have ejected a disc and have not removed it within 15 seconds, it will
be reloaded. Press the SEEK button to move to the next randomly selected track. ID3 version 2
is not supported by the radios. Press and hold the time button until the hours blink. The tape
will reverse until the button is pressed again or until the end of the tape is reached. At the end
of the tape, the tape will play in the opposite direction. Press the left side of the button to return
to the beginning of the current selection, or return to the beginning of the previous selection if

the CD is within the first 5 seconds of the current selection. After 2 minutes the radio will go to
the previous tuner mode. The disc can be ejected with the radio and ignition OFF. When writing
MP3 files, pay attention to the following restric- tions. The radio is designed to recognize the file
as an invalid MP3 and will not play the file. If the medium contains a lot of folders or files, the
radio will take more time to start playing the MP3 files. The system is located in the headliner
behind the front row seat. A CD may remain in the radio while in the Satellite radio mode. These
satellite channel pre-set stations will not erase any AM or FM pre-set memory stations. Follow
the memory pre-set procedures that apply to your radio. Page Radio Operation The right hand
control is a rocker type switch with a button in the center. Pressing the top of the switch will
increase the volume and pressing the bottom of the switch will decrease the volume. The center
button of the right hand control will allow you to change the mode. The button in the center of
the left hand switch has no function in this mode. Handle the disc by its edge; avoid touching
the surface. If the disc is stained, clean the surface with a soft cloth, wiping from center to edge.
These comfort controls can be set to obtain desired interior conditions. Page The mode control
at the right of the control panel can be set in any of the following positions: NOTE: To improve
your selection choices, the system allows you to operate at intermediate positions between the
major modes. These intermediate positions are iden- tified by the small dots. Blower Control
The rotary knob on the left of the control panel is the blower control. Recirculation Modes Panel
or Bi-Level Select the recirculation modes when the outside air contains smoke, odors, high
humidity, or if rapid cooling is desired. Page Blower Control The rotary knob on the left of the
control panel is the blower control. Turn the knob clockwise to one of the four positions to
obtain the blower speed you desire. To turn the blower off, turn the knob to the far left position. Page Air Conditioning and Heating Operation To turn on the Air Conditioning, set the fan
control at any speed and press the snowflake button located on the control panel. Conditioned
air will be directed through the outlets selected by the mode control. A light in the snowflake
button shows that the air conditioning is on. These outlets can be adjusted to direct the airflow.
Bi-Level Air flows through the outlets located in the instru- ment panel and those located on the
floor. NOTE: There is a difference in temperature between the upper and lower outlets for added
comfort. This is accomplished by having separate temperature control slides for both the driver
and front passenger. The blue area of the scale indicates cooler temperatures while the red area
indicates warmer temperatures. There are grilles in the cab back panel. These are air exhausters
that provide the means for regular exchange of cab air. Side window demisters direct air flow
specifically to the window glass to help prevent interior fogging of the glass. Page Operating
Tips Operating Tips Fast Cooldown For a fast cooldown, turn the blower fan rotary knob to the
extreme right position, turn the mode control to the panel fresh position, press the snowflake
button to turn on the air conditioning, and drive with the windows open for the first few minutes.
Page Snowplow Page Before Plowing It also engages the steering wheel lock if equipped when
the steering wheel is turned. NOTE: This vehicle is equipped with a transmission shift
interlocking system. When the engine starts, release the key. The ignition key will return to the
ON position for normal driving. Allows the electrical accessories to be used when the engine is
not running. Waiting a few seconds between such intervals will protect the starter from
overheating. Push the accelerator pedal all the way to the floor and hold it there while cranking
the engine. This should clear any excess fuel in case the engine is flooded. Remember to
disconnect the cord before driving. Damage to the volt electrical cord could cause
electrocution. The selector lever is mounted on the right side of the steering column. You must
depress the brake pedal, to pull the selector lever out of park P position Brake Interlock System.
Your vehicle could move and injure you and others if it is not completely in P Park. Check by
trying to move the gearshift lever back and forth without first pulling it toward you after you
have set it in P. Make sure it is in Park before leaving the vehicle. The engine may be started in
this range. Set the parking brake if you must leave the vehicle. NOTE: Towing the vehicle,
coasting, or driving, with the transmission in neutral N position, can cause severe damage to
the transmission. A clutch within the torque converter engages automati- cally at calibrated
speeds. This may result in a slightly different feeling or response during normal operation in the
upper gears. Page To shift into Reverse, come to a complete stop. Depress the clutch and
pause briefly to allow the gear train to stop. Move the shift lever from the Neutral position
straight across and back into Reverse. Never drive with your foot resting on the clutch pedal, or
attempt to hold the vehicle on a hill with the clutch pedal partially engaged, as this will cause
abnormal wear on the clutch. Move the shift lever from the Neutral position straight across, in
one swift motion, and down into Reverse. Recommended Shift Speeds To use your manual
transmission for fuel economy it should be upshifted as listed below. See the operating
instructions for your transfer case, located within this section. Page When operating your
vehicle in 4L, the engine speed is approximately three times that of the 2H or 4H positions at a

given road speed. Proper operation of 4-wheel-drive vehicles depends on tires of equal size,
type and circumference on each wheel. Dry hard surfaced roads. Several attempts may be
required for clutch teeth alignment and shift completion to occur. The Electronically Shifted
transfer case is designed to be driven in the 2 wheel drive position 2WD or 4 wheel drive
position 4WD AUTO for normal street and high- way conditions dry hard surfaced roads. The
transfer case Neutral N position is to be used for recreational towing only. The indicator light for
the current position will remain 2. The newly selected position indicator light will con- tinue to
flash. The transfer case will not shift. NOTE: Before retrying a selection, make certain that all the
necessary requirements for selecting a new transfer case position have been met. Proper
operation of 4 wheel drive vehicles depends on tires of equal size, type and circumference on
each wheel. Any difference in tire size can cause damage to the transfer case. Page For
additional information on the appropriate use of each transfer case mode position see the
information below: Rear Wheel Drive High Range - Normal street and highway driving. The
indicator light for the previous position will remain ON and the newly selected position indicator
light will continue to flash until all the requirements for the selected position have been met.
This shift cannot be completed if the key is in the accessory position. Page This Electronically
Shifted transfer case provides 4 mode positions: 2 rear wheel drive high range, 4 wheel drive
high range, 4 wheel drive low range, and neutral. The Electronically Shifted transfer case is
designed to be driven in the 2 wheel drive position 2WD for normal street and highway
conditions dry hard surfaced roads. When you select a different trans- fer case position, the
indicator lights will do the follow- ing: If All Shift Conditions are Met Always engage the parking
brake when powering down the vehicle if the Service 4WD light is illumi- nated. Not engaging
the parking brake may allow the vehicle to roll which may cause personal injury. NOTE: Do not
attempt to make a shift while only the front or rear wheels are spinning, as this can cause
damage to driveline components. After the desired position indicator light is ON not flashing ,
shift transmission back into gear release clutch on manual transmissions. NOTE: If steps 1 or 2
of either the Preferred or Alternate Procedure are not satisfied prior to attempting the shift then
the desired position indicator light will flash con- tinuously while the original position indicator
light is ON, until all requirements have been met. On vehicles equipped with a limited-slip
differen- tial, never run the engine with one rear wheel off the ground, since the vehicle may
drive through the rear wheel remaining on the ground. You could lose control of the vehicle.
When parking on a hill you should apply the parking brake before placing the gear shift lever in
PARK, otherwise the load on the transmission locking mechanism may make it difficult to move
the selector out of PARK. The parking brake should always be applied whenever the driver is
not in the vehicle. Repeated or con- tinuous noises during braking may be an indication that the
brake linings are worn and in need of replacement. The pump motor makes a low humming
noise during operation. This is normal. When you are in a severe braking condition involving
use of the Anti-lock Brake System, you will experience some pedal drop as the vehicle comes to
a complete stop. Page Multi Displacement System Mds - 5. Continued operation with reduced
power steering assist could pose a safety risk to yourself and others. Service should be
obtained as soon as possible. Prolong operation of the steering system at the end of the
steering wheel travel will increase the steering fluid temperature and should be avoided when
possible. Tires with white sidewalls will have the full TIN including date code located on the
white sidewall side of the tire. Loading The vehicle maximum load on the tire must not exceed
the load carrying capacity of the tire on your vehicle. Page 4. The resulting figure equals the
available amount of cargo and luggage load capacity. Overloading of your tires is dangerous.
Overloading can cause tire failure, affect vehicle handling, and increase your stopping distance.
Use tires of the recommended load capacity for your vehicle. Never overload them. Economyâ€”
Improper inflation pressures can cause uneven wear patterns to develop across the tire tread.
These abnormal wear patterns will reduce tread life resulting in a need for earlier tire
replacement. Underinflation also increases tire rolling resistance and results in higher fuel
consumption. After inspecting or adjusting the tire pressure, al- ways reinstall the valve stem
capâ€”if equipped. This will prevent moisture and dirt from entering the valve stem, which could
damage the valve stem. Where speed limits or condi- tions are such that the vehicle can be
driven at high speeds, maintaining correct tire inflation pressure is very important. It is
engineered to be used on your style vehicle only. Since this tire has limited tread life, the
original tire should be repaired or replaced and rein- stalled at the first opportunity. This tire is
identified by a limited use spare tire warning label located on the limited use spare tire and
wheel assembly. Fast spinning tires can be dangerous. Forces gener- ated by excessive wheel
speeds may cause tire dam- age or failure. A tire could explode and injure someone. Tires and
spare tire should be replaced after six years, regardless of the remaining tread. Some combinations of unapproved tires and wheels may change suspension dimensions and performance

charac- teristics, resulting in changes to steering, han- dling, and braking of your vehicle.
Vibration may be a result of tire and wheel out-of- balance. Proper balancing will reduce
vibration and avoid tire cupping and spotty wear. Page These cautions apply to all chain
traction devices, includ- ing link and cable radial chains. Tire chain use is permitted only on the
rear tires of Ram 4X2 trucks. Consult the manufacturer of the snow tire to determine any
maximum vehicle speed requirement associated with the tire. These tires should always be
operated at the vehicle maximum capacity inflation pressures under any load condition. Instead,
rotate your tires side to side at the recommended intervals. Page Reformulated Gasoline of
premium gasoline is not recommended. The use of premium gasoline will provide no benefit
over high quality regular and mid-grade gasolines, and in some circumstances may result in
poorer performance. Light spark knock at low engine speeds is not harmful to your engine.
Oxygen- ates are required in some areas of the country during the winter months to reduce
carbon monoxide emissions. Fuels blended with these oxygenates may be used in your vehicle.
Use of additional detergents or other additives is not needed under normal conditions and
would result in unnecessary cost. There- fore, you should not have to add anything to the fuel.
Carbon monoxide CO in exhaust gases is deadly. They contain carbon monoxide, a colorless
and odorless gas which can kill. Never run the engine in a closed area, such as a garage, and
never sit in a parked vehicle with the engine running for an extended period. Damage to the fuel
system or emission control system could result from using an improper fuel tank filler tube cap
gas cap. A poorly fitting cap could let impurities into the fuel system. These vehicles can be
identified by the unique fuel filler door label that states Ethanol E or Un- leaded Gasoline Only.
This section only covers those subjects that are unique to these vehicles. Page Cruising Range
Cruising Range Because E fuel contains less energy per gallon than gasoline, you will
experience an increase in fuel con- sumption. Damage to the catalytic converter can result if
your vehicle is not kept in proper operating condition. In the event of engine malfunction,
particularly involv- ing engine misfire or other apparent loss of perfor- mance, have your vehicle
serviced promptly. Replacement tires must be equal to the load capacity of this tire size. Rim
Size This is the rim size that is appropriate for the tire size listed. Page Improper weight
distributions can have an adverse effect on the way your vehicle steers and handles and the
way the brakes operate. If you do, parts on your vehicle can break, or it can change the way
your vehicle handles. Before towing a trailer carefully re- view this information to tow your load
as efficiently and safely as possible. Distribute the load over the front and rear axles evenly.
Make sure that you do not exceed either front or rear GAWR. It is important that you do not
exceed the maximum front or rear GAWR. Always connect the chains to the frame or hook
retainers of the vehicle hitch. Cross the chains under the trailer tongue and allow enough slack
for turning corners. Refer to the Tiresâ€”General Information section of this manual on Tread
Wear Indicators for the proper inspection procedure. It can overload your brake sys- tem and
cause it to fail. You might not have brakes when you need them and could have an accident.
Towing any trailer will increase your stopping dis- tance. Page Towing Tips 7- Pin Connector
Towing Tips Before setting out on a trip, practice turning, stopping and backing the trailer in an
area away from heavy traffic. Page Trailer Towing Mirrors - If Equipped Trailer Towing Mirrors
â€” If Equipped These mirrors are designed with an adjustable mirror head to provide a greater
vision range when towing extra-wide loads. To change position inboard or out- board, the mirror
head should be rotated flipped Out or In. Page Snowplow Snowplow Prep Packages are
available as a factory installed option. These packages include components necessary to equip
your vehicle with a snowplow. On Models, snowplows, winches, and other aftermarket
equipment should not be added to the front end of your vehicle. See your dealer, installer or
snowplow manufacture for this information. There are unique electrical systems that must be
con- nected to properly assure operator safety and prevent overloading vehicle systems. The
models are NOT available for snowplow applications. The maximum number of occupants in the
truck should not exceed two. Maintain and operate your vehicle and snowplow equip- ment
following the recommendations provided by the specific snowplow manufacturer. Over the
Road Operation With Snowplow Attached The blade restricts air flow to the radiator and causes
the engine to operate at higher than normal temperatures. The higher displayed tem- perature is
due to blocked or reduced airflow to the underhood ambient temperature sensor by the snowplow. Towing with the rear wheels on the ground can result in severe transmission damage. It is
necessary to follow these steps to be certain that the transfer case is fully in N NEUTRAL before
recreational towing to prevent damage to internal parts. Bring the vehicle to a complete stop.
The bumper face bar will be damaged. Page 6. Using the point of a ballpoint pen or similar
object, depress the recessed transfer case Neutral N button for 4 seconds. After shift is
completed and the Neutral N light comes on release Neutral N button. Start engine. Page NOTE:
Items 1 through 5 are requirements that must be met prior to depressing the Neutral N selection

button, and must continue to be met until 1 second elapses and the shift has been completed. If
any of these requirements with the exception of 3 - key ON are not met prior to depressing the
Neutral N button or are no longer met during the 1 second time, then all of the mode position
Page Traction If you experience unusual vibration after driving in mud, slush or similar
conditions, check the wheels for im- pacted material. Impacted foreign material can cause a
wheel imbalance. Removing the foreign material from the wheels will correct the situation.
Hazard Light Warning Switch To engage the Hazard Warning lights, depress the button on the
top of the steering column. Lift the flap on the side of the seat for access. Remove the jack and
tools by removing the wing bolt and sliding the assembly from under the seat. The jack is
designed to use as a tool for changing tires only. The jack should not be used to lift the vehicle
for service purposes, unless suitable sup- ports are placed under the vehicle as a safety measure. Lower the jack all the way down by turning the jack turn-screw until the jack is snug. Fold
the flap and roll the jack tool kit into a cylindrical package in direction of arrows , and tie to the
jack using the tie straps. Attach the wheel wrench to the jack extension tube. Insert the tube
through the access hole between the lower tailgate and the top of the bumper and into the
winch mechanism tube. Getting under a jacked-up vehicle is dangerous. The vehicle could slip
off the jack and fall on you. You could be crushed. Never get any part of your body under a
vehicle that is on a jack. Never start or run the engine while the vehicle is on a jack. For
example, if the right front wheel is being changed, block the left rear wheel. Page 1. Remove the
spare wheel, jack, and tools from storage. Using the wheel wrench, loosen, but do not remove,
the wheel nuts by turning them counterclockwise one turn while the wheel is still on the ground.
Locate the jack as far forward as possible on the straight part of the frame. Page Place the jack
under the axle as close to the tire as possible with the drive tubes extending to the front.
Connect the jack tube extension and wheel wrench. By rotating the wheel wrench clockwise,
raise the vehicle until the wheel just clears the surface. A loose tire or jack thrown forward in a
collision or hard stop could injure someone in the vehicle. Always stow the jack parts and the
extra tire and wheel in the places provided. Install wheel center cap and remove wheel blocks.
Do not install chrome or aluminum wheel center caps on the spare wheel. Use a back and forth
motion to remove the hub cap. Do not use a twisting motion when removing the hub cap,
damage to the hub cap finish may occur. The rear hub caps on the dual rear wheel has two pry
off notches. Page Slots in the wheels will assist in properly orienting the inner and outer
wheels. Align these slots when assem- bling the wheels for best access to the tire valve on the
inner wheel. The tires of both dual wheels must be completely off the ground when tightening to
insure wheel centering and maximum wheel clamping. Tighten the wheel nuts in the numbered
sequence to a snug fit. Retighten the wheel nuts in the same sequence to the torques listed in
the table. Go through the sequence a second time to verify that specific torque has been
achieved. Page wheel. The nuts should then be tightened to recom- mended torque. Tighten the
nuts to final torque in increments. Progress around the bolt circle, tightening the nut opposite
to the nut just previously tightened until final torque is achieved. Recommended torques are
shown in the following chart. However, a floor jack or frame hoist must never be used on any
other parts or the underbody. Never use a floor jack directly under the differential housing of a
loaded truck or damage to your vehicle Battery fluid is a corrosive acid solution; do not allow
battery fluid to contact eyes, skin or clothing. If acid splashes in eyes or on skin, flush
contaminated area immedi- ately with large quantities of water. Connect the other cable, first to
the negative terminal of the booster battery and then to the engine of the vehicle with the
discharged battery. Make sure you have a good contact on the engine. Page Freeing A Stuck
Vehicle 6. Start the engine in the vehicle which has the booster battery, let the engine idle a few
minutes, then start the engine in the vehicle with the discharged battery. When removing the
jumper cables, reverse the above sequence exactly. Be careful of the moving belts and fan. Any
procedure other than above could result in: 1. Chains are not recommended for freeing a stuck
vehicle. Chains may break, causing serious injury or death. Stand clear of vehicles when pulling
with tow hooks. To avoid damage to the transfer case while towing, always use one of the
following methods. Page Engine Compartment- 3. Page Engine Compartment- 5. This system
monitors the performance of the emissions, engine, and automatic transmission control
systems. When these systems are operating properly, your vehicle will provide excellent
performance and fuel economy, as well as engine emis- sions well within current government
regulations. The MIL light will remain fully illuminated until the first engine crank or the key is
turned off. If your OBD system is not ready, you should see your dealer or repair facility. Always
maintain the oil level within the SAFE zone on the dipstick. Adding one quart of oil when the
reading is at the bottom of the SAFE zone will result in a reading at the top of the safe zone on
these engines. Page Engine Oil Filter the engine oil. Used oil and oil filters, indiscriminately
discarded, can present a problem to the environment. Spark Plugs Spark plugs must fire

properly to assure engine perfor- mance and emission control. New plugs should be in- stalled
at the specified mileage. Page Catalytic Converter Catalytic Converter The catalytic converter
requires the use of unleaded fuel only. Leaded gasoline will destroy the effectiveness of the
catalyst as an emission control device. Under normal operating conditions, the catalytic converter will not require maintenance. However, it is im- portant to keep the engine properly tuned
to assure proper catalyst operation and prevent possible catalyst damage. A hot exhaust
system can start a fire if you park over materials that can burn. Such materials might be grass
or leaves coming into contact with your ex- haust system. Do not park or operate your vehicle in
areas where your exhaust system can contact any- thing that can burn. Deposits can
accumulate in the PCV valve and passages with increasing mileage. Have the PCV valve, hoses,
and passages checked for proper operation at the intervals specified. It is essential when
replacing the cables on the battery that the positive cable is attached to the positive post and
the negative cable is attached to the negative post. How- ever, the manufacturer recommends
that air conditioning service be performed by dealers or other service facilities using recovery
and recycling equipment. However, if the seals on the ball joints are damaged, the joints should
be replaced. Serviceable replacement ball joints are available. Front suspension ball joints
should be replaced only by a qualified service technician using tools specially de- signed for
this purpose. Use Mopar type MS lithium based grease , or equivalent. This will remove accumulations of salt or road film. Operation of the wipers on dry glass for long periods may cause
deterioration of the wiper blades. Page Exhaust System After the engine has warmed, operate
the defroster for a few minutes to reduce the possibility of smearing or freezing the fluid on the
cold windshield. Mopar All Weather Windshield Washer Solution, used with water as directed on
the container, aids cleaning action, reduces the freezing point to avoid line clogging, and is not
harmful to paint or trim. Page The radiator normally remains completely full, so there is no
longer a need to remove the coolant pressure cap except for checking coolant freeze point or
replacement with new antifreeze coolant. Never add coolant to the radiator when the engine is
overheated. Do not overfill. NOTE: Failure to follow the antifreeze concentration and
replacement recommendations, or failure to use antifreeze formulated to prevent corrosion of
all cooling system metals, may result in radiator plugging, overheat- ing, or cooling system
leaks such as in core hole plugs. Check with your local authorities to determine the disposal
rules for your community. Do not store ethylene glycol-based engine coolant in open containers
or allow it to remain in puddles on the ground. Inspect all hose connections such as clamps and
cou- plings to make sure they are secure and no leaks are present. Components should be
replaced immediately if there is any evidence of wear or damage that could cause failure. Use of
a brake fluid that may have a lower initial boiling point, or is unidentified as to specification,
may result in sudden brake failure during hard prolonged braking. You could have an accident.
Overfilling the brake fluid reservoir can result in spilling brake fluid on hot engine parts and the
brake fluid catching fire. Refer to Fluids, Lubricants and Genuine Parts for the correct lubricant
type. Refer to Fluids, Lubricants and Genuine Parts for correct fluid type. The Mopar limited slip
additive should be added to the gear lubri- cant whenever a fluid change is made. This fluid
does not require periodic changing. If it is necessary to add or change fluid in this transmission
refer to Fluids, Lubricants and Genuine Parts for correct fluid type. Page 5. Remove the dipstick,
wipe it clean and reinsert it until seated. Remove the dipstick again and note the fluid level on
both sides. It is important that the transmission fluid be maintained at the prescribed level using
the recom- mended fluid. They do not require greasing or seal replacement. Periodic inspection
for excess play is recommended. Page should be performed anytime a malfunction is observed
or suspected. Proper maintenance of the entire vehicle will help the effectiveness of the noise
control systems. Air Cleaner Assembly Inspect air cleaner housing for proper assembly and fit.
Make certain that the air cleaner is properly positioned and the cover is tight. Noise Emission
Warranty The manufacturer warrants that this vehicle as manufac- tured by the manufacturer,
was designed, built and equipped to conform at the time it left the manufacturers control with all
applicable U. Chemicals that make roads passable in snow and ice, and those that are sprayed
on trees and road surfaces during other seasons, are highly corrosive to the metal in your
vehicle. Take care never to scratch the paint. Page Glass Surfaces All glass surfaces should be
cleaned on a regular basis with Mopar Glass Cleaner or any commercial household- type glass
cleaner. Never use an abrasive type cleaner. Use caution when cleaning the inside rear window
equipped with electric defrosters or the right rear quarter window equipped with the radio
antenna. This center contains car- tridge fuses and mini fuses. A description of each fuse and
component may be stamped on the inside cover otherwise the cavity number of each fuse is
stamped on the inside cover that corresponds to the following chart. Disconnect the battery
negative - cable before remov- ing the cover. TS Dome Light Open the hood 2. Remove the two 2
bolts from the front of the head- light housing. Remove the plug from the inner fender well and

remove the nut through the access hole. Inner Fender Plug Pull the housing out from the fender
to allow room to disconnect the electrical connectors. NOTE: For easier removal, pull the
headlight assembly straight forward, applying the greatest amount of force to the outer edge of
the headlight assembly. Page Bulb Removal 5. Unlock and pull connector straight from the base
of the headlight halogen bulb. Remove housing from vehicle with headlight halogen bulb in
housing. Remove the two 2 screws that pass through the bed sheetmetal. Pull the housing
straight out from the body, with a quick motion, to separate the housing from the body. If not
pulled straight, locators may be damaged. Page 3. Push the red lock slide in on the connector
and remove the housing from the vehicle. Remove the four 4 screws from the bulb strip in the
housing. Pull the appropriate bulb straight from the bulb strip. While holding the taillight firmly
in place, fasten the top screw first. Separate the connector holding the housing and wir- ing
harness to the body. Reverse procedure for installation of bulbs and hous- ing. Remove the two
screws from the top of the light. Remove the two screws and housing and access the bulb
sockets from the rear. Pull bulb straight out from socket. Loosen the two screws and the
housing to gain access to the bulb sockets. Pull the bulb straight out from the socket. Push
rearward on the side marker light assembly. Pull the entire assembly from the fender. Pull bulb
straight from the connector. Metric 26 gal. These, and all other maintenance services included
in this manual, should be done to provide best vehicle performance and reliability. Checking the
oil level while the vehicle is on level ground will improve the accu- racy of the oil level reading.
Rotate tires. Check spare tire for proper pressure and correct stowage. Page Miles Kilometers
Change engine oil and engine oil filter at interval shown or 3 months, whichever comes first.
Change rear axle fluid. Inspect engine air cleaner filter, replace if neces- sary. Replace spark
plugs. Inspect and replace ignition cables if necessary. Inspect PCV valve, replace as
necessary. Flush and replace engine coolant, if not replaced at 60 months. Check spare tire for
proper pressure and cor- rect stowage. Page Miles Kilometers Inspect engine air cleaner filter,
replace if necessary. Inspect and replace ignition cables if neces- sary. Check transfer case
fluid level 4X4. Page Miles Kilometers [Months] Replace spark plugs. Inspect brake linings. Page
Miles Kilometers [Months] Change engine oil and engine oil filter. Drain and refill transfer case
fluid 4X4. Inspect PCV Valve, replace as necessary. Warranty service must be done by an
authorized Chrysler, Dodge, or Jeep dealer. We strongly recommend that you take your vehicle
to your selling dealer. They know you and your vehicle best, and are most concerned that you
get prompt and high quality service. Page technicians, sp
1999 saturn s series sl
cyclepartsnation
2012 kia sorento pictures
ecial tools, and the latest information to assure your vehicle is fixed correctly and in a timely
manner. Most matters can be resolved with this process. Page Warranty Information U. They will
help you keep your vehicle operating at its best. Visa, Mas- tercard, American Express, and
Discover orders are ac- cepted. If you prefer mailing your payment, please call for an order
form. A tire marked C may have poor traction perfor- mance. The traction grade assigned to this
tire is based on straight-ahead braking traction tests, and does not include acceleration,
cornering, hydroplaning, or peak traction characteristics. Page Belts, Drive Page Power
Steering Page Front Axle Differential Page Lane Change and Turn Signals Page Multi-Function
Control Lever Page Recorder, Event Data Page Manual Transmission This manual is also
suitable for: ram truck Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL.

