2006 mazda 3 fuse box

Rosen Nissan helped make these videos. The video above shows how to replace blown fuses in
the interior fuse box of your Mazda 3 in addition to the fuse panel diagram location. Electrical
components such as your map light, radio, heated seats, high beams, power windows all have
fuses and if they suddenly stop working, chances are you have a fuse that has blown out. If
your 3 is experiencing electrical problems, you should always check the fuses first, because
they are relatively easy to check and cheap to change. Some Mazdas have multiple interior fuse
boxes including in the trunk - the video above will show you where the interior fuse box of your
3 is located. If your 3 has many options like a sunroof, navigation, heated seats, etc, the more
fuses it has. Some components may have multiple fuses, so make sure you check all of the
fuses that are linked to the component in question. If you need to replace a blown fuse in your
3, make sure you replace it with one that has the same amperage as the blown fuse. If checking
and replacing the fuse for the component in question doesn't work, we recommend seeking
assistance from a trusted professional mechanic. They should be able to figure out if the
component needs to be replaced or if there is a short or some other problem with your 3. Hans
Angermeier has produced over , videos showing drivers how to fix things on their cars. He has
broad expertise on basic repair procedures covering the majority of cars on the road. One of the
easiest fluids to top off - learn how to open the hood and where the reservoir is on your car. Car
companies often use the same engines in different cars. They also slightly alter the styling and
sell the same car by two different names amongst other tricks to help offset development costs.
Our system selects the most applicable video for your car based, in part, on these
characteristics. The video displayed may not look exactly like your car, but may be relevant
enough for you to get a good idea how to do it. Getting Started - Prepare for the repair. Share
on. Full list of part and tools. Author Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. Change a tail light. The burnt out tail light: classic reason
for a cop to pull you over - change yours now. Replace reverse light. White light when you back
up - yup, they burn out and you can replace them with bright LEDs. Checking the windshield
washer fluid. There's no reason to check the washer fluid level without adding some - see how
to do it here! Add washer fluid. See all videos for the Mazda 3. We have a massive and growing
video library, but we don't have everything Skip to main content. Email to friends Share on
Facebook - opens in a new window or tab Share on Twitter - opens in a new window or tab
Share on Pinterest - opens in a new window or tab. Add to Watchlist. People who viewed this
item also viewed. Showing Slide 1 of 1 - Carousel. Check if this part fits your vehicle. Contact
the seller. Picture Information. Mouse over to Zoom - Click to enlarge. Have one to sell? Sell it
yourself. Get the item you ordered or get your money back. Learn more - eBay Money Back
Guarantee - opens in new window or tab. Seller information midnightmods Contact seller. See
other items More See all. Item information Condition:. Sign in to check out Check out as a guest.
The item you've selected wasn't added to your cart. Make Offer. Resume making your offer , if
the page does not update immediately. Add to Watchlist Unwatch. Watch list is full. Longtime
member. No additional import charges at delivery! This item will be posted through the Global
Shipping Program and includes international tracking. Learn more - opens in a new window or
tab. May not post to Ukraine - Read item description or contact seller for postage options. See
details. Item location:. Keysborough, VIC, Australia. Posts to:. This amount is subject to change
until you make payment. For additional information, see the Global Shipping Program terms and
conditions - opens in a new window or tab This amount includes applicable customs duties,
taxes, brokerage and other fees. For additional information, see the Global Shipping Program
terms and conditions - opens in a new window or tab. International postage paid to Pitney
Bowes Inc. Learn more - opens in a new window or tab International postage and import
charges paid to Pitney Bowes Inc. Learn more - opens in a new window or tab Any international
postage and import charges are paid in part to Pitney Bowes Inc. Learn more - opens in a new
window or tab International postage paid to Pitney Bowes Inc. Learn more - opens in a new
window or tab Any international postage is paid in part to Pitney Bowes Inc. Related sponsored
items. Showing Slide 1 of 2 - Carousel. Report item - opens in a new window or tab. Seller
assumes all responsibility for this listing. Item specifics Condition: Used: An item that has been
used previously. The item may have some signs of cosmetic wear, but is fully operational and
functions as intended. This item may be a floor model or store return that has been used. See all
condition definitions - opens in a new window or tab Read more about the condition. Condition
is "Used". Sent with Australia Post Standard. Postage and handling. The seller has not specified
a postage method to Ukraine. Contact the seller - opens in a new window or tab and request
postage to your location. Postage cost can't be calculated. Please enter a valid postcode. There
are 1 items available. Please enter a number less than or equal to 1. Select a valid country.
Please enter five or nine numbers for the postcode. Domestic handling time. Return policy. The
seller won't accept returns for this item. You must return items in their original packaging and in

the same condition as when you received them. If you don't follow our item condition policy for
returns , you may not receive a full refund. Refunds by law: In Australia, consumers have a legal
right to obtain a refund from a business if the goods purchased are faulty, not fit for purpose or
don't match the seller's description. More information at returns. Payment details. Payment
methods. Back to home page Return to top. Back to home page. Listed in category:. Email to
friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new
window or tab Share on Pinterest - opens in a new window or tab Add to Watchlist. Image not
available Photos not available for this variation. Used: An item that has been used previously.
Change country: -Select- Australia There are 1 items available. Postcode: Please enter a valid
postcode. This is NOT the fuse panel that is sometimes located in the interior of the vehicle.
Fuses may or may not be included with the fuse box. Any included fuses are considered a free
bonus and not covered by any kind of warranty. In most cases the fuse box will be unplugged
from the vehicle wiring harness. In some cases a wiring pigtail may still be attached to the fuse
box, but is not covered by our warranty. No photos of the actual fuse box are available. A Stock
photo showing multiple fuse boxes from random vehicles has been used as a general
representation. This is NOT a manufacturer part number, and can be disregarded. This will fit:
Mazda 3 Mazda 3 2. You will only receive what is pictured unless otherwise stated in the
description. Please do not assume anything else will be included if it is not pictured. All of the
parts we sell are guaranteed to be in good working condition unless otherwise noted. We ONLY
guarantee the part s will fit the vehicle s listed in the description. If your vehicle was not
originally equipped with the EXACT part s listed, it is your responsibility to consult a dealer to
see if it will fit your application. Additional items may be needed if this is an upgrade or custom
installation. Please consult your local dealer for ALL other applications. We do our best to
prevent these issues from happening and apologize for any inconvenience it may cause. Boxes
- Check the ebay 'Shipping and Payments' tab for more info. PayPal Only Credit Cards can be
used through PayPal NO credit cards, cash, or any form of checks will be accepted for example:
certified, personal, or company checks. Tax - U. Residents Applicable sales tax will be collected
for all orders where it is required by law. Tax - Canada Residents Part must be located in
Canada Sales tax will be charged when parts are sold to customers in Canada. Please check
rates below. Due to heavy sales volume and limited staff, we are only able to respond to
questions related to orders. Unfortunately, we do not have the resources to respond to fitment
or other general questions. Please read our listings to hopefully find the answers you are
looking for. We hope you and your family are safe and healthy. Vehicle Engine Size:. Fuse box
diagram fuse layout , location, and assignment of fuses Mazda 3 BK , , , , , If a fuse has blown,
the inside element will be melted. If the same fuse blows again, avoid using that system and
consult an Authorized Mazda Dealer as soon as possible. If the headlights or other electrical
components do not work and the fuses in the cabin are normal, inspect the fuse block under the
hood. If a fuse is blown, it must be replaced. Do not replace the main fuse by yourself. Incorrect
replacement could cause an electrical shock or a short circuit resulting in a fire. Necessary
cookies are absolutely essential for the website to function properly. This category only
includes cookies that ensures basic functionalities and security features of the website. These
cookies do not store any personal information. Any cookies that may not be particularly
necessary for the website to function and is used specifically to collect user personal data via
analytics, ads, other embedded contents are termed as non-necessary cookies. It is mandatory
to procure user consent prior to running these cookies on your website. Notice Always switch
off the ignition system and the affected electrical circuit before replacing a fuse. Always
disconnect the battery before servicing high current fuses. Never use a fuse of a higher
amperage rating than that indicated, or use any other object in place of a fuse, even as a
temporary fix. This can cause extensive damage or even fire. Main Page. This website uses
cookies to improve your experience. We'll assume you're ok with this, but you can opt-out if you
wish. Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these cookies, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. It is located under the hood in the engine bay, typically
somewhere easy to get to that is less likely to be damaged in a collision. However, it is common
for there to be an additional interior fuse panel inside the cab of the vehicle. This panel is
commonly used for interior electronics related to driver safety and comfort. The fuse box does
not normally fail unless the car has physical damage or electrical problems. These issues will

need to be resolved before you install a new box, or else the new box is likely to fail as well.
Step 1: Disconnect the battery cable. Disconnect the negative terminal connected to the battery.
This way no electricity will be running through the system during in the installation process.
Step 2: Locate and open the fuse panel. Open the hood and locate the fuse panel. It will have a
cover over the fuses and you will need to remove the cover to access the panel. Step 3:
Disconnect fuse box power supply. Once the lid is off and set aside, find and disconnect the
power supply to the fuses. There is a possibility the power supply is routed through the bottom.
In that case, skip to step 4 to remove the fuse box housing to access the wires, and then come
back to step 3 before proceeding. It is most likely a single or set of red wires with a terminal
connected with a bolt, similar to the battery. Unbolt the connections and set aside. Remove any
retaining bolts holding the fuse box in place. They will be around the perimeter and may be
different lengths, so pay attention to where each bolt is located while removing it. Step 5:
Remove and label the wiring harnesses. Once you have removed the housing, you will see that
there are more wires connected to the fuse box routed to the miscellaneous systems and
sensors they protect. Start to remove them one by one. It is highly recommended that you
properly label them using the fuse diagram as you disassemble the panel. This eases confusion
and can save you from having to unnecessarily replace parts that will become damaged by
crossed wires. Step 6: Confirm replacement and transfer fuses. The replacement fuse box must
be rated and designed for your vehicle. Compare both parts and confirm that your replacement
is an exact match. Once you have confirmed this, installation with labeled wires should be
simple. If you do not have new fuses and relays for the panel, use the fuses from the old box.
Make sure you are putting them in the exact location they are rated for. Step 7: Reconnect the
system wires. With the fuses installed, you can start to reattach the various wires to all the
systems the fuses protect. If you labeled the wires as you disconnected them, compare the label
to the diagram and put the wires back in their assigned position. Crossing these wires can
cause permanent damage to the systems they are attached to. Different systems and different
fuses are rated for different amperages. After reconnecting, confirm that the wires are securely
attached. Step 8: Mount the new fuse box. Use the retaining screws to mount the new box in the
same position as the old fuse box. These need to be hand tightened. Step 9: Reattach the power
supply. Reassembly of the fuse box is complete when it is supplied it with power. Reattach the
power supply you set aside in step 3. If there is anything wrong with the terminals for the fuse
box power supply, you may need to replace the wire, or splice in a new connection. Reattach
the lid to fuse box. Make sure that the connection is secure and will not unscrew or disconnect
from engine vibration. Step Test the vehicle and accessories. Turn on the vehicle and test the
fuel pump relay and a few fuses. Continue to test radio function, windows, air conditioning,
heater, and other accessories in the vehicle that are connected to the new fuse panel. If one or
more functions was working before the replacement, but is not functioning after, check those
fuses one by one. Look for the correct amperage rating, unbroken filaments, and proper
installation of the fuse itself. Fuses play a large role in keeping the electronic systems in your
vehicle safe. Fuses are a cheap and easy way to keep from replacing more expensive parts of
the vehicle. Relays found in the fuse panel also protect the driver by keeping the large power
supplies away from the drive switches. The main unit that houses these fuses can be damaged
by impacts, water, weather, and a wide variety of variables. Replacing them can be done quickly
and cost effectively. If you need assistance with the replacement of your fuse box , a certified
technician, such as one from YourMechanic, can replace it for you at your home or office. The
most popular service booked by readers of this article is Car Fuse Box Replacement. Our
certified mobile mechanics perform over services, including diagnostics, brakes, oil changes,
scheduled mileage maintenances, and will come to you with all necessary parts and tools. Our
certified mobile mechanics make house calls in over 2, U. Fast, free online quotes for your car
repair. Car Fuse Box Replacement Cost. Service Location. Part 1 of 1: Removal of the fuse box
Materials Needed Owner's manual Socket set and wrench Screwdriver set Pen and tape for
labeling wires optional but recommended Step 1: Disconnect the battery cable. Note : Set the
negative cable aside where it will not make contact with metallic objects around it. You may
need this for reference at some point. Note : You may want to tape and label them for your
convenience during reinstallation. Note : Always keep bolts in a safe location while working.
Use a magnetic tray, plastic bag, or a container to keep the bolts together until you need them
again. Note : Check the status of your fuses before deciding to reuse them. Look for a broken
filament inside the viewing window on the fuse. If this is discolored or broken, the fuse is bad
and you will need to buy a replacement. Start with any in the hardest to reach positions and
reconnect the easiest ones last. Overtightening them may damage the screw housing. Always
use these steps to check the status and condition of your equipment. Step Connect the battery
terminal. Reattach your negative battery terminal. Home Articles. The statements expressed

above are only for informational purposes and should be independently verified. Please see our
terms of service for more details. Excellent Auto Repair Ratings. YourMechanic Auto Repair.
Related Articles. Recent Car Fuse Box Replacement reviews. Excellent Rating. Rating Summary.
John 36 years of experience. Always great working with John! David 16 years of experience. I
used David for a used car inspection with a salvage title. David was very professional and able
to complete most of the job in the expected amount of time. I would not hesitate to
recommended yourmechanic or David to friends and family. David was a excellent and
experienced mechanic. Ben 41 years of experience. Ben was very knowledgeable and
professional. Answered my questions fully. I am very satisfied with this service. Extremely
professional. Christopher 10 years of experience. Chevrolet Silverado - Door will not open Katy, Texas. Fast answered all questions told me exactly what the cost was very polite and
courteous!! I would ask for Christopher next time. Need Help With Your Car? Related articles.
With this frustration the urge may Read more. Like Like other electronic systems on your
vehicle, your headlights have a fuse that ensures operation, but also protects against voltage
fluctuations. In In most modern vehicles there are usually two fuse boxes. There are so many
things in a ca
2002 pontiac grand prix ignition switch
green chevrolet silverado
rca cable wiring diagram
r that Related questions Electrical problems with the car that started suddenly If all these
problems started happening at the same time then you will have to get the engine control
module ECM tested to see if it is causing the problems. The ECM controls all these lights using
input from the Permanent fix to steering wheel lock issue Hello. You can indeed disable the
steering lock system by removing the fuse, however you would need to get the vehicle started
before doing so. The steering wheel lock system uses an actuator that moves back and forth to
lock Everything works fine except that my phone doesn't detect the bluetooth and the usb port
in arm rest is Hello, thank you for writing in. Your are dealing with two separate issues. The USB
port may need to be replaced, as they are prone to failure, but make sure you check the fuse
first. It should be located in Browse other content. Schedule your Car Fuse Box Replacement
today! Car Fuse Box Replacement Price. How can we help? Read FAQ.

