2006 mitsubishi endeavor firing order

One of the most common trouble codes with the Mitsubishi Galant is the P code. This code
number references a number that is given to you when you plug your truck into a OBDII
scanner. The code is often accompanied by the P code , which has the same set of symptoms,
but is for bank one. Bank 1 and Bank2 refer to the side of the engine with cylinder 1 and 2 in the
firing order respectively. It also throws the code P to let you know that it has done this. The P
code on a Mitsubishi Galant will often be thrown if the fuel injection system is not operating
properly. Typically the code will be triggered by a lean condition in the engine. For most people
the first sign that anything is wrong at all is the service engine soon light coming on. There are
many things that can cause the P trouble code on the Mitsubishi Galant. Here are some of the
most common issues:. Good luck figuring out what is wrong with your Galant. If there is
anything that you feel could improve the article, please feel free to comment or message. Thank
you. Galant P Code Symptoms The P code on a Mitsubishi Galant will often be thrown if the fuel
injection system is not operating properly. Here are the typical symptoms that something is
wrong when you have code P Mileage- may or may not suffer depending on how much the air
fuel mixture has changed. Misfire â€” If the air fuel mixture has gotten too far from factory
specs, this can cause the Galant to misfire. Here are some of the most common issues: Vacuum
Leaks â€” With the Mitsubishi Galant, the most common cause for the P code to show is a
vacuum leak. Take a look around and see if you can find the vacuum leak. Mass Air Flow Sensor
â€” The mass air flow sensor calculates the volume of air entering the engine. If it has gone bad,
the air fuel mixture will be off and the P code will show. Bad O2 Sensors â€” There very well
could be nothing wrong with the air fuel mixture at all. In this case, the motor will begin to run
too rich since the air fuel mixture was richened unnecessarily. This is often the cause of P They
are relatively inexpensive and easy to replace, and this often ends up being the problem. The
code is triggered when there is an issue with the response time from the O2 sensor when
switching voltage levels. Typically, the only symptom of P is going to be the service engine
soon light. In some cases, there can be other symptoms as well. These symptoms include:. But,
like anything that causes the service engine soon light to come on it is a good idea to have it
fixed as soon as possible. Here are the most common issues that cause the P code in the
Mitsubishi Endeavor. They are presented in order somewhat of most to least likely to cause the
problem. It is possible to diagnose the P with a multimeter. If the light comes on, even for a
second, you know that you have a short circuit causing the P trouble code. Good luck finding
whatever caused P in your Mitsubishi Endeavor. If you have anything that you would like to add,
please feel free to leave a comment below. Bank 2 is the side of the engine with cylinder 2 in the
firing order Sensor 1 is before the catalytic converter, typically in the exhaust manifold or right
after it Mitsubishi Endeavor P Symptoms Typically, the only symptom of P is going to be the
service engine soon light. A poor air fuel mixture going through the catalytic converter can
cause damage to it eventually. Bad Oxygen Sensor â€” The O2 sensor itself is one of the most
likely reasons that P is triggering your service engine soon light. See directly below. They are
relatively affordable at Autozone or Amazon. Wiring Harness Issues â€” The wiring that goes to
the front and rear oxygen sensors is very susceptible to damage. This is due to the fact that O2
sensors are under the chassis where they are subject to punishment from road debris, and they
are subjected to a lot of exhaust heat. Damage to the Terminal â€” The terminal that the oxygen
sensor connects to the plug is also relatively susceptible to damage. Wrong O2 Sensor â€” If
you are getting P after having recently replaced your Oxygen sensor, it may be that the
replacement is wrong or bad. Endeavor P Diagnosis It is possible to diagnose the P with a
multimeter. Conclusion Good luck finding whatever caused P in your Mitsubishi Endeavor. It
stands for:. P should be considered a cause for concern, and can be a threat to the drivability
your Endeavor. The one nice thing about P is that it is a cylinder specific misfire code. This
makes diagnosing the problems simpler than P , which means that the cylinders are randomly
misfiring. It will often be accompanied by codes PP These particular codes indicate that there is
a misfire in one of the other respective cylinders. Fixing P should be a high priority. Driving with
a misfire can damage that catalytic converter, and raw fuel will pass through the cylinder into
the exhaust. Typically, fuel mileage will suffer as well. P is a cylinder specific misfire code,
which means that cylinder 1 is misfiring and causing the code. There are quite a few things that
can cause the P trouble code to trigger the Mitsubishi Endeavor. Here are the most common
problems that will throw the code. They are presented somewhat in order from most to least
likely to be causing the code:. If you follow the items listed above you should be able to fix the P
Inspect and test the parts of the ignition system around cylinder 1 to determine whether or not
you need to replace the coil packs, plugs, or wires. You can always reset the trouble codes and
swap the coil pack, wire, and plug from cylinder 1 to another. Go ahead and replace them or
have them tested. After that you would want to test the fuel injection system. P is cause for
concern and left unfixed can get worse. Fixing the problem causing the code to fire can save

you time and money and keep your Mitsubishi from breaking down. Quick action may also save
your catalytic converter from ruin. Mitsubishi Endeavor P Definition P is a cylinder specific
misfire code, which means that cylinder 1 is misfiring and causing the code. The vehicle itself
may begin to run rough. It depends on how serious the misfire is. The vehicle may produce
excess vibration, especially at lower RPM. Fuel mileage will suffer. Take a look at the electrodes
and see if they are in good shape. Most vehicles now come with iridium plugs that need
changed very infrequently. That being said, the plugs are a great place to start. Spark Plug
Wires â€” On most modern engines, the plug wires are not nearly as long as they once were,
but they can still go bad. Coil Packs â€” Coil packs rarely go bad, but when they do, they can
certainly cause p in your Mitsubishi Endeavor. Replacing a set can be very expensive. This is
definitely not the place to start. Popular Mechanics : How to find a vacuum leak. Cam or Crank
Sensors â€” This one is very unlikely, but it does happen. Low Compression â€” If you have a
leaking head gasket, bent valve, cracked head, etc.. You should also feel the vehicle is down on
power as well. Is P a Serious Concern? Good luck diagnosing P in your Mitsubishi Endeavor! P
is a relatively common Mitsubishi Endeavor trouble code. It stands for:. P is certainly a cause
for concern, and can be a threat to the drivability the Mitsubishi Endeavor. The nice thing about
it is that the P has tracked the problem to a particular cylinder, which makes diagnosing the
problems simpler than P , which means that the cylinders are randomly misfiring. It will often be
accompanied by codes P -P These particular codes indicate that there is a misfire in one of the
other cylinders as well. Fixing P should be a high priority. Driving with a misfire can damage
that catalytic converter. Raw fuel is also passing through the cylinder into the exhaust. Mileage
may suffer as well when your Endeavor has P P is a cylinder specific misfire code, which means
that cylinder 2 is misfiring and causing the code. There are quite a few things that can cause the
P trouble code to trigger the Mitsubishi Endeavor. Here are the most common problems that will
throw the code. They are presented somewhat in order from most to least likely to be causing
the code:. If you follow the items listed above you should be able to fix the P Inspect and test
the parts of the ignition system around Cylinder 2 to determine whether or not you need to
replace the coil packs, plugs, or wires. You can always reset the trouble codes and swap the
coil pack, wire, and plug from Cylinder 2 to another. Go ahead and replace them or have them
tested. After that you would want to test the fuel injection system. P is cause for concern and
left unfixed can leave you stranded or make the vehicle virtually underivable. Fixing the problem
causing the code to fire can save you time and money and keep your Mitsubishi Endeavor from
breaking down. Quick action may also save your catalytic converter from going bad. Mitsubishi
Endeavor P Definition P is a cylinder specific misfire code, which means that cylinder 2 is
misfiring and causing the code. The vehicle itself may begin to run rough. It depends on how
serious the misfire is. The vehicle may produce excess vibration, especially at lower RPM. Fuel
mileage may suffer. You may smell raw gas coming from the tail pipe. The vehicle may backfire.
Take a look at the electrodes and see if they are in good shape. Most vehicles now come with
iridium plugs that need changed very infrequently. That being said, the plugs are a great place
to start. Spark Plug Wires â€” On most modern engines, the plug wires are not nearly as long as
they once were, but they can still go bad. Coil Packs â€” Coil packs rarely go bad, but when
they do, they can certainly cause P in your Mitsubishi Endeavor. Replacing a set can be very
expensive. This is definitely not the place to start. Popular Mechanics : How to find a vacuum
leak. Cam or Crank Sensors â€” This one is very unlikely, but it does happen. Low Compression
â€” If you have a leaking head gasket, bent valve, cracked head, etc.. You should also feel the
vehicle is down on power as well. Is P a Serious Concern? Quick Links. Table of Contents. We
are confident you will enjoy your vehicle. It has been engi-. The Owner's Manual contains
descriptions and. Your Authorized Mitsubishi Motors Dealer will be happy to. Some features.
Please leave this Owner's Manual in the vehicle at the time of. The next owner will appreciate
having access to the. This manual includes instructions for standard and optional. Mitsubishi
Motors. Corporation reserves the right to make changes in design and. These are reminders to
be especially careful. Failure to follow the. Indicates a strong possibility of severe personal
injury or. Points out hazards or unsafe practices that could cause minor. As with other vehicles
of this type, failure to operate this vehicle. Be sure to. Engine exhaust, some of its constituents,
and certain vehicle. California to cause cancer and birth defects and reproduc-. In addition,
certain fluids contained in vehicles. Summary of Contents for Mitsubishi Endeavor Page 1
Points out hazards or unsafe practices that could cause minor the operation of your vehicle.
Page 12 If the light comes on while the engine oil level is normal, have the system P. Oil
pressure warning light If this light comes on while driving, check to see that the parking brake is
fully released. Page 13 Idle the engine until the warning light goes off. If the light does not go
off, P. Automatic transaxle fluid tempera Page 14 If the indicator does not go out, or if it comes
on again, it is not necessary to stop the vehicle immediately, but we recommend that you have

your vehicle inspected at an authorized Mitsubishi Motors dealer or a repair facility of P. Page
15 Quick index If you hear this sound N Sound Do this Ref. Remove the key to stop the tone.
Page 16 The brake pads are worn down to the serviceable limit. Have the brake pads replaced at
an authorized Mitsubishi Motors dealer or a repair facility of your choice. Page 17 Quick index If
this problem occurs N Problem Do this Ref. Page Cannot turn the key. Page 18 Quick index
Problem Do this Ref. Steam comes out of the engine compartment. The engine is overheated.
Page 19 P. There may be a problem in the automatic transaxle. The automatic transaxle does
Have the vehicle inspected by an authorized Mitsubishi Motors dealer or a repair facility not
shift when accelerating of your choice. Page General Information Filling the fuel tank Page Fuel
Selection General information Fuel selection Octane requirement Unleaded gasoline having an
octane number of 87 N Your vehicle is designed to use unleaded gasoline only. Page
Reformulated Gasoline If this happens, contact an authorized lems, try using a different brand
of gasoline. When refueling your vehicle, always cleaning additive. Using an unsuitable additive
could turn the engine off and keep away from flames, make the engine malfunction. Page 24
General information Fuel tank capacity 3. Open the fuel tank filler pipe by slowly turning the cap
counterclockwise. Before filling with fuel, stop the engine. The fuel tank filler is located on the
rear driver side of your vehicle. Page 25 General information 4. Do not tilt the nozzle. Insert If
you need to replace the fuel tank filler cap, use the nozzle in the tank port as far as it goes.
Mitsubishi Motors designs and manufac- tures high quality vehicles with an emphasis on safety
and Before any electrical or electronic accessories are durability. Page 27 If the wires interfere
with the vehicle body or always possible for an authorized Mitsubishi Motors dealer to improper
installation methods are used protective check whether the attachment or installation of
non-Mitsubishi fuses not included, etc. Page Mitsubishi Motors Genuine Parts Also available
from seat belt pretensioners, and button cell batteries, may contain your Mitsubishi Motors
dealer are a wide variety of accessories perchlorate materials. Each Mitsubishi vehicle has a
Special handling may apply. This Make sure that the seat is adjusted by an adult. If it can cause
loss of vehicle control and result in an is adjusted by a child, an unexpected accident might
accident. Page 34 Seat and restraint systems To adjust the seat forward or backward Power
seat Push the switch to adjust the seat forward or backward to the N desired position. Release
the switch, and the seat will lock at Manual seat that position. Pull the seat adjusting lever up
and slide the seat forward or backward to the desired position. Page 35 Seat and restraint
systems To adjust the seatback Power seat Adjust the seatback angle by operating the switch
as indicated N by the arrows. Manual seat To adjust the seatback, lean forward slightly, gently
pull the seatback lock lever up, then lean backward to a comfortable position and release the
lever. Page 37 Seat and restraint systems Rear part of the seat cushion Whole seat cushion
Operate the switch to raise or lower the rear part of the seat Operate the center of the switch to
raise or lower the whole seat cushion. Operate Folding the seatbacks forward the heaters at
high for quick heating. After the seat has become warm, set the heater to low to keep it N The
rear seatbacks can be folded forward to provide additional warm. Do not allow anyone to ride in
the luggage compart- ment while the vehicle is in motion. People who are The arm rest includes
a cup holder. Page Head Restraints Seat and restraint systems Head restraints WARNING N
Padded head restraints for the seats can reduce the risk of a In order to minimize the risk of a
neck injury due to a rear impact, the head restraint must be adjusted to whiplash injury if your
vehicle is hit from the rear. Page 42 Seat and restraint systems Adjustment of the head restraint
height To remove To reduce the risk of injury in an accident, adjust the head Press the lock
knob A in the direction shown by the arrow. Then pull the head according to the seat. Always
use the correct head restraint up to make sure that it is locked in place restraint provided for the
seat and do not install the and will not come out of the seatback. Page Seat Belts In the event of
an accident, all seat belt assemblies, operate the vehicle. Page 45 Seat and restraint systems
Seat belt instructions 1. Occupants should always sit back in their seats with their backs
against the upright seatback. Page 46 Seat and restraint systems 2. To reduce the risk of
serious injury or death in the event of an accident or sudden stop, all seatbacks should be kept
in the upright position while the vehi- cle is in motion. Page 47 Seat and restraint systems 3.
Pull the seat belt out slowly while holding the latch plate. The lap part of the belt must always be
worn low and snug Push the latch plate into the buckle until you hear a across the hips. Page 49
Seat and restraint systems Front passenger seat belt warning light WARNING N The front
passenger seat belt warning light is located between In order to reduce the risk of serious injury
or death in an accident, always wear your own seat belt. Do the central vents in the instrument
panel. Page 50 Seat and restraint systems Adjustable seat belt shoulder anchor front seats
WARNING N To move the anchor down, press the lock knob A and slide Always adjust the
shoulder belt anchor so that the the anchor down to the desired position. Page Seat Belt Use
During Pregnancy Seat and restraint systems Seat belt extender Seat belt use during pregnancy

N N When your seat belt, even fully extended, is not long enough, a Seat belts work for
everyone, including pregnant women. Like seat belt extender must be obtained. The extender
may be used all occupants, pregnant women are more likely to be seriously for either of the
front seats. Pre-tensioner system The driver and front passenger seat belts are equipped with a
seat belt pre-tensioner system. Page 53 The seat belt pre-tensioner system is designed to work
only once. After the seat belt pre-tensioners have been activated, they will not work again. They
must promptly be replaced and the entire seat belt pre-tensioner system inspected by an
authorized Mitsubishi Motors dealer. If restraint until the infant is one year old unless the one
must be used in the front passenger seat, move infant outgrows the seat sooner. Because of
dren system the location of the seat belt buckles and the shape of the N Page 58 Seat and
restraint systems Tether anchor locations Examples of child restraint systems compatible with
the LATCH system N Your vehicle has 3 attachment points on the headliner, located N above
the rear seat. These are for securing a child seat tether strap to each of the 3 rear seating
positions in your vehicle. Push the anchor connectors on the child restraint system into the
lower anchors C in accordance with the instruc- N 1. In order to securely fasten the tether strap,
remove the tions provided by the child restraint system manufacturer. Page 60 Seat and
restraint systems Installing a child restraint system using the seat 4. Open the cover for the
tether anchor by pulling it back with your hand as illustrated below 4. Latch the tether strap
hook D of the child restraint sys- nism tem to the tether anchor E as illustrated below 5 and N
Page 61 Seat and restraint systems Installation 3. To activate the ALR child restraint installation
function, slowly pull the shoulder part of the belt all the way out of 1. Place the child restraint
system in a rear seating position. Then let the belt feed back into 2. Page 62 Seat and restraint
systems 5. After confirming that the belt is locked, grab the shoulder If your child restraint
system requires the use of a tether strap, part of the belt near the buckle and pull up to remove
any fasten the tether strap in accordance with the following proce- slack from the lap part of the
belt allowing the slack to dures. Page 63 Seat and restraint systems Children who have
outgrown child restraint sys- WARNING tems Child restraint tether anchors are designed only to
N withstand loads from correctly fitted child restraint Children who have outgrown a child
restraint system should be systems. Under no circumstances are they to be used seated in the
rear seat and wear the seat belt. Failure to over is detected. Infants and small children should
never ride unre- Do not sit on the edge of the seat or lean your head strained, or lean against the
instrument panel. They or chest close to the steering wheel or the instrument should never ride
held in your arms or on your lap. If they must front passenger seat. This places the infant too
close be used in the front passenger seat, move the seat to to the passenger air bag. Page 70 If
any of the following conditions occur, you should back against the seatback. Failure to Motors
dealer as soon as possible. Page 72 If any of the following conditions occur, you should central
vents in the instrument panel. Some typical situations are shown in the illustrations. Because
the front air bags may deploy in certain types of unex- pected impacts, as shown in the
illustrations, and these unex- pected impacts can move you out of position, it is important to
These the windshield. They could restrict the air bag infla- could strike and injure an occupant if
the air bag tion, or strike and injure an occupant, when the air inflates. Page 80 Seat and
restraint systems Side air bag system A label is attached to the seatbacks in vehicles with side
air bags. N The side air bags A are contained in the driver and front pas- senger seatbacks. The
side air bag is designed to inflate only on the side of the vehicle that is impacted, even with no
passenger in the front seat. The curtain air bag is designed to inflate only on the serious injury
or death to anyone too close to the air bag when it deploys. Page 83 Work done on or in the
vicinity of the side air bag and curtain air bag system components should be done only by an
authorized Mitsubishi Motors dealer. Improper work methods can cause acciden- tal side air bag
and curtain air bag deployment, or render a side air bag and curtain air bag inoperable. Page 84
Seat and restraint systems Deployment of side air bag and curtain air bag The seat belts in your
vehicle are your primary means of pro- tection in an accident. Page 85 Seat and restraint
systems Side impact in an area away from the passenger compartment Oblique side impact
Motorcycle or other similar small vehicle collision with Vehicle rolls onto its side or roof Side air
bag only the side of vehicle Collision with a utility pole, tree or other narrow object Page 87 If
you decide to junk or scrap your vehicle, we urge you to wiring could result in an accidental air
bag deploy- first take it to an authorized Mitsubishi Motors dealer so ment or could make the
SRS inoperable. Either of these situations could result in serious injury or that the SRS can be
made safe for disposal. Page Warning Labels Seat and restraint systems Warning labels N
Occupant restraint warning labels for the SRS are located in the vehicle as shown in the
illustration. Page Break-In Recommendations Features and controls Break-in recommendations
Keys N N Advanced automobile manufacturing techniques permit you to Two keys are provided.
Keep one in a safe place as a spare key. Page Electronic Immobilizer Anti-Theft Starting System

The purpose of the system is to a key from your authorized Mitsubishi Motors dealer if
immobilize the vehicle if an invalid start is attempted. A valid the original keys are lost. Then try
to start the engine again. If the engine does not start, contact an authorized Mitsubishi Motors
dealer. Page Additional Keys already registered keys and blank not registered immobi- lizer key
specially cut for your vehicle at your Mitsubishi If you lose the key, you can order a key from
your authorized Motors dealer by doing the following: Mitsubishi Motors dealer by referring to
the key number. Page Keyless Entry System Features and controls General information Keyless
entry system Your electronic immobilizer operates on a radio frequency sub- N Press the
remote control transmitter buttons to lock or unlock ject to Federal Communications
Commission FCC Rules the doors and the liftgate. For vehicles sold in U. Each time the
answerback function is set, a tone will sound to tell you the condition of the answerback
function. Page 99 If you lose your remote control transmitter, please contact Operation is
subject to the following two conditions. Page 3. Remove the old battery. If the Mitsubishi mark
is not facing you when you open the remote control transmitter case, the buttons may come
out. Page 7. Check the keyless entry system to see that it works. NOTE You may purchase a
replacement battery at an electric appliance store. Your authorized Mitsubishi Motors dealer can
replace the battery for you if you prefer. Page Features and controls To lock or unlock the door
from the inside To lock the door without using the key Move the lock knob to the lock position
to lock the door. Move the inside lock knob to the locked position. All doors should be kept
locked while driving. If this occurs, wait about 1 minute before operating the power door lock
switch. An unlocked door may be acciden- tally opened by a passenger, especially by a child It
is dangerous to drive with the liftgate open since who could fall out. Page Features and controls
To open To close Pull the liftgate handle upwards to open the liftgate. Pull the liftgate grip A
downward as illustrated and let it go before the liftgate closes completely. Gently slam the
liftgate from the outside so that it is completely closed. Please observe the following in order
The inside liftgate release is designed to provide a way to open to prevent damage or improper
operation: the liftgate in the case of discharged battery. Page Features and controls To open 2.
Insert a flat blade screwdriver into the opening. Then push on it to unlock the liftgate. Open the
lid A inside of the liftgate. Push out on the liftgate to open the liftgate. Page Theft-Alarm System
Features and controls Theft-alarm system NOTE The system is also armed by locking your
vehicle using N The theft-alarm system is designed to provide protection from the following
procedures when you leave the vehicle. Page Features and controls Type of alarm NOTE The
system will be armed even if the engine hood is open, When the alarm is activated: but when the
system is set, be sure that the engine hood is 1. The headlights blink on and off for 3 minutes.
Page Disarmed Stage Features and controls Disarmed stage Testing the theft-alarm system N N
The system will be disarmed when either of the following steps Use the following procedure to
test the system: are taken: 1. All doors or the liftgate is unlocked by the remote control 2. Never
leave the vehicle without removing the key. Never leave a child alone in the vehicle. The
windows will move while the switch is pressed and stop when the switch is released. Press the
switch 1 again, and the sunroof will be fully open. Page If nothing is trapped, have the 3. Press
the switch 3 again to fully close the sunroof. After pressing the switch 1 to perform full opening,
dealer or a repair facility of your choice. Page Parking Brake Features and controls Sunshade
Parking brake The sunshade can be opened or closed manually while the sun- N To park the
vehicle, first bring it to a complete stop, fully roof is closed. Page Features and controls To
reduce the glare Adjust the inside mirror to maximize the view through the rear window. Page
Features and controls To fold the mirror Heated mirror if so equipped The outside mirror can be
folded in toward the side window to N When the rear window defogger switch is pressed, the
outside prevent damage when parking in tight locations. This will cause the battery to run down.
Firmly turn the steering wheel to the left or to the right as you turn the key. Tips for starting
Otherwise, the starter motor will be damaged. Do not operate the starter motor continuously for
longer than 15 seconds as this could run the battery down or Starting the engine damage the
starter motor. Page Automatic Transaxle Features and controls Automatic transaxle NOTE
During the break-in period or immediately after recon- N Designed for the most efficient control
and equipped with self- necting the battery, your vehicle may not shift smoothly. This does not
indicate a problem in the transaxle. Shifting adapting capabilities, the electronically controlled
transaxle will become smoother once the transaxle has been shifted used in your vehicle
selects the most favorable gear for each Page Features and controls The transaxle has 4
forward gears and 1 reverse gear. In the main gate, the selector lever has 4 positions, and is The
individual gears are selected automatically, depending on equipped with a lock button C to
prevent inadvertent selec- the position of the selector lever, the speed of the vehicle and tion of
the wrong gear. Have your vehicle inspected by an authorized Mitsubishi Motors dealer or a
repair facility of your choice as soon as possible. The driver must make upward shifts in into

the manual gate. Page Features and controls Operation of the automatic transaxle Move the
selector lever gently between the manual and main gates and between positions in the manual
gate. N Excessive force could damage the selector lever. Before selecting a gear with the engine
running and Sports mode indicator the vehicle stationary, fully depress the brake pedal The can
be left in gear and held stationary with the service brake. Page All-Wheel Drive Operation
Mitsubishi is not responsible to the operator for any dam- When using all-wheel drive on rough
roads snow, sand, mud age or injury caused or liability incurred by improper and etc. When
attempting to rock your vehicle out of a stuck CAUTION position, be sure that the area around
the vehicle is clear of people and physical objects. The rocking Avoid sudden braking, sudden
acceleration, and motion may cause the vehicle to suddenly launch sharp turning; Page Driving
Through Water If the oil or grease is milky or cloudy Mitsubishi Motors dealer or a repair facility
of your because of water contamination, it must be replaced with choice and take the necessary
measures to prepare, new oil. Using tires of differ- Tires and wheels ent size, type, brand or
degree of wear, will increase the differential oil temperature and result in possi- Since the
driving torque can be applied to the four wheels, the ble damage to the driving system. The tire
on the ground may turn and the vehicle may roll off the jack. Page Service Brake If the power
assist is lost or if either brake hydraulic damage to the brakes. Page Anti-Lock Braking System
This helps you keep control of your If you hear this sound, have the brake pads replaced at an
vehicle and its direction. Page The standard brake system will still work properly. If this
happens, take your vehi- cle to an authorized Mitsubishi Motors dealer or a repair facility of your
choice as soon as possible. Page If this happens, take your vehicle to an authorized ice which
may have be left around the wheels. On vehi- Mitsubishi Motors dealer or a repair facility of your
cles that have an anti-lock braking system, be careful not choice and have the system checked
as soon as possible. If this happens, take your vehicle to an autho- rized Mitsubishi Motors
dealer or a repair facility of your choice. The sound is associated with the ASC self-check
operations. It does not indicate a anti-lock braking system, traction control function and skid
malfunction. You can deacti- increase. Page If the indicators remain on even after your vehicle
is driven a short distance after restarting the engine, have the vehicle inspected by an
authorized Mitsubishi Motors dealer or a repair facility of your choice as soon as possible. It lets
you conditions will not allow you to stay at the same keep the same driving speed. Page Cruise
Control Indicator Features and controls Cruise control indicator To activate N N This indicator
will come on when the cruise control main 1. Page Features and controls To increase the set
speed 2. Pull the lever B down while driving at the desired speed. N There are 2 ways to
increase the set speed. Cruise control lever Pull the cruise control lever up and hold it while
driving at the set speed, and your speed will then gradually increase. Page Features and
controls To decrease the set speed Accelerator pedal Press the accelerator pedal to reach your
desired speed. Pull the N There are 2 ways to reduce the set speed. Cruise control lever Pull the
cruise control lever down and hold it while driving at the set speed, and you will slow down
coast gradually. Page Features and controls To accelerate for passing Brake pedal Press the
brake pedal which disengages the cruise control , N Press the accelerator pedal as you would
normally. When you then pull the cruise control lever down momentarily to set a release the
pedal, the cruise control will return to your set new desired cruise speed. Page Features and
controls To deactivate 3. When the active stability control starts ASC operating. Push the main
switch A at the end of the lever. Page Tire Pressure Monitoring System When the inch steel
spare tire or compact spare tire is used, the tire pressure monitoring system will not work
properly. See an authorized Mitsubishi Motors dealer as soon as possible to replace or repair
the original tire. For details, please contact your authorized Mitsubishi Motors dealer. Page
However, if the warning light does not go off, or if it blinks again when the engine is restarted,
have the Each tire, including the spare if provided , should be checked vehicle inspected by an
authorized Mitsubishi monthly when cold and inflated to the inflation pressure rec- Motors
dealer. Page 20 minutes after you adjust the tire inflation pressure, one or more of the tires may
have a puncture. Inspect the tire and if it has a puncture, have it repaired by an authorized
Mitsubishi Motors dealer as soon as possible. Page If the warning light Mitsubishi Motors
dealer. If the tire repair is not done by comes on, adjust the tire inflation pressure. Page
Features and controls Location of rear-view camera Screen image The rear-view camera A is in
the liftgate, at the left side of Reference guide marks and upper surface of the rear bumper the
liftgate handle. A are displayed on the screen. Five guide marks in red B indicates
approximately 20 inches 50 cm behind the rear bumper. Page It is possible to set the display
language of the screen to English, Spanish or French. Under certain circumstances, it may
become difficult to see an image on the screen, even when the system is func- tioning correctly.
Tachometer N The tachometer shows engine revolutions per minute. This allows the driver to
determine the most efficient gear range and engine speed combinations. Page Features and

controls Every time the reset button 3 is pressed lightly less than one To reset the trip odometer
second , the indicators are changed. To zero the counter, press and hold the reset button for
more than one second. Only the currently displayed value will be reset. Page Features and
controls Engine coolant temperature gauge N This gauge shows the engine coolant
temperature. Page This will make it diffi- at an authorized Mitsubishi Motors dealer or a repair
facility of cult to diagnose the cause of future problems. In this case, take your vehicle to an
choice. Page Features and controls The following are special characteristics of liquid crystal
displays, and do not mean that something is wrong with the system. Page Features and
controls Adjusting the time 2. Page Features and controls NOTE If the condition for illumination
of the road surface freeze warning symbol is satisfied while the monitor is set to not give a
display, the symbol just flashes for approximately 30 seconds then goes off. Page Features and
controls Air conditioning For vehicles with automatic air 3- Mode selection indicator This
indicates which mode has been selected. It can also be used as a stopwatch and as a This
display shows the condition of the audio. For instruction timer. Page Features and controls
Combined display The figure of the display varies according to the condi- tions under which a
vehicle is travelling road conditions, N The combined display shows the following information:
the manner in which the vehicle is being driven, etc. Observe display for reference because the
figure of the display may differ from the actual figure. Page Features and controls Driving range
Average speed N N This value shows the distance in miles or km that can be The average speed
B from the time when the display was last driven on the fuel remaining in the fuel tank. Page
Features and controls Stopwatch 3. N It is possible to measure the time taken for a journey.
Page Features and controls Countdown timer 2. Page Features and controls Normally, a tone
sounds to indicate that the countdown 3. To timer has reached It is possible to make a setting
stop the timer before it has reached , press the so that the tone does not sound at this time. For
instruc- page For graph can be changed. Page Features and controls Graph indication NOTE
When the range for which historical data are shown is N The average speed, average fuel
economy, elevation, and out- changed for one graph, it also changes for the other side
temperature are each shown as a graph at the same time as graphs. Page Door Open Warning
Features and controls Door open warning NOTE When the unit is changed for one display, it is
automati- N When any of the doors or the liftgate is not fully closed, a door cally also changed
for the other displays. Lights P. Page Features and controls Basic operation 2. Operate the
display only when the vehi- cle is safely parked. Page Features and controls 3. Page Features
and controls 5. Page Features and controls Display brightness adjustment 7. Page Features and
controls 1. Page Features and controls Turn off display 2. N It is possible to set the monitor to
give no display. Page Features and controls Record maintenance Maintenance reminder N N For
each of the following items, it is possible to set the date When the distance driven reaches a
distance that has been set when maintenance was last performed and the driving distance for
scheduled maintenance, the maintenance reminder A is until the next maintenance. Page
Features and controls Checking and setting maintenance information 2. The date when
maintenance was performed on the selected item will automatically be updated, and the driv- 4.
Page Features and controls Display settings 2. Page Features and controls 4. Page Features
and controls Units customization 2. Page Features and controls Outside temperature unit 2.
Page Features and controls Barometer unit 1. Hg, hPa, button. Page Features and controls Door
open warning 2. N It is possible to customize the manner in which the door open When the
setting change has been completed successfully, warning is shown. When the setting change
has been completed successfully, a tone will sound once and monitor will return to the dis- play
in step 1 of this procedure. Page Features and controls Rheostat synchronization 2. Page
Features and controls History 2. N It is possible to change the range for which historical data
are When the setting change has been completed successfully, shown in the graphs. Page
Features and controls 2. To set the selected display as the opening display, press 1. Page
Features and controls Compass zone code setting 2. Find your current geographic location and
the correct cor- function button is pressed, the item to be adjusted will responding zone number
on the zone map. Page Features and controls Compass calibration 3. Page Features and
controls When compass calibration has been completed success- Lights customization fully,
the tone will sound once and the monitor will return N 1. Page Features and controls Windshield
wiper speed-sensitive operation 2. N 1. Page Features and controls Keyless entry automatic
relocking time 2. N It is possible to change the time that elapses before automatic When the
setting change has been completed successfully, relocking when the keyless entry system has
been used to a tone will sound once and the monitor will return to the unlock and no doors and
the liftgate are opened. Page Features and controls Unlock operation using keyless entry
system or door key 1. Page Features and controls Turn signal buzzer 2. Page Features and
controls Door-ajar warning buzzer 2. N It is possible to change the setting for the door-ajar

warning When the setting change has been completed successfully, buzzer. Page Features and
controls Number of keyless entry registration 2. N It is possible to confirm the number of
registered remote con- When the setting change has been completed successfully, trol
transmitters. Page Features and controls Defaults 2. If communication is successful, the
monitor will show the number of registered remote control transmitters then N The default
function returns all customized settings to their ini- return to the display in step 1 of this
procedure. Page Combination Headlights And Dimmer Switch When the temperature inside the
monitor returns to normal, the previous display will appear. If the display does not turn on,
please have your vehicle inspected at an authorized Mitsubishi Motors dealer or a repair facility
of your choice. Page However, if water col- lects inside the light, have it checked by an
authorized Headlights illuminate dimly and Mitsubishi Motors dealer or a repair facility of your
Parking, tail, front and rear side-marker lights, license choice. Switch toward you 2. Page There
may be times when the lever panel. This usually happens Have the vehicle inspected by an
authorized Mitsubishi when the steering wheel is turned only slightly. You can easily dealer or a
repair facility of your choice. Page Hazard Warning Flasher Switch Features and controls
Hazard warning flasher switch Front fog light switch if so equipped N N The fog lights illuminate
only when the headlights are on low beam. Press the switch to illuminate. Press the switch
again to turn the lights off. The indicator in the instrument cluster will illuminate while the fog
lights are on. Page Features and controls Misting function NOTE In a vehicle with a multi center
display, the multi center Move the lever in the direction of the arrow and release, and display
can be used to enable and disable speed-sensitive the wipers will operate once. Page Check the
fluid level regularly and refill if necessary. See Replace the wiper blades when they are worn. If
you have questions, ask your authorized Mitsubishi Motors dealer. Precautions to observe
when using wipers and washers N Anything, including cellular phone usage, that dis- tracts you
from the safe operation of your vehicle increases your risk of an accident. Your voice will be
recognized by a microphone in the 3. Page Help Function Features and controls Help function 4.
Page Features and controls Setting the passcode 1. Page However, of the cellular the voice
input mode and then check with an authorized phones registered, the cellular phone with the
highest priority Mitsubishi Motors dealer. Page Cellular Phones Features and controls Having
the system tell you a list of the registered 4. Page Features and controls Deleting a phone 7.
Page Receiving Calls Features and controls Switching between hands-free mode and private
Redialing mode N You can redial the last number called, based on the history of N dialed calls in
the paired cellular phone. You can register up to a phonebook on the cellular phone. Page
Features and controls Edit 3. Say the telephone number to register it. Page Features and
controls Having the system tell you a list of the phonebook 3. Page Features and controls
Deleting a registered number 4. Page Sun Visors Features and controls Sun visors To block out
additional side glare, swing the sun visor side- ways and slide it backward. N Fold the sun visor
downward 1 to reduce front glare while driving. To reduce side glare, turn the visor to the side 2.
Page Vanity Mirror Features and controls Vanity mirror Power outlet if so equipped N N The
vanity mirrors are located on the back of the sun visors. Be aware that using electronic
equipment with the engine off may run the battery down. Front Rear Luggage area Page Interior
Light Switch Features and controls Interior light switch N The interior light switch can be used
for adjusting the follow- ing switches: dome light, reading lights, luggage room light, rear
personal lights and door lights. This light The dome light can be operated by sliding the interior
light produces a spot beam for convenient use as a map light. Page Features and controls Rear
personal lights N The rear personal lights can be turned on by pushing the rear personal light
switches. Page Features and controls Luggage room light Door lights N N The luggage room
light can be turned on by sliding the luggage room light switch. The door lights come on when
any door or the liftgate are opened. When any door and the liftgate are closed, the door lights
go 1 ON - The luggage room light comes on. Page Features and controls Interior light
auto-cutout function dome light Accessory boxes and other lights N Convenient storage space
is located throughout the vehicle. Floor console box The floor console box is located under the
arm rest. Lift the arm rest A. Page Features and controls Tissue holder 2. Open the lid B. The
tissue holder is located on the back of the arm rest. For the front seat Open the lid B while
holding the side face of the lid with your The cup holder is located in front of the floor console.
Page Bottle Holder Features and controls Bottle holder Sunglasses holder if so equipped N N
Bottle holders are provided for the driver and front passenger To open this holder, push the rear
end of the lid A at the cen- in the door. Page Features and controls Tonneau cover To remove if
so equipped 1. Roll back the tonneau cover. N 2. Move one of the sliders B toward the inside of
the vehi- To use cle and lift it to remove the tonneau cover. Be sure that luggage is firmly
secured. Restricted rear vision or flying objects entering the passenger compartment during
sudden braking could result in a serious accident. Page Driving Safety Driving safety Driving

precaution Several recommendations for achieving the greatest fuel econ- Utility vehicles have
a significantly higher rollover omy are listed below. When used, this clip will help prevent the
floor mat from moving forward and possibly interfering with the operation of the pedals. Page
Motors dealer. Have someone watch while you turn all the exterior lights on Always install the
mat with the correct side facing and off. Also check the turn signal indicators and high-beam
down. During cannot guarantee that you can avoid an accident or injury. However, if you give
extra attention to the following areas, you Also, the battery power level may drop because more
can better protect yourself and your passengers Page Braking All the parts of the brake system
are critical to safety. Have the freeze and water. Page Parking Driving safety Parking Where you
park N WARNING Parking on a hill When parking on a hill, set the parking brake, and turn the Do
not park your vehicle in areas where combustible front wheels toward the curb on a downhill, or
away from the materials such as dry grass or leaves can come in curb on an uphill. Page
Loading Information Driving safety Loading information Curb weight: the weight of a motor
vehicle with standard equipment including the maximum capacity of fuel, oil, N and coolant. It is
very important to know how much weight your vehicle can Accessory weight: the combined
weight in excess of carry. Determine the combined weight of the driver and passen- gers that
will be riding in your vehicle. This table is for illustration purposes only and may not be
accurate for the seating and load carry capacity of your vehicle. Page Cargo Loads Driving
safety Cargo loads WARNING N To reduce the risk of serious injury or death, the Cargo load
precautions combined weights of the driver, passengers and To determine the cargo load
capacity for your vehicle, subtract cargo and must never exceed the vehicle capacity the weight
of all vehicle occupants from the vehicle capacity weight. For installation, refer to the
instruction manual pro- Weight placed on the roof of the vehicle will raise the vided with the
roof carrier. Place the luggage on the carrier so that its weight is 1. Turn the upper and side
knobs counterclockwise to loosen distributed evenly with the heaviest items on the bottom.
Page Trailer Towing Driving safety Trailer towing When the roof carrier is not in use, align the
crossbar markings with the roof rail if so equipped markings to minimize wind N noise. Towing
a trailer will adversely affect handling, performance, braking, durability and driving economy
fuel consumption, etc. Page Driving safety Weight limits Maximum trailer weight
Recommendations for towing up to this limit are as follows. Total Trailer Weight requirements
Up to 1, lbs. Page Trailer Hitches Check periodically to see that all hitch nuts and bolts are tight.
NOTE Mitsubishi recommends that sway control be used when- ever you are towing, to improve
towing stability. For details, please consult your authorized Mitsubishi Motors dealer. If you
have a rear window open and you tow a Tires Making sharp turns while towing a trailer could
cause the trailer to come in contact with the vehicle. Page Driving On Hills Driving safety When
towing at high altitudes, engine coolant and automatic Parking transaxle fluid will overheat at a
lower temperature than at nor- Always place chocks or blocks under both the vehicle and mal
altitudes. Apply the parking brake firmly. Page Comfort Controls Comfort controls Vents Page
Vents Comfort controls Vents Air flow and direction adjustments N N Center vents Adjust the
horizontal direction of the air flow by turning the dial A. The vent can be opened and closed with
the dial A. Adjust the vertical direction of the air flow by turning the dial B. Air flows mainly to
the windshield and the door windows. Page Manual Air Conditioning If So Equipped Comfort
controls Manual air conditioning Blower speed selection dial if so equipped N N When the
ignition key is in the ON position, select the blower The air conditioning can only be used while
the engine is run- speed by turning the blower speed selection dial. The blower ning. Page
Comfort controls Temperature control dial Mode selection dial N N Turn the temperature control
dial clockwise to make the air To change the position and amount of air flowing from the
warmer. Turn it counterclockwise to make the air cooler. Page Comfort controls Air selection
switch If the outside air is dusty or contaminated in some way, use the recirculation position.
Switch to the outside position every now N Normally, use the outside position to keep the
windshield and and then to keep the windows from fogging up. Page If the air conditioning
indicator light does not blink, there is no problem. If it does blink, have it checked at an
authorized Mitsubishi Motors dealer or a repair facility of your choice. Sometimes, for example
after using a high-pressure car wash, the condenser can get wet, and the air conditioning
indicator light A blinks temporarily. Turn the temperature control dial clockwise or
counterclock- wise to the desired temperature. Page Comfort controls For quick cooling NOTE If
the outside air is dusty or contaminated in some way, set the air selection switch A to the
recirculation position. Let in some outside air from time to time for good ventila- tion. Page
Comfort controls Combination of unheated air and heated air Defrosting or defogging the
windshield and door win- dows N Select the mode selection dial to the positions shown in the N
illustration and set the air selection switch A to the outside CAUTION position. Page Comfort
controls For ordinary defrosting For quick defrosting Use this setting to keep the windshield

and door windows clear, and to keep the leg area heated when driving in rain or snow. The
blower Never place anything over the sensor, since doing so will speed will gradually increase
as the dial is turned to the right. Page Comfort controls The blower speed indicator A is
displayed. Temperature control dial N Turn the temperature control dial clockwise to make the
air warmer. Type 1 1- High blower speed 2- Low blower speed Page Comfort controls The set
temperature A is displayed. Type 2 Type 1 Type 2 Page Comfort controls The mode selection
indicator A and front defroster indicator Air selection switch B are displayed. N Normally, use
the outside position to keep the windshield and side windows clear and to quickly remove fog
or frost from the windshield. Page Comfort controls When the air conditioning turns on, the air
selection will be Air conditioning switch controlled automatically. When the air conditioning
turns off, N Push the switch, and the air conditioning compressor will turn the air selection
automatically goes back to the outside posi- on. Page If the air conditioning indicator light A
does not blink, there is no problem. Page Comfort controls Operating the air conditioning
system automatic 3. N When the temperature is set to the highest or the lowest Blower speed
and vent mode may be controlled manually by setting under the AUTO operation, the air
selection and setting the blower speed selection dial and the mode selection the air
conditioning will be automatically changed as fol All operations will stop except the N The rear
cooler can only be used while the operation indicator air selection. Page Important Air
Conditioning Operating Tips Air conditioning system refrigerant and lubri- cant
recommendations If the air conditioning seems less effective than usual, the cause might be a
refrigerant leak. Have the system inspected by your authorized Mitsubishi Motors dealer or a
repair facility of your choice. The release of refrigerant into the atmosphere is not
recommended. Never try to repair it yourself. Avoid using the audio system until it is inspected
by a qualified person. The status will be displayed in the display 4. NOTE The volume control
mode will shut off automatically if either the radio or CD is selected, or if no adjustment is made
within about 2 seconds. Page Comfort controls To adjust the tone N 1. Page Comfort controls 2.
Page Comfort controls To listen to the radio To store a frequency in the memory, follow these
steps: 1. Page Comfort controls To select a desired track To repeat the same track or change
the order of tracks for playback You can select by using the TRACK button 6 or 7. Tracks from
all the folders on the disc will be played in a random sequence. The track number will blink
while the scan mode is selected. Turn the AUDIO switch 4 either clockwise or counterclockwise to adjust the sound customization features. To select the desired midrange level.
Mode Clockwise Counterclockwise PWR On-Off switch 2. SEEK Down-seek button 4. SEEK
Up-seek button 5. SCAN button 6. Memory select buttons 8. The audio system will start working
in NOTE the previously used mode. Page Comfort controls To skip or lock a desired channel
using the MENU NOTE Once you have stored channels in memory, you can mode instantly call
up a desired channel by just pushing the cor- N It is possible to make a setting to skip or lock a
desired channel responding memory select buttons 7. It is also possible to cancel a skip
setting. Page Comfort controls To cancel skip settings To unlock locked channels N N It is
possible to cancel channel skip settings. You can unlock one or all locked channels. Unlocking
one or more channels requires entry of the code. Page Comfort controls To change the lock
cancellation code 5. Use the memory select buttons 7 to enter the code to N It is possible to
change the code for lock cancellation to any desired number. Page Comfort controls NOTE The
artist name, track name, and arranger name can each be shown with a maximum of 36
characters. However, a single line of display text can show a maximum of only 16 characters.
Press the CD button 6 and the CD mode will be selected, starting a playback. When the second,
third, Audio and MP3 files have both been recorded, you can fourth, fifth, and sixth discs have
each played to the end, switch between reading of the CD-DA and reading of the the sequence
will begin again from the first disc. Root folder root directory Fast forward You can fast forward
by holding down the side of the TRACK button 7 for more than about 1 second. Page Comfort
controls MP3 title display Multi center display only N If your vehicle is equipped with the multi
center display, it can display MP3 titles including ID3 tag information. N The remote control
switches are located on the rear surface of To turn on the power the steering wheel. After
pressing these buttons, reception of the selected station will begin. Page Error Codes Comfort
controls Error codes N Type 1 Type 2, Type 3 If an error code 1 appears in the display, take
action in accordance with the table below. Page Error Codes Sirius Satellite Radio If an error
code 1 appears in the display, take action in accordance with the table below. Page Handling Of
Compact Discs Comfort controls Handling of compact discs N Use only the type of compact
discs that have the mark shown in the illustration below. The use of special shaped, damaged
compact discs like cracked discs or low-quality compact discs like warped discs or burrs on the
discs such as those shown will dam- age the CD player. Page Comfort controls In the following
circumstances, moisture can form on To clean a disc, use a soft, clean, dry cloth. Wipe directly

compact discs and inside the audio system, preventing from the center hole toward the outer
edge. Do not wipe in normal operation. Page Do not remove the cover and attempt to repair the
CD player by yourself. There are no user serviceable parts inside. In case of malfunction,
contact an authorized Mitsubishi Motors dealer or a repair facility of your choice. N Whip
antenna To remove the whip antenna, unscrew it by turning it counter- clockwise. For this
reason, FM broad- The quality of your reception is affected by distance, obstacles, casts cannot
be received over long distances. Page Comfort controls Reflection Cross modulation The
reason why one can hear FM but not AM in parking If one listens to a weak station and is in the
vicinity of another garages, under bridges etc. Page Comfort controls Causes of disturbances
FM reception is affected by the electrical systems of vehicles in the vicinity, especially those
without an electronic noise sup- pression device. The disturbance is even greater if the station
is weak or poorly tuned. FM reception is not as sensitive to electrical disturbances as AM. Page
For Emergencies For emergencies If the vehicle breaks down Page If The Vehicle Breaks Down
For emergencies If the vehicle breaks down Jump-starting the engine N N If your vehicle breaks
down on the road, move to the shoulder If the engine cannot be started because the battery is
weak or and turn on the hazard warning flashers. If there is no shoulder, dead, you can start it
with the battery from another vehicle or the shoulder is not safe, drive in the right lane slowly,
with using jumper cables. Page For emergencies 3. You could be injured if the vehicles move.
Set the parking 5. Page For emergencies 6. Connect one end of the other jumper cable to the
negative 8. After the engine is started, disconnect the cables in the - terminal of the booster
battery B , and the other end to reverse order from the way you connected them. Page Engine
Overheating 3. Check that the cooling fan is running. If the fan is not turning, stop the engine
immediately and contact an authorized Mitsubishi Motors dealer or a repair facility of your
choice for assistance. Page For emergencies 5. If you do not see steam or spray coming from
under the 6. When you do not see any more steam or spray, open the hood, leave the engine on
until the temperature indicator hood. Look for obvious leaks, such as a split radiator on the
instrument panel moves below the red zone. Page Tools And Jack Replace the radiator cap and
tighten it fully. Check the temperature indicator. You can drive when the indicator returns to the
normal zone. Have your vehicle checked by your authorized Mitsubishi Motors dealer or a repair
facility of your choice. Tip forward the rear seatback. Page For emergencies 2. Lift the carpet A
toward the front of the vehicle. To remove the jack, turn the shaft end so that the jack retracts
and detach it from fixing bracket C. Lift the cover B. Page For emergencies To store 2. Align the
hook A of the jack with the mounting part B of the bracket. Retract the jack, then return it to its
original position. To retract To expand Turn the shaft end by hand to expand the jack until it is
4. After tightening the shaft as far as possible by hand, held firmly in position. To prevent the
vehicle from rolling when it is raised on the jack, place chocks or blocks A at the tire that is
diago- N nally opposite from the tire B you are changing. Before changing a tire, first stop your
vehicle in a safe, flat location. See an authorized Mitsubishi Motors dealer as load weight, etc.
Page For emergencies To remove the spare tire Compact spare tire if so equipped The compact
spare tire is designed to save space in the luggage N compartment. Its lighter weight makes it
easier to use if a flat 1. Lift up the luggage floor board. N This makes it safer if the jack slips out
of position. Loosen the wheel nuts with the wheel nut wrench. Do not remove the wheel nuts
yet. Place the jack under one of the jacking points A shown 3. Rotate the jack by hand until the
flange portion B fits in in the illustration. Use the jacking point closest to the tire the groove C at
the top of the jack. Page For emergencies 4. Insert the bar D into the wheel nut wrench E. Clean
out any mud, etc. Page For emergencies On steel wheel spare wheel , install the wheel nuts with
7. On aluminum wheels, temporarily tighten the wheel nuts their tapered ends facing inward,
then tighten by hand flange nuts until their flange section comes in contact until the wheel is no
longer loose. Page For emergencies 8. Lower the vehicle slowly by rotating the wheel nut 9.
Tighten the nuts in the order shown in the illustration until wrench counterclockwise until the
tire touches the each nut has been tightened to the torque listed here. Page When the spare tire
is used, the tire pressure monitoring system will not work prop- erly. After changing the tire and
driving the vehicle about A- Vehicles sold in U. Page For emergencies To install the flat tire or
spare tire To store the jack, bar and wheel nut wrench N N Tighten the clamp A firmly with your
fingers by turning it Reverse the removing procedure when storing the jack, bar and clockwise
until the tire cannot move. Page Towing For emergencies Towing N If your vehicle needs to be
towed If towing is necessary, we recommend you to have it done by a commercial tow truck
service. When towing is required, transport the vehicle using a tow truck. Incorrect towing
equipment could damage your vehicle. Tire chains cannot be used on your vehicle. There may
be state or local regulations about using snow Avoid flooded roads. Page For emergencies On a
bumpy or rutted road Drive as slow as possible when driving on bumpy, rutted roads or over
potholes. Wheels with low-profiles tires or under-inflated tires are especially at risk for damage.

Page Service Precautions If you discover a malfunction or other problem, have it cor- wrong
way can injure you. Ask an authorized Mit- rected by an authorized Mitsubishi Motors dealer or
a repair subishi Motors dealer or a repair facility of your facility of your choice. Page Catalytic
Converter Mitsubishi Motors dealer or a repair facility of your Do not put undercoat paint on the
catalytic con- choice for service. Page Engine Hood Vehicle care and maintenance Engine hood
Release the safety lever and lift the engine hood. Pull the lever toward you to release the engine
hood latch. NOTE To prevent damage to the engine hood and wipers, make sure the wipers are
at resting position when you open the Page Vehicle care and maintenance To close Support the
engine hood with the hood prop. Insert the hood prop securely in the opening under the hood
marked with an Unlatch the prop from the engine hood and put it back in its arrow. Page View
Of The Engine Compartment Vehicle care and maintenance View of the engine compartment
Engine oil and oil filter N N To check and refill engine oil It is normal for an engine to use oil.
You may need to add oil between the recommended oil change intervals. Before starting the
engine, check the engine oil level. Use engine oil with the proper thickness for the outdoor temThis mark appears on the top of the oil container and tells you peratures where you will be
driving. The radiator normally 1. A Genuine Mitsubishi oil filter is the best replace- remains
completely full so there is no need to remove the radi- ment filter. Page Radiator Cap Take your
vehicle to an Radiator cap authorized Mitsubishi Motors dealer or a repair facility of your The
radiator cap must be tight sealed to prevent losing coolant choice for testing. Page Air Cleaner
Filter N rized Mitsubishi Motors dealer or a repair facility of your The air cleaner filter will get
dirty and dusty from use and not choice to have the thermostat checked, and replaced if filter
properly. Mitsubishi Motors Corporation does not recommend the addi- Oil type tion of any fluid
additives to the transaxle. Page Rear Axle Oil All-Wheel Drive Models Vehicle care and
maintenance Rear axle oil All-wheel drive models Washer fluid N N Whenever the oil level is
checked, add oil as necessary to The windshield and rear window washer fluid reservoir is in
maintain the proper level. Fill or change oil according to the table. The reser- N voir cap must be
tightly sealed to keep dirt and water out. To check the fluid level Check the brake fluid level in
the reservoir. Fluid type Page Vehicle care and maintenance Checking battery electrolyte level
2. Insert the tip of a screwdriver at the edge of the cap, pry gently to remove the cap. Use the
following procedure to check the battery electrolyte level. If your vehicle is equipped with
battery cover, open the lid on the battery cover. Page It is recommended that you have your
battery and charging sys- not overfill above the top of the range because a spill dur- tem
checked by an authorized Mitsubishi Motors dealer or a ing driving could cause damage. If
necessary, have it charged. Page Tires Driving with tires that are worn, damaged or If the
electrolyte level is very low, have the battery improperly inflated is dangerous. Page Vehicle
care and maintenance Intended outboard sidewall: Cord: the strands forming the plies in the
tire. If Load index the TIN is not found on the outboard side then you will A numerical code
associated with the maxi Page Tire Inflation Pressures Vehicle care and maintenance Tire
inflation pressures Treadwear, Traction and Temperature Grades N Treadwear Proper tire
inflation pressure is essential for the safe and satis- The treadwear grade is a comparative
rating based on the wear factory operation of your vehicle. The wrong tire pressure will rate of
the tire when tested under controlled conditions on a cause problems in three major areas:
specified government test course. Page Vehicle care and maintenance The recommended
inflation pressures should be used for the Make sure that the weight of any load in your vehicle
is tires listed below. Drive at safe speeds. After inflating your tires to the correct pressure,
check Item Tire size Front Page Tire Rotation Tires that have arrows showing rotation direction
pressure, wheels that are not aligned properly, wheels that are out-of-balance, or severe
braking. Check with an authorized Mitsubishi Motors dealer or a repair facility of your choice to
find out the reason for uneven tread wear. See an authorized Mitsubishi Motors dealer when you
replace a tire or wheel. Page Tire Chains. If the free play is not within these limits, take your
vehicle to an authorized Mitsubishi Motors dealer or a repair facility of your choice for
adjustment. Page Parking Brake This procedure is described in the vehicle service manual and
the ratchet. You should feel the parking brake pedal movement can be carried out by an
authorized Mitsubishi Motors dealer. Page Wiper Blades Vehicle care and maintenance Wiper
blades Emission-control system maintenance N N Check the wiper blades occasionally. Clean
them regularly to Your vehicle is equipped with an emission-control system that remove
deposits of salt and road film. Use a sponge or cloth meets all the requirements of the U. Page
Spark Plugs If the fuel-vapor vent line is clogged or damaged, the fuel- plugs could cause
engine damage, performance problems vapor mixture will escape, polluting the air. Page
General Maintenance Have these items checked if you air conditioning compressor notice a
problem with them. N See your authorized Mitsubishi Motors dealer for assistance, if you have
any questions. Disc brake pads N Good brakes are essential to safe driving. Check the brake

pads for wear. Page Timing Belt Vehicle care and maintenance the pulleys as shown in the
illustration with a force of about 22 The best way to keep carbon monoxide gas from entering
pounds N. Work the grease into the hood lock mecha- nism until all the movable surfaces are
covered. N Also, put a light coat of the same grease on the safety catch Ventilation slots
wherever moving parts touch. Page Fuse Links To prevent damage to the electrical system from
short-circuit- In case of a melted fuse link, see your authorized Mitsubishi ing or overloading,
each individual circuit is equipped with a Motors dealer or a repair facility of your choice for
inspection fuse. Page Vehicle care and maintenance Engine compartment Type A 1. Push the
lock lever. In the engine compartment, the fuse blocks A and B are 2. Remove the fuse block
cover. Page Vehicle care and maintenance Type B 1. Pull the lock lever. Open the cover. The
module surface can be too hot. Fuse load capacities Wait for the electronic control module to
cool down This fuse list shows the names of the electrical systems and before replacing a fuse.
Page Vehicle care and maintenance Engine compartment fuse location table Symbol Electrical
system Capacity â€” â€” â€” Engine compartment fuse location Back-up lights 7. Page Fuse
Replacement Vehicle care and maintenance Fuse replacement 4. Clamp it on the fuse you wish
to remove, and pull the fuse straight out from the fuse block. Never use a fuse with a capacity
greater than the one listed or any substitute, such as wire, foil etc. Page Replacement Of Light
Bulbs If you are unsure of how to carry out the work as required, it is recommended that these
procedures be carried out by an authorized Mitsubishi Motors dealer or a repair facility of your
choice. Be careful not to scratch the vehicle body when removing a light and lens. Depress the
tab A on the harness connector and pull the harness connector toward you to remove it.
Description Wattage 1 - Luggage room light 2 - Door light 3 - Dome light front 4 - Rear personal
lights Page Vehicle care and maintenance 2. Remove the locking cap B by turning it
counterclock- 3. Remove the headlight bulb C with holder. To install the bulb, perform the
removal steps in reverse. Page N The alignment of the headlights should be checked by an
Handle halogen light bulb with care. The gas inside authorized Mitsubishi Motors dealer or a
repair facility of your a halogen light bulb is highly pressurized, so drop- choice. Page Vehicle
care and maintenance Front fog lights if so equipped 2. Depress the tab D on the harness
connector and pull the harness connector to downward to remove it. N To remove 1. Remove
the six clips A by turning them counterclock- wise or prying them, and remove the screw B by
turning it counterclockwise, then remove the cover C. Page Vehicle care and maintenance 3.
Remove the bulb E by turning it counterclockwise. The gas inside a halogen light bulb is highly
pressurized, so drop- ping, knocking, or scratching a halogen light bulb can cause it to shatter.
Reverse the above removal procedure. Remove the screws A that hold the light unit. When
installing the cover, start by fitting the two clips closest to the outside of the vehicle the clips
numbered 1 and 2 in the illustration in the order of the numbers. Move the light unit toward the
rear of the vehicle and 3. Remove each socket and bulb assembly by turning it remove the clips
B. C- Tail and stop and rear side-marker light Remove the bulb from the socket by turning it
counterclock- wise while pressing in. N NOTE 1. When removing the light unit A , push it toward
the left When mounting the light unit, align the clips F on the side of the vehicle body. Use a
screw driver to gently pry up the tab B and remove 3. Pull the bulb out of the socket. NOTE
Wrap a cloth around the tip of the screwdriver to keep from scratching the lens. Insert a
screwdriver into the notch of the light assembly. Pry gently to remove the lens, then remove the
bulb from the light holder. Page Vehicle care and maintenance Rear personal lights Luggage
room light N N 1. Insert the tip of a screwdriver at the edge of the lens, pry 1. Insert a
screwdriver into the notch of the light assembly gently to remove the lens, and then remove the
bulb from and pry gently to remove the lens. Insert the tip of a screwdriver at the edge of the
lens, pry In order to maintain the value of your vehicle, perform regular gently to remove the
lens. Pull the bulb from the light maintenance using the proper materials and procedures. Page
Cleaning The Inside Of Your Vehicle Vehicle care and maintenance Cleaning the inside of your
vehicle These can all be dangerous, and they all can damage your vehi- cle. N After washing the
inside of your vehicle with any cleaner, wipe it dry in a shady, well ventilated area. Page Vehicle
care and maintenance Upholstery The genuine leather surface can be damaged if brushed with
a nylon or synthetic fiber brush. N Organic solvents such as benzine, kerosene, alcohol, gaso1. To maintain the value of your new vehicle, maintain the upholstery carefully and keep the
interior clean. When washing the underside of your vehicle or the wheels, wear a pair of gloves
to protect your hands. If desired, you may wax your vehicle using a nonabrasive auto- Never
spray or splash water on the electrical parts mobile wax. Page Vehicle care and maintenance
During cold weather CAUTION Salt and other chemicals spread on winter roads in some geographical areas can have a detrimental effect on the vehicle Waxes containing high abrasive
compounds should not be used. These waxes remove rust and stain underbody. Page Chrome
Parts Vehicle care and maintenance Damaged paint Cleaning plastic parts N N Small cracks and

scratches in the paint coat should be touched Use a sponge or chamois to clean these parts. If
vehicle wax sticks to a gray or black rough surface of the Check body areas facing the road or
the tires carefully for dam- bumper, moulding or lights, the surface may appear white in Page
Aluminum Wheels Vehicle care and maintenance Aluminum wheels Wiper blades N N Use a soft
cloth and glass cleaner to remove grease, dead 1. Remove dirt using a sponge while sprinkling
water on the insects, etc. Replace the wiper blades when they no longer clean the wind- 2. The
traction grade assigned to this tire is based on N straight-ahead braking traction tests, and does
not This information is provided in compliance with the require- include acceleration, cornering,
hydroplaning, or ments of the National Highway Traffic Safety Administration, peak traction
characteristics. To contact Pacific Marketing Inc. Page Specifications Key information to
discuss with your insurance a choice. So, if you want genuine Mitsubishi Motors parts, you may
have to specifically request them. Make certain your company insurance company understands
imitations are not to be used in Understand your repair estimate before approving repairs. Page
Specifications Vehicle labeling Page Vehicle Labeling Specifications Vehicle labeling Engine
serial number The engine serial number is stamped on the cylinder block as N Keep a record of
the vehicle identification number as such shown in the illustration. Type 2 A- Vehicles sold in U.
Overall length Page Vehicle Weights Specifications Vehicle weights N Item Gross vehicle weight
rating 5, lb 2, kg 5, lb 2, kg Front 2, lb 1, kg Gross axle weight rating Rear 2, lb 1, kg Gross
combination weight rating 8, lb 3, kg 8, lb 3, kg Trailer without brake 1, lb kg Without Towing kit
Oil filter. Page Alphabetical index Steering wheel remote control switch Automatic transaxle
Fluid Accessory boxes Selector lever operation Accessory installation Selector lever positions
Active stability control Sports mode Air cleaner filter Air conditioning Automatic air
conditioning Important air conditioning operating tips Back-up lights Page Alphabetical index
Dimmer Keyless entry system Headlight flasher Keys High beam indicator Replacement Switch
Labeling Hood lock release mechanism and safety catch License plate light
2009 dodge
mack trucks repair manuals
2002 mazda protege timing belt
s Horn switch Bulb capacity Replacement Liftgate If the vehicle breaks down Page Alphabetical
index Rearview mirror Speedometer Inside Starting Outside Steering Refrigerant air
conditioning , Power steering fluid Replacement of light bulbs Tilt lock lever Reporting Safety
Defects Wheel lock Steering wheel remote control switch Stop lights Bulb capacity Safe driving
techniques Page Alphabetical index Timer function Replacement Timing belt Tire pressure
monitoring system Tires Vanity mirror Compact spare tire Vehicle care precautions How to
change a tire Vehicle dimensions Inflation pressure Vehicle labeling Maintenance Vehicle
preparation before driving Page How to calculate your gasoline mileage You can calculate your
miles-per-gallon or kilometers-per-litre 3. Refill the fuel tank. Subtract the first mileage number
from the second number 1. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

