2006 pt cruiser oxygen sensor location

Oxygen sensors play a vital role in both engine management and emissions control. Your PT
Cruiser can exhibit symptoms when the Oxygen sensor has gone bad. Or, it may exhibit none at
all. Often enough, the only sign of the problem at all is the service engine soon light being on.
Most of the time, the check engine light will come on. The trouble codes associated with the
OBDII scan will reveal which sensor is at fault and why it is bad at least what the computer
thinks is wrong. It is very rare for there to be a problem with an oxygen sensor, and not have the
check engine light come on. More often than not, when an oxygen sensor in your PT Cruiser
goes bad, it will throw a diagnostic trouble code. There are many oxygen sensor related codes.
For instance, an oxygen sensor at bank 1 â€” sensor 1 would be:. A bad oxygen sensor can
affect the mixture greatly. There could also potentially be raw fuel that enters the exhaust. This
fuel can hurt the catalytic converter. One of the most common symptoms that an oxygen sensor
has gone bad is exhaust that does not smell good. This is especially true if the mixture ends up
too lean. While a rough running engine can be a sign of a bad oxygen sensor, it is often a sign
of a misfire as well. Without a check engine light, it can be tough to lock down exactly what
would cause the vehicle to fail, but oxygen sensors are one of the more common causes. It is
smart to use a scan tool to determine whether or not there is an OBDII trouble code associated
with any of the sensors. Good luck diagnosing your PT Cruiser! This means that you need to
look up the firing order for your particular model year and engine. Bad Smelling Exhaust One of
the most common symptoms that an oxygen sensor has gone bad is exhaust that does not
smell good. As far as diagnostic trouble codes go, this is a relatively easy one to diagnose. It is
usually caused by a bad oxygen sensor, or a wiring issue. The heated element in the oxygen
sensors helps to get a more accurate reading of the oxygen in the exhaust. The job of the O2
sensors in your PT Cruiser is to measure the level of oxygen in the exhaust so that the ECM can
make changes to the air fuel ratio. As stated above, the oxygen sensor has a heater that helps
to give it a more accurate reading. When this heater is not operating, it can affect the way that
the engine runs. With P, the O2 sensor is informing you that the heater circuit resistance is
lower than the normal operating range. This code will often appear with P It indicates that the PT
Cruiser has a lean condition. If these are the only two codes present, fixing what is causing P
will more than likely clear the P If the engine is running rough, it very well may be accompanied
by the P code. This indicates a random misfire in the cylinders. The most common cause of P is
a bad oxygen sensor. Due to the location of the oxygen sensors under your PT Cruiser, on the
hot exhaust pipes , the wiring harness around them is easily susceptible to damage. Hot
exhaust can make the wiring harness brittle. Pay particular attention to anywhere that the
harness comes close to touching other metal, and where it is closest to the exhaust. You can
take a simple test light and check to see if the harness is getting voltage. Make sure to test the
ground circuit for continuity. It is highly likely that the oxygen sensor has gone bad when you
get this code. The good news is, they are affordable and easy to replace. It is technically
possible that the ECM has gone bad when everything seems to be working, but you still get this
code anyway. This code is relatively straightforward to diagnose. If there is anything that you
would like to add, please feel free to leave a comment below. Best of luck to you. If there is
anything you would like to add that could help the next person with their Chrysler PT Cruiser,
please leave a comment below. Table of Contents 1. The manifold absolute pressure MAP
sensor in your PT cruiser informs the computer of the difference in atmospheric pressure in
relation to intake vacuum as the engine is running. Among other decisions, it helps the
computer determine how much fuel the engine needs at any given moment. Thus, a MAP sensor
with a faulty internal resistance may affect fuel feed to the engine and even ignition timing. In
this case, you may replace the sensor, following these steps. Open the hood and detach the
ground cable form the car battery. Use a backup wrench to hold the bolt on the cable terminal
as you unscrew the nut with a wrench. Remove the air cleaner assembly from the top of the
engine using a wrench or ratchet and socket if necessary. Locate the manifold absolute
pressure MAP sensor. The sensor is a small and black plastic box towards the back of the
engine compartment. It is mounted on the intake manifold, right in front of the power steering
fluid and it has an electrical connector in one end. Set the new MAP sensor in place and start
the two mounting screws by hand. This will help avoid damage to the threads. Tighten and
torque the two mounting screws to inch lbs. See the Tip section for more information. Since
Dan Ferrell has contributed general and consumer-oriented news to television and the Web. His
work has appeared in Texas, New Mexico and Miami and on various websites. Step 1 Open the
hood and detach the ground cable form the car battery. Step 2 Remove the air cleaner assembly
from the top of the engine using a wrench or ratchet and socket if necessary. Step 3 Locate the
manifold absolute pressure MAP sensor. Step 4 Disconnect the electrical connector from the
MAP sensor. Step 5 Unscrew the two sensor mounting bolts using a ratchet and socket. Lift the
MAP sensor off the engine compartment. Step 1 Set the new MAP sensor in place and start the

two mounting screws by hand. Step 2 Tighten and torque the two mounting screws to inch lbs.
Step 3 Connect the sensor electrical connector. Step 4 Install the air intake assembly using the
ratchet and socket. Attach the ground cable to the battery post using a wrench. Tips If you do
not have access to a torque wrench, you can rent one at most auto parts stores. If you need
more help locating or identifying specific components in your PT Cruiser, consult your vehicle
service manual. You can buy one at most auto parts stores or consult one at most public
libraries free of charge. Wrench set Ratchet and socket set Torque wrench. The exhaust system
and related components in your PT Cruiser reach very high temperatures in a matter of minutes.
Take this into account when working on components located inside the engine compartment to
avoid severe skin burns or other injuries. What is Upstream vs. Complete Repair in One
Purchase - Stop searching for parts individually and complete your repair with a single
purchase of a customized kit or set from DIY Solutions. High-Quality Parts from Trusted Brands
- DIY Solutions' kits and sets are selected from the best automotive brands and include
hard-to-find and even obsolete parts you may need for your vehicle. Guaranteed Fit - DIY
Solutions ensures its selected parts are quality-tested to guarantee fit and function. This item is
backed by our limited lifetime warranty. In the event this item should fail due to manufacturing
defects during intended use, we will replace the part free of charge. This warranty covers the
cost of the part only. Returns: Parts with electrical components cannot be returned once
installed. Shipping is not available to Canada. Final shipping costs are available at checkout.
Created on: The Oxygen O2 sensors help monitor the emissions system in your vehicle. Over
time, the sensors may fail due to contamination, or reaching the end of their service life. How to
install new TRQ oxygen sensors on your Chrysler This item may be interchangeable with parts
from other brands with the above part numbers. This information is provided only for reference
and does not guarantee that the item you are purchasing is identical to parts with part numbers
from the brands listed above. To confirm that this item fits your vehicle, use the above "Check
Vehicle Fit" option. Not all parts are the perfect fit. Enter your Vehicle and we'll confirm fit, or
help get you to one that will. Orders ship same day when ordered by 2pm ET. Need your part
faster? Choose expedited shipping at checkout. Providing you the highest quality, direct fit
replacement auto parts enforced to the strictest product standards. Exceeding customers'
expectations every day, our team of passionate auto enthusiasts are here to help. Thousands of
how-to auto repair videos specific to year, make and model guide you step-by-step through
your repair. If your vehicle isn't listed, search Oxygen Sensors. This part will only fit a vehicle
with these options. Clear vehicle X. Year Make Model. Search by Vehicle. Select your vehicle.
Year Make Model Search. Oxygen Sensors. Add to Cart. Loading Delivery Options. Delivery
options for:. Estimated Arrival Cost Finalize your delivery options in checkout. Brand : EMS
Frequently bought together. Vehicle Fit. Lifetime Warranty This item is backed by our limited
lifetime warranty. Watch video. Check Vehicle Fit. Product Reviews. Are these upstream,
downstream, or interchangeable with either? Nathan W. Thank you for your inquiry. The fit of
these sensors will vary dependent on the vehicle. Please provide us with your year make and
model so we can confirm the fitment, thank you! Jessica D. Are these up stream or down stream
sensors for my 06 jeep liberty 3. Or are they interchangeable? Spencer H. These parts are listed
to fit both the upstream and downstream location of the Jeep Liberty. Call Now Customer
service. Guaranteed To Fit Providing you the highest quality, direct fit replacement auto parts
enforced to the strictest product standards. USA Customer Support Exceeding customers'
expectations every day, our team of passionate auto enthusiasts are here to help. Instructional
Video Library Thousands of how-to auto repair videos specific to year, make and model guide
you step-by-step through your repair. Terms of Use Privacy Policy. Narrow Your Results: Select
your year, make, model to find parts that fit Before proceeding, select your Vehicle, to verify this
Part will fit. Year If your option isn't listed search Oxygen Sensors. Chrysler Sebring V6 2.
Dodge Charger V6 3. Dodge Ram Truck V8 5. Dodge Ram Van V8 5. Along with power, your
engine produces carbon monoxide, oxide of nitrogen, hydrocarbons, and other hazardous
gases that cause harm to the environment. To minimize air pollution, all vehicles are equipped
with an emission control system Chrysler PT Cruiser 2. Make sure your engine runs efficiently
and produces fewer emissions by replacing your malfunctioning fuel-ratio sensors with these
top-notch products designed by Denso. Thimble type sensors feature a ceramic element that
projects into the exhaust system and becomes electrically conductive at high temperature. The
sensor element then sends voltage Increases vehicle fuel economy and engine performance
while decreasing vehicle exhaust emissions Direct replacement. A worn-out oxygen sensor can
cause engine performance problems and shorten the life of the catalytic converter. Tune-up
your vehicle with an Oxygen Sensor from Bosch that Walker Oxygen Sensors are precision
made for outstanding performance and manufactured to meet or exceed all original equipment
specifications and test This top-grade product is expertly made in compliance with stringent

industry standards to offer a fusion of a well-balanced design and high level of craftsmanship.
Manufactured from Compliant with the most strict standards for quality Designed to comply
with the highest quality standards. As one of the leading suppliers of oxygen sensor technology
since , Delphi planar technology is the result of their OE and aftermarket engineers partnering
together to develop the Resists high temperatures, vibration damage and wire corrosion to
protect signal accuracy, and long life Patented sensors construction and design. Location: After
Catalyst. Keep your vehicle safe for the environment with this high-quality product from Mopar.
Made from premium materials with tight tolerances to your original part, Built to restore your
emission control system Designed to fit your vehicle specifications. Guaranteed to provide
ultimate strength and durability Meticulously Tested for the ultimate in quality. This product is
made of high-quality materials to serve you for years to come. Designed using state-of-the-art
technology and with customers in mind. It will meet your High quality at an affordable price
Expertly made from premium materials. Designed to provide long-lasting service life Made
utilizing state-of-the-art equipment. Why replace an exhaust pipe because of a corroded,
stripped or damaged oxygen sensor bung? Save the pipe and replace the bung with this
weld-on replacement. Standard O2 sensor threads for a Repair-friendly solution - this oxygen
sensor bung allows replacement of a damaged fitting without replacing the entire exhaust
component Universal fitment - designed to accommodate standard oxygen sensor threads. If
your O2 Sensor is not functioning properly, you are robbing yourself of performance and
costing yourself money at the gas pump. ACDelco Professional Oxygen Sensors earn the name
ACDelco by being put through a variety of tests, often under extreme and unusual conditions
Customers can receive better gas mileage with a properly working oxygen sensor. Crown
Automotive is just the ticket if you want to get the most out of your vehicle as well as revel in a
more exciting driving experience. Developed to improve your driving experience Constructed to
ensure ultimate operation. Oxygen Sensor Replacement. Related Searches. For more
information go to Properly functioning oxygen sensors are important when it comes to your
vehicles fuel efficiency and reducing harmful exhaust emissions. We've Made a Site Update.
Refresh to the latest version. Retrieve quote. Track order. Sign In or Create Account. Every
Purchase Supports. Texas Relief Efforts. Select your vehicle. Refine by:. Oxygen Sensor part.
Returns Policy. Quantity Sold. Product Fit. Showing 1 - 15 of 59 results. Display item:. Sort by:.
Guaranteed to Fit. Core Charge. Add to cart. Wire Length Thread Size : M Part Number: Part
Number: SET Part Number: WKP Part Number: NP Wire Length Thread Size : 0. Part Number: BS
Part Number: NG Wire Length Thread Size : 18 x 1. Page 1 of 4 Showing 1 - 15 of 59 results.
Featured Brands. Reviews Questions, Answers. Autometer Oxygen Sensor - Sold individually
Manufacturer Bosch invented the automotive oxygen sensor and is the number one choice of
vehicle manufacturers around the world. Feb 15, My part arrived on time, thanks. Jermaine
Page. Purchased on Feb 04, Dec 27, Very satisfied. Excellent part. Purchased on Oct 10, Jun 04,
Fast shipping. Fast shipping perfect fit and cheaper than any other site i found. No problems
what so ever with this part and it runs so much smoother now. Tonya Rainey. Purchased on Jun
03, Show More. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms
of Use. Privacy Policy. California Supply Chain Disclosure. Accessibility Statement. For more
information go to We've Made a Site Update. Refresh to the latest version. Retrieve quote. Track
order. Sign In or Create Account. Every Purchase Supports. Texas Relief Efforts. Select your
vehicle. Refine by:. Oxygen Sensor part. Returns Policy. Quantity Sold. Product Fit. Showing 1 15 of 68 results. Display item:. Sort by:. Guaranteed to Fit. Core Charge. Add to cart. Wire
Length Thread Size : M Part Number: Part Number: WKP Part Number: NP Page 1 of 5 Showing
1 - 15 of 68 results. Featured Brands. Reviews Questions, Answers. Autometer Oxygen Sensor Sold individually Manufacturer Specifications: 4-wire Feb 15, My part arrived on time, thanks.
Jermaine Page. Purchased on Feb 04, Dec 27, Very satisfied. Excellent part. Purchased on Oct
10, Show More. Helpful Automotive Resources. P Code: HO2S Heater Control Circuit Bank 1
Sensor 3 Newer car models determine oxygen content through heated oxygen sen
2006 toyota tacoma door lock actuator
lincwelder 225 wiring diagram
tekonsha sentinel wiring diagram
sors in the exhaust system before and after the catalytic converter s. The information supplied
by the oxygen sensors helps the fuel system maintain the right air to fuel ratio. Downstream
oxygen sensors also help the PCM determine the efficiency of the. The PCM uses a closed-loop
air-fuel metering system and monitors the heated oxygen sensor signal voltage. It utilizes
various data from the sensors in the car, such as the oxygen sensors, manifold absolute
pressure. P Code: O2 Sensor Circuit Slow Response Bank 1, Sensor 2 The rear sensor is
located behind the catalytic converter, and bank 1 refers to the side of the engine that houses

the 1 cylinder. It uses this information to make short-term or long-term fuel corrections, like
changes in fuel delivery strategy and ignition timing, in order to achieve the optimal air-fuel
ratio. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use.
Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

