2008 suzuki xl7 battery location

JessieandJoe answered 3 years ago. Have a check engine and car will not start where is the
diagnostic plug on the suzuki xl7. The headrests go up only so far when pressing on the
buttons, then will not come completly out. On the seat backs, particularly the passenger side, I
have removed the screws, but the plastic cover st I have a different car. Content submitted by
Users is not endorsed by CarGurus, does not express the opinions of CarGurus, and should not
be considered reviewed, screened, or approved by CarGurus. Please refer to CarGurus Terms of
Use. Content will be removed if CarGurus becomes aware that it violates our policies. I replaced
the bat I replaced the battery, altenator and starter but the problem still exists. Any
suggestions? Report Follow. Mark helpful. Your Answer:. Upload Photo Photo optional. Related
Questions. Start a new Suzuki XL-7 question. Sell Your Car Yourself With a simple, secure
transaction. Get Started. Search Suzuki XL-7 Questions. CarGurus Experts. Know more, shop
wisely Search. Related Models For Sale. Used Suzuki Reno 14 listings. Used Cars For Sale.
David Hobbs helped make these videos. The video above shows you how to replace the battery
in your Suzuki XL We recommend changing the battery in Suzukis every 4 years. Although
some batteries last much longer, most batteries begin breaking down chemically after four
years, so you could experience dimmer headlights and other negative effects before you have a
dead battery in your XL-7 that you need to replace. Replacing the battery in your XL-7 involves
removing the terminals. When you reconnect the terminals, your radio presets are likely to be
cleared out. In some XL-7s, you may need to re-enter a security code to get your radio to work
again. Check for this code in your owners manual - it will usually be either a sticker or small
card in the booklet. If you can't find it, call Suzuki and they will give you the code for free. In
many Suzukis, the transmission "learns" how you drive over time and makes adjustments, so
you may experience altered driving dynamics as your car re-learns your driving style after
changing the battery. Hans Angermeier has produced over , videos showing drivers how to fix
things on their cars. He has broad expertise on basic repair procedures covering the majority of
cars on the road. Cars burn, leak and otherwise dispense of their oil. Check your level
frequently and top up when necessary. If your transmission is running low on fluid, be sure to
add some - find out how to do this here! Car companies often use the same engines in different
cars. They also slightly alter the styling and sell the same car by two different names amongst
other tricks to help offset development costs. Our system selects the most applicable video for
your car based, in part, on these characteristics. The video displayed may not look exactly like
your car, but may be relevant enough for you to get a good idea how to do it. Getting Started Prepare for the repair. Car Displayed: Pontiac Torrent 3. Share on. Full list of part and tools.
Author Hans Angermeier has produced over , videos showing drivers how to fix things on their
cars. Replace a burnt out DRL. DRLs are on more than your headlights. They burn out faster
and should be replaced regularly. Oil level check. If your car blows hot air when your air
conditioner is turned on, try recharging the freon first. How to add transmission fluid. See all
videos for the Pontiac Torrent. We have a massive and growing video library, but we don't have
everything Quick Links Download this manual. Table of Contents. Contains Important
Information. Part No. Suzuki grand vitara automobile owner's manual pages. Fuel see section 5
2. Engine hood see section 5 3. Tire changing tools see section 5 4. Engine coolant see section
5 6. Windshield washer fluid see section 5 7. Page 6 Keep them on the vehicle. Do not remove
the messages for any reason. Airbag warning labels on both sunvisors 2. Jacking warning label
3. Page 7 In the event you require assistance related to your SUZUKI, while temporarily travelling in either the United States or Canada, you may wish to contact the Suzuki Cus- tomer
Relations Department directly of the country in which you are temporarily oper- ating your
vehicle. Consult your SUZUKI dealer or qualified service technician for advice on installing such
mobile communication equipment. Page 9: Instrument Panel Vehicle Symbols The vehicle has
components and labels that use symbols instead of text. Symbols are shown along with the text
describing the operation or information relating to a specific component, control, message,
gauge or indicator. The sudden movement could startle and confuse you, or make you push a
pedal when you do not want to. Page Manual Lumbar Manual Lumbar If your vehicle has this
feature, the knob is located on the front of the driver seat lower cushion on the inboard side.
Turn the knob clockwise or counterclock- wise to increase or decrease the lumbar support.
Heated Seats If your vehicle has heated seats, the Then release the lever to lock the seatback in
place. Page Passenger Folding Seatback Pull the head restraint up to raise it. To lower the head
restraint, press the button, located on the top of the seatback, and push the restraint down. The
second and third row head rests adjust like the front seat head restraints. Always unbuckle the
safety belts and return them to their normal stowed position before folding a rear seat. That
could cause injury to the person sitting there. Always push and pull on the seatback to be sure
it is locked. Page Safety Belts Returning the Seatback to the Upright Position To return the
seatback to the upright posi- tion: 1 Open the liftgate to access the pullstrap for the seat.

Suppose it is just a seat on wheels. Then stop the vehicle. The rider does not stop. That is why
safety belts make such good sense. Answer: You could be â€” whether you are wearing a safety
belt or not. It will not give nearly as much protection this way. In a crash, you would move
forward too much, which could increase injury. Page 23 Question: What is wrong with this? The
belt would be much too high. In a crash, you can slide under the belt. The belt force would then
be applied on the abdomen, not on the pelvic bones, and that could cause serious In a crash,
you would not have the full width of the belt to spread impact forces. Page 25 5 To make the lap
part tight, pull up on the shoulder belt. It may be necessary to pull stitching on the safety belt
through the latch plate to fully tighten the lap belt on smaller occupants. Although you cannot
see them, they are part of the safety belt assembly. They help tighten the safety belts during the
early stages of a moderate to severe frontal, near frontal, or rear crash if the threshold
conditions for pretensioner activation are met. Page Safety Belt Extender 4 Buckle, position,
and release the safety belt as described previously in this sec- tion. Make sure that the shoulder
belt crosses the shoulder. To remove and store the comfort guide, squeeze the belt edges
together so that you can take them out of the guide. Slide the guide back onto its storage clip
located on the seatback. Here a child is sitting in a seat that has a lap-shoulder belt, but the
shoulder part is behind the child. In a crash, child would restrained by the shoulder belt. The
child might slide under the lap belt. The belt force would then be applied right on the abdomen.
Air- bags plus lap-shoulder belts offer protection for adults and older chil- dren, but not for
young children and infants. A booster seat can also help a child to see out the window. Page 33
because the risk to the rear-facing child is so great, if the airbag deploys. This is because the
back of the rear-facing child restraint would be very close to the inflating airbag. Occupant
prohibited B. Occupant prohibited C. Child restraint or occupant using safety belt A. Child
restraint or occupant using safety belt Child restraint or occupant using safety belt B. This
system is designed to make installation of a child restraint easier. A top tether anchor is built
into the vehicle. The top tether attachment B on the child restraint connects to the top tether
anchor in the vehicle in order to reduce the forward movement and rotation of the child In a
crash, the child could be seriously injured or killed. Refer to your child restraint manufacturer
instructions and the instructions in this manual. Find the lower anchors for the desired seating
position. Put the child restraint on the seat. Page 39 3 Push the latch plate into the buckle until it
clicks. Make sure the release button is positioned so you would be able to unbuckle the safety
belt quickly if nec- essary. Page 41 4 Push the latch plate into the buckle until it clicks. If the on
indicator is still lit, secure the child in the child restraint in a rear seat position in the vehicle and
check with your dealer. Anyone who is up against, or very close to, any airbag when it inflates
can be seri- ously injured or killed. Do not sit unnecessarily close to the airbag, as you would be
if you were sitting on the edge of your seat or leaning for- ward. Page 45 WARNING If something
is between an occupant and an airbag, the airbag might not inflate properly or it might force the
object into that person causing severe injury or even death. The path of an inflating airbag must
be kept clear. Gas from the inflator fills the airbag causing the bag to break out of the cover and
deploy. The inflator, the airbag, and related hardware are all part of the airbag module. Frontal
airbag modules are located inside the steering wheel and instrument panel. Page Passenger
Sensing System you in another crash. A new system will include airbag modules and possibly
other parts. The service manual for your vehicle covers the need to replace other parts. Page 49
We recommend that you not use seat cov- ers or other aftermarket equipment other than any
that SUZUKI has approved for your specific vehicle. Any object, such as an aftermarket seat
heater Page Restraint System Check Restraint System Check Checking the Restraint Systems
Safety Belts Now and then, make sure all of the safety belts, buckles, latch plates, retractors,
and anchorages are working properly. Look for any other loose or damaged safety belt system
parts. If you see anything that might keep a safety belt system from doing its job, have it
repaired. They could operate the power windows or other controls or even make the vehi- cle
move. If your vehicle has the remote start feature you can also start your vehicle with the RKE
transmitter. The turn signal lamps will flash and the horn will sound three times. Press and hold
this button for more than two seconds to activate the panic alarm. This feature allows you to
start the engine from outside the vehicle. Page Delayed Locking Delayed Locking A chime will
sound three times to indicate a door or liftgate is open when you try to lock the doors with the
power door lock switch. The doors will not lock, and the theft-deterrent system will not arm until
all the doors are closed and ten seconds have passed. You cannot see or smell CO. It can cause
unconscious- ness and even death. If you must drive with the liftgate open or if elec- trical
wiring or other cable connec- tions must pass through the seal They can be overcome by the
extreme heat and suffer permanent injuries or even death from heat stroke. Never leave a child,
a helpless adult, or a pet alone in a vehicle, especially with the win- dows closed in warm or hot
weather. To stop the win- dow from lowering, lift the switch all the way up and release it. Press

the left side of the switch to prevent rear passengers from using their window switches.
Operation is subject to the fol- lowing two conditions: 1 This device may not cause harmful
interference. The security light will turn off once the key has been programmed. To prevent gear
damage, this system also pre- vents cranking if the engine is already running. Page Automatic
Transmission Operation Automatic Transmission Operation The shift lever for the automatic
transmis- sion is located on the console between the seats. The repairs would not be covered
by your warranty. Be sure the engine is not running at high speed when shift- ing your vehicle.
Page Parking Brake 2 Press the shift lever forward to upshift or rearward to downshift. A box
with the current gear will display in the middle of the telltale line below the gear selection. Make
sure that the parking brake is fully released and the brake warning light is off before driving.
Page Service And Appearance Care The shift lock release is always functional except in the
case of an uncharged or low voltage less than 9 volt battery. If your vehicle has an uncharged
battery or a battery with low voltage, try charging or jump starting the battery. But if you ever
have to, here are some things to know. Mirror Operation When turned on, this mirror
automatically dims to the proper level to minimize glare from any headlamps behind you after
dark. Adjust each outside mirror so that you can see a little of your vehicle, and the area behind
your vehicle. Page 75 crossrails if equipped and places to use for tying things down. These let
you load some things on top of your vehicle, as long as they are not wider or longer than the
luggage carrier. The roof rack crossrails lock in five posi- tions along the straight section of the
side rail. Rear Seat Armrest Your vehicle may have a rear seat armrest that contains two
cupholders. Page 79 The main components of your instrument panel are the following: A. Air
Outlets. Cruise Controls. The front and rear turn signal lamps will flash on and off. Page
Windshield Wipers To signal a turn, move the lever all the way up or down. When the turn is
finished, the lever will return automatically. Turn the intermittent adjust band down for a longer
delay or up for a shorter delay. Off : Move the lever to this position to turn off the windshield
wipers. Page 83 The cruise control buttons are located on the left side of the steering wheel.
The indicator light is on when cruise control is on and turns off when cruise control is off. Using
Cruise Control on Hills How well your cruise control works on hills depends upon your vehicle
speed, load, and the steepness of the hills. As with any vehicle, you should turn on the regular
headlamp system when you need Automatic Headlamp System When it is dark enough outside
and the exterior lamps control is in the automatic position, the headlamps will come on automatically. Accessory Power Outlet s The accessory power outlets can be used to connect
electrical equipment such as a cellular phone or CB radio. Your vehicle may have four
accessory power outlets. Temperature Setting: The system uses the outside temperature,
passenger compartment air temperature, and solar load sensors to maintain the chosen
temperature setting. Page 89 The right knob can also be used to select the defrost and defog
modes that are described in this section. Page Maintenance Schedule Fan Knob Turn the left
knob clockwise or counter- clockwise to increase or decrease the fan speed. Turn the knob all
the way counter- clockwise to turn the rear system off. Temperature Knob The middle knob on
the control panel lets you select the temperature of the air flow- ing into the passenger area.
Your odometer shows how far your vehicle has been driven, in either miles used in the United
States or kilometers used in Canada. The light tells you if there is an electrical problem. If one
part is not working, the other part can still work and stop you. For good braking, though, you
need both parts working well. If the brake system warning light comes on, there is a brake
problem. This light will come on when your traction control system is limiting wheel spin. You
may feel or hear the system working, but this is normal. This light will also come on when one
or more of your tires are significantly underin- flated. A misfire increases vehicle emissions and
could damage the emission control sys- tem on your vehicle. Diagnosis and ser- vice might be
required. The vehicle would be considered not ready for inspection. This can happen if you
have recently replaced the battery or if the battery has run down. The diagnostic system is
designed to evaluate critical emission con- trol systems during normal driving. Page Reduced
Engine Power Light The performance may be reduced until the next time you drive your vehicle.
All-Wheel Drive Disabled Light This light will come on when the rear drive system is
overheating. Page Driver Information Center Dic When the indicator nears empty, the low fuel
light will come on. You still have a little fuel left, but you should get more soon. Here are four
things that some owners ask about. Page ters km the vehicle can be driven without refueling.
This esti- mate will change if driving conditions change. If the tire pressure display shows
dashes instead of a value, there may be a problem with your vehicle. If this consistently occurs,
see your dealer for service. If the tire pressure is low, the low tire pressure warning light comes
on. Do not drive the vehicle until the cause of the low oil pressure is corrected. If this message
turns on while you are driv- ing, pull off the road as soon as possible and stop carefully. Try
resetting the system by turning the ignition off and then back on. Page Dic Vehicle

Personalization This message cannot be acknowledged. This fea- ture allows you to change the
language in which the DIC messages appear to English. The current setting will remain. Page
Audio System S remote start feature allows you to start the engine from outside of the vehicle
using the RKE transmitter. Also, check federal rules covering mobile radio and tele- phone
units. Press the knob, located in the center of the radio, to turn the radio on. Page The radio
only seeks and scans stations with a strong signal that are in the selected band. When the
ignition is off, press the button to display the time. Page To quickly adjust all speaker and tone
con- trols to the middle position, press the knob for more than two seconds until a beep
sounds. A beep sounds and Load All Discs displays. The CD player takes up to six CDs. Page
Tune : Turn the knob to select tracks on the CD currently playing. Press the right SEEK arrow to
go to the next track. If either the left or right SEEK arrow is The player pulls it in and the CD
should begin playing loading a disc into the sys- tem, depending on media type and format
ranges from 5 to 20 seconds for a CD, and up to 30 seconds for a DVD to begin play- ing. Page
showing track or chapter number displays when a disc is in either slot. Press this but- ton again
and the system automatically searches for an auxiliary input device, such as a portable audio
player. Page ing the copyright information or the previews. If a CD or DVD is ejected, but not
removed, the player automatically pulls it back in after 15 seconds. If loading and reading of a
CD cannot be completed, such as unknown format, etc. There is not any type of notification for
the customer to see through the radio display, but video screen has a text field that shows
audio stream changing. Page To use a portable audio player, connect a 3. Orga- nize songs by
albums using one folder for each album. Each folder or album should contain 18 songs or less.
The system can sup- port up to 8 subfolders deep, however, keep the total number of folders to
a min- imum in order to reduce the complexity Page out the extension such as. Track names
longer than 32 characters or four pages are shortened. Parts of words on the last page of text
and the extension of the filename displays. Press the pushbutton located below the music
navigator label. The player scans the disc to sort the files by artist and album ID3 tag
information. Page keep the total number of folders to a min- imum in order to reduce the
complexity and confusion in trying to locate a partic- ular folder during playback. Depending on
the format of the disc, a softkey menu appears and allow naviga- tion of the disc. Page plays.
Press the same pushbutton again to turn off random play. Press the push- button located below
the music navigator label. XM Updating: The encryption code in the receiver is being updated,
and no action is required. This process should take no longer than 30 seconds. The navigation
system has built-in features intended to minimize driver distraction. Technology alone, matter
advanced, can never replace your own judgment. See the Navigation System manual for some
tips to help you reduce distractions while driving. Switch the headphones to Off when not in
use. The infrared transmitters are located at the rear of the overhead console. The head- phones
shut off automatically to save the battery power if the RSE system is shut off or if the
headphones are out of range of the transmitters for more than three min- utes. The radio can
also turn on the video screen display. CAUTION Storing the remote control in a hot area or in
direct sunlight can damage it, and the repairs will not be covered by your warranty. Page then
pressing the fast forward button. The DVD continues playing in a slow play mode. The picture
does not fill the screen. There are black borders on the top and bottom or on both sides or it
looks stretched out. In auxiliary mode, the picture moves or scrolls. The remote control does
not work. Disc Format Error: This message displays, if the disc is inserted with the disc label
wrong side up, or if the disc is damaged. Radio Reception Frequency interference and static can
occur during normal radio reception if Page Drunken Driving Meaning, you can lose control of
your vehicle. Page Once the power assist is used up, it can take longer to stop and the brake
pedal will be harder to push. If you get too close to the vehicle in front of you, you will not have
time to apply the brakes if that vehicle suddenly slows or stops. Always leave enough room up
ahead to stop, even though you have ABS. Page Wait to accelerate until you are out of the
curve, and then accelerate gently into the straightaway. While driving on a surface with reduced
traction, try your best to avoid sudden steering, acceleration, or braking, including reducing
vehicle speed by shifting to a lower gear. Any sudden changes could cause the tires to slide.
Include an ice scraper, a small brush or broom, a supply of windshield washer fluid, a rag, some
winter outer clothing, a small shovel, a flashlight, a red cloth, and a cou You should probably
stay with your vehicle unless you know for sure that you are near help and you can hike
through the snow. Rocking Your Vehicle to Get It Out First, turn the steering wheel left and right
to clear the area around the front wheels. Turn off any traction or stability system. Page 4 The
resulting figure equals the available amount of cargo and luggage load capacity. Try to spread
the weight evenly. Dolly Towing If you have a front-wheel-drive vehicle, it can be towed with the
two front wheels off the ground. To dolly tow your vehicle, do the following: 1 Put the front
wheels on a dolly. Page cessful, safe trailering takes correct equip- ment, and it has to be used

properly. That is the reason for this section. In it are many time-tested, important trailering tips
and safety rules. Many of these are impor- tant for your safety and that of your pas- sengers. If
they are not, you may be able to get them right sim- ply by moving some items around in the
trailer. Page your rig. Acquaint yourself with the feel of handling and braking with the added
weight of the trailer. And always keep in mind that the vehicle you are driving is now a good
deal longer and not nearly as responsive as your vehicle is by itself. Before you start, check all
trailer hitch parts and attachments, safety chains, elec- trical connector, lamps, tires and mirror
If you do not shift down, you might have to use your brakes so much that they would get hot
and no longer work well. Page Service And Appearance Care Suzuki accessories are designed
to com- plement and function with other systems on your vehicle. Your Suzuki dealer can
accessorize your vehicle using genuine Suzuki accessories. When you go to your Suzuki dealer
and ask for Suzuki accesso Adding Equipment to the Outside of Your Vehicle Things you might
add to the outside of your vehicle can affect the airflow around it. This can cause wind noise
and can affect fuel economy and windshield washer perfor- mance. Also, your dealer has
additives that will help correct and prevent most deposit-related prob- lems. Gasolines
containing oxygenates, such as ethers and ethanol, and reformulated gas- olines might be
available in your area. We recommend that you use these gasolines, if they comply with the
specifications described earlier. To remove the fuel cap, turn it slowly coun- terclockwise. The
fuel cap has a spring in it; if the cap is released too soon, it will spring back to the right. Static
elec- tricity discharge from the container can ignite the fuel vapor. You can be badly burned and
your vehicle dam- aged if this occurs. In order to get an accurate reading, the oil must be warm
and the vehicle must be on level ground. The engine oil dipstick handle is a yellow loop. This is
based on engine revo- lutions and engine temperature, and not on mileage. Page Automatic
Transmission Fluid information. If the fil- ter remains caked with dirt, a new filter is required.
CAUTION Use of the incorrect automatic trans- mission fluid may damage your vehi- cle, and
the damages may not be covered by your warranty. Use only the proper mixture of the engine
coolant listed in this man- ual for the cooling system. The costly repairs would not be cov- ered
by your warranty. Page Cooling System Cooling System When you decide it is safe to lift the
hood, here is what you will see: A. Electric Engine Cooling Fans B. Coolant Recovery Tank C.
Plain water, or some other liquid such as alcohol, can boil before the proper coolant mixture
will. Page Power Steering Fluid 2 Then keep turning the pressure cap and remove it. Coolant
con- tains ethylene glycol and it will burn if the engine parts are hot enough. Do not spill coolant
on a hot engine. Page leak. If fluid is added when the linings are worn, there will be too much
fluid when new brake linings are installed. Add or remove brake fluid, as necessary, only when
work is done on the brake hydraulic system. This could be a sign that brake service might be
required. Brake Adjustment Every time you apply the brakes, with or without the vehicle
moving, the brakes adjust for wear. Replacing Brake System Parts The braking system on a
vehicle is com- plex. Trying to start your vehicle by push- ing or pulling it will not work, and it
could damage your vehicle. People have been hurt doing this, and some have been blinded. Use
a flashlight if you need more light. Be sure the battery has enough water. Page remote negative
â€” terminal on the vehicle with the dead battery. The elec- trical connection is just as good
there, and the chance of sparks getting back to the battery is much less. However, there are two
additional systems that need lubri- cation. Page Headlamp Aiming Headlamp Aiming Headlamp
aim has been preset at the fac- tory and should need no further adjust- ment. However, if your
vehicle is damaged in a crash, the headlamp aim may be affected. Aim adjustment to the
low-beam head- lamps may be necessary if oncoming driv- ers flash their high-beam headlamps
at you for vertical aim. Page Tires Your new vehicle comes with high-quality tires made by a
leading tire manufacturer. If you ever have questions about your tire warranty and where to
obtain service, see your Suzuki Warranty booklet for details. Page B. Tire Size The following
illustration shows an exam- ple of a typical passenger vehicle tire size. Curb Weight: The weight
of a motor vehicle with stan- dard and optional equipment including the maximum capacity of
fuel, oil, and coolant, but without passengers and cargo. Page Traction: The friction between the
tire and the road surface. The amount of grip provided. Tread: The portion of a tire that comes
into con- tact with the road. Cold means your vehicle has been sitting for at least three hours or
driven no more than 1 mile 1. Remove the valve cap from the tire valve stem. Page the telltale
will flash for approximately one minute and then remain continuously illu- minated. This
sequence will continue upon subsequent vehicle start-ups as long as the malfunction exists.
When the malfunction indicator is illumi- nated, the system may not be able to detect or signal
low tire pressure as intended. Page TPMS diagnostic tool. Page Tire Inspection And Rotation
minutes to match all four tire and wheel positions the matching process stops and you need to
start over. Do not include the compact spare tire in your tire rotation. After the tires have been
rotated, adjust the front and rear inflation pressures as shown on the Tire and Loading

Information label. If you need replacement tires, Suzuki strongly recommends that you get tires
with the same TPC Spec rating. This way, your vehicle will continue to have tires that are
designed to give the same perfor- mance and vehicle safety, during normal use, as the original
tires. Page Uniform Tire Quality Grading You may increase the chance that you will crash and
suffer serious injury. Only use Suzuki specific wheel and tire systems developed for your
vehicle, and have them properly installed by a Suzuki certified technician. Grades B and A
represent higher levels of performance on the laboratory test wheel than the minimum required
by law. There is not enough clearance. Tire chains used on a vehicle without the proper amount
of clearance can cause dam- age to the brakes, suspension or other vehicle parts. The area
dam- aged by the tire chains could cause you to lose control of your vehicle and you or others
may be injured in a Page The following information tells you how to use the jack and change a
tire. Page With the jack head positioned correctly on the metal jacking flange, it should look like
this from underneath. Page This could lead to a crash. Stop somewhere as soon as you can and
have the nuts tightened with a torque wrench to the proper torque specification. To avoid
expensive brake repairs, evenly tighten the wheel nuts in the proper sequence and to the proper
torque specification. In a sudden stop or collision, loose equipment could strike someone. Page
Compact Spare Tire 7 Pull on the cable to make sure it is secure. Push the tube towards the
front of the vehicle. Page Appearance Care Dust may be removed from small buttons and knobs
using a small brush with soft bristles. To clean, use the following instructions: 1 Saturate a
lint-free, clean white cloth with water or club soda. Check the cleaning product label. If it states
that is should not be used on plastic parts, do not use it on your vehicle or damage may occur
and it would not be covered by the warranty. Underbody Maintenance Chemicals used for ice
and snow removal and dust control can collect on the under- body. It appears on a plate in the
front corner of the instrument panel, on the driver side. You can see it if you look through the
wind- shield from outside your vehicle. When the current load is too heavy, the circuit breaker
opens and closes, protecting the circuit until the prob- lem is fixed. Fuses and Circuit Breakers
The wiring circuits in your vehicle are pro- tected from short circuits by fuses and cir To
reinstall, fit together the tabs located on the front of the cover, and push down on the cover until
the tabs on the rear of the cover click into place. Maintenance Requirements CAUTION
Maintenance intervals, checks, inspections, replacement parts, and recommended fluids and
lubricants as prescribed in this manual are nec- essary to keep your vehicle in good working
condition. Page Scheduled Maintenance Some maintenance services can be com- plex. So,
unless you are technically quali- fied and have the necessary equipment, you should have your
dealer do these jobs. When you go to your dealer for your ser- vice needs, you will know that
trained and supported service technicians will perform the work using genuine parts. Change
engine oil and filter. If necessary, replace filter. Lubricate body components. Additional required
services Service Inspect fuel system for damage or leaks. Inspect exhaust system for loose or
damaged components. Your dealer can assist you with these checks and services. Be sure any
necessary repairs are completed at once. Failure to keep the engine oil at the proper level can
cause damage to the engine not covered by your war- ranty. If the vehicle moves, you or others
could be injured. It should be parked on a level surface. This number is used to register the
vehicle. It is also used to assist your dealer when ordering parts or refer- ring to special service
information. For U. Page War- ranty Information booklet. For vehicles registered for use and
principally operated in Canada please contact Suzuki Canada Inc. Page Hazard Warning
Flashers Page Security Light Page Prepared by August, Part No. Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. The ECM, or electronic control module , is the computer
responsible for controlling all of the engine management functions. It is the central control unit
of most vehicles and controls a variety of functions, such as electrical system power
distribution, emissions, ignition, and fuel systems. It is a very important, if not the most
important component of a modern engine management system, and just the same as any other
important electrical component it is powered through a relay. If the relay fails, or has any issues
, it can cause the vehicle to have all sorts of problems, and may even render it undriveable.
Usually a problem with the ECM power relay will produce a few symptoms that can alert the
driver of a problem that should be serviced. One of the first symptoms of a problem with the
ECM power relay is no power when the key is inserted. If the ECM power relay fails it can cut off
power to the entire vehicle. A failed relay will disable the dash lights and warning chimes that
normally come on when the key is inserted into the ignition, and will probably be unable to start
or turn over the vehicle. Another common symptom of a problem with the ECM power relay is
an engine that will not start or turn over. The fuel and ignition systems, as well as several other
engine management functions, of many vehicles are controlled by the ECM. A bad relay may
cause the vehicle to crank, but not start , or sometimes not even crank at all. A failed ECM

power relay can also cause a battery drain or dead battery. If the relay shorts it can leave power
on to the computer, even when the vehicle is turned off. This will place a parasitic drain on the
battery, which will eventually cause it to go dead. Without it the entire engine management
system will be disabled and the vehicle will not run. For this reason, if you suspect that your
ECM power relay may be having an issue, have the vehicle inspected by a professional
technician, such as one from YourMechanic, to determine if the relay should be replaced. The
most popular service booked by readers of this article is Vehicle Engine Electrical Inspection.
Our certified mobile mechanics perform over services, including diagnostics, brakes, oil
changes, scheduled mileage maintenances, and will come to you with all necessary parts and
tools. Our certified mobile mechanics make house calls in over 2, U. Fast, free online quotes for
your car repair. Vehicle Engine Electrical Inspection Cost. Service Location. No power when the
key is inserted One of the first symptoms of a problem with the ECM power relay is no power
when the key is inserted. Engine will not start Another common symptom of a problem with the
ECM power relay is an engine that will not start or turn over. Battery drain or dead battery A
failed ECM power relay can also cause a battery drain or dead battery. Home Articles. The
statements expressed above are only for informational purposes and should be independently
verified. Please see our terms of service for more details. Excellent Auto Repair Ratings.
YourMechanic Auto Repair. Related Articles. Recent Vehicle Engine Electrical Inspection
reviews. Excellent Rating. Rating Summary. Luis 22 years of experience. Request Luis. Showed
up and took a look to tell me all my options. Once we decided how to move forward, got the job
done quickly and walked me through everything that was done. Will definitely use him again highly recommended. Ford Escape - Car is not starting - Austin, Texas. Friendly, fast,
knowledgable, and trustworthy! Victor 35 years of experience. Request Victor. Kenneth 20 years
of experience. Request Kenneth. Kenneth performed excellent, conscientious service. Diana 18
years of experience. Request Diana. Diana provided great professional insight on resolving
speciifc issues with my vehicle. Will definitely recommend to friends and and family. Need Help
With Your Car? Related articles. How to Replace an Air Injection Pump Belt Although some air
pump injection belts can last as long as a vehicle, some may break down. Here's a guide on
how to replace it when necessary. Read more. Your car has two manifolds â€” an intake
manifold and an exhaust manifold. Both serve essential purposes, but the one most likely to
How to Replace a Door Lock Relay Electric door locks work via a door lock relay located near
the brake pedal, behind the stereo, behind the passenger air bag, or under the hood. Related
questions Fuel pump will not
2010 thunderbird car
chevy horn button
used mercury grand marquis near me
kick on and all the fuaes and relays are fine and its hooked up right, what is the problem? You
have a circuit opening relay behind the glove box and the EFI relay in the main fuse box in the
engine compartment. You will need to have the complete circuit checked to see if they are
supplying power. Service Engine Soon light driving problems Any one, or more, out of a list of
thousands of Diagnostic Trouble Codes could have caused your vehicle's Check Engine Light
to illuminate. Even given your very well stated description of what occurred, no "one" of these
many codes Any tips on how to get the shaft out of transmission. Hello, thank you for writing in.
There are a few things you can try. The most commonly utilized options includes larger and
longer tools for more leverage. If you are attempting to save the axle you are removing, you will
Browse other content. Schedule your Vehicle Engine Electrical Inspection today! Vehicle Engine
Electrical Inspection Price. How can we help? Read FAQ.

