2009 mercury grand marquis fuse diagram

Rosen Nissan helped make these videos. The video above shows how to replace blown fuses in
the interior fuse box of your Mercury Grand Marquis in addition to the fuse panel diagram
location. Electrical components such as your map light, radio, heated seats, high beams, power
windows all have fuses and if they suddenly stop working, chances are you have a fuse that has
blown out. If your Grand Marquis is experiencing electrical problems, you should always check
the fuses first, because they are relatively easy to check and cheap to change. Some Mercurys
have multiple interior fuse boxes including in the trunk - the video above will show you where
the interior fuse box of your Grand Marquis is located. If your Grand Marquis has many options
like a sunroof, navigation, heated seats, etc, the more fuses it has. Some components may have
multiple fuses, so make sure you check all of the fuses that are linked to the component in
question. If you need to replace a blown fuse in your Grand Marquis, make sure you replace it
with one that has the same amperage as the blown fuse. If checking and replacing the fuse for
the component in question doesn't work, we recommend seeking assistance from a trusted
professional mechanic. They should be able to figure out if the component needs to be replaced
or if there is a short or some other problem with your Grand Marquis. Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. He has broad expertise
on basic repair procedures covering the majority of cars on the road. Car companies often use
the same engines in different cars. They also slightly alter the styling and sell the same car by
two different names amongst other tricks to help offset development costs. Our system selects
the most applicable video for your car based, in part, on these characteristics. The video
displayed may not look exactly like your car, but may be relevant enough for you to get a good
idea how to do it. Getting Started - Prepare for the repair. Share on. Full list of part and tools.
Author Hans Angermeier has produced over , videos showing drivers how to fix things on their
cars. Change center stop light. Don't be the guy with your third brake light burnt out. Replace
your car battery. Did you know that heat is worse for your battery than cold? Replace it every 4
years. Check transmission fluid level. Harsh downshifts? Slipping gears? You might be low on
transmission fluid. Replace reverse light. White light when you back up - yup, they burn out and
you can replace them with bright LEDs. See all videos for the Mercury Grand Marquis. We have
a massive and growing video library, but we don't have everything Fuse box diagrams fuse
layout and assignment of fuses and relays, location of the fuse blocks in Mercury vehicles.
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Cluster. Warning lights and chimes. Entertainment Systems. Climate Controls. Manual heating
and air conditioning. Automatic temperature control. Rear window defroster. Turn signal
control. Bulb replacement. Driver Controls. Steering wheel adjustment. Power windows. Speed
control. Message center. Locks and Security. Anti-theft system. Owners Guide, 1st Printing.
USA fus. Mercury mariner hybrid automobile quick reference guide 2 pages. Ford motor
company mercury grand marquis owner's guide pages. Ford may change the contents without
notice and without incurring obligation. Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle, the
greater the safety and pleasure you will derive from driving it. Page 5 Do not add friction
modifier compounds or special break-in oils since these additives may prevent piston ring
seating. See Engine oil in the Maintenance and Specifications chapter for more information on
oil usage. Features or equipment listed as standard may be different on units built for Export. If
any light remains on after starting the vehicle, refer to the respective system warning light for
additional information. Refer to Fuel filler cap in the Maintenance and Specifications chapter.
With the ignition in the on position, a tone will sound for one second if a door is open. The
digital display is more accurate than the analog gauge and may not match. To reset, press the
button again until the trip reading is Refer to Filling the tank in the Maintenance and
Specifications chapter for more information. When the six strongest stations are filled, the
station stored in preset 1 will begin playing. In radio mode, the CD icon will appear in the
display if a CD is loaded into the system. AM: Press to select the AM frequency. Only use cell
phones and other devices not essential to the driving task when it is safe to do so. Your
Audiophile radio may be equipped with Satellite ready capability. The kit to enable Satellite
reception is available through your dealer. Side 1â€”2: Press to access the next side of the
cassette tape. Detailed satellite instructions are included with the dealer installed kit. Check
with your authorized dealer for availability. When the system is ready, insert a CD, label side up.
When activated, the compression icon will illuminate in the display. Press and hold to autoload
up to 6 discs. Note: Ensure that the system is ready to accept the CD. Do not force the disc into
the CD slot as damage could result. Please contact your authorized dealer for further
information. If service is necessary, see your dealer or qualified technician. Start with the
ignition switch in the off position and the headlamp switch in the autolamp position. Place the
headlamp switch in the off position. Place the ignition switch in the on position and then back to
off. Pull the lever towards you to deactivate. Flash to pass Pull toward you slightly to activate
and release to deactivate. Park the vehicle directly in front of a wall or screen on a level surface,
approximately 25 feet 7. Check your headlamp alignment at night or in a dark area so that you
can see the headlamp beam pattern. Close the hood and turn off the lamps. Replacing interior
bulbs Check the operation of all bulbs frequently. Replacing exterior bulbs Check the operation
of all the bulbs frequently. Never turn the headlamps on with the bulb removed. Follow the same
steps to replace either bulb. Carefully pull the bulb from the socket and push in the new bulb.
Carefully pull the bulb socket out of the lamp assembly. Pull the bulb straight out of the socket
and push in the new bulb. To install, reverse the removal procedure. Press the left side to
restore the window controls. Take your foot off the accelerator pedal. The indicator light if
equipped on the instrument cluster will turn on. Note: When you turn the speed control or the
ignition off, your speed control set speed memory is erased. This value is not the same as the
average fuel economy display. The running average fuel economy is reinitialized to a factory
default value if the battery is disconnected. When your vehicle is not moving, this function
shows or no bars illuminated. Instantaneous fuel economy cannot be reset. Check the fuel filler
cap for proper installation. An oil change is required whenever indicated by the message center
and according to the recommended maintenance schedule. To remove the floor mat, reverse the
installation procedure. You can render the switch inoperable by locking the button with your
master key. After having waited the necessary time for the programming to confirm, turn the
ignition to the off position. Once disabled, the autolock or auto-unlock feature can be enabled
by repeating the procedure in Steps 1â€”8. Twist a thin coin between the two halves of the
remote entry transmitter near the key ring. Your vehicle has a factory-set 5â€”digit code that
operates the keyless entry system. You can also program your own 5â€”digit personal entry
code. Enter a third personal 5-digit code. Each number must be entered within five seconds of
each other. This mode disables the keypad for one minute and the keypad lamp will flash. Store
an extra programmed key away from the vehicle in a safe place to help prevent any

inconveniences. Please visit an authorized dealer to purchase additional spare or replacement
keys. If failure repeats, bring your vehicle to your authorized dealer to have the new spare key s
programmed. Push control to lower head restraint. Press to move the seat forward or backward.
Press one side of the control to adjust firmness. Press the other side of the control to adjust
softness. This information allows your Personal Safety System to tailor the airbag deployment
and safety belt pretensioner activation depending upon safety belt usage. Unless serviced, the
system may not function properly in the event of a collision. As confirmation, the restraint
system warning light will flash four times per second for three seconds. Always properly
restrain all occupants, including the child in an appropriate child seat or booster. Side airbags,
in combination with safety belts, can help reduce the risk of severe injuries in the event of a
significant side impact collision. Follow all the safety restraint and airbag precautions that apply
to adult passengers in your vehicle. If all children cannot be seated and restrained properly in a
rear seating position, properly restrain the largest child in the front seat. Position the child
safety seat in a seat with a combination lap and shoulder belt. Attach the tether strap if the child
seat is equipped. Refer to Attaching child safety seats with tether straps later in this chapter.
Lengthen the lap belt. To lengthen the belt, hold the tongue so that its bottom is perpendicular
to the direction of webbing while sliding the tongue up the webbing. Place the child safety seat
in the center seating position. The tether anchors in your vehicle are located under a cover
marked with the tether anchor symbol shown with title. Locate the correct anchor for the
selected seating position. Open the tether anchor cover. Under-inflation or over-inflation may
cause uneven treadwear patterns. The tires are hot from driving and it is normal for pressures
to increase above recommended cold pressures. A hot tire at or below recommended cold
inflation pressure could be significantly under-inflated. If you have questions regarding tire
replacement, see an authorized dealer. These ratings are listed in the following chart. The tire
suppliers may have additional markings, notes or warnings such as standard load, radial
tubeless, etc. Maximum Load Single lb. Refer to the payload description and graphic in the
Vehicle loading â€” with and without a trailer section. Do not remove these components from
your vehicle when using snow tires and chains. Overloading or improperly loading your vehicle
can contribute to loss of vehicle control and vehicle rollover. If your vehicle will be towing a
trailer, load from your trailer will be transferred to your vehicle. Consult this manual to
determine how this reduces the available cargo and luggage load capacity of your vehicle. Your
loaded trailer should weigh no more than 1, lb. Make sure all running lights, brake lights, turn
signals and hazard lights are working. See your authorized dealer or trailer rental agency for
proper instructions and equipment for hooking up trailer lamps. Otherwise, no recreational
towing is permitted. In case of a roadside emergency with a disabled vehicle, see Wrecker
towing in the Roadside Emergencies chapter. The emission system heats up the engine
compartment and exhaust system, which can start a fire. Make sure the headlamps and vehicle
accessories are off. Make sure the gearshift is in P Park. Make sure the parking brake is set.
Instead, use one extension cord which is long enough to reach from the engine block heater
cord to the outlet without stretching. While not in use, make sure the protective cover seals the
prongs of the engine block heater cord plug. If your brake warning lamp illuminates, have your
vehicle serviced immediately. Pull the lever to release the parking brake. See your authorized
dealer. Hold the brake pedal down while in this position. Overdrive The normal driving position
for the best fuel economy. Transmission operates in gears one through four. Wet brakes do not
stop the vehicle as quickly as dry brakes. In Canada, the card is found in the Customer
Information Guide in the glove compartment. Ford, Mercury and Lincoln vehicle customers who
require Roadside Assistance, call Canadian customers who require roadside assistance, call
Turn the ignition to the on position. Pause for a few seconds and return the key to the OFF
position. Make a further check for leaks in the fuel system. Park on a level surface, set the
parking brake and activate hazard flashers. Place gearshift lever in P Park and turn engine off.
Remove the lug wrench from the jack. Rotate the lug wrench socket out from the handle.
Loosen each wheel metal lug nut one-half turn counterclockwise but do not remove them until
the wheel is raised off the ground. Do not fully tighten the lug nuts until the wheel has been
lowered. Park the booster vehicle close to the hood of the disabled vehicle making sure the two
vehicles do not touch. Set the parking brake on both vehicles and stay clear of the engine
cooling fan and other moving parts. Start the engine of the disabled vehicle. Once the disabled
vehicle has been started, run both engines for an additional three minutes before disconnecting
the jumper cables. Remove the jumper cable from the ground metal surface. Note: In the
illustrations, lightning bolts are used to designate the assisting boosting battery. Have your tow
truck operator refer to this manual for proper hook-up and towing procedures for your vehicle.
While any authorized dealer handling your vehicle line will provide warranty service, we
recommend you return to your selling authorized dealer who wants to ensure your continued

satisfaction. Ford is also allowed a final repair attempt in some states. Note: Ford Motor
Company reserves the right to change eligibility limitations, modify procedures, or to
discontinue this process at any time without notice and without obligation. When you buy Ford
ESP, you receive Peace-of-Mind protection throughout the United States and Canada, provided
by a network of more than 4, participating authorized dealers. Customers in the U. Keep body
and door drain holes free from packed dirt. These quality products have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and appearance of your vehicle. Go to the front of the vehicle and release the auxiliary latch that
is located under the front of the hood. Lift the hood until the lift cylinders hold it open.
Windshield washer fluid reservoir 4. Air filter assembly 5. Power steering fluid reservoir 6.
Engine coolant reservoir 7. Battery 8. Power distribution box 9. Engine oil filler cap Attach the
new blade to the arm loop and pull it into place until a click is heard. Set the parking brake and
ensure the gearshift is securely latched in P Park. Open the hood. Protect yourself from engine
heat. Locate and carefully remove the engine oil level dipstick. Install the dipstick and ensure it
is fully seated. Fully install the engine oil filler cap by turning the filler cap clockwise until three
clicks can be heard. It is recommended you use the appropriate Motorcraft oil filter or another
with equivalent performance for your engine application. When the engine is cool, add the
mixture to the coolant reservoir until the appropriate fill level is obtained. Operating an engine
with a low level of coolant can result in engine overheating and possible engine damage. Once
the engine temperature cools, the engine can be re-started. Take your vehicle to an authorized
dealer as soon as possible to minimize engine damage. Fuel vapor is extremely hazardous
under certain conditions. Care should be taken to avoid inhaling excess fumes. Your vehicle
was not designed to use fuel or fuel additives with metallic compounds, including
manganese-based additives. For more information on the Service engine soon indicator, refer to
Warning lights and chimes in the Instrument Cluster chapter. Your results will be most accurate
if your filling method is consistent. Unnecessary shifting of this type could result in reduced
fuel economy. Your fuel economy may vary depending upon the method of operation and
conditions. Be sure to put the cap back on the reservoir. Refer to Maintenance product
specifications and capacities in this chapter for the proper fluid type. Install the dipstick making
sure it is fully seated in the filler tube. Remove the dipstick and inspect the fluid level. The fluid
should be in the designated area for normal operating temperature or ambient temperature.
High fluid levels can be caused by an overheating condition. The customer warranty may be
void for any damage to the engine if the correct air filter element is not used. The customer
warranty may be void for any damage to the engine if such spark plugs are not used. The
following table tells you which transmission each code represents. These quality accessories
have been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. Ad vertisements. In this article, we consider the fourth-generation
Mercury Grand Marquis, produced from to Here you will find fuse box diagrams of Mercury
Grand Marquis , , , , , , , and , get information about the location of the fuse panels inside the car,
and learn about the assignment of each fuse fuse layout and relay. Cigar lighter power outlet
fuses in the Mercury Grand Marquis are the fuses 16 Cigar lighter , 25 Cigar lighter , 27 Cigar
lighter, Power point in the Instrument panel fuse box, and fuses 13 Instrument panel power
point , Cigar lighter in the Engine Compartment Fuse Box. The fuse box is located under the left
side of the instrument panel. The Power Distribution Box is located in the engine compartment
on the passenger side. How to check the fuses? How to replace a blown fuse? Why do car fuses
blow? Types of automotive fuses. Table of Contents. Instrument Panel Fuse Box. Engine
Compartment Fuse Box. Learn more: How to check the fuses? We use cookies to ensure that
we give you the best experience on our website. If you continue to use this site we will assume
that you are happy with it. Ok Privacy policy. Fuse box diagram fuse layout , location, and
assignment of fuses and relays Mercury Grand Marquis , , , , , , , , If electrical components in the
vehicle are not working, the system may have been overloaded and blown a fuse or tripped a
circuit breaker. Check the appropriate fuses before replacing any electrical components. A
blown fuse can be identified by a break in the wire within the fuse. Remove the panel cover to
access the fuses. To remove a fuse use the fuse puller tool provided on the fuse panel cover.
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battery before servicing high current fuses. Do not repair fuses and never replace a blown fuse
with one that has a higher amp rating. This can severe
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wire damage and could start a fire. Never replace a broken fuse with anything other than a new
fuse. Even after a fuse is replaced, it will continue to blow if the cause of the overload is not
identified and corrected. Main Page. This website uses cookies to improve your experience.
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