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Ad vertisements. In this article, we consider the second-generation Ford Crown Victoria EN ,
produced from to Here you will find fuse box diagrams of Ford Crown Victoria , , , , , , , and , get
information about the location of the fuse panels inside the car, and learn about the assignment
of each fuse fuse layout and relay. The fuse panel is located below and to the left of the steering
wheel by the brake pedal. Remove the panel cover to access the fuses. How to check the fuses?
How to replace a blown fuse? Why do car fuses blow? Types of automotive fuses. Table of
Contents. Fuse Box Location. Fuse box diagrams. Learn more: How to check the fuses? We use
cookies to ensure that we give you the best experience on our website. If you continue to use
this site we will assume that you are happy with it. Ok Privacy policy. LCM for cornering lamps
and high beam headlamps, Police headlamp wigwag module police vehicles only, Fuel pump
module gasoline engines only , Fuel tank solenoid valves natural gas vehicles only , Fuel rail
solenoid valve natural gas vehicles only. Police accessory battery feed 3 Police vehicles only ,
Cigar lighter Non-police vehicles only, Police light bar or Police right-hand kick panel accessory
battery feed Police vehicles only. Rear power point or Police right-hand kick panel accessory
battery feed Police vehicles only. Fuse box diagram fuse layout , location and assignment of
fuses and relays Ford Crown Victoria , , , , , , , , , If electrical parts in your vehicle are not
working, the system may have been overloaded and blown a fuse or tripped a circuit breaker.
Before you replace or repair any electrical parts, check the appropriate fuses or circuit breakers.
If electrical components in the vehicle are not working, a fuse may have blown. Blown fuses are
identified by a broken wire within the fuse. Check the appropriate fuses before replacing any
electrical components. The fuse panel is located below and to the left of the steering wheel by
the brake pedal. Remove the panel cover to access the fuses. To remove a fuse use the fuse
puller tool provided on the fuse panel cover. Necessary cookies are absolutely essential for the
website to function properly. This category only includes cookies that ensures basic
functionalities and security features of the website. These cookies do not store any personal
information. Any cookies that may not be particularly necessary for the website to function and
is used specifically to collect user personal data via analytics, ads, other embedded contents
are termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Always disconnect the battery before servicing high current
fuses. Always replace a fuse with one that has the specified amperage rating. Using a fuse with
a higher amperage rating can cause severe wire damage and could start a fire. Never replace a
broken fuse with anything other than a new fuse. Use always an intact fuse of the same color. If
a fuse blows again contact a qualified service center. Main Page. This website uses cookies to
improve your experience. We'll assume you're ok with this, but you can opt-out if you wish.
Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these cookies, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. Quick Links. Table of Contents. Instrument Cluster. Warning
Lights And Chimes. Message Center. Entertainment Systems. Climate Controls. Manual Heating
And Air Conditioning. Rear Window Defroster. Turn Signal Control. Bulb Replacement. Driver
Controls. Steering wheel adjustment. Power Windows. Locks And Security. Owners Guide, 1st
Printing. USA fus. Ford may change the contents without notice and without incurring
obligation. Page 4: Introduction The more you know and understand about your vehicle, the
greater the safety and pleasure you will derive from driving it. Page 5 Drive your new vehicle at
least 1, miles 1, km before towing a trailer. For more detailed information about towing a trailer,
refer to Trailer towing in the Tires, Wheels and Loading chapter. Page 7 EDR. Ford Motor
Company and Ford of Canada do not access event data recorder Page 8 If you do not want Ford
or its vendors to receive this information, do not activate the service. Ford Motor Company and
the vendors it uses to provide you with this information do not store your vehicle travel
information. Ford strongly recommends that you use extreme caution when using any device or
feature that may take your focus off the road. Your primary responsibility is the safe operation
of your vehicle. Page Warning Lights And Chimes Many lights will illuminate when you start
your vehicle to make sure the bulb works. If any light remains on after starting the vehicle, refer
to the respective system warning light for additional information. Refer to Fuel filler cap in the
Maintenance and Specifications chapter. Page 14 A Belt-Minder chime will also sound to remind
you to fasten your safety belt. Page 16 Illuminates when one of the doors is not completely shut
and the ignition is turned to on. With the ignition in on position, a tone will sound for one
second if a door is open. The digital display is more accurate than the analog gauge and may

not match. To reset, press the button again until the trip reading resets. Remember to turn the
ignition off when refueling to allow this feature to correctly detect the added fuel. To operate, do
the following: 1. Use only recommended engine oils. Ford strongly recommends that drivers
use extreme caution when using any device or feature that may take their focus off the road.
Your primary responsibility is the safe operation of the vehicle. When the six strongest stations
are filled, the station stored in preset 1 will begin playing. AM: Press to select the AM frequency.
Your radio may be equipped with Satellite ready capability. The kit to enable Satellite reception
is available through your dealer. Side 1â€”2: Press to access the next side of the cassette tape.
Page 35 The kit to enable the Satellite reception is available through your dealer. Detailed
satellite instructions are included with the dealer installed kit. Check with your authorized dealer
for availability. When activated, the compression icon will illuminate in the display. Press and
hold to autoload up to 6 discs. Note: Ensure that the system is ready to accept the CD. Do not
force the disc into the CD slot as damage could result. Due to technical incompatibility, certain
recordable and re-recordable compact discs may not function correctly when used in Ford CD
players. Page Automatic Temperature Control The fan speed will remain automatic unless the
thumbwheel is turned all the way to LO. Page Rear Window Defroster This may cause damage
to the heated grid lines and will not be covered by your warranty. At the desired autolamp time
delay, place the headlamp switch in the off position. Park the vehicle directly in front of a wall or
screen on a level surface, approximately 25 feet 7. Check your headlamp alignment at night or in
a dark area so that you can see the headlamp beam pattern. On the wall or screen you will
observe an area of high intensity light. The top of the high intensity area should touch the
horizontal reference line, if not, the beam will need to be adjusted. The reading lamps can be
turned on by pressing the rocker controls next to each lamp. Page Bulb Replacement Using the
right bulbs Replacement bulbs are specified in the chart below. Replacing exterior bulbs Check
the operation of all bulbs frequently. Page 54 Keep the ring to retain the new bulb. Without
turning, remove the old bulb from the lamp assembly by gently pulling it straight back out of the
lamp assembly. Remove two retainers and pull headlamp assembly forward to expose bulb.
Remove the bulb socket by rotating it counterclockwise, then pulling it out of the lamp
assembly. Follow the same steps to replace either bulb. Install the lamp assembly on trunk lid
with two grommets, ensuring the grommets are pushed all the way into the trunk lid and secure
with two screws. Carefully pull the bulb socket out of the lamp assembly. Pull the bulb straight
out of the socket and push in the new bulb. To install, reverse the removal procedure. Never
turn the headlamps on with the bulb removed. Install the lamp assembly on the trunk lid with
two grommets, ensuring that the grommets are pushed all the way in to the trunk lid and
secured with two screws. Note: To stow the visor back into the headliner, visor must be
retracted before moving it back towards the windshield. Always keep the power point caps
closed when not being used. Move the control in the direction you wish to tilt the mirror. Return
to the center position to lock mirrors in place. Page 68 The adjustment allows for approximately
2. Disengaging the speed control will not erase previous set speed. Small children are
particularly at risk. Page 76 Locking the doors Press once to lock all the doors. Replacing the
battery The remote entry transmitter uses one coin type three-volt lithium battery CR or
equivalent. Page 80 5. The doors will lock then unlock to confirm programming of the new code.
To store a second personal code: 1. Enter the factory set code. Page 81 each digit pressed
within five seconds of prior digit. The interior lamps will illuminate. Operation is subject to the
following two conditions: 1 This device may not cause harmful interference, and 2 This device
must accept any interference received, including interference that may cause undesired
operation. Page 84 Note: The SecuriLock passive anti-theft system is not compatible with
non-Ford aftermarket remote start systems. Use of these systems may result in vehicle starting
problems and a loss of security protection. Note: Large metallic objects, electronic devices that
are used to purchase gasoline or similar items, or a second coded key on the same key chain
may cause vehicle starting issues. Page 85 off to the 3 on position maintain ignition in 3 on for
at least one second. Turn ignition to 1 off and remove the first coded key from the ignition. Page
86 You may repeat Steps 1 through 6. If failure repeats, bring your vehicle to your authorized
dealer to have the new spare key s programmed. To adjust the head restraint, do the following:
1. Raise the head restraint by pulling up on the head restraint. To remove the adjustable head
restraint, do the following: 1. Pull up the head restraint until it reaches the highest adjustment
position. Failure to follow these instructions may interfere with the front passenger seat sensing
system. Press the control to recline the seatback forward or backward. Press to move the seat
forward or backward. Press the top side of the control to adjust firmness. Press the bottom side
of the control to adjust softness. This information allows your Personal Safety System to tailor
the airbag deployment and safety belt pretensioner activation depending upon safety belt
usage. Unless serviced, the system may not function properly in the event of a collision. To

unfasten, press the release button and remove the tongue from the buckle. Refer to Safety
restraints for children or Safety seats for children later in this chapter. The safety belt warning
light The Belt-Minder feature will not activate. The Belt-Minder feature is activated - the safety
belt warning light Page The Belt-Minder feature will enable during the same ignition cycle if the
occupant buckles and remains buckled for approximately 30 seconds. Confirmation is not given
for the one-time disable. Page Step 3 must be completed within 50 seconds after the safety belt
warning light turns off. Failure to inspect and if necessary replace the steering column
assembly could result in severe injury or death in the event of a collision. If you must use a
forward-facing child seat in the front seat, move the seat all the way back. This arrangement
provides lap and shoulder belt and airbag protection for adult occupants and an attachment
method for a child restraint. Contact your authorized dealer as soon as possible. Rather, it
means the forces were not of the type sufficient to cause activation. Side airbags are designed
Crown Victoria cro Owners Guide, 1st Printing USA fus Page Disposal of airbags and airbag
equipped vehicles including pretensioners Contact your authorized dealer as soon as possible.
Page 4 ft 9 in. Check your local and state or provincial laws for specific requirements regarding
the safety of children in your vehicle. Page If all children cannot be seated and restrained
properly in a rear seating position, properly restrain the largest child in the front seat. Page All
children are shaped differently. The child height, age and weight thresholds provided are
recommendations or the minimum requirements of law. Be sure the belt webbing is not twisted.
Page There should be no more than 1 inch 2. Page Ford Motor Company recommends the use
of a child safety seat having a top tether strap. See Attaching child safety seats with tether
straps and Recommendations for attaching safety restraints for children in this chapter for
more information. Page Attach the tether strap afterward, if included with the child seat. Refer to
Recommendations for attaching child safety restraints for children in this chapter. If your child
restraint system is equipped with a tether strap, and the child restraint manufacturer
recommends its use, Ford also recommends its use. Child booster seats The belt-positioning
booster booster seat is used to improve the fit of the vehicle safety belt. Page To improve the fit
of both the lap and shoulder belt on children who have outgrown child safety seats, Ford Motor
Company recommends use of a belt-positioning booster. Ford Motor Company recommends
that all safety belt assemblies in use in vehicles involved in a collision be replaced. Department
of Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. You are strongly urged to buy a reliable tire pressure gauge, as automatic service
station gauges may be inaccurate. Ford recommends the use of a digital or dial-type tire
pressure gauge rather than a stick-type tire pressure gauge. Page Tire Inflation Always inflate
your tires to the Ford recommended inflation pressure even if it is less than the maximum
inflation pressure information found on the tire. Page For your safety, tires that are damaged or
show signs of excessive wear should not be used because they are more likely to blow out or
fail. Page The tire pressure sensors mounted in the wheels originally installed on your vehicle
are not designed to be used in aftermarket wheels. The use of wheels or tires not recommended
by Ford Motor Company may affect the operation of your tire pressure monitoring system. Page
Rotating your tires at the recommended interval as indicated in the Scheduled Maintenance
Guide chapter will help your tires wear more evenly, providing better tire performance and
longer tire life. These ratings are listed in the following chart. The tire suppliers may have
additional markings, notes or warnings such as standard load, radial tubeless, etc. Page 4.
Maximum Load Single lb kg at psi kPa cold: Indicates the maximum load and tire pressure when
the tire is used as a single; defined as two tires total on the rear axle. Refer to the payload
description and graphic in the Vehicle loading â€” with and without a trailer section. Page It can
also warn you in the event the system is no longer capable of functioning as intended. Check
your tire pressure to ensure tires are properly inflated; Page Vehicle Loading Tire Label in order
to determine the new payload. No, you do not have enough cargo capacity to carry that much
weight. Otherwise, no recreational towing is permitted. In case of a roadside emergency with a
disabled vehicle, see Wrecker towing in the Roadside Emergencies chapter. Exhaust fumes can
be toxic. Always open the garage door before you start the engine. See Guarding against
exhaust fumes in this chapter for more instructions. Make sure the headlamps and vehicle
accessories are off. Make sure the gearshift is in P Park. Make sure the parking brake is set.
Outdoor conditions can deteriorate extension cords over a period of time. Page Brakes Such
noises are usually heard during the first few brake applications in the morning; Crown Victoria
cro Owners Guide, 1st Printing USA fus Page The wheels are prevented from locking even when
the brakes are firmly applied. Page If your brake warning lamp illuminates, have your vehicle
serviced immediately. Pull the lever to release the parking brake. Page Traction Control If a
system fault is detected, the traction control active light will illuminate, the traction control

button will not turn the system on or off and your vehicle should be serviced by an authorized
dealer. If the fuse is not blown, perform the following procedure: 1. Apply the parking brake,
turn the ignition to the accessory position. Examples: hilly terrain, heavy loads, trailer towing
and when engine braking is required. Page Do not rock the vehicle for more than a minute or
damage to the transmission and tires may occur, or the engine may overheat. Wet brakes do not
stop the vehicle as quickly as dry brakes. This program is separate from the New Vehicle
Limited Warranty. Page Hazard Flasher Control Assistance, call Canadian customers who
require roadside assistance, call If you need to arrange roadside assistance for yourself, Ford
Motor Company will reimburse a reasonable amount for towing to the nearest dealership within
35 miles 56 km. To obtain reimbursement information, U. Page Fuses And Relays If electrical
components in the vehicle are not working, a fuse may have blown. Blown fuses are identified
by a broken wire within the fuse. Check the appropriate fuses before replacing any electrical
components. Remove the panel cover to access the fuses. To remove a fuse use the fuse puller
tool provided on the fuse panel cover. Page The fuses are coded as follows. Page Battery
section of the Maintenance and Specifications chapter. The high-current fuses are coded as
follows. If the dissimilar spare tire or wheel is damaged, it should be replaced rather than
repaired. Park on a level surface, set the parking brake and activate hazard flashers. Place
gearshift lever in P Park and turn engine off. Loosen each wheel metal lug nut one-half turn
counterclockwise but do not remove them until the wheel is raised off the ground. Page Jack
Location Reinstall lug nuts until the wheel is snug against the hub. Do not fully tighten the lug
nuts until the wheel has been lowered. Use only Ford recommended replacement fasteners.
WARNING: When a wheel is installed, always remove any corrosion, dirt or foreign materials
present on the mounting surfaces of the wheel or the surface of the wheel hub, brake drum or
brake disc that contacts the wheel. Page Jump Starting 3. Park the booster vehicle close to the
hood of the disabled vehicle making sure the two vehicles do not touch. Set the parking brake
on both vehicles and stay clear of the engine cooling fan and other moving parts. Jump starting
1. Start the engine of the booster vehicle and run the engine at moderately increased speed.
Page After the disabled vehicle has been started and the jumper cables removed, allow it to idle
for several minutes so the engine computer can relearn its idle conditions. Do not tow with a
slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. If equipped with
an air suspension system, the air suspension control in the luggage compartment must be
turned to the off position before your vehicle can be towed. Page Driving chapter for specific
instructions if you cannot move the gear shift lever into N Neutral. Repairs will be made using
Ford or Motorcraft parts, or remanufactured or other parts that are authorized by Ford. Ford is
also allowed a final repair attempt in some states. Page If you buy your vehicle in North America
and then relocate to any of the above locations, register your vehicle identification number VIN
and new address with Ford Motor Company Export Operations. Page Reporting Safety Defects
U. The dull finish in this area helps protect the driver from undesirable windshield reflection.
Page IF EQUIPPED Your vehicle is equipped with seating covered in premium, top-grain leather
which is extremely durable, but still requires special care and maintenance in order to ensure
longevity and comfort. Keep body and door drain holes free from packed dirt. These quality
products have been specifically engineered to fulfill your automotive needs; they are custom
designed to complement the style and appearance of your vehicle. Brake fluid reservoir 2.
Engine oil dipstick 3. Windshield washer fluid reservoir 4. Air filter assembly 5. Engine coolant
reservoir 7. Battery 8. Power distribution box 9. Page In very cold weather, do not fill the
reservoir completely. Only use a washer fluid that meets Ford specifications. Do not use any
special washer fluid such as windshield water repellent type fluid or bug wash. They may cause
squeaking, chatter noise, streaking and smearing. Page Engine Oil 6. Wipe the dipstick clean.
Insert the dipstick fully, then remove it again. Fully install the engine oil filler cap by turning the
filler cap clockwise until three clicks can be heard. Page Battery Lift the battery with a battery
carrier or with your hands on opposite corners. Used engine coolant should be disposed of in
an appropriate manner. Page If the engine coolant supply is depleted, this feature allows the
vehicle to be driven temporarily before incremental component damage is incurred. It is distilled
from the fermentation of plants such as field corn and sugar cane. WARNING: The flow of fuel
through a fuel pump nozzle can produce static electricity, which can cause a fire if fuel is
pumped into an ungrounded fuel container. Page The customer warranty may be void for any
damage to the fuel tank or fuel system if the correct genuine Ford, Motorcraft or other certified
fuel filler cap is not used. If the fuel filler cap is venting vapor or if you hear a hissing sound,
wait until it stops before completely removing the fuel filler cap. Page Do not add aftermarket
fuel additive products to your fuel tank. It should not be necessary to add any aftermarket
products to your fuel tank if you continue to use high quality fuel of the recommended octane
Crown Victoria cro Owners Guide, 1st Printing USA fus Page The advertised fuel capacity of the

fuel tank on your vehicle is equal to the rated refill capacity of the fuel tank as listed in the
Maintenance product specifications and capacities section of this chapter. Page 5. Follow one
of the simple calculations in order to determine fuel economy: Calculation 1: Divide total miles
traveled by total gallons used. Calculation 2: Multiply liters used by , then divide by total
kilometers traveled. Refer to Maintenance product specifications and capacities in this chapter.
Be sure to put the cap back on the reservoir. Refer to Maintenance product specifications and
capacities in this chapter for the proper fluid type. Install the dipstick making sure it is fully
seated in the filler tube. Remove the dipstick and inspect the fluid level. The fluid should be in
the designated area for normal operating temperature or ambient temperature. The type of fluid
used is normally indicated on the dipstick. Remove the air filter element from the air filter
housing. Wipe the air filter housing and cover clean to remove any dirt or debris and to ensure
good sealing. If you have any concerns or issues, contact your authorized dealer. The customer
warranty may be void for any damage to the engine if such spark plugs are not used. Page
Vehicle identification number VIN The vehicle identification number is located on the driver side
instrument panel. Please note that in the graphic, XXXX is representative of your vehicle
identification number. The following table tells you which transmission each code represents.
Page Extended storage in a discharge state can cause irrecoverable damage to the internal
components or cracking of the container. Page Remove both fuses in the front PDB before
removing the cover to the rear power point. Ensure load devices can be turned off, and are
switched off when reinserting fuses. Page Engine and transmission coolers External
transmission and power steering coolers are located behind the grille and in front of the
radiator. Tires - police Tires including the spare are speed-rated radials for police use. Use only
the recommended tire size and speed ratings. Page 1. Ford recommends that police fleets
replace the brake fluid at every brake pad service interval. Brake fluid may be replaced more
frequently on vehicles involved in frequent high-speed pursuits with heavy brake usage. Page If
you install this equipment in your vehicle, you should comply with those rules and a qualified
technician should install the equipment. Page Malfunction of aftermarket electronic equipment
should be resolved by the equipment manufacturer. Aftermarket equipment installation Ford
has developed a Police Interceptor Modifier Guide to assist the vehicle modifier in safely
installing police equipment into the vehicle. The guide provides detailed information on the
location of key vehicle components that must be untouched and warnings for other areas where
caution must be exercised. Page lateral - place at rear of trunk , ammunition container. Flares
should be placed in a protective storage container preferably soft sided plastic. Flares with
spikes attached should be laterally oriented in the trunk area. Page Trunk Equipment Mounting
Guide for proper positioning of fasteners. This guide can be accessed on the The sliding tray
can also be used, depending on size, to properly store parts with rigid and sharp edges. Page
Because of reduced ground clearance, the vehicle should not be driven through an automatic
car wash with nozzles in the deployed condition. If the diagnostic lamp stays on refer to the
appropriate sections of the Ford service manual for further diagnostic and service procedures.
Page Removing the panels It is important that these panels be removed from the vehicle after
the vehicle has been impacted on the protected door, the door has been Crown Victoria cro
Owners Guide, 1st Printing USA fus Crown Victoria Severe Duty Page Some approximate
dimensions for airbags, at full inflation, are provided in Figures 1 through 5. Front passenger
compartment 2. From out board side of seat 2. Forward of seat back Figure 5 if equipped 3. Area
in front of center console from bottom of ashtray to top of instrument panel see Figure 2 for
dimensions 4. Area on tunnel between seats 6. Height: 8. Area on tunnel beneath center console
9. Tunnel Depth: 1. Use of a push bumper that mounts solely to the vehicles bumper should not
have a significant effect upon airbag deployment. Page No. Aggressive pursuit driving
conditions do not fit this criteria. Airbags are designed to deploy in moderate to major frontal
crashes based on the detection of sudden deceleration by sensors in the vehicle. These quality
accessories have been specifically engineered to fulfill your automotive needs; they are custom
designed to complement the style and aerodynamic appearance of your vehicle. With Ford ESP,
you minimize your risk for unexpected repair bills and rising repair costs. For more information,
visit your local Ford of Canada dealer or This information is subject to change. Page Scheduled
Maintenance Guide Every manufacturer develops these systems using different specifications
and performance features. Ford Motor Company has recommended maintenance intervals for
various parts and component systems based upon engineering testing. Get the most from your
service and maintenance visits There are a lot of reasons why visiting your Ford or Lincoln
Mercury dealership for all your service needs is a great way to help keep your vehicle running
great. Page With factory-trained technicians, and one-stop service from routine maintenance
like oil changes and tire rotations to repairs like brake service, check out the value your Ford
and Lincoln Mercury dealers can offer. Page Inspect accessory drive belt s. Be sure to ask your

Ford or Lincoln Mercury dealership service advisor or technician about the multi-point vehicle
inspection. Page Scheduled Maintenance Guide as well as those things that may require future
or immediate attention. The multi-point vehicle inspection is one more way to keep your vehicle
running g
kz440 wiring diagram
2005 pt cruiser convertible
starter for honda civic 2007
reat! This schedule is presented at specific mileage kilometer intervals with exceptions noted. If
you only occasionally operate your vehicle under these conditions, it is not necessary to
perform the additional maintenance. Page Every 15, miles 24, km â€” Replace fuel filter Crown
Victoria, Grand Marquis and Every 30, miles 48, km â€” Change automatic transmission fluid not
required on Every 60, miles 96, km â€” Replace spark plugs. Page Every 15, miles 24, km â€”
Replace fuel filter. Every 30, miles 48, km â€” Change automatic transmission fluid not required
on Every 60, miles 96, km â€” Replace spark plugs. Page 3, miles 4, km or three months,
whichever occurs first. Page 6 years or , miles , km - change coolant whichever comes first.
Page Index Page Service Plan Page Page Table Of Contents This manual is also suitable for:
Crown victoria Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

