2014 jeep wrangler fuse box diagram

Honda City helped make these videos. The video above shows how to replace blown fuses in
the interior fuse box of your Jeep Wrangler in addition to the fuse panel diagram location.
Electrical components such as your map light, radio, heated seats, high beams, power windows
all have fuses and if they suddenly stop working, chances are you have a fuse that has blown
out. If your Wrangler is experiencing electrical problems, you should always check the fuses
first, because they are relatively easy to check and cheap to change. Some Jeeps have multiple
interior fuse boxes including in the trunk - the video above will show you where the interior fuse
box of your Wrangler is located. If your Wrangler has many options like a sunroof, navigation,
heated seats, etc, the more fuses it has. Some components may have multiple fuses, so make
sure you check all of the fuses that are linked to the component in question. If you need to
replace a blown fuse in your Wrangler, make sure you replace it with one that has the same
amperage as the blown fuse. If checking and replacing the fuse for the component in question
doesn't work, we recommend seeking assistance from a trusted professional mechanic. They
should be able to figure out if the component needs to be replaced or if there is a short or some
other problem with your Wrangler. Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. He has broad expertise on basic repair procedures
covering the majority of cars on the road. Car companies often use the same engines in
different cars. They also slightly alter the styling and sell the same car by two different names
amongst other tricks to help offset development costs. Our system selects the most applicable
video for your car based, in part, on these characteristics. The video displayed may not look
exactly like your car, but may be relevant enough for you to get a good idea how to do it.
Getting Started - Prepare for the repair. Share on. Full list of part and tools. Author Hans
Angermeier has produced over , videos showing drivers how to fix things on their cars. Replace
fog lights. Don't be caught in the fog with burnt out fog light bulbs. Change an engine fuse. If
you have an electrical component that doesn't work, try replacing the fuse first. Replace a burnt
out DRL. DRLs are on more than your headlights. They burn out faster and should be replaced
regularly. Seal minor power steering fluid leaks. See how to seal up minor power steering fluid
leaks. See all videos for the Jeep Wrangler. We have a massive and growing video library, but
we don't have everything Remember Me? What's New? Results 1 to 5 of 5. The fuses on a Jeep
JL Wrangler are located under the hood and in a black box next to the battery. This box is
known as the Power Distribution Center and the top cover has a diagram of all the cartridge
fuses, mini fuses and relays contained within it. Because it can some times be hard to read, the
following is a complete list of them according to what bank they're in, what they're used for and
what type, size and color fuse is needed to replace them. JL Wrangler parts and accessories
purchased through the following link will help support this forum and at no cost to you. Thanks
for taking the time to spell all that out. Should help a lot of people. I need to print this when I get
my JL. So it appears as though the battery is no longer on the passenger side. Please note that
the chart can only be viewed on a computer or on the full site. Tags for this Thread box , chart ,
fuse , fuse box , jeep , jeep jl , jl wrangler , reference , wrangler. All times are GMT The time now
is PM. All rights reserved. Quick Links. See also: Owner's Manual. User Guide. Automobile Jeep
Compass Owner's Manual pages. Page 2 Roadside Assistance new vehicles purchased in the U.
We hope you find it useful. Replacement DVD kits may be purchased by visiting Be assured that
it represents precision workmanship, distinctive styling, and high quality - all essentials that are
traditional to our vehicles. Your new Chrysler Group LLC vehicle has characteristics to enhance
the driver's control under some driving conditions. For your convenience, the information
contained on the DVD may also be printed and saved for future reference. Chrysler Group LLC
is committed to protecting our environment and natural re- sources. Page 7 If your symptoms
persist, please see an authorized dealer. Instrument Cluster pg. Glovebox Power Outlet pg.
Shifter Speed Control pg. Ignition Switch Tilt Steering Wheel pg. Door Locks The air bags work
with your seat belt to restrain you properly. In some collisions, the air bags won't deploy at all.
Always wear your seat belts even though you have air bags. The rear center seating position
has a top tether anchor only. This vehicle does not have a center seating position. Any seat belt
system will loosen with time, so check the belt occasionally, and pull it tight if necessary. Then,
using body pres- sure, move forward and backward on the seat to be sure that the seat adjusters have latched. The recliner handle will have to be actuated to adjust the seatback to the
desired reclined position. In a collision, people riding in these areas are more likely to be
severely injured or killed. Do not allow people to ride in any area of your vehicle that is not
equipped with seats and seat belts. Press the switch a sec- ond time to select Low-level heating.
Unclip and move the sun visors to the side. Release the header latches from the loops on the
windshield frame. Grasp the header and lift the top back. Make sure the material is folded back
as shown. Locate the straps to secure the side bows. Wrap the straps around the bows as
shown. Repeat on the other side. Remove the side and back windows. Remove rear corner

panels. Release header latches from the windshield frame. Open the swing gate and lower the
top. NOTE: Ensure the fabric does not overhang the sides of the vehicle. Grasp the front side
bow behind the header, and lift the top. Fold the top so that the material forms a "W" as shown.
Enter the vehicle and move the material into two folds. Fold back the front section of the top
and gently rest the header on top of the rear portion of the deck. Secure the top by using the
two provided straps. Fold header rearward, pulling the fabric to the rear. Window scratches and
wax buildup may result. Fold down the sun visor, and move it to the side. Turn the rear
fasteners knobs located on the overhead speaker bar assembly counterclockwise until they can
be removed. Turn the rear L-shaped lock located above the shoulder belt anchorage. Unlatch
the header panel latch located at the top of the windshield. Remove the left-hand panel. Remove
both front panels. Open both doors. Uconnect Voice Command Button pg. Uconnect Phone
Button pg. Steering Wheel Audio Controls Left pg. CD Eject Button Steering Wheel Audio
Controls Right pg. Uconnect Radio pg. Audio Jack USB Port, pg. Some of these radio features
should not be used when driving because they take your eyes from the road or your attention
from driving. To determine if your radio has these features, press the Voice Command button on
the radio. NOTE: Your Touch-Screen Radio will usually automatically switch to the appropriate
mode when something is first connected or inserted into the system. This requires the use of a
3. To access, lift up on the cover. If you depart from the original route, your route is
recalculated. A speed limit icon could appear as you travel on major roadways. When at least
one of the bars is green, your device has acquired satellite signals. Next select "Guidance
Prompts. Select and adjust the navigation guidance prompt volume using the left and right
arrows. If more than one city has this address, you will then need to select your city from a list.
The beep is your signal to give a command. Below are a list of voice commands for each of the
different modes. Your connected device must be Bluetooth- compatible, and paired with your
radio see A step from the last item in the list will cause the first item in the feature list to be
displayed. Release the brake pedal. Disconnect vehicle from the tow vehicle. Residents or for
Cana- dian Residents. If the charging system light remains on, it means that the vehicle is
experiencing a problem with the charging system. NOTE: Turn the black plastic wing nut
counter clockwise to loosen the jack from the storage bin. Park on a firm, level surface. Avoid
ice or slippery areas. Turn on the Hazard Warning flasher. Set the parking brake. Operate the
jack from the front or the rear of the vehicle. Place the jack under the axle tube, as shown. Do
not raise the vehicle until you are sure the jack is fully engaged. Mount the road tire on the axle.
Install the remaining lug nuts with the cone shaped end of the nut toward the wheel. Lightly
tighten the lug nuts. Lower the vehicle to the ground by turning the jack handle
counterclockwise. Pull far enough off the road to avoid the danger of being hit when operating
the jack or changing the wheel. NOTE: For off-road recovery, it is recommended to use both of
the front tow hooks to minimize the risk of damage to the vehicle. This center contains cartridge
fuses, mini-fuses and relays. Overloading can cause tire failure, affect vehicle handling, and
increase your stopping distance. Use tires of the recommended load capacity for your vehicle.
Page Faq How To? FAQ How To? Page This guide has been prepared to help you get quickly
acquainted with your new Jeep and to provide a convenient reference source for common
questions. Page Vehicle Information Jeep. To put U. This manual is also suitable for: wrangler
series wrangler unlimited. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. Fuse box
diagram fuse layout , location, and assignment of fuses and relays Jeep Wrangler JK , , , , , , , , ,
, , A fuse is an element for protecting the electrical system. A fuse will trip i. If an electrical
device is not working, check whether the respective fuse is blown. Look at the silver-colored
band inside the fuse. If the band is broken or melted, replace the fuse. Check those fuses first
that protect the failed component, but check all the fuses before deciding that a blown fuse is
not the cause. The Totally Integrated Power Module is located in the engine compartment near
the battery. This center contains cartridge fuses, mini fuses, and relays. A label that identifies
each component is printed on the inside of the cover. Necessary cookies are absolutely
essential for the website to function properly. This category only includes cookies that ensures
basic functionalities and security features of the website. These cookies do not store any
personal information. Any cookies that may not be particularly necessary for the website to
function and is used specifically to collect user personal data via analytics, ads, other
embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Never replace a broken fuse with
anything other than a new fuse. Always use a fuse of the same color. Never change a fuse with
another amperage. This can cause damage to the electrical system and fire. If the fuse blows
again, have the vehicle inspected at a qualified service center. When installing the Integrated
Power

volvo s70

duramax fuel filter housing problems

land rover manuals

Module cover, it is important to ensure the cover is properly positioned and fully latched.
Failure to do so may allow water to get into the Integrated Power Module, and possibly result in
an electrical system failure. Main Page. This website uses cookies to improve your experience.
We'll assume you're ok with this, but you can opt-out if you wish. Close Privacy Overview This
website uses cookies to improve your experience while you navigate through the website. Out
of these cookies, the cookies that are categorized as necessary are stored on your browser as
they are essential for the working of basic functionalities of the website. We also use third-party
cookies that help us analyze and understand how you use this website. These cookies will be
stored in your browser only with your consent. You also have the option to opt-out of these
cookies. But opting out of some of these cookies may have an effect on your browsing
experience. Necessary Always Enabled. Non-necessary Non-necessary.

