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Introduced in , the Remington Model Wingmaster was the gun of the future. Part of a
modernization program for Remington, it was announced at the same time as the
semi-automatic Model A replacement for the Model 31, the featured a smooth action and dual
action bars running between the barrel and the tubular magazine. Not only did the have style, it
had an attractive price, thanks to having some parts soldered or riveted together to ease
assembly time and cost. Designed to compete against the old-school Winchester Model 12, the
1 millionth Model was made in â€”two years after the venerable Model 12 was out of production.
A rifled version, the Model RSS, with rifle sights, came out in Southpaws got their own s in 12
and 20 gauges two years later. Rem Choke interchangeable choke tubes were added to the in
Embracing the ga. The Model has endured relatively few major changes to how the gun is made,
but as with anything that has been manufactured for 67 years, the variations are
legionâ€”stocks, finishes, barrel ribs, beads, sights, barrel lengths, combos, sets, etc. Too,
some parts once made of metal are now made of polymer, such as the trigger guards on
Express models. That said, it remains ubiquitous as a law enforcement shotgun. As of this
writing, more than 11 million Model s have been made in Ilion, N. It remains the most-produced
shotgun in history, and it likely will for some time to come. Disassembly Depress the action bar
lock 56 and move the fore-end 32 to the rear. Once certain the gun is unloaded, move the
fore-end forward. When replacing these pins, holes in the trigger plate and receiver 15 must be
properly aligned and show clear passage. Next, lift the rear end of the trigger plate from the
receiver A. Then, slide the unit rearward B , turning it clockwise to clear the action bar lock FIG.
When re-assembling the trigger plate assembly, the rear end of action bar lock must go below
end of left connector 46 for the gun to function properly. To remove the barrel assembly,
including the barrel extension 6 , if the gun is cocked, press the action bar lock upward. Move
the fore-end half way back to open the action. Unscrew the magazine cap 11 , remove it and
then pull the barrel assembly from receiver FIG. To remove the fore-end assembly, including the
fore-end, breech bolt 70 , locking block 68 , slide 64 , etc. The barrel must first be removed to
affect this operation. To remove the magazine spring 14 and the magazine follower 17 , insert
the blade of a small screwdriver into the hole in the spring retainer 12 and pry the retainer from
the magazine tube FIG. Remove the retainer slowly to relieve tension on the magazine spring.
The spring and follower may now be removed. Re-assembly is in the reverse order. Assemble
the slide to the action bars 28 and 29 , together with the breech bolt assembly. Assemble the
fore-end tube 30 over the magazine tube and insert the rear end of the action bars with the slide
and breech bolt assembly on them into the receiver grooves D and E FIG. Move the assembly
rearward gently until it contacts the front end of the right shell latch Press in on the right shell
latch to clear the action bar and slide the fore-end gently rearward again until it contacts the left
shell latch. Press in the left shell latch and push the fore-end rearward until it is stopped by the
action bar lock. I Have This Old Gun. Quick Links NRA. Bray Memorial Scholarship Marion P.
Click on diagram to enlarge. Comments On This Article. Review: Marlin Dark. Cowboy Action
Shooting: Something for Everybody. List of the Remington parts and schematics. I have linked
them to Brownells where you can get them at a good price with fast delivery. I have ordered all
my parts from them for years and have always been more than satisfied. Look at the
schematics, search for the Remington part that you need in the table and then click on the link
to order it. Please note that most of the parts are available but some may be out of stock. You
should contact Remington directly to order the shotgun parts that you need which are out of
stock. Anyway, I recommend having a set of spare parts with you. Some of the parts that I
highly recommend that you have are the non-MIM extractor, different springs, ejector, ejector
spring, firing pin, firing pin spring, shell latches, and different pins. Those parts are inexpensive
but very important to have. It is always good to have a basic repair kit at home and in a range
bag. The repair kit is a must have when you travel somewhere to hunt or shoot. It would be very
disappointing to drive hundreds of miles to find out that some two-dollar part broke and you
can no longer use your shotgun. A minor repair procedure with the proper tools will take just
several minutes. So, always have spare parts in your repair kit. Just make sure that you have
the ones that are most prone to failure. You will find instructions on how to fix many of the
Remington problems in the How-to Videos Section. You can even buy a complete metal trigger
group in case something happens to your shotgun. That way, you can just swap a trigger group
and repair the broken one later. The same thing can be done with the bolt. Links from the table
lead to the Brownells site where I buy all parts for my You can also use official Remington site.
Anything mechanical will break down at some point and it is usually at the worst of times. Your
weeklong hunting trip can be ruined the first day if you do not have the extra parts needed and a
few basic tools to make field repairs to your shotgun. Anything on your shotgun can be
replaced but like a motor vehicle it may get to the point where buying a new one makes more
economical sense. However, springs and firing pins can be changed out in a matter of minutes

as well as the barrel, and the parts and tools are easily carried wherever you travel with your
shotgun. A Remington filed repair kit containing a firing pin, firing pin spring, retaining pin, an
extractor for a 12,16 and 20 gauge , a plunger, spring for the extractor, spring retainer for a
magazine in the old style and one in the new style along with front and rear triggers detent
springs. You should also carry an extra forend; they are relatively inexpensive and can be easily
changed out by typically removing the barrel. You will need a flat tipped screwdriver to remove
the barrel and there is a special tool for removing the forend on a Remington but you can use
pliers to unscrew the cap to remove it from the slide tube. Examine your particular weapon to
make sure the forend is not riveted to the slide tube, which means it is a one-piece and you
would have to purchase an after market slide tube to attach a new forend. Carry an extra bolt as
well, and practice changing it out in the field. Some of you may have several barrels one smooth
bore and one rifled; the rifled barrels use particular ammunition and most experts will tell you
that firing steel shot and even lead shot through the barrel will wear the rifling off. Have a
smoothbore barrel as a back up because they can fire any type ammunition. If you ruin your
rifled barrel because of overheating or some other mishap with the weapon, you must be able to
change out the barrel. If you find yourself with only steel shot, you would also want to change
out the barrel for a smoothbore. Some of you may not consider a sling as a spare part but a
sling is vital in some situations, and you should always have a backup one. Some may not use a
sling when hunting or in a tactical situation but you should have one available. You must be
able to sling the weapon if you use a tree stand or have to get into a tree for any reason or you
must climb a hillside. There will be times when you cannot set your weapon down and yet you
still need two hands so a sling is a vital spare part. Carry a gunsmith screwdriver set, precision
punch set in steel, brass and nylon, needle nose pliers and regular pliers. It is one of the parts
that will need replacement if you shoot often. But I am sure that one extractor can survive
thousands of rounds. Remington Ejector Rivets are parts that are required to repair the broken
ejector. Remington Repair Kit Anything on your shotgun can be replaced but like a motor
vehicle it may get to the point where buying a new one makes more economical sense.
Remington Field Repair Kit: Remington Repair Kit You can get Remington Repair Kit on
Brownells A Remington filed repair kit containing a firing pin, firing pin spring, retaining pin, an
extractor for a 12,16 and 20 gauge , a plunger, spring for the extractor, spring retainer for a
magazine in the old style and one in the new style along with front and rear triggers detent
springs. You can purchase drop in trigger kits that can be replaced in the field. Magazine Cap
Detent. Magazine Cap Detent Spring. Magazine Follower. Magazine Plug, 3-Shot. Magazine
Spring. Carrier Dog Follower. Carrier Dog Follower Spring. Receiver Stud. Carrier Dog Pin.
Safety Switch Button. Carrier Pivot Tube. Safety Mechanism Detent Ball. Safety Mechanism
Spring. Safety Mechanism Spring Retaining Pin. Ejector Rivet, Front. Ejector Rivet, Rear. Ejector
Spring. Extractor Plunger. Stock Assembly. Extractor Spring. Firing Pin Retractor Spring. Stock
Bolt Washer. Fore-end Assembly. Hammer Pin Hammer Pin Washer. Trigger Plate Pin Bushing,
Rear. Hammer Plunger. Remington Repair Kit. Remington Extractor Plunger. Remington
Extractor Spring. Remington Ejector Spring. Remington Ejector. Remington Ejector Rivet, Front.
Remington Ejector Rivet Rear. Remington Firing Pin. Remington Firing Pin Retractor Spring.
Remington Firing Pin Retaining Pin. Remington Safety Switch Spring. Please note: we no longer
accept orders over the phone. Need Remington parts or the schematic? Look no further Numrich Gun Parts is the world's largest supplier of gun parts and has everything you need to
complete your repair. There's tons of Remington parts to browse from, so shop today with
Numrich. Notifications Close. Manufacturers Remington Shotguns Parts List. Part Key: 0. Add
to cart. Enlarge Image. Action Bar Lock, 20 Ga. Part Key: 1. Action Bar Lock Spring,. Part Key: 2.
Not currently available Notify me. Barrel, 12 Ga. Part Key: 3. Breech Bolt Assembly,. Part Key: 4.
Breech Bolt Assembly, 12 Ga. Out of Stock. This product is no longer available, however can be
used as a replacement part. Breech Bolt Assembly, 16 Ga. Breech Bolt Assembly, 20 Ga. Breech
Bolt Assembly, 28 Ga. Breech Bolt,. Breech Bolt, 12 Ga. Product : A. Breech Bolt, 16 Ga.
Product : Breech Bolt, 28 Ga. Carrier Assembly,. Part Key: 7. Carrier Assembly, 12 Ga. Carrier
Assembly, 20 Ga. Carrier Assembly, 28 Ga. Carrier, 12 Ga. Part Key: 8. This product is no longer
available, however F can be used as a replacement part. Part Key: 9. This product is no longer
available, however E can be used as a replacement part. Carrier Dog Follower Spring,. Part Key:
Carrier Dog Follower Spring, 1. New Factory Original Product : F. Connector Pin Product : A.
Ejector, 12 Ga. Ejector, 16 Ga. Product : B. Ejector, 20 Ga. Standard Mag Product : Standard,
Left Product : Ejector, 28 Ga. Ejector Rivet,. Ejector Rivet, 20 Ga. Ejector Spring,. Ejector Spring,
12 Ga. Extractor, 12 Ga. Extractor, 28 Ga. Extractor Plunger,. Extractor Spring,. Firing Pin
Retaining Pin, 12 Ga. This product is no longer available, however B can be used as a
replacement part. Product : C. Forend, 20 Ga. Forend, 12 Ga. Forend Tube Assembly, 12 Ga.
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Forend Tube Assembly, 20 Ga. LW, New Factory Original. Forend Tube Nut, 12 Ga. Forend
Tube Nut, 20 Ga. This product is no longer available, however BC can be used as a replacement
part. Grip Cap, 20 Ga. Part Key: 31A. Hammer, 20 Ga. LT, 20 Ga. Locking Block Assembly, 12
Ga. Locking Block Assembly, 20 Ga. Locking Block, 12 Ga. Magazine Cap, 12 Ga. Magazine Cap,
12, 16, Std 20 Ga. Magazine Cap, 20 Ga. Magazine Follower,. Magazine Follower, 12 Ga.
Magazine Follower, 20 Ga. Magazine Follower, 28 Ga. Magazine Plug,. Magazine Plug, 12 Ga.
Magazine Plug, 20 Ga. Magazine Spring,. Magazine Spring, 12 Ga. Magazine Spring, 20 Ga.
Magazine Spring, 28 Ga. Magazine Tube Spring, 12 Ga. Magazine Spring Retainer, 20 Ga. Part
Key: 47A. Recoil Pad, 12 Ga. Part Key: 47B. This product is no longer available, however M can
be used as a replacement part. Recoil Pad Screw, 12 Ga. Part Key: 47C. Sear Pin Product : H.
Shell Latch,. Shell Latch, 12 Ga. Shell Latch, 16 Ga. Shell Latch, 20 Ga. Shell Latch, 28 Ga.

