Grand am gt engine diagram

The Pontiac Grand Am is a mid-size car and later a compact car that was produced by Pontiac.
The Grand Am had two separate three-year runs in the s: from to , and again from to It was
based on the GM A platform. Production of the Grand Am was canceled in when it was replaced
by the Pontiac The Grand Am was reintroduced in when it replaced the Pontiac Phoenix. It
became Pontiac's best selling car and was later replaced by the Pontiac G6 , so named as it was
intended to be the 6th generation of the Grand Am. Notably, the American sports car was
usually without luxury features, and the luxury car without sport features. Foreign makes mixed
these features. The original Grand Am was introduced in the fall of as a model. The GM A-body
platform had major design revisions in that included the elimination of pillarless hardtops due
to proposed Federal rollover standards, but with frameless windows similar to that of a hardtop.
No convertibles were produced due to the rollover standards that were not enacted. The oil
crisis caused a dichotomy of buyers: total luxury or total economy. Since Grand Am was an
"in-between", its sales declined and the model was discontinued in All engines were available
with a Turbo-hydramatic automatic transmission as standard equipment. The Pontiac Grand Am
style had a unique flexible urethane front fascia center nose known as the 'Endura' nose that
was squeezable and could return to its original shape following a minor collision [7] [8] along
with the new energy-absorbing bumpers, [9] [10] a total of six grille openings with vertical bars,
round front turn signals with a cross-hair design, horizontal rear taillights, and chrome rear
bumper. Additionally, Grand Ams featured a Radial Tuned Suspension RTS as standard
equipment that included radial-ply tires, Pliacell shock absorbers, and front and rear sway bars.
The springs were advertised as being computer selected. Also included were an instrument
panel from the Pontiac Grand Prix featuring a Rally gauge cluster with fuel, oil, water and volt
gauges a tachometer or fuel economy gauge was optional, and on cars so equipped, the clock
was moved to a space on the lower instrument panel under the radio , three-spoke padded
steering wheel with brushed-stainless spokes, and Genuine Crossfire African Mahogany trim on
the dash facing, radio and clock surrounds, as well as the center console between the front
seats. Pontiac also produced a single Grand Am station wagon as a feasibility study. This was a
LeMans wagon converted to a Grand Am. A functional ram-air induction system was developed
for the Pontiac A-bodies utilizing twin NACA openings in the hood, but the option was dropped
due to the inability to pass federally mandated drive-by noise standards. A few functional Ram
Air systems were sold over the counter. Described as "The mid-sized Pontiac with Foreign
Intrigue American Ingenuity" on the front cover of the four-page Grand Am brochure that
featured a green four-door sedan, only minor styling changes highlighted this year's model
including a redesigned nose and grille with 12 openings with horizontal bars. Engine and
transmission offerings were the same as , but four-speed manual transmissions were no longer
offered in California, where only the Turbo Hydra-matic automatic was available. Inside, the
genuine African crossfire mahogany trim on the instrument panel was replaced by a simulated
material due to delamination problems on the models but the real wood was continued on the
center console, optional console clock, and radio bezel. Sales were down more than 50 percent
due to the oil crisis , and while the recession continued, prices increased for all model cars.
Only 17, Grand Ams were built. The Grand Am looked the same as the model, but had vertical
front grille bars, a body-colored rear bumper, and a catalytic converter single-exhaust, which
mandated the use of unleaded fuel, along with GM's High Energy Ignition and other items
promoted as part of Pontiac's maximum mileage system. Inside, the Strato bucket seats
received revised vertical trim patterns, the adjustable lumbar support controls were dropped,
and only the passenger seat had a recliner, a "safety practice" which would continue at GM for a
decade. Engines were also detuned to meet the emission regulations with the compression ratio
dropping to a new low of 7. Turbo Hydra-matic was standard equipment and the only
transmission offered this year. Performance from was 7. A total of 10, Grand Ams were built in
[12] and the series was dropped after this year due to declining sales and rising gas prices as a
result of the oil crisis. Another factor leading to the Grand Am's cancellation were plans for all
Pontiac A-body cars receiving the newly approved rectangular headlights, which would
necessitate a complete redesign of the Grand Am's Endura nose and Pontiac officials decided
that the expense of such a redesign could not be justified based on low production numbers.
The basic GM A-body design remained until It was offered in both two- and four-door models
featuring a vertical bar grille and other trimmings to differentiate it from the LeMans, upon
which it was based. Like the models, this generation of Grand Ams also featured standard radial
tires plus an upgraded Radial Tuned Suspension with front and rear sway bars. New for was a
four-speed manual available with the horsepower four-barrel in 49 states. The wood-grained
instrument panel was replaced by brushed aluminum trim, while the gauge faces changed from
silver with black letters and numbers to black with white letters and numbers. The year was the
finale for the second-generation Grand Am. The four-door sedan was dropped, leaving only the

two-door coupe, which received only minor appearance changes. Strato bucket seats in cloth or
Morrokide upholstery were standard equipment along with a center console with floor shifter for
the Turbo Hydra-matic transmission. Slow sales of the Grand Am led to its discontinuation after
the model year. Initially, the Grand Am was available in base or LE trim in coupes only. The 2. A
5-speed manual was standard, and a 3-speed automatic was optional, the latter required if the
V6 engine was ordered. In , a sedan and sportier SE trim were added. The SE trim had the V6
engine standard, lower body cladding, composite headlamps, a slightly revised interior with the
different cloth used on all seats and door panel inserts, analog instrumentation base and LE
models had digital , and included inch aluminum wheels. Cars with the turbo engine received a
turbo boost gauge in the place of the voltmeter. A test by Popular Mechanics for quarter-mile
acceleration with the Turbo engine resulted with the five-speed manual taking This was also the
last year that the Buick sourced 3. New for styling were composite front headlights, but only on
the LE models. For , front seat belts were moved from the b-pillars to the doors, to meet the
passive restraint mandate for The Quad-4 LD2 engine became available for Grand Am's in ,
replacing the previous model year's 3. Other options included a Driver Information Center, an
electronic trunk release, and a moon roof. The base model was dropped after this model year. A
totally new front and rear fascia along with an interior redesign for This was the final year that
the 'Sport Bucket' seats were available to SEs. The inch wheels were only optional to SE's. This
would be the first year that the Grand A-inch could be ordered with either inch wheels or a
factory-installed CD player. Changes were minor for and ; For , a new High-Output version of the
Quad 4 mated to only a 5-speed manual became the standard engine for the SE. The 16" wheels
moved from the option list to standard equipment for the SE's this year. The W32 option
included SE ground effects minus wheel well flares , the same standard as well as optional "SE"
drive train, 14" aluminum wheels, a larger front larger sway bar, and a rear swaybar that were
only otherwise available on the SE model. The only changes were the addition of an Anti-lock
Brakes System ABS as standard equipment for all Grand Am SE's not available to LE's , and all
model year cars fitted with a five-speed transmission received a redesigned "short throw"
shifter. For the Grand Am's chassis was widened to match the Corsica's; the suspension and
braking systems are about eighty percent in common. A high output version of the DOHC was
offered as well. A new GT trim was offered that featured new wheels, smoother, yet larger
cladding, and more standard equipment. This resulted in a loss of 5 horsepower 3. In , the V6
and standard 3-speed powertrain were effectively replaced by GM's new 3. A driver's side airbag
also became standard for , but the door-mounted automatic seatbelts remained. In , the Quad 4
engines received balance shafts and direct driven power steering off the intake camshaft. The
four-speed automatic that was mated to the 3. In Japan, this generation was officially imported
by Yanase and Suzuki with left-hand drive. The main imports were the SE and V6 models. The
V6 model, however, was only offered for the model year there. All models had a three-speed
later four-speed automatic transmission. For , the Grand Am received a mid-generation facelift.
Outside, an updated front fascia, rear fascia,and side skirts gave the Grand Am a smoother,
more rounded look. The interior was redesigned and featured dual airbags, easier to use audio
system and HVAC controls, and softer plastics. The Quad 4 was replaced by a new 'Twin Cam'
2. Still based on the Quad 4, this was a re-engineered version of the previous year's 2. The 3.
The 3-speed automatic was dropped for , and the 4-speed automatic featured standard traction
control. Daytime running lamps with automatic lighting control were newly standard on all
Grand Ams. The Grand Am was redesigned for Available in late spring , the basic design of the
fifth-generation Grand Am was shared with the Oldsmobile Alero also new for and Chevrolet
Malibu introduced in The suspension was now fully independent, with a revised
MacPherson-Strut design upfront. The rear suspension is a more refined Multi-link design. GM's
V6, previously exclusive to their minivans, became available as an option on the SE and SE1
and was standard on all other trim levels. For , all the Grand Ams featured a four-speed
automatic transmission. The models added a Getrag five-speed manual transmission as
standard equipment with the four-cylinder. For , the SE2 trim level was dropped, a new family of
Delco stereos and new wheel designs was introduced. The radio size in also changed from a 1.
Halfway through , the Twin Cam 2. Changes for also included a stationary cup holder in the
center console as opposed to a removable one. The body cladding on SE models was removed
in , a change which affected other models throughout Pontiac. An MP3 player was added to the
uplevel CD player in In , Pontiac began phasing out the Grand Am lineup for the new G6
replacement. SE sedans were retained for fleet sale and GT coupes were the last Grand Am
model available for public sale. This was also the last car to be made at Lansing's old Fisher
Body plant. The Insurance Institute for Highway Safety IIHS gives the Grand Am a "Poor" rating
in its frontal crash test for marginal structural integrity, a possible head injury, a potential right
leg injury, and poor dummy control. From Wikipedia, the free encyclopedia. This article needs

additional citations for verification. Please help improve this article by adding citations to
reliable sources. Unsourced material may be challenged and removed. Motor vehicle. This
section does not cite any sources. Please help improve this section by adding citations to
reliable sources. November Learn how and when to remove this template message. This section
needs additional citations for verification. Retrieved Archived from the original on Krause
Publications. Automobile Quarterly. Popular Mechanics. Retrieved November 20, Standard
Catalog of American Cars Iola, WI: Krause Publications. Herald Books. Archived from the
original on 10 May Retrieved 13 April Archived from the original on July 10, The Encyclopedia of
American Cars. Publications International. Archived from the original on July 14, Motor Trend.
Models which were exclusive to Canada. Pontiac vehicles. A division of General Motors , â€”
Aztek Sunrunner Torrent. Montana Trans Sport. Category Commons. Hidden categories: CS1
maint: archived copy as title All articles with dead external links Articles with dead external
links from May Articles needing additional references from November All articles needing
additional references Articles with short description Short description is different from Wikidata
Articles needing additional references from November Commons category link is on Wikidata.
Namespaces Article Talk. Views Read Edit View history. Help Learn to edit Community portal
Recent changes Upload file. Download as PDF Printable version. Wikimedia Commons. Pontiac,
Michigan , United States. TH automatic or 4-speed manual. Lansing, Michigan , United States.
Transverse front-engine, front-wheel drive. Mid-size [33] [34]. Wikimedia Commons has media
related to Pontiac Grand Am. Ventura II. Tempest Custom. Custom S. Strato Chief. Pathfinder
Deluxe. Super Chief. Catalina Brougham. Parisienne Brougham. Star Chief. Star Chief
Executive. Grand Ville. Grand Ville Brougham. Bonneville Brougham. Station wagon. Personal
luxury. Grand Prix. Muscle car. Grand tourer. Grand Am. Mid-size crossover. Compact SUV.
Compact MPV. Montana SV6. The Pontiac Grand Am is a mid-size size and later compact car
produced by Pontiac. The generation is the final generation of the Pontiac Grand Am. A leaking
fuel line will starve the engine to the point of quiting. Hello I am working on a grand am Pontiac
v6 engine the car just stopped on her so I came out and gave the car a jump it started and
stalled again the finally got it to start and drove it home for the young lady then tried to start it
back up and its nothing light on the dash and a click noise. I have something similar but I'm
getting spark and fuel but doesn't sound like the injectors are pushing fuel relays are working
spray fuel in the throttle body it starts but shuts right down. Show 1 more comment. Chris
Green chrisgreen. Check in the engine compartment fuse box, it should be near the battery
under the hood. The cover should be pretty easy to remove. The fuel pump should be
connected through a fuse in slot If that fuse looks good , then you may want to check the fuel
pump relay also inside the engine compartment fuse box. The fuel pump relay is 18 in the fuse
box. Start with the car off, and have somebody else put the key in the cars ignition and attempt
to start the car while you listen to the relay. If you can hear this relay make a "clicking" noise as
the car attempts to start, then it is working properly. If this doesn't solve the problem, make
sure that the engine is actually turning when you attempt to start it. If you can hear the starter
motor turning but the engine isn't turning look at the belt then the starter may not be engaging
in your car I believe this means that you must replace the whole starter. You can remove and
test your starter to confirm whether or not the solenoid is engaging the starter. If you tell me
which engine your car has I can give you more things to try. Show 38 more comments. L Pfaff
lpfaff1. There are many reasons for your car to crank and not start. As a first step best to see if
there are any stored trouble codes that could point directly to the fault. Some of the auto parts
suppliers offer free code reading like Pepboys, Nappa, Advanced auto parts,etc and some of the
guys are very knowledgeable and may have seen the issue often and put you on the right track.
Find below some trouble shooting links that may help solve your issue. John, fuses all good,
relay good, and you are certain the pump does not come on, the pump only runs for a few
seconds to build pressure unless the engine runs. Thank you scentina michael i do need to
change filter. My Grand Am sometimes wont start. I've noticed that when it wont start, the
security light is flashing. To resolve the problem I have to leave the key in the ignition with it in
the "ON" position for 12 minutes to reset the sensor. The sensor light will stop flashing when it
is reset. Then I turn the key off and then back to start. It works every time but the 12 minute wait
is a pain in the ass. Show 8 more comments. LS Computer Systems lscs. Computer Systems.
Here are 2 links that may fix your problem. These cars have lots of issues with the security
system, maybe one of these will help. This video shows you what relay to pull and replace then
car starts, If this works for you, I would replace the relay instead of inserting the old one back.
Mike Tibbetts mikethefinisher. I found a short circuit melted wire going to a. My problem sounds
similar. Ac quit, cranks but doesnt start. Where was the melted wire? Hallie Johnson. Fix Your
Stuff. Back Answers Index. Turns over but won't start. View the answer I have this problem too
Subscribed to new answers. Is this a good question? Yes No. Voted Undo. Score Jameslogan

mine did that to. Try your battery cables or throttle body sensor. The All-New. The high
performance electronics repair kit. Chosen Solution. Chris Green chrisgreen Rep: Was this
answer helpful? L Pfaff lpfaff1 Rep: Score 2. Replaced fuel pump, checked relay,it's clicking
checked fuses. Still can't get fuel pump to work. Try your fuel filter. Computer Systems 4 3 1.
Score 1. Mike Tibbetts mikethefinisher Rep: 1. Score 0. Hallie Johnson Rep: 1. Add your answer
dottieleland will be eternally grateful. View Statistics:. Quick Links Download this manual. Table
of Contents. Automobile Pontiac Aztek Owner's Manual pages. This manual includes the latest
information at the time it was printed. We reserve the right to make changes after that time
without further notice. If you do this, it will help you learn about the features and controls for
your vehicle. Many times, this damage would not be covered by your warranty, and it could be
costly. For example, These symbols these symbols are important for are used on an you and
your original battery: passengers whenever your vehicle is driven See Section 5 2. You can also
learn about some things you should not do with air bags and safety belts. Page Seats And Seat
Controls Seats and Seat Controls This section tells you about the seats adjust them and also
about reclining seatbacks and head restraints. Slide the seat to where you want it. Then release
the lever and try to move the seat with your body to make sure the seat is locked into place.
This control allows you to move the seat up, down, forward, or backward. It will also move the
front or rear of the seat cushion up or down. Page Head Restraints Head Restraints Slide the
head restraint up or down so that the top of the restraint is closest to the top of your ears. This
position reduces the chance of a neck injury in a crash. Seatback Latches 2-Door Models The
front seatbacks fold forward to let people get into the back seat. Fold the right front seatback
forward by lifting the seatback latch fully. The seat will slide forward to allow someone to get
into the rear seat area. It also tells you some things you should not do with safety belts. But
most crashes are in between. Page 22 Put someone on it. Get it up to speed. Then stop the
vehicle. Page 23 The person keeps going until stopped by something. In a real vehicle, it could
be the windshield With safety belts, you slow down as the vehicle does. You get more time to
stop. You stop over more distance, and your strongest bones take the forces. Lap-Shoulder Belt
The driver has a lap shoulder belt. Close and lock the door. Adjust the seat so you can sit up
straight. Page 27 The lap part of the belt should be worn low and snug on 5. To make the lap
part tight, pull down on the buckle the hips, just touching the thighs. In a crash, this applies end
of the belt as you pull up on the shoulder belt. Page 28 Shoulder Belt Height Adjuster 4 Before
you begin to drive, move the shoulder belt adjuster to the height that is right for you. You can
move the adjuster up just by pushing on the shoulder belt guide. The shoulder belt is too loose.
In a crash, you would move forward too much, which could increase injury. The shoulder belt
should fit against your body. The belt is buckled in the wrong place. In a crash, the belt would
go up over your abdomen. The belt forces would be there, not at the pelvic bones. The shoulder
belt is worn under the arm. It should be worn over the shoulder at all times. In a crash, your
body would move too far forward, which would increase the chance of head and neck injury.
The belt is twisted across the body. If a belt is twisted, make it straight so it can work properly,
or ask your dealer to fix it. The belt should go back out of the way. Before you close the door, be
sure the belt is out of the way. If you slam the door on it, you can damage both the belt and your
vehicle. For pregnant women, as for anyone, the key to making safety belts effective is wearing
them properly. Safety belts help keep you in position before and during a crash. The path of an
inflating air bag must be kept clear. Page 38 What makes an air bag inflate? In an impact of
sufficient severity, the air bag sensing system detects that the vehicle is in a crash. The sensing
system triggers a release of gas from the inflator, which inflates the air bag. The inflator, air bag
and related hardware are all part of the air bag modules inside the steering wheel and in the
instrument panel in front of the right front passenger. This dust could cause breathing problems
for people with a history of asthma or other breathing trouble. To avoid this, everyone in the
vehicle should get out as soon as it is safe to do so. There are parts of the air bag system in
several places around your vehicle. Your dealer and the service manual have information about
servicing your vehicle and the air bag system. Page 41 1. Pick up the latch plate and pull the
belt across you. The shoulder belt may lock if you pull the belt across you very quickly. If this
happens, let the belt go back slightly to unlock it. Then pull the belt across you more slowly.
Page 42 3. To make the lap part tight, pull down on the buckle The lap part of the belt should be
worn low and snug on end of the belt as you pull up on the shoulder part. In a crash, this
applies force to the strong pelvic bones. To unlatch the belt, just push the button on the buckle.
Pull the elastic cord out from between the edge of the seatback and the interior body to remove
the guide from its storage clip. Slide the guide under and past the belt. The elastic cord must be
under the belt. Page 45 3. Be sure that the belt is not twisted and it lies flat. The elastic cord
must be under the belt and the guide on top. Page Lap Belt To remove and store the comfort
guides, squeeze the belt edges together so that you can take them out from the guides. Pull the

guide upward to expose its storage clip, and then slide the guide onto the clip. Turn the guide
and clip inward and in between the seatback and the interior body, leaving only the loop of the
elastic cord exposed. Page Children To make the belt shorter, pull its free end as shown until
the belt is snug. Buckle, position and release it the same way as the lap part of a lap shoulder
belt. Make sure the release button on the buckle is positioned so you would be able to unbuckle
the safety belt quickly if you ever had to. During a crash a baby will become so heavy it is not
possible to hold it. Air bags plus lap shoulder belts offer outstanding protection for adults and
older children, but not for young children and infants. In a crash, an infant in a rear facing seat
settles into the restraint, so the crash forces can be distributed across the Page Restraint
Systems For Children Restraint Systems for Children An infant car bed A , a special bed made
for use in a motor vehicle, is an infant restraint system designed to restrain or position a child
on a continuous flat surface. Some like shields. Page 53 How do child restraints work? A child
restraint system is any device designed for use in a motor vehicle to restrain, seat, or position
children. A built in child restraint system is a permanent part of the motor vehicle. Page Where
To Put The Restraint Where to Put the Restraint Accident statistics show that children are safer
if they are restrained in the rear rather than the front seat. General Motors, therefore,
recommends that child restraints be secured in the rear seat including an infant riding in a rear
facing infant seat, a child riding in a forward For it to work, a top strap must be properly
anchored to the vehicle. If the child restraint does not have a top strap, one can be obtained, in
kit form, for many child restraints. Page 56 Anchor the top strap to one of these anchor points.
Be sure to use an anchor point located on the same side of the vehicle as the seating position
where the child restraint will be placed. Page 57 In a crash, the child could be seriously injured
or killed. Find the anchors for the seating position you want to use, where the bottom of the
seatback meets the back of the seat cushion. Put the child restraint on the seat. Page 60 Tilt the
latch plate to adjust the belt if needed. Buckle the belt. Make sure the release button is
positioned so you would be able to unbuckle the safety belt quickly if you ever had to. Page 61
4. To tighten the belt, pull up on the shoulder belt while you push down on the child restraint.
Be sure to follow the instructions that came with the child restraint. Secure the child in the child
restraint when and as the instructions say. See the earlier part about the top strap if the child
restraint has one. Page 63 4. To tighten the belt, pull its free end while you push down on the
child restraint. Never put a rear facing child restraint in this seat. Page 65 4. Make sure the
release button is 5. Pull the rest of the shoulder belt all the way out of positioned so you would
be able to unbuckle the the retractor to set the lock. Page 66 6. To tighten the belt, feed the
shoulder belt back into the retractor while you push down on the child restraint. You may find it
helpful to use your knee to push down on the child restraint as you tighten the belt. If you have
the choice, a child should sit next to a window so the child can wear a lap get the additional
restraint a shoulder belt can provide. What is the proper way to wear safety belts? If possible,
an older child should wear a shoulder belt and get the additional restraint a Here two children
are wearing the same belt. In a crash, the two children can be crushed together and seriously
injured. A belt must be used by only one person at a time. Here a child is sitting in a seat that
has a shoulder belt, but the shoulder part is behind the child. If the child wears the belt in this
way, in a crash the child might slide under the belt. When you go in to order it, take the heaviest
coat you will wear, so the extender will be long enough for you. Page 71 Section 2 Features and
Controls Here you can learn about the many standard and optional features on your vehicle,
and information on starting, shifting and braking. Also explained are the instrument panel and
the warning systems that tell you if everything is working properly and what to do if you have a
problem. A child can be overcome by the extreme heat and can suffer permanent injuries or
even death from heat stroke. Never leave a child alone in a vehicle, especially with the windows
closed in warm or hot weather. Page Manual Windows Manual Windows On a vehicle with
manual windows, use the window crank to open and close each window. In addition, each
passenger door has a window switch. A child or others could be badly injured or even killed.
They could operate the power windows or other controls or even make the vehicle move. Page
75 One key is used for the ignition and all locks. When a new vehicle is delivered, the key has a
coded key tag. This tag may be removed by your dealer before it is delivered. Each tag has a
key code on it that tells your dealer or a qualified locksmith how to make extra keys.
Passengers especially children easily open the doors and fall out of a moving vehicle. Push the
top of the switch to unlock all of the doors. Push the bottom of the switch to lock all the doors.
The doors will remain locked unless manually unlocked or the lock button is pressed. Page
Delayed Locking Delayed Locking This feature will allow the driver to delay the actual locking of
the vehicle. This feature will not operate if the key is left in the ignition. Page Leaving Your
Vehicle The rear doors on your vehicle cannot be opened from the inside when this feature is in
use. If you want to open a rear door when the security lock is on, do the following: 1. Unlock the

door from the inside. Page Remote Keyless Entry System Remote Keyless Entry System If
Equipped If your vehicle has this feature, you can lock and unlock your doors or unlock your
trunk from about 3 feet 1 m up to 30 feet 9 m away using the remote keyless entry transmitter
supplied with your vehicle. The interior lamps will turn off after all of the doors are closed. If all
of the doors are closed, the parking lamps will flash twice and the horn will chirp to indicate
locking has occurred. Page Battery Replacement Radio Personalization Your vehicle can store
different radio preset stations and other settings depending on which remote keyless entry
transmitter is used to unlock the doors. The radio will recall all the stored settings associated
with that transmitter. Any radio setting changes will be assigned to the transmitter last used to
unlock the doors. Page 84 To replace the battery in the keyless entry transmitter: 1. Use a thin
coin to separate the bottom half from the top half of the transmitter. Remove the battery and
replace it with the new one. It can cause unconsciousness and even death. If you must drive
with the trunk lid open or if electrical wiring or other cable connections must pass through the
seal between the body and the trunk lid Page Remote Trunk Release Lockout Remote Trunk
Release Lockout If Equipped Your remote trunk release may be equipped with a lockout feature
to help prevent unauthorized entry into the trunk when the vehicle is left unattended. The switch
is located on the inside of the trunk lid, mounted to the trunk lid latch. Page 87 NOTICE: The
trunk release handle was not designed to be used to tie down the trunk lid or as an anchor point
when securing items in the trunk. Improper use of the trunk release handle could damage it.
There is a glow dark trunk release handle located inside the trunk on the trunk latch. But what if
you have to leave your key? If possible, park in a busy, well Put your valuables in a storage
area, like your trunk or glove box. Turn the key only with your hand. Using a tool to force it
could break the key or the ignition switch. Hold the clutch pedal to the floor and start the
engine. Turn off the engine. Open the hood and unwrap the electrical cord. On the 2. When
towing a trailer, so there is less shifting between gears. You can use it on very steep hills, or in
deep snow or mud. Then, slowly let up on the clutch pedal as you press the accelerator pedal.
You could injure yourself or others. Page To release the parking brake, hold the regular brake
pedal down. Pull the parking brake handle up until you can press the release button. Hold the
release button in as you move the brake handle all the way down. Page Hold in the button on
the handle. Push the handle all the way toward the front of the vehicle. Turn the ignition key to
OFF. Remove the key and take it with you. It can cause unconsciousness and death. You might
have exhaust coming in if: Your exhaust system sounds strange or different. Your vehicle gets
rusty underneath. Your vehicle can roll. Page Windshield Wipers Flash-to-Pass This feature lets
you use your high signal a driver in front of you that you want to pass. Windshield Wipers You
control the windshield wipers by moving the lever with the wiper symbol on it up or down. Page
Windshield Washer Windshield Washer To wash your windshield, push in the button at the end
of the stalk until the washers begin. Otherwise the washer fluid can form ice on the windshield,
blocking your vision. Page The cruise control will turn off if any of the following occur: The
brakes are applied, the clutch pedal is applied manual transaxle , the parking brake is applied,
or the brake system warning light is on. Page Resuming a Set Speed Suppose you set your
cruise control at a desired speed and then you apply the brake. This, of course, shuts off the
cruise control. DRL can be helpful in many different driving conditions, but they can be
especially helpful in the short periods after dawn and before sunset. Page Automatic Light
Control ALC When it is dark enough outside, your Automatic Light Control ALC will turn on
your headlamps at the normal brightness along with other lamps such as the taillamps,
sidemarker, parking lamps and the instrument panel lights. The radio lights will also be dim.
Your vehicle is equipped with a light sensor on the top of the instrument panel under the
defroster grill, so be sure it is not covered which will cause the ALC system Page Fog Lamps
Delayed Headlamps The delayed headlamps feature will continue to illuminate the headlamps
for 20 seconds after the key is turned to OFF, then the headlamps will automatically turn off.
Page Interior Lamps Interior Lamps Instrument Panel Intensity Control You can brighten or dim
the instrument panel cluster lights by moving the thumbwheel to the right to increase intensity
and to the left to decrease intensity. The thumbwheel is located on the instrument panel to the
left of the steering wheel. The ON position will turn on the light. The DOOR position will turn on
the light whenever a door is opened or when the instrument panel intensity control thumbwheel
is moved to the right. First, to adjust the height of the mirror, adjust the arm that connects the
mirror to the windshield. Then adjust the angle of the mirror, by moving the mirror to a position
that allows you to see out of the back window. If you cut too sharply into the right lane, you
could hit a vehicle on your right. If you do, cigarettes or other smoking materials could set them
on fire, causing damage. Page Sunroof Option If your vehicle has a sunroof, the switch is
located on the headliner between the sun visors. The sunroof will only operate when the ignition
is in ON. The sunroof can be opened to a vent position or it can be express opened all the way.

Page The main components of your instrument panel are the following: A. Fog Lamp Switch B.
Instrument Panel Intensity Control C. Horn E. Instrument Panel Cluster F. Ignition Switch H.
Enhanced Traction System I. Page Instrument Panel Cluster Instrument Panel Cluster Your
instrument panel cluster is designed to let you know at a glance how your vehicle is running.
Your vehicle is equipped with this cluster or one very similar to it. Your odometer shows how
far your vehicle has been driven, in either miles used in the United States or kilometers used in
Canada. The pictures will help you locate them. Warning lights and gages can signal that
something is wrong before it becomes serious enough to cause an expensive repair or
replacement. The light tells you if there is an electrical problem. The system check includes the
air bag modules, the wiring and the crash sensing and diagnostic module. Page Brake System
Warning Light Charging System Indicator Light The charging system indicator light will come
on when you turn on the ignition, but the engine is not running, as a check to show you it is
working. When the engine is running, the light should go out. If it stays on, or comes on while
you are driving and you hear a chime, you may have a problem with the electrical charging
system. If the light comes on while you are driving, pull off the road and stop carefully. If the
light stays on, turn the ignition to OFF. If the gage pointer moves into the red area, the light
comes on and you hear a chime, your engine is too hot! It means that your engine coolant has
overheated. Page Malfunction Indicator Lamp Malfunction Indicator Lamp Service Engine Soon
Light Your vehicle is equipped with a computer which monitors operation of the fuel, ignition
and emission control systems. This system is called OBD II On Board Diagnostics Second
Generation and is intended to assure that emissions are at acceptable levels for the life of the
vehicle, helping to produce a cleaner environment. Page This light should come on, as a check
to show you it is working, when the ignition is on and the engine is not running. This light will
also come on during a malfunction in one of two ways: Light Flashing A misfire condition has
been Page Did you just drive through a deep puddle of water? If so, your electrical system may
be wet. The condition will usually be corrected when the electrical system dries out. A few
driving trips should turn the light off. Have you recently changed brands of fuel? If so, be sure
to fuel your vehicle with quality fuel. Page Oil Pressure Light Oil Pressure Light If you have a
low engine oil pressure problem, this light will stay on after you start your engine, or come on
and you will hear a chime when you are driving. This indicates that your engine is not receiving
enough oil. This light will come on briefly when you start your vehicle. If the light stays on after
starting your vehicle, or comes on and chimes while you are driving, your engine oil level
should be checked. When the indicator nears empty, the light will come on and you will hear a
chime. You still have a little fuel left, but you should get more soon. Be sure to read about the
particular systems supplied with your vehicle. Page Comfort Controls Comfort Controls With
this system, you can control the ventilation and heating in your vehicle. Your vehicle also has
the flow through ventilation system described later in this section. To select the force of air you
want, turn the knob. The air conditioning compressor will run automatically in this position
when it is needed to help dry the air in the vehicle. The system will bring in outside air, heat it
and send it to the floor outlets. Your vehicle has heat ducts that are directed toward the rear
seat. Page Ventilation System Rear Window Defogger The rear window defogger uses a
warming grid to remove fog from the rear window. Press the defogger button. The indicator light
will glow. The rear window defogger will turn itself off after about ten minutes after the first time
the button is pressed, and after five minutes each additional time the button is pressed. Page
Setting The Clock Ventilation Tips Keep the hood and front air inlet free of ice, snow or any
other obstruction, such as leaves. The heater and defroster will work far better, reducing the
chance of fogging the inside of your windows. When you enter a vehicle in cold weather, adjust
the mode knob to FLOOR and the fan to the highest speed for a few moments before driving off.
To increase volume, turn the knob clockwise. Turn it counterclockwise to decrease volume.
RCL: Press this knob to recall the station being played, to recall if the tape player is active, or to
display the clock. Turn the radio on. Press AM FM to select the band. Then press and hold the
up arrow to move the sound to the right speakers or the down arrow to move the sound to the
left speakers. Page If the player detects a tight or broken tape, ERR error will appear on the
display and the player will eject the tape. The radio will go back to playing the last station
selected. If you want to insert a tape when the ignition is off, first press the eject button or the
RCL knob. Page RPT 6 : Press this button once to hear a selection over again. RPT will appear
on the display. The current selection will continue to repeat. RPT will flash on the display while
the cassette player is searching for the start of the selection. Your tape must have at least three
seconds of silence between each selection for RPT to work. The sound will mute while seeking.
The radio will seek to stations with a strong signal only. Page RDS is always on. These features
will only work when the RDS information is available. Page A new group of words will appear on
the display. Once the complete message has been displayed, INFO will disappear from the

display until another new message is received. The old message can be displayed by pressing
the INFO button until a new message is received or a different station is tuned to. You will not
be able to turn off alert announcements. When an alert announcement comes on the tuned radio
station, you will hear it, even if the volume is muted or a cassette tape or compact disc is
playing. Page Inserting a CD with the radio off and the ignition on will start auto play. When the
disc is inserted, the CD symbol will be displayed. As each new track starts to play, the track
number will appear on the display. Page RCL: Press this button to see how long the current
track has been playing. To change what is normally shown on the display track or elapsed time ,
press the button until you see the display you want, then hold the button until the display
flashes. With SCV, your audio system adjusts automatically to make up for road and wind noise
as you drive. You will hear a double beep. The radio will go to the first preset station stored on
your pushbuttons, stop for a few seconds, then go on to the next preset station. RDS is a
system that sends data along with the audio of the FM station you are currently tuned to. You
can use RDS to display program information and to control your radio. Page When a traffic
announcement comes on the tuned radio station or a related network station, you will hear it,
even if the volume is muted or a compact disc or cassette tape is playing. If the compact disc
player or cassette tape player was being used, the compact disc or cassette will stay in the
player and resume play at the point where it stopped. These buttons have factory PTY presets.
Page Playing a Cassette Tape Your tape player is built to work best with tapes that are up to 30
to 45 minutes long on each side. Tapes longer than that are so thin they may not work well in
this player. Page 2 : Press this button to play the other side of the tape. Press it again to return
to playing speed. The radio will play the last selected station while the tape reverses. It will still
play tapes, but you should clean it as soon as possible to prevent damage to the tapes and
player. Page 4 : Press and hold this button to reverse quickly within a track. Release it to play
the passage. You will hear sound at a reduced volume. The display will show elapsed time. EQ:
Press EQ to select the desired preset equalization setting while playing a compact disc. SEEK:
Press the up arrow to tune to the next radio station and the down arrow to tune to the previous
radio station. The longer range, however, can cause stations to interfere with each other. AM
can pick up noise from things like storms and power lines. Try reducing the treble to reduce this
noise if you ever get it. Cassette tapes should be stored in their cases away from contaminants,
direct sunlight and extreme heat. Turn the radio off. READY will appear on the display for five
seconds. Store them in their original cases or other protective cases and away from direct
sunlight and dust. If the surface of a disc is soiled, dampen a clean, soft cloth in a mild, neutral
detergent solution and clean it, wiping from the center to the edge. Please start with a very
important safety device in your vehicle: Buckle up. Page Drunken Driving Drunken Driving
Death and injury associated with drinking and driving is a national tragedy. Alcohol affects four
things that anyone needs to drive a vehicle: Judgment Muscular Coordination Vision A person
who consumes food just before or during drinking will have a somewhat lower BAC level. Page
The body takes about an hour to rid itself of the alcohol in one drink. No amount of coffee or
number of cold showers will speed that up. A person with even a moderate BAC might not be
able to react quickly enough to avoid the collision. They are the brakes, the steering and the
accelerator. All three systems have to do their work at the places where the tires meet the road.
Some people drive in spurts heavy acceleration followed by heavy braking rather than keeping
pace with traffic. This is a mistake. Your brakes may not have time to cool between hard stops.
Your brakes will wear out much faster if you do a lot of heavy braking. Suddenly an animal
jumps out in front of you. You slam on the brakes and continue braking. A computer senses
that wheels are slowing down. If one of the wheels is about to stop rolling, the computer will
separately work the brakes at each front wheel and at both rear wheels. Page The Enhanced
Traction System operates in all transaxle shift lever positions. When the system is on and the
parking brake is fully released, this warning light Page Power Steering Steering Power Steering
If you lose power steering assist because the engine stops or the system is not functioning, you
can steer but it will take much more effort. Variable Effort Steering If Equipped This steering
system provides lighter steering effort for parking and at low vehicle speeds. Page Steering In
Emergencies Steering in Emergencies There are times when steering can be more effective than
braking. For example, you come over a hill and find a truck stopped in your lane, or a car
suddenly pulls out from nowhere, or a child darts out from between parked cars and stops right
in front of you. If the level of the shoulder is only slightly below the pavement, recovery should
be fairly easy. Ease off the accelerator and then, if there is nothing in the way, steer so that your
vehicle straddles the edge of the pavement. Keep trying to steer and constantly seek an escape
route or area of less danger. One reason is that some drivers are likely to be impaired by
alcohol or drugs, with night vision problems, or by fatigue. Here are some tips on night driving.
Drive defensively. It can take a second or two, or even several seconds, for your eyes to

readjust to the dark. Page The heavier the rain, the harder it is to see. Even if your windshield
wiper blades are in good shape, a heavy rain can make it harder to see road signs and traffic
signals, pavement markings, the edge of the road and even people walking. You could lose
control of the vehicle. After driving through a large puddle of water or a car wash, apply your
brake pedal lightly until your brakes work normally. If you try to drive through flowing water, as
you might at a low water crossing, your vehicle can be carried away. As little as six inches of
flowing water can carry away a smaller vehicle. Page Freeway Driving Here are ways to increase
your safety in city driving: Know the best way to get to where you are going. Get a city map and
plan your trip into an unknown part of the city just as you would for a cross country trip. Are all
windows clean inside and outside? Wiper Blades: Are they in good shape? Lamps: Are they all
working? Are the lenses clean? Tires: They are vitally important to a safe, trouble Your brakes
will have to do all the work of slowing down. You would then have poor braking or even none
going down a hill. Page Driving On Snow Or Ice Include an ice scraper, a small brush or broom,
a supply of windshield washer fluid, a rag, some winter outer clothing, a small shovel, a
flashlight, a red cloth and a couple of reflective warning triangles. And, if you will be driving
under severe conditions, include a small bag of sand, a piece of old carpet or a couple of burlap
bags to help provide traction. But wet ice can be even more trouble because it may offer the
least traction of all. You should probably stay with your vehicle unless you know for sure that
you are near help and you can hike through the snow. Here are some things to do to summon
help and keep yourself and your passengers safe: Turn on your hazard flashers. This can cause
deadly CO carbon monoxide gas to get inside. CO could overcome you and kill you. Clear away
snow from around the base of your vehicle, especially any that is blocking your exhaust pipe.
To tow your vehicle with a dolly, follow these steps: 1. Put the front wheels on a dolly. Page 4. If
you do, parts on your vehicle can break, and it can change the way your vehicle handles. These
could cause you to lose control and crash. For example, if the trailer is too heavy, the brakes
may not work well or even at all. You and your passengers could be seriously injured. Box
Detroit, MI Page Weight Of The Trailer Tongue Weight of the Trailer Tongue The tongue load A
of any trailer is an important weight to measure because it affects the total or gross weight of
your vehicle. The Gross Vehicle Weight GVW includes the curb weight of the vehicle, any cargo
you may carry in it, and the people who will be riding in the vehicle. Here are some rules to
follow: The rear bumper on your vehicle is not intended for hitches. Page Making Turns Before
you start, check the trailer hitch and platform and attachments , safety chains, electrical
connector, lamps, tires and mirror adjustment. If the trailer has electric brakes, start your
vehicle and trailer moving and then apply the trailer brake controller by hand to be sure the
brakes are working. Check with your dealer. The arrows on your instrument panel will flash
whenever you signal a turn or lane change. Page Maintenance When Trailer Towing 4. Reapply
the regular brakes. Release the regular brakes. They also let police know you have a problem.
Your front and rear turn signal lamps will flash on and off. Press the button on the instrument
panel to make your front and rear turn signal lamps flash on and off. Page Jump Starting Jump
Starting If your battery has run down, you may want to use another vehicle and some jumper
cables to start your vehicle. But please follow the steps here to do it safely. They can be
dangerous because: They contain acid that can burn you. Page 1. Check the other vehicle. It
must have a 12 battery with a negative ground system. People have been hurt doing this, and
some have been blinded. Use a flashlight if you need more light. Be sure the battery has enough
water. Page 7. It goes to a heavy, unpainted metal part on the engine of the vehicle with the
dead battery. Page Towing Your Vehicle To disconnect the jumper cables from both vehicles, do
the following: 1. Disconnect the black negative heavy, unpainted metal engine part on the
vehicle that had the dead battery. Disconnect the black negative the negative terminal on the
vehicle with good battery. Stay away from the engine if you see or hear steam coming from it.
Just turn it off and get everyone away from the vehicle until it cools down. Wait until there is no
sign of steam or coolant before you open the hood. Page Cooling System If you no longer have
the overheat warning, you can drive. Just to be safe, drive slower for about 10 minutes. If the
warning continues, pull over, stop, and park your vehicle right away. Keep hands, clothing and
tools away from any underhood electric fan. In addition, the engine coolant will require change
sooner 30, miles 50 km or 24 months, whichever occurs first. Plain water, or some other liquid
like alcohol, can boil before the proper coolant mixture will. So use the recommended coolant.
Coolant contains ethylene glycol and it will burn if the engine parts are hot enough. Page 2.
Then keep turning the pressure cap slowly, and 3. Then fill the coolant surge tank with the
proper remove it. With the coolant surge tank pressure cap off, start the engine and let it run
until you can feel the upper radiator hose getting hot. Watch out for the engine cooling fans. By
this time, the coolant level inside the coolant surge tank may be lower. Turn on your hazard
warning flashers. The vehicle can slip off the jack and roll over you or other people. Pull the

carpeting from the floor of the trunk. Turn the center retainer nut on the compact spare tire
cover counterclockwise to remove it. Lift and remove the cover. Remove the wheel nut caps you
may need to use the wheel wrench to loosen and remove them, if your fingers do not fit into this
small area. Page 3. Put the compact spare tire near you. Raise the vehicle by turning the wheel
wrench clockwise. Raise the vehicle far enough off the ground so there is enough room for the
spare tire to fit underneath the wheel well. Remove all of the wheel nuts. If you do, the nuts
might come loose. Your wheel could fall off, causing a serious accident. Install the compact
spare tire. Put the wheel nuts back on with the rounded end of the nuts toward the wheel. Page
Tighten the wheel nuts firmly in a crisscross sequence, as shown. This could lead to an
accident. Be sure to use the correct wheel nuts. If you have to replace them, be sure to get new
GM original equipment wheel nuts. In a sudden stop or collision, loose equipment could strike
someone. Store all these in the proper place. Storing the flat tire in the compact spare tire
compartment. The compact spare is for temporary use only. Page Compact Spare Tire Compact
Spare Tire Although the compact spare tire was fully inflated when your vehicle was new, it can
lose air after a time. Check the inflation pressure regularly. It should be 60 psi kPa. After
installing the compact spare on your vehicle, you should stop as soon as possible and make
sure your spare tire is correctly inflated. Page Section 6 Service and Appearance Care Here you
will find information about the care of your vehicle. This section begins with service and fuel
information, and then it shows how to check important fluid and lubricant levels. There is also
technical information about your vehicle, and a part devoted to its appearance care. Be sure you
have sufficient knowledge, experience, the proper replacement parts and tools before you
attempt any vehicle maintenance task. If this occurs, return to your authorized Pontiac dealer
for diagnosis to determine the cause of failure. In the event it is determined that the cause of the
condition is the type of fuels used, repairs may not be covered by your warranty. It can corrode
metal parts in your fuel system and also damage plastic and rubber parts. Fuels in Foreign
Countries If you plan on driving in another country outside the United States or Canada, the
proper fuel may be hard to find. Page While refueling, hang the cap inside the fuel door. To
remove the cap, turn it slowly to the left counterclockwise. The cap has a spring in it; if you let
go of the cap too soon, it will spring back to the right. Page Filling A Portable Fuel Container
When you put the cap back on, turn it to the right clockwise until you hear a clicking sound.
Make sure you fully install the cap. The diagnostic system can determine if the fuel cap has
been left off or improperly installed. Then go to the front of the vehicle and slide the secondary
hood release to the right. Lift the hood, release the hood prop rod from its retainer and put the
hood prop into the slot in the hood. Before closing the hood, be sure all the filler caps are on
properly. Engine Coolant Surge Tank B. Engine Oil Fill Cap C. Engine Oil Dipstick D. Power
Steering Fluid Reservoir E. Brake Fluid Reservoir F. Power Steering Fluid Reservoir C. Engine
Oil Fill Cap D. Engine Oil Dipstick E. You should check your engine oil level regularly; this is an
added reminder. Page The engine oil dipstick handle is yellow. The dipstick on the 2. The
dipstick on the V6 engine is located at the front of the engine, behind the fan. But you must use
the right kind. Do not use any oil which does not carry this starburst symbol. These numbers on
an oil container show its viscosity, or thickness. The air cleaner not only cleans the air, it stops
flame if the engine backfires. Manual Transaxle Fluid It is not necessary to check the transaxle
fluid level. To check the fluid level, take the cap off. If the fluid reaches the top of the reservoir,
the fluid level is correct. CAUTION: Turning the surge tank pressure cap when the engine and
radiator are hot can allow steam and scalding liquids to blow out and burn you badly. Coolant
contains ethylene glycol, and it will burn if the engine parts are hot enough. Page Windshield
Washer Fluid When to Check Power Steering Fluid It is not necessary to regularly check power
steering fluid unless you suspect there is a leak in the system or you hear an unusual noise. A
fluid loss in this system could indicate a problem. Have the system inspected and repaired. Add
washer fluid until the tank is full. It is filled with 3 brake fluid. There are only two reasons why
the brake fluid level in the reservoir might go down. Page United States When your brake fluid
falls to a low level, your brake warning light will come on. Use new brake fluid from a sealed
container only. Disc brake pads have built in wear indicators that make a high pitched warning
sound when the brake pads are worn and new pads are needed. Page Brake Adjustment Brake
Adjustment Every time you make a moderate brake stop, your disc brakes adjust for wear. If you
rarely make a moderate or heavier stop, then your brakes might not adjust correctly. If you drive
in that way, then very carefully a few moderate brake stops about every 1, miles 1 km , so your
brakes will adjust properly. This will help keep your battery from running down. Page
Headlamps 1. Lift up on the two retaining clips which secure the headlamp assembly. Lift the
headlamp assembly forward, out of the mounting bracket. Turn the bulb assembly retainer
counterclockwise sixth of a turn and pull out the bulb assembly. Remove the headlamp
assembly. Refer to the removal procedure earlier in this section. Turn the bulb assembly

retainer and pull out the bulb. Unclip the bulb assembly from the wiring harness. Disconnect the
cargo net in the trunk. Pull back the trunk trim. Remove the four wing nut bolts which fasten the
taillamp lens to the vehicle. Carefully remove the taillamp lens from the body and avoid
scratching the paint or dropping it. Replacement blades come in different types and are
removed in different ways. Page Your new vehicle comes with high a leading tire manufacturer.
If you ever have questions about your tire warranty and where to obtain service, see your
Pontiac Warranty booklet for details. Any time you notice unusual wear, rotate your tires as
soon as possible and check wheel alignment. Also check for damaged tires or wheels. You need
a new tire if any of the following statements are true: You can see the indicators at three or
more places around the tire. When you get new tires, get ones with that same TPC Spec
number. Page Uniform Tire Quality Grading Uniform Tire Quality Grading Quality grades can be
found where applicable on the tire sidewall between tread shoulder and maximum section
width. Sustained high temperature can cause the material of the tire to degenerate and reduce
tire life, and excessive temperature can lead to sudden tire failure. It could affect the braking
and handling of your vehicle, make your tires lose air and make you lose control. You could
have a collision in which you or others could be injured. Use another type of traction device
only if its manufacturer recommends it for use on your vehicle and tire size combination and
road conditions. Some are toxic. Others can burst into flame if you strike a match or get them
on a hot part of the vehicle. Some are dangerous if you breathe their fumes in a closed space.
Page Special Fabric Cleaning Problems Here are some cleaning tips: Always read the
instructions on the cleaner label. Clean up stains as soon as you can Carefully scrape off any
excess stain. Use a clean cloth or sponge, and change to a clean area often. A soft brush may
be used if stains are stubborn. Rub with a clean, damp cloth to remove dirt. You may have to do
it more than once. GM Glass Cleaner or a liquid household glass cleaner will remove normal
tobacco smoke and dust films on interior glass. Page Cleaning Aluminum Wheels Foreign
materials such as calcium chloride and other salts, ice melting agents, road oil and tar, tree sap,
bird droppings, chemicals from industrial chimneys, etc. Wash the vehicle as soon as possible.
If necessary, use non abrasive cleaners that are marked safe for painted surfaces to remove
foreign matter. Page Chemical Paint Spotting Although no defect in the paint job causes this,
Pontiac will repair, at no charge to the owner, the surfaces of new vehicles damaged by this
fallout condition within 12 months or 12, miles 20 km of purchase, whichever occurs first. You
can see it if you look through the windshield from outside your vehicle. Some add on electrical
equipment can keep other components from working as they should. When adding, be sure to
fill to the appropriate level or as recommended in this manual. Engine Crankcase 2. Engine Oil
Filter 2. Page Section 7 Maintenance Schedule This section covers the maintenance required for
your vehicle. Your vehicle needs these services to retain its safety, dependability and emission
control performance. The Plan supplements your new vehicle warranties. See your Warranty
and Owner Assistance booklet or your dealer for details. Introduction Your Vehicle and the
Environment Proper vehicle maintenance not only helps to keep your vehicle in good working
condition, but also helps the environment. You may drive very short distances only a few times
a week. Or you may drive long distances all the time in very hot, dusty weather. Page Scheduled
Maintenance Scheduled Maintenance Scheduled Maintenance The services shown in this
schedule up to , miles km should be performed after , miles km at the same intervals. The
services shown at , miles km should be performed at the same interval after , miles km. Reset
the system. The system will show you when to change the oil usually between 3, miles 5 km and
12, miles 20 km since your last oil change. Page Scheduled Maintenance Page Scheduled
Maintenance 7, Miles 12 km Rotate tires. Replace filter if necessary. Page Scheduled
Maintenance 37, Miles 62 km Rotate tires. Page Scheduled Maintenance 52, Miles 87 km Rotate
tires. Page Scheduled Maintenance 75, Miles km Inspect engine air cleaner filter if you are
driving in dusty conditions. An Emission Control Service. See footnote Rotate tires. Page
Scheduled Maintenance , Miles km Inspect spark plug wires except 2. Replace spark plugs.
Change automatic transaxle fluid and filter if the vehicle is mainly driven under one or more of
these conditions: â€” Page At Each Fuel Fill Part B: Owner Checks and Services Listed in this
part are owner checks and services which should be performed at the intervals specified to help
ensure the safety, dependability and emission control performance of your vehicle. Be sure any
necessary repairs are completed at once. Whenever any fluids or lubricants are added to your
vehicle, make sure they are the proper ones, as shown in Part D. Look for any other loose or
damaged safety belt system parts. If you see anything that might keep a safety belt system from
doing its job, have it repaired. Have the system inspected and repaired at once. If it does, you or
others could be injured. Follow the steps below. Before you start, be sure you have enough
room around the vehicle. You or others could be injured and property could be damaged. Make
sure there is room in front of your vehicle in case it begins to roll. Page Exhaust System

Inspection Part C: Periodic Maintenance Inspections Listed in this part are inspections and
services which should be performed at least twice a year for instance, each spring and fall.
Inspect brake lines and hoses for proper hook up, binding, leaks, cracks, chafing, etc. Inspect
disc brake pads for wear and rotors for surface condition. Also inspect drum brake linings for
wear and cracks. Page Maintenance Record Part E: Maintenance Record After the scheduled
services are performed, record the date, odometer reading and who performed the service in the
boxes provided after the maintenance interval. Also, you should retain all maintenance receipts.
Your owner information portfolio is a convenient place to store them. Page Section 8 Customer
Assistance Information Here you will find out how to contact Pontiac if you need assistance.
This section also tells you how to obtain service publications and how to report any safety
defects. Page Pontiac Cares Pontiac is focusing on the changing needs of our customers and is
committed to giving you an exceptional level of customer care throughout your ownership
experience. Page Your satisfaction and goodwill are important to your dealer and to Pontiac.
Sometimes, however, despite the best intentions of all concerned, misunderstandings can
occur. This program can also provide you with free resource information, such as area driver
assessment centers and mobility equipment installers. This value added service is intended to
provide you with peace of mind as you drive in the city or travel the open road. While we hope
you never have the occasion to use our service, it is added security while traveling for you and
your family. Page Courtesy Transportation Transportation Options Warranty service can
generally be completed while you wait. However, if you are unable to wait Pontiac helps
minimize your inconvenience by providing several transportation options. Depending on the
circumstances, This manual is also suitable for: Grandam Print page 1 Print document pages.
Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from
disk. Upload from URL. For more information go to Taken from the Grand Prix luxury and Trans
Am performance, the Pontiac Grand Am remains true to its name as a perfect balance of
performance and luxury. Planting its roots in the international rally stage, the midsize to
compact auto has redefined its raciness with family oriented features for a more versatile
performance. Despite its end in , the Grand Am has set its mark in the automobile world. It was
easily differentiated from other coupe and sedan vehicles because of its unique and flexible
front fascia. By , it received the biggest changes with a larger body and a rear bumper with new
vertical tail lights. Despite its unique styling and early boom, the model declined due to the oil
crisis. Despite the international oil crisis, the Pontiac found its way back in The revived auto
sported a new body shape and engine to address the increasingly strict emission regulations. It
fact, it was also smaller than the original muscle cars. Still, the manufacturers decided to
withdraw the model to make way for the more compact STE in Reborn for the second time, the
third generation of the Pontiac Grand Am was introduced with an all-new front wheel drive
N-body as it replaced the X-body Phoenix. This model came with a 2. By , all models received a
center high-mounted stop lamp. Furthermore, the LE and SE trim levels were released to the
public. In the end of its batch, all models were equipped with sloped-back grille and headlights.
This batch of the Pontiac Grand Am was the most popular as it lead all other generations in
sales. In fact, its steady sales lead it past its N-body corporate mates, the Buick Skylark and
Oldsmobile Achieva. It was offered in coupe and sedan in either SE or GT trim levels. As a
safety measure, the Pontiac also standardized the anti-lock brakes on all US models. The
models may have earned a larger and heavier frame but it lost 5horspower to compensate for
emissions. Despite its success, it was discontinued in to make way for the all-new G6 series.
The Pontiac Grand Am, which comes in either a two-door coupe or a four-door sedan, combines
style and power. No wonder it is one of the ten best-selling cars in the United States and the
top-selling among models of Pontiac. Ideal for young and first-timers, it offers safety features
without losing the fun in driving, mainly because of its sporty looks and remarkable handling.
But driving is no fun for a Grand Am owner who experiences one or all of the three common
issues with this Pontiac model: coolant leaks, pass lock sensor failure and turn signal switch
failure. All it takes to prevent altogether or minimize these issues is to perform maintenance
routines. Solving a problem before it becomes worse means a less crazy life for you, so keep
these maintenance tips in mind for your Grand Am:. Here's what happens when you overlook
the intake manifold gasket the rubber or plastic gasket that attaches the intake manifold to the
top of the engine : it will wear out and may cause coolant or engine oil to leak. Sometimes,
coolant may combine with the engine oil, which can lead to engine damage. To extend the
lifespan of your Grand Am's expensive engine parts, it is best to change the engine oil and
coolant regularly and follow the manufacturer's maintenance schedule. Inspect your car for any
signs of damage to the intake manifold gasket. Consider replacing the intake manifold gasket if
you notice any of the following symptoms: engine overheating, "check engine light" coming on,
and engine running rough. Your Grand Am refuses to start when you need to get to that critical

appointmentâ€”this is the price you will pay if you do not give the pass lock sensor the
maintenance it needs. Located in the ignition lock cylinder, the pass lock sensor may become
faulty and lead to a no-start condition and an erratic anti-theft system. Passlock sensor failure is
a common Grand Am issue, so be on the lookout for its symptoms as you do your regular car
inspection. The flashing of the security light on the dashboard is an obvious sign that calls for
immediate replacement of the ignition lock cylinder. It is relatively easy to detect faulty turn
signal switch symptoms because they are plenty: defective brake lights, left or right indicator
light, headlights or running lights, and inability to switch from high to low beam and back. You
may even want to test the turn signal switch using a multimeter and a wire piercing probe if you
are confident with your electrical measurement abilities. When you have confirmed that the turn
signal is already faulty, it is time for a replacement to prevent the hazard or turn signal flasher to
keep clicking even when the switch is off. Planting its roots in the international rally stage, the
midsize to compact auto has redefined its raciness with family-oriented features for a more
versatile version. By , it received the most significant changes with a larger body and a rear
bumper with new vertical taillights. Reborn for the second time, the third generation of the
Pontiac Grand Am was introduced with an all-new front-wheel-drive N-body as it replaced the
X-body Phoenix. At the end of its batch, all models were equipped with sloped-back grille and
headlights. This batch of the Pontiac Grand Am was the most popular as it leads all other
generations in sales. The models may have earned a more extensive and heavier frame, but it
lost 5horspower to compensate for emissions. However, there has been an option for
downgraded anti-lock brakes. We've Made a Site Update. Refresh to the latest version. Retrieve
quote. Track order. Sign In or Create Account. Every Purchase Supports. Texas Relief Efforts.
Select your vehicle. Select Your Vehicle Part. Pontiac Grand Am Alternator. Pontiac Grand Am
Axle Assembly. Pontiac Grand Am Ball Joint. Pontiac Grand Am Blower Motor. Pontiac Grand
Am Brake Booster. Pontiac Grand Am Brake Caliper. Pontiac Grand Am Brake Disc. Pontiac
Grand Am Bumper Reinforcement. Pontiac Grand Am Carburetor. Pontiac Grand Am Catalytic
Converter. Pontiac Grand Am Dash Cover. Pontiac Grand Am Distributor. Pontiac Grand Am
Fender. Pontiac Grand Am Floor Mats. Pontiac Grand Am Fuel Filter. Pontiac Grand Am Fuel
Line. Pontiac Grand Am Fuel Pump. Pontiac Grand Am Fuel Tank. Pontiac Grand Am Header
Panel. Pontiac Grand Am Headlight. Pontiac Grand Am Muffler. Pontiac Grand Am Serpentine
Belt. Pontiac Grand Am Spark Plug. Pontiac Grand Am Starter. Pontiac Grand Am Steering
Gearbox. Pontiac Grand Am Steering Rack. Pontiac Grand Am Tail Light. Pontiac Grand Am
Wheel. Pontiac Grand Am Window Motor. Pontiac Grand Am Window Regulator. Pontiac Grand
Am Wiper Blade. Pontiac Grand Am Wiper Motor. Refine by:. See All. Shop Pontiac Grand Am
Parts. Showing 1 - 15 of results. Display item:. Sort by:. Vehicl
gmc canyon wiring diagram
lionel train wiring diagram
2003 mercury mountaineer tail light
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Pontiac Grand Am Customer Reviews. Feb 05, Everything fit good just wish they would send
new bolts with the control arm cause I broke the vertical one on each side and finding new ones
have bee A pain but otherwise real happy with purchase. Josh Ulstad. Purchased on Jan 08,
Pontiac Grand Am Guides. Pontiac Grand Am: Grand Redefined Unique front fascia Revived
from the oil crisis Rebirth again Standard anti-lock brakes Paving the way for G6. Detect pass
lock sensor failure early on to prevent startup problems. Regularly inspect the turn signal
switch, wirings, and fuses for signs of faulty turn signal switch. History of the Pontiac Grand
Am. Pontiac Grand Am: Grand Redefined. Check the intake manifold gasket regularly to prevent
leaks. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use.
Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

