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Lawn Tractor. Parts Diagrams. It is a liquid-cooled 2-cylinder gasoline engine producing 14 hp It
displaces cc The tractor weighs lbs kg with the inch deck and lbs kg using the inch deck. The
tractor has a wheelbase of The engine uses an electric starter, its oil capacity is 1. The Honda H
is powered by the 2-cylinder liquid-cooled GX gasoline engine. It produces 18 hp With a inch
deck, it weighs in at lbs kg. The H has the same wheelbase and overall dimensions as the H, but
is one cm taller. The tractor includes a 12 volt electric starter and has the same fuel capacity as
the H The coolant capacity is 2. Both mowers use a hydrostatic transmission with infinite
forward and reverse gears. There is a single control lever that includes a stop for the mowing
and transport range. There are three distinct speed ranges: Mow-max, Transport-max and
Rev-max. At rpm, the nominal speed ratings are 3. The mid-mount cutting deck is available in
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specifics Condition: Good: A book that has been read but is in good condition. Very minimal
damage to the cover including scuff marks, but no holes or tears. The dust jacket for hard
covers may not be included. Binding has minimal wear. The majority of pages are undamaged
with minimal creasing or tearing, minimal pencil underlining of text, no highlighting of text, no
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tab Read more about the condition. Search within store. Back to home page Return to top. Back
to home page. Listed in category:. Email to friends Share on Facebook - opens in a new window
or tab Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a new
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tab See details. Good: A book that has been read but is in good condition. Quick Links
Download this manual. Mid-mount rotary mower for h multi-purpose tractor 61 pages. Summary
of Contents for Honda HH Page 2 The engine exhaust from this product contains chemicals
known to the State defects or other reproductive harm. HH on the permission. Page 4 Safety
Messages Your safety and the safety important safety messages these messages carefully.
Page 8 1. Please read them carefully. These labels are considered permanent parts of
yourtractor. If a label comes off or becomes hard to read, contact your dealer for a replacement.

Allowing anyone, tion result Page 10 Blade Hazard The cutting blades are sharp, tact can cause
serious Keep your hands and feet away is running. Stop the engine, disengage key before
inspection Disconnect the spark starting. Wear heavy cleaning out the mower Thrown Object
Hazard Objects hit by the blades and may cause Page 11 The engine and exhaust main hot for a
while can cause burn injuries Avoid touching a hot engine Allow the engine lawn tractor
indoors. Carbon Monoxide Poisoning Exhaust contains poisonous gas. Breathing exhaust
death. If you run the engine ed, the air you breathe gas. Page 12 2. Page 14 3. Page 15 Cutter
Deck Height Adjusting This lever is used to raise and lower height, squeeze the handle Raise or
lower the lever dicator. At that point, the handle lock returns Cutting height: 1. To avoid
damaging attempt to screw Lever positions: OFF Disengaged Brake Pedal The brake pedal Page
19 Transmission Release Lever This lever is used when hand. Operating hill, could result in a
loss of control damage. Operating ning can damage the transmission. To operate the
transmission 1. Stop the engine 2. Place the shift lever 3. Move the transmission 4. Poor
visibility increases the risk of striking hidden objects. Reduce speed when operating the tractor
in low light conditions. Page 21 Follow the procedures each use: 1. Park the lawn tractor 2.
Disconnect the spark tal engine start-up. Place the lawn tractor 2. Open the engine hood,
remove the cap and wipe 3. Insert and remove the dipstick Check the oil level shown 4. If the oil
level is near or below the lower limit mark on the dipstick, the recommended oil to the upper
Use 4-stroke Refill the tank if the level is low. If the low fuel indicator US gal or less remaining
Fuel tank capacity: 9. Page 24 Fuel Recommendation Use unleaded gasoline This engine is
certified to operate Unleaded gasoline produces exhaust system life. Page 25 Oxygenated Fuels
Some conventional gasolines compound. These gasolines meet clean air standards,
oxygenated fuels to help reduce emissions. If you use an oxygenated octane rating
requirement. A damaged air cleaner rapid engine wear. Open the hood, and unsnap and air
cleaner elements. Inspect the air cleaner If the air cleaner elements page If the coolant level is
near the MIN mark, add coolant mark. If there is no coolant for leaks and repaired and reserve
tank. The coolant is hot and under pressure and severe scalding could result. Within ween the
upper and lower If the fluid temperature transmission fluid. If the fluid temperature mark on the
dip stick, Remove the oil filler The setting type of terrain being and the cut height. Loosen the
four seat 2. Wear heavy gloves 1. Set the parking brake, position. Raise the deck height 3.
Inspect the blades 38 inch deck a. The right blade left blade can been b. Page 34 4. If either of
the blades shows signs of damage cutter deck, and thoroughly instructions on page Dull blades
can be sharpened, worn out, bent, cracked, blades need sharpening Honda lawn tractor dealer.
Page 36 5. Page 37 3. If the engine fails to start, 10 seconds before operating 4. After the engine
starts, 5. After engine warms position. Rotating blades and thrown Always stop the engine
before clearing the discharge the grass bags. Unseen hazards may cause loss of control tor.
Look for and avoid rocks, terrain. Page 43 3. Move the shift lever When operating the lawn ing
speed that will give you safe ground at full throttle. In a small area First make 2 or 3 turns
continue cutting in the reverse In a large area The first round of cuts is the key to making 3
turns in a clockwise turn to the right and begin finished Page 45 Mowing unsquare If your
mowing area several blocks so you can mow Overlapping on straightaways Be sure that each
mowing overlap width is between mowers front tires. Overlapping in curves When cutting in
curves overlap the previous mower. Empty grass bags when If you always 6, feet , have your
dealer Even with carburetor for each meter 1, foot horsepower will be greater When the
carburetor the air-fuel mixture will be too lean for low altitude use. Page 49 The engine and
remain hot for a while ponents or the exhaust materials. Avoid touching the engine the engine
has stopped. Towing the lawn tractor behind another vehicle or using it to push another vehicle
can damage the lawn tractor. Transport lawn tractor Never allow anyone Failure to use the
proper type of trailer hitch could cause the tractor overturn resulting The weight of a trailer
especially when operating To avoid loss of control, or rough surface. Page 51 Maximum Towing
Weight Page 52 7. To help you properly maintenance schedule, procedures using basic hand
tools. Other service tasks that are more difficult, require special tools, Always follow the
procedures Safety precautions Make sure the engine will eliminate several - Carbon monoxide
poisoning from engine exhaust. Control of hydrocarbons because, undercertain subjected to
sunlight. Honda utilizes lean carburetor sions of carbon monoxide, The U. Page 55 Replacement
Parts The emission control systems certified to conform with EPA and California mend the use
of genuine These original-design replacement dards as the original parts, so you can be
confident of replacement parts that are not of the original the effectiveness of your emission A
manufacturer Page 57 month or operating hour interval. Open the engine hood. Remove the oil
filler container. Retighten the drain 4. Refill to the upper level mark on the dipstick page Drain
the engine oil, and retighten 2. Remove the oil filter, and drain the oil into a suitable used oil
filter. Clean the filter mounting clean engine oil. Use only a genuine Honda oil filter or a filter of

equivalent specified for your model. Unsnap clips elements and separate tears and replace if
damaged. NOTE: Be sure to remove so that can inspect 3. For good performance, deposits.
Open the engine hood 2. Clean any dirt from 3. Page 62 6. After each spark plug is seated,
tighten the washer. Loose spark plugs can get hot enough Overtightening may damage the
threads. NOTE: If installing new spark plugs, tighten compress the washers. Page 64 Battery
Cleaning If the batterv terminals and clean the terminals. Remove the battery 2. Remove the
battery terminals with a wire Clean the battery with ing care not to get the solution tery
thoroughly. Do not attempt to remove or replace a tire, unless you have the equipment and
knowledge to do so properly. Block the wheels securely. Front Wheel 1. Remove the cotter pin
and loosen 2. Lower the cutter deck and remove the tensioner arm. Remove the six
yellow-colored the belt tension raise pulley B, and work Remove the engine plug caps to
prevent Wear heavy gloves to protect working with the cutter If the tractor has been running,
very hot. Allow them 1. Lower the cutter deck. Remove the belt tension 3. Page 69 5. Open the
hood. Open the upper radiator 7. Remove belt through sliding it sideways toward 8. Installation
sequence for belt tension adjustment. After installing the belt and adjusting the belt tension,
start the engine and shift the PTO lever into ON and OFF to be sure that it operates properly.
Page 70 Blade Belt Replacement 38 inch cutter deck. Lower the cutter deck, remove 2. Remove
the nuts and then 3. Pull the belt off pulley tensioner pulley. Page 71 42 inch cutter deck 1.
Lower the cutter deck, Remove 2. See page Remove the cutter deck from the lawn tractor Turn
the cutter Clean dirt and grass from Hold blade blade Page 73 Blade Installation Use a genuine
Honda replacement - 1. Clean dirt and grass the cutter deck. Install the blade holder, 38 inch
cutter deck only: NOTE: Right and left blades high-lift blade on the right sides, as shown. The
muffler becomes very hot during operation and remains hot for a while after the engine stops.
Be careful not to touch the muffler while it is hot. See your authorized To replace fuse, pull the
old fuse out of the clips with your finger. Push a new fuse into the clips. Never use fuse Serious
damage to the electrical Allow the engine Contact with a hot engine or exhaust burns or fires.
Let the engine The following steps should it will be stored for longer 1. Pump all gasoline from
Loosen carburetor gasoline Page 78 2. Change the engine oil see page NOTE: If the lawn
remove the spark irtotor oz. Be sure to wear clutch. If the lawn tractor Allow it to cool before
Page 79 4. If equipped with clean the bags before 5. Remove the cutter deck see pages 64 - Turn
cutter deck with water, and dry thoroughly. For longer service mower housing clean washing it
down with brush and scraper. Cleaning and rust prevention storage. Page 80 9. No fuel. Shift
lever 3. PTO lever engaged. Parking brake not set. Seat switch depressed. Spark plug faulty
improperly gapped. Spark plug wire loose or disconnected. Page 81 Oil consumption 1.
Incorrect oil viscosity 2. Oil leaks etc. Worn piston ring, 4. Oil level high Excessive vibration; 1.
Loose blade or engine mounting hardware. Blade damaged balance. Belt damaged 4. Each
pulley damaged pulleys not aligned. Page 82 Uneven mowing; 1. Lawn tractor speed 2. Grass
accumulation- inside deck. Dull blade. Tires improperly inflated. Mower not level. Wrong cutter
deck 7. Chute clogged if equipped-Empty with optional grass 8. Lawn 9. Cutter deck set too
Page 83 Blade does not rotate 1. Blade belt and drive belt - worn or broken. PTO lever
malfunction Scalping 1. Anti-scalp rollers not adjusted properly. Cutting height 3. Turning speed
fast 4. Uneven surface 5. Rough and uneven Mowing load is too heavy Page 84 Mowing range:
Transport range: Reverse range: P 2. I5 Wear Indicator.. Page 90 MEMO Page 91 MEMO This
manual is also suitable for: Hh sa. Print page 1 Print document 92 pages. Cancel Delete. Sign In
OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.
The Honda H is a lawn tractor with small 0. The Honda HH is equipped with hydrostatic
transmission and mm 38 in. The mower deck is adjustable in seven increments for cutting
heights between 25 mm 1 in. The Honda H lawn tractor was produced from up to The Honda GX
K1 develops The GX engine has an electric starter and transistorized ignition. It is a
liquid-cooling motor with a 58 mm 2. The hydrostatic transmission. This transmissiom has three
approximate ground speeds: Reverse
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