Honda accord spark plug torque specification

You have no vehicle information saved in your Honda Owners account. Vehicle Specifications.
Print Specs. Engineering 5 Speed Automatic EX. Back to top. Engine Type. Displacement cc.
Horsepower rpm SAE net. Torque lb-ft rpm. Bore and Stroke mm. Compression Ratio. Valve
Train. Multi-Point Fuel Injection. Direct Ignition System with Immobilizer. May vary with driving
conditions. See your owner's manual for more details. Transmission 5 Speed Automatic EX.
Unit-Body Construction. Double Wishbone Front Suspension. Independent Multi-Link Rear
Suspension. Front Shock Tower Bar. Steering Wheel Turns, Lock-to-Lock. Steering Ratio.
Turning Diameter, Curb-to-Curb ft. All-Season Tires. Wheelbase in. Length in. Height in. Width
in. Curb Weight lbs. Cargo Volume cu ft. Passenger Volume cu ft. Seating Capacity. Crankcase
qt. Coolant System qt. Fuel gal. Required Fuel. Use for comparison purposes only. Actual
mileage may vary. Safety 5 Speed Automatic EX. Adjustable Front Seat Belt Anchors. Side
Curtain Airbags. Brake Assist. Side-Impact Door Beams. Child-Proof Rear Door Locks.
Immobilizer Theft-Deterrent System. Emergency Trunk Release. Integrated Rear Window
Antenna. Alloy Wheels. Security System. Variable Intermittent Windshield Wipers.
Multi-Reflector Halogen Headlights with Auto-off. Body-Colored Power Side Mirrors.
Body-Colored Door Handles. Body-Colored Impact-Absorbing Bumpers. Chrome Exhaust
Finisher. Chrome Window Trim. Air Conditioning with Air Filtration System. Illuminated Power
Window Switches. Cruise Control. Tilt and Telescopic Steering Column. Premium Interior
Accents. Beverage Holders, Front and Rear. Blue Ambient Console Lighting. Map Lights.
Sunglasses Holder. Coin Box. Lockable Glove Compartment with Light. Driver- and
Passenger-Side Seatback Pockets. Remote Fuel Filler Door Release. Remote Trunk Release with
Lock. Electronic Remote Trunk Release. Rear Window Defroster. Cargo Area Light. Floor Mats.
Side Door Pockets. Seating 5 Speed Automatic EX. Driver's Seat with 8-Way Power Adjustment.
Driver's Seat with Power Lumbar Support. Fold-Down Rear Seatback. Instrumentation 5 Speed
Automatic EX. Backlit Gauges. Digital Odometer and Digital Trip Meters 2. Fuel and Coolant
Temperature Indicators. Hood Struts. Fog Lights. Leather-Wrapped Steering Wheel. Automatic
Dimming Rearview Mirror. Leather-Trimmed Seats. Heated Front Seats. Passenger's Seat with
4-Way Power Adjustment. Exterior Temperature Indicator. Engineering 5 Speed Automatic LX.
Transmission 5 Speed Automatic LX. Safety 5 Speed Automatic LX. Seating 5 Speed Automatic
LX. Driver's Seat with Manual Height Adjustment. Instrumentation 5 Speed Automatic LX.
Engineering 5 Speed Manual EX. Transmission 5 Speed Manual EX. Safety 5 Speed Manual EX.
Seating 5 Speed Manual EX. Instrumentation 5 Speed Manual EX. Leather-Wrapped Shift Knob.
Engineering 5 Speed Manual LX. Transmission 5 Speed Manual LX. Safety 5 Speed Manual LX.
Seating 5 Speed Manual LX. Instrumentation 5 Speed Manual LX. Choose a Year and Model to
View YEAR MODEL. It is essential to tighten a spark plug to the specified turning angle or
torque setting as torque directly impacts a spark plugs ability to remove heat from the
combustion chamber. Over tightening can cause damage to the threads in the cylinder head
and the threads of the spark plug, stress the spark plugs internal seal, or fracture the spark
plugs insulator. Under tightening will prevent the spark plug from being properly seated on the
cylinder head, resulting in insufficient contact with the head to transfer heat. Either of these
would result in elevated combustion chamber temperatures, followed by pre-ignition and
detonation. Clean the spark plug threads and ensure the cylinder head is clean of debris. Screw
in the spark plug finger tight until the gasket meets the cylinder head. Then tighten the plug as
specified below:. Please note there are slight variations in torqueing recommendations between
spark plug manufacturers. To find the manufacturers recommended torque setting, please enter
the spark plug number in the search box. While viewing the part detail page, click on the
"specs" tab. If a recommendation has been made, it will appear under the "Specifications"
heading. If a torque wrench is unavailable, finger tighten the spark plug, then use a plug wrench
to tighten. Contact us Log in Create an Account. Shop parts Application. Plug Torque Settings It
is essential to tighten a spark plug to the specified turning angle or torque setting as torque
directly impacts a spark plugs ability to remove heat from the combustion chamber. Proper
Tightening Procedure Clean the spark plug threads and ensure the cylinder head is clean of
debris. Without a Torque Wrench: If a torque wrench is unavailable, finger tighten the spark
plug, then use a plug wrench to tighten. Each spark plug manufacturer has created their
recommendations based on the general consensus of most engine manufactures. In the case of
a discrepancy between the plug manufacturer and engine manufacturers recommendations,
always default to the engine manufacturer. Looking For Wholesale Pricing? Contact Us For
Quotes. Shop Secure:. It is essential to tighten a spark plug to the specified turning angle or
torque setting as torque directly impacts a spark plugs ability to remove heat from the
combustion chamber. Over tightening can cause damage to the threads in the cylinder head
and the threads of the spark plug, stress the spark plugs internal seal, or fracture the spark
plugs insulator. Under tightening will prevent the spark plug from being properly seated on the

cylinder head, resulting in insufficient contact with the head to transfer heat. Either of these
would result in elevated combustion chamber temperatures, followed by pre-ignition and
detonation. Clean the spark plug threads and ensure the cylinder head is clean of debris. Screw
in the spark plug finger tight until the gasket meets the cylinder head. Then tighten the plug as
specified below:. Please note there are slight variations in torqueing recommendations between
spark plug manufacturers. To find the manufacturers recommended torque setting, please enter
the spark plug number in the search box. While viewing the part detail page, click on the
"specs" tab. If a recommendation has been made, it will appear under the "Specifications"
heading. If a torque wrench is unavailable, finger tighten the spark plug, then use a plug wrench
to tighten. Contact us Sign in Register. Shop parts Application. Back Application. Plug Torque
Settings It is essential to tighten a spark plug to the specified turning angle or torque setting as
torque directly impacts a spark plugs ability to remove heat from the combustion chamber.
Proper Tightening Procedure Clean the spark plug threads and ensure the cylinder head is
clean of debris. Without a Torque Wrench: If a torque wrench is unavailable, finger tighten the
spark plug, then use a plug wrench to tighten. Each spark plug manufacturer has created their
recommendations based on the general consensus of most engine manufactures. In the case of
a discrepancy between the plug manufacturer and engine manufacturers recommendations,
always default to the engine manufacturer. Looking For Wholesale Pricing? Contact Us For
Quotes. Shop Secure:. It is essential to tighten a spark plug to the specified turning angle or
torque setting as torque directly impacts a spark plugs ability to remove heat from the
combustion chamber. Over tightening can cause damage to the threads in the cylinder head
and the threads of the spark plug, stress the spark plugs internal seal, or fracture the spark
plugs insulator. Under tightening will prevent the spark plug from being properly seated on the
cylinder head, resulting in insufficient contact with the head to transfer heat. Either of these
would result in elevated combustion chamber temperatures, followed by pre-ignition and
detonation. Clean the spark plug threads and ensure the cylinder head is clean of debris. Screw
in the spark plug finger tight until the gasket meets the cylinder head. Then tighten the plug as
specified below:. To find NGK's recommended torque setting, please enter the spark plug
number in the search box. While viewing the part detail page, click on the "specs" tab. If a
recommendation has been made, it will appear under the "Specifications" heading. If a torque
wrench is unavailable, finger tighten the spark plug, then use a plug wrench to tighten. Contact
us Sign in Register. Shop parts Application. Back Application. NGK Plug Torque Settings It is
essential to tighten a spark plug to the specified turning angle or torque setting as torque
directly impacts a spark plugs ability to remove heat from the combustion chamber. Proper
Tightening Procedure Clean the spark plug threads and ensure the cylinder head is clean of
debris. Without a Torque Wrench: If a torque wrench is unavailable, finger tighten the spark
plug, then use a plug wrench to tighten. NGK has created their recommendations based on the
general consensus of most engine manufactures. In the case of a discrepancy between the plug
manufacturer and engine manufacturers recommendations, always default to the engine
manufacturer. Looking For Wholesale Pricing? Contact Us For Quotes. Shop Secure:. Camshaft
thrust plate bolt: 16 ft lbs. Intake Cover: 8. Valve cover bolts: 8. Cam Gear Cover: 8. Cam Gear:
67 ft lbs. Rocker Arms: 17 ft lbs. Intake â€¦ i4 :. Connecting Rod: 40 ft lbs. NOTE: Dip main
bearing bolts and crankshaft
used boats green bay
timing belt honda odyssey
2000 toyota solara interior
damper bolt in clean engine oil prior to tightening. Cap bolts:. Strut brace mounting nut: 16 ft
lbs. Front Radius Rod to cross member nut: 32 ft lbs. Front Lower Ball Joint Nut: ft lbs. Front
Upper Ball Joint Nut: ft lbs. Rear Trailing arm to knuckle bolt: 43 ft lbs. Rear Leading arm inner
pivot bolt: 43ft lbs. Rear Leading arm to knuckle bolt: 43 ft lbs. Rear Upper arm inner pivot bolt:
43 ft lbs. Rear Upper arm to knuckle castle nut: ft lbs. Rear Hub Nut: ft lbs. Rear Caliper
Mounting Bolts: 19 ft lbs. Bracket To Chassis Bolt: 28 ft lbs. Bracket To Engine Bolts: 28 ft lbs.
Mount To Chassis Bolts: 28 ft lbs. Bracket To Engine Bolts: 40 ft lbs. Nut For Mount Stud: 40 ft
lbs. Engine Mount Engine Bracket Bolt: 33 ft lbs. Engine Mount Insulator Through Bolt: 40 ft lbs.
Through Bolt: 40 ft lbs. Bracket To Transaxle Nut: 28 ft lbs. Auto Drain Plug: 36 ft lbs. Coolant
V6 : 5. Spark Plugs. Ignition Coils. Cam Gears. Intake Filter. Throttle Body. Exhaust Header.
Timing Belt. Share This Page.

