Kel tec 380 parts diagram

P Parts click to enlarge. P-3AT Parts click to enlarge. Now you can use a screwdriver, empty
case, or snap cap of the caliber of the gun to pull out the assembly pin Part For the reason I use
a screwdriver to push the spring down before pulling the assembly pin out on the P and why my
P has a slot in the assembly pin it look here. To remove the tension on the hammer spring you
will have to "un hook" the lower spring anchoring point. You do this by inserting a flat blade
screwdriver from the top of the gun through the mag well and into the Hammer Spring Catch
Part Then, while holding the gun upside down, push the catch upward to get it out of it's groove
and then forward slightly twisting it so it will fit through the mag well. P on the top row of pics
and P on the bottom. Now you will need something with a hole in it. Rest the pistol so that one
of the frame pins Part is over the hole in the 2X4 and tap it out using something flat and round.
It has a hex driver that is just a bit smaller than the pins and works well to press them out. You
can also use an appropriate sized blunt punch. When pushing out frame pins note which side
you pushed them out from. Press them out from the end of the pin that has the slight dip in the
middle, if you look closely at the two ends of the pins you will see that there is a slight
difference although it realy does not matter it can be done from either side. You may be able to
just press on them but more than likely will need to tap them out with a small hammer. Be
careful not to miss or scratch up the under side of your KT. This side. Not this side. If you have
a trigger shoe installed and have not modified the grip, you will have to remove the trigger shoe
to get the frame out of the grip. I installed the trigger shoe on my P with Ultra Black RTV silicone
from the parts store on the trigger, inside of the shoe and on the locking Hex screw threads , so
mine is semi permanent I have since permanently attached it with JB Weld. I enlarged the
window that the trigger travels through in the grip red arrow so that I could remove the frame
from the grip without removing the trigger shoe. You can also see the white head of the nylon
screw other red arrow that is my trigger stop for more info on the trigger stop look here. For
more on a trigger shoe for the p look here. Now that you have all the pins out 2 for the P and 3
for the P and the trigger shoe off or have a modified grip with a wide spot for the trigger shoe to
go through , you can pull the frame up and out of the Polymer grip. But as you pull it out make
sure that you do not loose the slide stop spring Part , red arrow. It will fly out if you don't hold
your finger over it when pulling the frame out of the grip. Also make sure you keep your fingers
on the other side as well to keep the Trigger Spring Part , red arrow and Trigger Bar Part , red
arrow in place on the frame. They don't fly off as much but can fall off if not held. One trick is to
pull the frame out of the grip with the whole thing inside a plastic bag gallon sized zip locks
work well so that if a piece goes flying you don't loose it those little suckers will fly at least the
first few times until you get used to knowing where to hold your fingers on the frame to keep the
pieces in place. You have to move and twist the Slide Stop around a bit to get it out of the frame,
but it can be done without the use of any force, so don't try to force it. The trigger spring rests
in a slot in the bottom of the trigger bar. To remove the trigger bar, first release the tension put
on it by the trigger spring by pulling the spring down counter clock wise pulling it out a little so
it will not fall back into the groove of the transfer bar and allowing the spring to slowly rotate
clockwise until there is no tension. Then simply lift out the transfer bar. To remove the hammer
for the P only, the P does not require this , you must first remove the Hammer Spring Catch Part
from the hammer spring Part Do this by pushing the hammer spring up and out of the Hammer
Spring Catch and then sliding out the Hammer spring Pin Part Then you can pull the hammer
spring out of the hammer spring catch. Now push the Hammer Axis pin Part from the right out
the left side. This should not require force and often falls out if the frame is held with the left
side down and tapped. For the P, simply pull the hammer up and out with the hammer spring.
For the P just slide the hammer down. For the P and P only, not the P, the P has no access hole
in the frame to push the trigger pin out, so the trigger must be broken to remove it. To remove
the trigger from the frame you must first remove the trigger pin part by pushing it out through
the bottom. There is a small hole in the frame that will line up with the pin when the trigger is in
the forward position. Insert a small enough punch into the hole in the frame and tap out the pin.
Then the Trigger Axis part can be pushed out to the right. This is only needed if you wish to
change or modify the extractor, or occasionally clean this area out. After you have the slide off
get a punch or something the right size and and tap out the extractor roll pin out of the bottom
with the slide rested on something giving the roll pin somewhere to go 2 pieces of wood, or a
piece of wood with a hole in it. As you tap out the roll pin the punch will hold the extractor in
place. Hold in the rear of the extractor as you pull out the punch, the extractor will be under
tension by the extractor spring. As you let the tension off the extractor, it and the spring should
fall out of the right side. To put the trigger assembly back together for the P or P , first push the
trigger up into the frame. Then slide in trigger axis part from the right side of the frame. Now put
the trigger pin part in the bottom of the trigger. Start to push it up into the trigger. Now you will
probably have to turn the trigger axis a little, and maybe move the trigger back and forth a little

until the holes line up so the pin can go through the first part of the trigger axis. At this point,
only push the pin through the trigger axis enough to keep the holes lined up. Now insert the
loop end of the trigger spring part into the trigger axis, and rotate the "leg" of the spring so it
points forward like in the first pic. Then push the pin the rest of the way into the bottom of the
trigger the pin should go through the "loop" at the end of the trigger spring that goes into the
trigger axis. To reassemble, for the P slide the hammer spring down through the frame and
position the hammer so the flat side is to the left. For the P the flat side of the hammer goes
forward and the hammer goes in up from the bottom of the frame, not down from the top. Then
push in the hammer axis pin part from the left side. On the P the rounded end of the Hammer
Axis goes to the right side. Now slide the hammer spring catch over the end of the hammer
spring and rotate it so that the curved part is to the rear. Insert the hammer spring catch pin and
set it into the hammer spring catch by pulling the hammer spring catch away from the frame.
Now lay the frame on it's right side so you are looking at the left side and put the slide stop
back in, it will go in without force, but you may have to do some twisting. Flip the frame over so
you are looking at the right side. Lay the transfer bar on the frame. Now pull the trigger spring
down counter clockwise and set it in the groove of the transfer bar. Pick up the frame holding
the transfer bar against it and keeping the slide stop against the frame and begin inserting the
hammer spring into the mag well and start the frame going into the grip. Push it into the grip far
enough so that the grip will hold the transfer bar in the frame. Now always keeping your finger
over this spring, holding it against the frame, push the frame the rest of the way into the grip.
Use the same flat blade screwdriver to "hook" the hammer spring catch on the bottom of the
grip. Now insert the barrel into the slide, put the recoil springs on the guide rod, and insert the
guide rod into the slide, making the head catch on the cutout in the barrel in front of the lug
area. If working on a P-3AT insure the ejector is in the aluminum frame. The slide does not need
to be locked back to insert the assembly pin it only has to be pushed back slighly, but it is
usually easier to lock it back on the P and the P Slide on the slide assembly Slide, barrel, recoil
spring and guide rod and pull it all the way back for the P-3AT and P the hammer needs to be in
the half cock position for the slide to go on. It should lock back for the P and P The barrel
should fall forward, but may not go all the way forward, or may go a little too far forward. Once
you have the barrel fully forward as in the second picture below , move it back and forth a bit
and you will find a round slot for the assembly pin to be inserted into. Once all of these things
are done, the pin will slide into the slot and when you push it home, it will snap into place. Then
you release the slide stop and work the slide a few times to check the action, as directed in the
all too brief assembly instructions in your KelTec instruction manual. On my p I found that I
could not get my barrel to go forward enough to line up with the assembly pin hole sometimes.
This was because the top of the guide rod was hitting the first ledge on the barrel and not
staying in the cup that is there to hold it first picture. It should rest in the cup like in the second
picture. The recoil spring was pointing down, normaly it will point up. To get the barrel forward I
had to push up on the tip of the guide rod which forced the inside head down off the ledge on
the barrel into the cup that holds it. I rounded this first lip on my p barrel so the head of the
guide rod will slip off of it and fall into the cup, this was not necessary on my p Hello again. This
is a field strip disassembly and reassembly video of the Kel-Tec 3AT. I apologize, the distributor
put a big nasty label over the top. But this is a small compact polymer box for small compact
polymer weapon. Now you can lock this box up with either a padlock or a tie, but you know
anybody with a screwdriver could force their way into it. The box comes with, first of all, the
weapon. It comes with a well illustrated color owners manual which I found to be extremely
helpful. If you ever lose this, Kel-Tec will send you another one for free. It also has a trigger lock
assembly which comes in this little plastic bag with instructions on how to put it on. This one
only came with one magazine and it does not, this particular version, did not come with a piece
of brass in a sealed envelope. So, good for it. Magazine out. Lock it to the rear. I can visually
inspect the chamber. The weapon is safe and clear. This is the Kel-Tec 3AT. Now, the weapon
only has a couple of controls. But what you do have, right here on the left side of the frame, is
this is the takedown pin, right here. This has to be pulled out. You just have to work this pin off
of the frame a little bit and get out from behind the frame. Now, in the owners manual, it shows
people doing this with a piece of brass. Just until it protrudes past the frame a little bit. Here we
go. I can take the slide off of the frame. As you can see right there. The next step is to
disassemble the upper assembly or slide and that is this wrinkle spring in the barrel in here.
This is a lightweight aluminum spring, a recoil guide, and two springs. So I want to point the
barrel towards me and the head of this guide rod away from me. This is under a tremendous
amount of pressure. So be very careful at this point. Make sure you have a good grip on that
spring and the guide rod before you take it off of the slide. All right. So, always where eye
protection and point this away from you. All right, so I pull this off and out, keeping it under

control and as you can see this is a dual spring system. Small, large in a lightweight aluminum
pin right there. And this is the Kel-Tec 3AT disassembled. See the hole right here? What it
should look like, it should look level, not kink, not bound up in any way. Make sure you can see
that. And it comes all the way back. Now, you have to look through the hole, right here, and pull
it back. Okay, see right there, the barrel is too far forward. Pull back. Now you see the hole and
if you pull back past that, you see the other barrel coming into play. The pin is now all the way
down. Kind of angle your pin with the head up, like this. Go in, press down on that spring, then
rotate it up and stick it straight in. I think that you have to dry fire to make sure that the weapon
functions properly before you put it up. But, as this is a more inexpensive weapon, I do not
recommend extensive dry firing. Okay, so that is the Kel-Tec 3AT disassembly and reassembly
video. Over the years he has conducted basic through advanced training courses across the US
and in select countries as a former private contractor and on behalf of the military. He has been
a Missouri and Tennessee P. DC has committed his life to training people on the proper and
effective use of firearms. He firmly believes that this training results in a safer world and fewer
lost lives. Time limit is exhausted. All rights reserved. Privacy Policy. Developed by MPA. No
Comments. Training Resources "On Your Guard". Concealed Carry Basics. Concealed Carry
Training. David Reed's Weekend Drills. Handgun Reviews. Range Day. Range Day II. The little
pistol weighs in at just over eight ounces unloaded, and is only five inches long. The P3AT
features a hammerless design, which makes it far easier to draw from a pocket, as there are no
edged surfaces to snag on clothing. As with all pistols, it is important that you know how to
break down and clean your P3AT to keep it properly maintained and ready to fire. Push the
magazine eject lever on the weapon grip, just behind the trigger guard, and pull the magazine
out of the pistol. Pull back the P3AT's slide and examine the firing chamber to ensure there are
no live rounds in the pistol. Place the P3AT on a flat surface with the left side facing up. Put
pressure on the pistol frame around the large assembly pin in the center of the weapon with one
hand, and pull the disassembly pin free with the other hand. Once the pin is out, you can
release the pressure. Push the barrel back into the slide with your finger, then grasp the slide
itself and slowly push it forward off of the frame. Dip a bore brush in gun solvent and
thoroughly scrub the inside of the barrel and the chamber, the large square section at the back
of the barrel. Remove all the powder residue from these areas. Attach the jag to a cleaning rod
and use it to push several clean cloth swatches through the barrel and out the back of the
chamber to remove any excess solvent and powder residue. Continue pushing the swatches
through until they emerge clean and dry. Dip a toothbrush in solvent and scrub down all the
metal areas in the slide, as well as in the pistol frame itself. Scrub the exterior of the pistol fram
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e with a toothbrush and a small amount of solvent, then dry it off with a clean cloth. Apply a
small amount of gun oil to a clean cloth and wipe down all external parts of the P3AT. Once you
have done this, wipe the areas dry with a dry cloth. If you have difficulty pulling the assembly
pin out with your bare fingers, you may be able to pry it partially out by using the bottom rim on
a. Always treat your firearm as if it were loaded, regardless of whether it is or not. Never point it
towards another person, or in any direction it would be unsafe to fire. Joshua Benjamin began
as a professional freelance writer in He has successfully published numerous articles spanning
a broad range of topics. Benjamin's areas of expertise include auto repair, computer hardware
and software, firearms operation and maintenance, and home repair and maintenance. Related
How to Clean a Glock Related How to Disassemble a Remington Lift out the recoil spring, barrel,
and ejector from the inside of the slide.

