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Chevrolet Silverado P if your catalytic convertor fails completely, you eventually won't be able
to keep the car running. Your gas mileage will also be terrible, so you should try and fix it as
soon as you can. So you should chech it on our car models. Disconnected, dirty or fouled spark
plugs are common causes for engines that won't start. Spark plugs typically need to be
replaced every season or 25 hours of use. You should also check that the spark plug gap is set
properly. If your spark plugs look good, problems with your ignition system can also preventing
a spark. These can range from a faulty spark plug lead, shorted kill switch or flywheel key
damage. Parts or components should not be replaced with reference to only a P DTC. The
vehicle service manual should be consulted for more information on possible causes of the
fault, along with required testing. Code Search Please fill the "Code Box" to find engine fault
code. Ways to read engine trouble codes. Ways to clear check engine light on car panel. Check
Engine Light Dictionary Ways to clear check engine light on car panel. Main engine trouble code
archive on Web. Copyright EngineTroubleCode. Check engine light comes on Engine stalling or
misfiring Engine performance issues Car not starting. If one of these reasons for P code is
occuring now you should check P repair processes. Now don't ask yourself; What should you
do with P code? The solution is here :. Play Now. What does this mean? Check the "Possible
Causes" listed above. Visually inspect the related wiring harness and connectors. Check for
damaged components and look for broken, bent, pushed out, or corroded connector's pins.
How much do you know about cars? Take the AutoCodes. The auto repair labor rates vary by
location, your vehicle's make and model, and even your engine type. The powertrain control
module PCM monitors the fuel enable signal during crank. If the proper signal is present on the
theft deterrent fuel enable circuit, the PCM enables fuel delivery to allow the engine to start. DTC
P can cause a no-start condition or normal operation depending on when the loss of the fuel
enable signal was detected. The engine will continue to start and run if the condition that set
DTC P occurred after the BCM sensed the proper key resistor pellet and signaled the PCM to
continue fuel delivery. The engine will start and immediately stall if the condition that set DTC P
occurred before the BCM sensed the proper key resistor pellet. Get Access to Factory Service
Manuals. Need more help? Get the P Chevrolet code diagnosed by a professional: Find a repair
shop in your area. Why is the Engine Light ON? Comments Help us improve AutoCodes. Leave
a comment below or tell us if the information above help you fix the code. What are the
symptoms on your vehicle for the P Chevrolet code? Have you replaced any parts? Any
information is appreciated. Repair Importance Level: 3. Home - About AutoCodes. Posted and
Edit by AutoCodes. Play Now. Engine-Codes - Generic - P P Possible Causes What does this
mean? How is the P code repair? Start by checking the "Possible Causes" listed above. Visually
inspect the related wiring harness and connectors. Check for damaged components and look
for broken, bent, pushed out, or corroded connector's pins. What is the cost to diagnose the P
code Labor: 1. The auto repair labor rates vary widely across the country, and even within the
same city. How much do you know about cars? Take the AutoCodes. The powertrain control
module PCM monitors the fuel enable signal during crank. If the proper signal is present on the
theft deterrent fuel enable circuit, the PCM enables fuel delivery to allow the engine to start. DTC
P can cause a no-start condition or normal operation depending on when the loss of the fuel
enable signal was detected. The engine will continue to start and run if the condition that set
DTC P occurred after the BCM sensed the proper key resistor pellet and signaled the PCM to
continue fuel delivery. The engine will start and immediately stall if the condition that set DTC P
occurred before the BCM sensed the proper key resistor pellet. More Information Need more
information on how to fix the P code? Get Access to Factory Service Manuals. Need more help?
Get the P code diagnosed by a professional: Find a repair shop in your area. Why is the Engine
Light ON? Repair Importance Level: 3. Play Now. Start by checking the "Possible Causes" listed
above. Visually inspect the related wiring harness and connectors. Check for damaged
components and look for broken, bent, pushed out, or corroded connector's pins. The auto
repair labor rates vary widely across the country, and even within the same city. How much do
you know about cars? Take the AutoCodes. The powertrain control module PCM monitors the
fuel enable signal during crank. If the proper signal is present on the theft deterrent fuel enable
circuit, the PCM enables fuel delivery to allow the engine to start. DTC P can cause a no-start
condition or normal operation depending on when the loss of the fuel enable signal was
detected. The engine will continue to start and run if the condition that set DTC P occurred after
the BCM sensed the proper key resistor pellet and signaled the PCM to continue fuel delivery.
The engine will start and immediately stall if the condition that set DTC P occurred before the
BCM sensed the proper key resistor pellet. Get Access to Factory Service Manuals. Need more
help? Get the P Chevrolet code diagnosed by a professional: Find a repair shop in your area.
Why is the Engine Light ON? Repair Importance Level: 3. This error code is a
manufacturer-specific trouble code, meaning it does not apply to all vehicles makes. Rather, it

applies only to specific vehicle makes, such as Chevrolet. Specification on the definition,
troubleshooting, and repairs still vary from one make and model to another. This error code will
keep the vehicle from starting, or cause problems in the normal operation depending on when
the loss of communication was detected. The engine will continue to start and run if the
condition that set the code happened after the PCM received a valid theft deterrent password
XXXXX the BCM and already allowed fuel to the ignition cycle. If the condition that set the code
occurred before the PCM received a valid theft deterrent password, then the engine will start
and stall immediately. To diagnose this error code, you need to hook up a scanner and see if the
key is being recognized by the PCM. This might be in the engine section of the scanner of the
BCM. If the key is not there, the fuel will shut off, and the engine will start and die. Other cars
work the same way, such as Volvo. To check further, try these:. Test the Passlock sensor circuit
voltage located at the sensor connector terminal. Then, test the Passlock sensor signal back
probed at the Yellow wire voltage from the lock, through the crank, and to the run position. If the
signal voltage is in a consistent sequence when you do a start and run and when start and stall,
that means the BCM may be failing. Next, make sure the PCM maintains a good power and
ground. It may be having an intermittent drop out caused by the bad ignition switch. If this is the
case, you must monitor voltages when the stall occurs, or when the Error Code P sets. If the
signal voltage is in an inconsistent sequence, verify the 12V and ground circuits. This code can
be easy to fix, just make sure you go through the step by step diagnosis thoroughly. Remember
me. Table of Contents. Subscribe to our mailing list. I have code how do fix this? Please help
me I love this site. Do you. This can be from a faulty BCM which is common in these cars. Here
is some information from the book: DTC P Circuit Description: The body control module BCM ,
produces the theft deterrent crank relay and fuel enable signal when ignition is ON and the
proper ignition code voltage value is detected. The powertrain control module PCM monitors
the fuel enable signal during crank. If the proper signal is present on the class 2 serial data
circuit, the PCM enables the fuel delivery in order to allow the engine to start. The engine
continues to start and run as long as DTC P is stored. This information will not be stored as
freeze frame data. The DTC can be cleared by using a scan tool. Try to disconnect the battery
for ten minutes and then reconnect it to see what happens it could reset. If the problem then
returns the BCM is bad here is its location you will need a shop to program it for you. Below Let
me know Cheers Image Click to enlarge. Was this answer. I had to replace transmission on this
car. So I move the engine so I can get to transmission and got it back together and know it will
not start by key to start. All it will do is no sound from starter. It will start is if I go under car it
will run about four seconds and shut off. So I put my snap on scanner on it it has code , u, code
is theft deterrent system fuel is disable u How do I get it running? Is there a way to get it
running by key learning? I have tried key in for ten minutes and pull key out for less then twenty
seconds and do it again. Is there something I am missing or is there a way I can bypass the
system? Can you tell me the right way to program it by key to learn? I found my problem and
got more information on my car. I was told if the battery drains all the time if you have to get it
jump or your headlights goes on by its flashes or interior lights do not work it will be BCM body
control module this some sign of BCM is gone or going out. This car is well known for BCM
problem. I hope this will help others. Great addition to this thread! Please feel free to help out
whenever you are on the site : Cheers, Ken Was this answer. Please login or register to post a
reply. Sponsored links. Ask a Car Question. It's Free! Circuit Description. The Vehicle Theft
Deterrent system consists of the following components:. The Vehicle Theft Deterrent system is
designed to disable vehicle operation if the incorrect key or starting procedure is used. The
Body Control Module enables the crank circuit to the starter and sends a signal to the PCM if
the correct key is being used. If the proper signal does not reach the PCM on the fuel enable
circuit, the PCM will not pulse the injectors ON and thus not allow the vehicle to continue to
operate, even if the crank circuit is bypassed. Conditions for Running the DTC. The Engine is
running or cranking. Conditions for Setting the DTC. Conditions for Clearing the DTC.
Diagnostic Aids. Test Description. The numbers below refer to the step numbers on the
diagnostic table. Using this kit prevents damage to the harness connector terminals. Value s.
Go to Step 2. Does the scan tool indicate that this diagnostic failed this ignition? Go to Step 3.
Go to Diagnostic Aids. Does the engine crank? Go to Step 4. Is the voltage near the specified
voltage? Go to Step 5. Go to Step 7. Is the hertz signal within the specified range? Go to Step 6.
Go to Step 8. Does the engine start and continue to operate? Go to Step 9. Did you find and
correct the condition? Go to Step Program the replacement PCM. Replace the PCM. Is the action
complete? Replace the Body Control Module. Does the scan tool indicate that this test ran and
passed? Select the Capture Info option and the Review Info option using the scan tool. Does the
scan tool display any DTCs that you have not diagnosed? Go to the applicable DTC table.
System OK. The condition is present for less than 1. The PCM records the operating conditions

at the time the diagnostic fails. The engine starts and then stalls or the starter does not engage.
Use a scan tool in order to clear the DTC. If the engine starts and then stalls, the Body Control
Module is not suppling the appropriate signal or the theft deterrent fuel enable circuit is open,
shorted to a ground, or shorted to a voltage. Operate the vehicle within the same freeze frame
conditions RPM, load, vehicle speed, temperature etc. This will isolate when the DTC failed. For
an intermittent condition, refer to Symptoms. Test Description The numbers below refer to the
step numbers on the diagnostic table. An engine that does not crank and a DTC P is set,
indicates that there is a theft deterrent system condition. An incorrect ignition key or an
incorrect starting procedure causes a no crank condition. An engine that does not crank
indicates there is a condition with the Body Cont
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rol Module. This step determines if the Powertrain Control Module is capable of sending a 5.
This step determines if the condition is intermittent. If the engine starts and continues to
operate, you may have corrected the condition during diagnoses. Use the scan tool to clear the
DTCs. Disconnect the BCM connector. Reconnect the BCM. Clear the DTCs. Attempt to start the
engine. Refer to Wiring Repairs in Wiring Systems. If you find a poor connection, repair as
necessary. If you find a poor connection, repair the terminal as necessary. Idle the engine at the
normal operating temperature. Operate the vehicle within the Conditions for Running the DTC
as specified in the supporting text, if applicable. Turn OFF the ignition. Turn OFF the Ignition.
Capture Info using the scan tool. Inspect the terminal tension for the fuel enable circuit at the
BCM harness connector. Inspect the terminal tension for the fuel enable circuit at the PCM
harness connector. Important Program the replacement PCM.

